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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/html/lab234/pubs/2007_09.pdf.









1. http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf
Operating of the superconducting integrated receiver channel of the TELIS atmospheric sounder. ... The noise temperature of the SIR was measured to be as low as 120 K, with an intermediate frequency band of 4  8 GHz in double sideband operation; the spectral resolution is well below 1 MHz. The SIR was implemented in the three-channel balloon-borne instrument TELIS (TErahertz and submillimeter LImb Sounder) that detects spectral emission lines of stratospheric trace gases (like ClO and BrO). ... 



      
[
Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf -- 819.5 Кб -- 09.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>543) - www.cplire.ru/ )
	http://www.cplire.ru/html/lab234/pubs/2007_08.pdf

	Lab234 - Development, study and optimization of the superconducting phase

	Lab234 - Technology for fabrication of superconducting integrated circuits







    






2. http://www.stsci.edu/hst/wfc3/documents/ISRs/WFC3-2005-08.pdf
 ... Analysis of the  UVIS03  data show that the  gain  ratios,  relative  to the  nominal   1.5 , are 1.01-1.04, 2.09-2.15, and 4.28-4.39 at a detector temperature of -82C. A check of the absolute  gain  of the  nominal   1.5  setting was performed using  flatfields  from the linearity (UVIS05) test; gains were  measured  at 1.53, 1.52, 1.56, and 1.55, with errors   0.01 , for quadrants A,B,C, and D. Introduction The purpose of the ... Gain ratios for the four quadrants, relative to gain 1.5. ... 



      
[
Текст

] 
 Ссылки http://www.stsci.edu/hst/wfc3/documents/ISRs/WFC3-2005-08.pdf -- 43.8 Кб -- 31.03.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12151) - www.stsci.edu/ )
	http://www.stsci.edu/documents/dhb/web/c16_nicinstover.fm2.html

	Program ID 6898: GHRS Cycle 6: CRIMP2-- Condensed-Regimen Integrated Monitoring

	Proposal ID 6897: GHRS Cycle 6: CRIMP1-- Condensed-Regimen Integrated







    






3. Massaging Steps Performed by UVREAD - UVSET
 ... Object . ... data . channel . ... As mentioned above, the uvread routine can perform, at the programmers request, extra processing steps on the visibility data. ... If the original channels are numbers from 1 to , then, by using type='channel' , uvread will return massaged channels, where channel of the massaged channels is formed by averaging channels of the original data, starting at channel . ... If is specified as 0, then uvread will return as many channels as possible. object='reference' . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/progguide/node26.html -- 12.9 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16921) - www.atnf.csiro.au/ )
	mbspect

	gpscal

	Polarization/Stokes Handling (stokes and select)







    






4. http://www.naic.edu/~phil/calcb/meascalApr03/measCalapr03.html
 ... The power levels during the measurements. ... On 25apr03 the cals were measured using absorber and tracking blank sky. ... See measuring cals on the telescope using sky and absorber for a more detailed description. After taking the data, the spectrum of the cal showed a ripple in polA. ... Blue is cal polA, polb measured using the ratios of the absorber and sky measurements. Fig 2 is the cal value from the absorber and ratio measurement (averaged over each 25Mhz band) with no cum filtering. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/calcb/meascalApr03/measCalapr03.html -- 6.2 Кб -- 01.03.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5587) - www.naic.edu/ )
	http://www.naic.edu/~phil/calsbw/meascalSep01/meascalsep01.html

	http://www.naic.edu/~phil/calsbh/meascalMar04/measCalmar04.html

	http://www.naic.edu/~phil/calcb/meascalMay03/meascalMay03.html







    






5. OptInt PmWiki : MROIFastTipTilt / Tech Meet 11
OptInt PmWiki : MROI Fast Tip Tilt / Tech Meet 11 . ... This meeting is intended as an initial brainstorm on how we will perform the component and integrated tests in the PDR phase. ... How to measure movement of mount versus movement of optic in mount? ... Most tests should be conducted here in the lab but we could use COAST for some tests, particularly a system level test using a pin-hole at one end of the tables and the base-plate, optics and camera arrangement at the other end. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIFastTipTilt/TechMeet11?action=print -- 9.9 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1307) - www.mrao.cam.ac.uk/ )
	Astrophysics Group SKALA meets LOFAR







    






6. ION Results Page
This page is a mirror of the ION SADS page available at http://sads.cnes.fr:8010 . Besides the information already available on this page, there you can browse the ION QuickLook images. ... The ION experiment flown on the Interball-Aurora mission performs simultaneous ion and electron measurements. Two mass spectrometers looking in opposing directions perpendicular to the satellite spin axis, which points toward the sun, measure ions in the mass and energy ranges 1-32 amu and ~ 0 to 14,000 eV. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/auroral/ion.htm -- 5.1 Кб -- 23.04.1998

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/auroral/ion.htm -- 5.1 Кб -- 23.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1462) - www.cosmos.ru/ )
	Low-frequency electromagnetic sounding instrument for subsurface studies

	About modification of the INTERBALL orbital elements

	Comparing Masses Without Use of Gravity







    






7. DFS commissioning: integration acceptance meeting
 ... NEWS . WHEN : typically 3 weeks before the official deadline , i.e. date by which the new DFS release has to be operational on the mountain. ... complete list of performed tests. ... description of the new bugs raised during this Integration phase. ... HOW: Integration Acceptance meeting at DFS level with: . ... If needed, specific Integration acceptance meetings at DFS project level and SCCB meetings may be organized to prepare this Integration acceptance meeting. Before this meeting, . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/projects/dfs/team/integration-acceptance.html -- 8.9 Кб -- 13.04.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8735) - www.eso.org/ )
	OLAS project Home Page

	Pass band integrations

	QA rules: DFS commissioning







    






8. RSC "Energia" - Launchers
 ... S.P. KOROLEV ROCKET AND SPACE CORPORATION ENERGIA . ... OAO RSC "Energia" . ... Company's History . ... Brief History of Rocket and Space Technology . ... ISS Russian Segment . ... Chronology of Extravehicular Activity . ... Sea Launch . ... Land Launch . ... ILV "dry roll-out" (installation on the launch pad and critical launch readiness checklist); . ... Making the Rocket Segment systems ready for the launch site activities; . ... Contribution of RSC Energia to the Russian Rocket-Space Technology ...



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/en/launchers/sea-launch/chron-27.html -- 35.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2108) - www.energia.ru/ )
	S.P.Korolev RSC Energia - LAND LAUNCH SYSTEM

	INTERNATIONAL SPACE STATION

	S.P.Korolev RSC Energia - ECOLOGICAL MONITORING







    






9. http://www.adass.org/adass/proceedings/adass03/reprints/P1-29.pdf
 ... The results are used in quasireal time by the observing process, but also as input by hardware quality control, by the dynamical scheduler, and by the Science Pipeline. Among processing operations are the calibration of the atmospheric absorption, of phase radiometric correction, of pointing scans, of phase and amplitude reference measurements, .. ... Using the last few measurements, we will determine a provisional amplitude calibration curve (to be also used by the Quick Look pipeline). ... 



      
[
Текст

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/reprints/P1-29.pdf -- 109.0 Кб -- 27.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1487) - www.adass.org/ )
	CENTERFIT: A Centering Algorithm Library for IRAF

	ADASS 2003 Conference Proceedings

	An Integrated Procedure for Tree N-body Simulations: FLY and AstroMD







    






10. Data gathering
 ... Measurements of fluctuations of the streamwise and vertical components of wind velocity were performed by two-component sonic anemometer of continuous radiation with capacitor microphones. Measurements of temperature fluctuations were performed with the aid of resistance thermometer. ... Average wind velocity at the 5 meters height was about 5 m/s. With the aid of multichannel registrator the simultaneous recordings of pulsations of temperature and velocity components were made. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/mf2.html -- 3.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1162) - www.sai.msu.su/ )
	Time and Time Interval Measurement with Application to Computer and Network
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