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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf.









1. http://www.cplire.ru/html/lab234/pubs/2010-13.pdf
 ... Torgashina, Gert de Lange, Leo de Jongb, Pavel A Yagoubovb a The Kotel'nikov Institute of Radio Engineering and Electronics, Moscow, Russia b SRON Netherlands Institute for Space Research, Groningen, the Netherlands Abstract--A Superconducting Integrated Receiver (SIR) developed for balloon borne instrument TELIS covers frequency range 450-650 GHz. The DSB noise temperature was measured as low as 120 K. The SIR application for high resolution spectroscopy of breathed out air has been proven. ... 



      
[
Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2010-13.pdf -- 135.1 Кб -- 21.01.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>662) - www.cplire.ru/ )
	http://www.cplire.ru/html/lab234/pubs/2012_08.pdf

	http://www.cplire.ru/html/lab234/pubs/2009-14a.pdf

	http://www.cplire.ru/html/lab234/pubs/2011_12.pdf







    






2. ISIM - Integrated Science Instrument Module
 ... JWST . ... The Birth Of Stars And Protoplanetary Systems . ... JWST Instruments . Instrument Module . ... The Integrated Science Instrument Module (ISIM) forms the scientific heart of the James Webb Space Telescope (JWST) and is being developed at the Goddard Space Flight Center . ... It consists of four science instruments, guider, and nine key subsystems that are shared by each of the science instruments. ... The cold portion of the ISIM is integrated with the Optical Telescope Element (OTE). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/jwst/instruments/isim -- 17.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20733) - www.stsci.edu/ )
	NICMOS STScI Analysis Newsletter 25

	NICMOS STScI Analysis Newsletter 22

	MIRI - Mid Infrared Instrument







    






3. Software for Testing and Commissioning the GBT
 ... The computer control systems and the data analysis software tools are being developed simultaneously and are used with the mock-up hardware to simulate the data acquisition process. ... Software which handles the commissioning tasks, engineering analysis, and data processing are being developed in the AIPS++ system. ... Here we give some examples of the software being developed and we show some of the tools available in the AIPS++ programming and analysis environment. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P2-07/ -- 10.2 Кб -- 04.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1997) - www.adass.org/ )
	Distributed Software for Observations in the Near Infrared

	ADASS 2002 Conference Proceedings

	The INTEGRAL Science Data Centre







    






4. Lidar homepage - Instrument Information
The LIDAR Instrument Information . The LIDAR was designed in a bistatic scheme with a separate transmitter and two receiver channels. ... The total mass of the instrument is only 940 grams (about 2 pounds) and a total volume is 950 cubic centimeters in both assemblies. ... Engineers designed the LIDAR to operate in the temperature range from -100 to 50 degrees Celsius (-148 to 122 degrees Fahrenheit) under lower pressure, near one millibar. ... One of the receiver channels has polarizer. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/lidar/english/instr.htm -- 4.2 Кб -- 09.12.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/lidar/english/instr.htm -- 4.2 Кб -- 09.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1360) - www.cosmos.ru/ )
	Optico-electronic Instruments for the Phobos-Grunt Mission

	Mars96

	PhSRM







    






5. Arcetri Correlation Spectrometer
This instrument is a spectometer with . ... maximum resolution of 40 Hz (8.4 m/s at 1.4 GHz) . ... The control software has been developed using Object Oriented analysis and modelling techniques ( Arcetri report 3/98 ). ... n. 3/93: ARCOS - Arcetri Correlation Spectrometer: Clock Generation module . n. 13/93: ARCOS - Arcetri Correlation Spectrometer: Project status report . ... n. 3/98: Software Analysis for the Arcetri COrrelation Spectrometer . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/instr/arcos/arcos.html -- 3.5 Кб -- 02.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8420) - www.arcetri.astro.it/ )
	Radioastronomy laboratory

	Galileo Probe Suggests Planetary Science Reappraisal







    






6. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - site2010.sai.msu.ru/ )






    






7. Sensors
ERS -1,2 SAR . ... SIR-C/X SAR . ... European Remote Sensing Satellite (ERS-1) was launched on 17 July 1991, and the follow mission ERS-2 (with the same sensors and an Ozone monitoring instrument added) was launched on 21 April 1995. ... The Spaceborne Imaging Radar-C/X-band Synthetic Radar (SIR-C/X-SAR), carried in the cargo bay of the Space Shuttle Endeavour in April and October of 1994, simultaneously recorded SAR data at three wavelengths (L-, C-, and X-bands; 23.5, 5.8, and 3.1 cm, respectively). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/asp/database/sensors.html -- 9.2 Кб -- 11.01.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>869) - www.iki.rssi.ru/ )
	ASPI experiment

	Some results from Intmins

	Paper ID No.SO96.3.3







    






8. NAIC Arecibo Observatory Lidar Capabilities Page
Potassium Doppler-Resonance Lidar . ... The diode laser is frequency modulated by a dual-pass acousto- optic modulation setup developed by the lidar group at Colorado State University in order to get the spectral information necessary to measure potassium temperature in the mesopause. ... The laser output is wavelength locked using a pulsed wavemeter and software developed at the Arecibo Observatory in order to feed back to the dye laser's rotating grating. ... Back to the Lidar Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~lidar/capabilities.html -- 8.0 Кб -- 11.04.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5772) - www.naic.edu/ )
	Submitting New Observing Modes to AO

	arecibo technical and operations memo series (atoms)

	Available Receivers







    






9. Feed cabin 2
Feed cabin Nr. ... Fig. ... This allows to realize the sensitivity at frequency ranges 4.8, 11.2 and 30.0 GHz of 5, 7 and 12 mK by double beam switching mode and by the integration time of the output filter 1s. Input waveguide paths were very long and had big losses. ... The focal line of the feed cabin Nr. ... Data Acquisition and Control System . The Data acquisition system of the feed cabin Nr 2 is based on the new measurement ER-DAS system (Embedded Radiometric Data Acquisition System). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016
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Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016
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Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>863) - jet.sao.ru/ )
	Cosmological Gene project

	Instrumentation

	LSFVO: instruments







    






10. Description of the RadioAstron project, english version
Status of the RadioAstron project development . The engineering model of the Space Radio Telescope (SRT) was assembled in Lavochkin Association (LA) in the configuration consisting of 10-m parabolic radio astronomical antenna made of carbon-fiber, F ocal and Device cabins of the scientific payload and on-board and ground complex of high data rate up-down radio link (VIRK). ... Then,radio astronomical tests were conducted using real radio sources. ... Space Radio Telescope . ... Data Processing . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/status_eng.htm -- 7.2 Кб -- 10.05.




