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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/rus/InformChaosLab/papers/iccsc04kmsk.pdf.









1. Creating a distribution list
. A distribution list is very useful where a group of users need to communicate amongst themselves on a regular basis. Each list is given a name just like any other user. By addressing a message to the list name, the sender can be sure that everyone will receive a copy. You cannot set up a distribution list yourself. Ask your system administrator to set one up for you.



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/mail/three.6.html -- 2.0 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>158) - comet.sai.msu.ru/ )






    






2. Distribution Policy
 ... The MIDAS system is available, free of charge, to all non--profit research institutes, whereas other organisations or companies may be charged a nominal fee to cover distribution. Institutes interested in using MIDAS must sign a User Agreement before they receive MIDAS. The necessary forms can be obtained by contacting the Data Analysis Group at ESO/Munich. ... The current system at ESO/Munich is frozen several months prior to the official release. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol1/node9.html -- 5.5 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1738) - www.sao.ru/ )
	Corrections to the probability distribution

	Distribution

	Some statistical trends and distributions







    






3. The Network Time Protocol (NTP) Distribution
 ... The Network Time Protocol (NTP) is used to synchronize the time of a computer client or server to another server or reference time source, such as a radio or satellite receiver or modem. ... Information on the NTP architecture, protocol and algorithms can be found in the Further Information and Bibliography page. The Building and Installing the Distribution page presents an overview of the procedures for compiling the distribution and installing it on a typical client or server. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/ -- 8.7 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1319) - www.sai.msu.su/ )
	Scratchbuilt CHU Receiver

	Austron 2200A/2201A GPS Receivers

	Building and Installing the Distribution







    






4. The summary plot of time distribution of the multisatellites magnetic
The summary plot shows the monthly time distribution of all predicted magnetic conjugations between four spacecraft considered. ... To show the time of conjugation, in frame of the corresponding day for each SC the corresponding colour and line are used: . for the first SC the red color and the first line are used, . ... On the plot the SC names are shown by the corresponding colours. The summary plot permit to find the simultaneous magnetic conjugations of 3 and even 4 satellites. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/descr/sumplot.htm -- 2.5 Кб -- 19.11.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/descr/sumplot.htm -- 2.5 Кб -- 19.11.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1726) - www.cosmos.ru/ )
	The plot of the magnetic conjugation's time distribution

	Earth Research

	Equipment for digital communications







    






5. weight on turret floor
The weight and positions for the objects on the rotary floor were obtained from ecastro on nov03 and used to plot the weight distribution on the rotary floor. ... The figure shows the weight distribution by turret position. ... Fig 1 top: Each object on the floor is plotted with its weight vs its turret position. Fig 1 middle: The weight is averaged by turret position quadrant to show the imbalance in weight distribution. ... The turret position is that of the receiver or read off of the drawing. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/turret/turretweight.html -- 8.2 Кб -- 20.06.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5804) - www.naic.edu/ )
	AO IF/LO System

	ALFA Receiver Temperature Polynomial Fit







    






6. atca_report
 ... Since completing his PhD David has worked in several temporary roles with the ATNF, including a three-month sojourn in Narrabri, on various aspects of system performance related to operation at mm wavelengths. ... Part of the current ATCA upgrade provides new antenna stations to support improved compact antenna configurations, ultimately using the new North Spur to provide N-S baselines. ... Three millimetre receiver packages are now installed on the Array in antennas 2, 3 and 4. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/news/newsletter/oct01/ATCAreport.htm -- 7.2 Кб -- 23.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24306) - www.atnf.csiro.au/ )
	The IR Spectral Energy Distribution

	Distribution of Young Stars

	Star formation and gas distribution in the Magellanic Spiral NGC 4214







    






7. CDS GLU, a Tool for Managing Heterogeneous Distributed Web Services
Next: The CDS Information Hub . ... In this context, the CDS (Centre de Donn?es astronomiques de Strasbourg) has developed the GLU system (G?n?rateur de Liens Uniformes). This tool allows all managers participating in the system to describe and easily distribute the URL definitions required to access their databases. ... So, the GLU system is particularly adapted to design cooperative Web services, allowing one to generate links to other services which remains always up-to-date. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/ferniquep.html -- 10.6 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/ferniquep.html -- 10.7 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1713) - www.adass.org/ )
	Distributed Searching of Astronomical Databases with Pizazz

	Mapping the Jagiellonian Field of Galaxies

	Distributed Software for Observations in the Near Infrared







    






8. Electric field tomography
Measuring system: (1) is alternating voltage source, connected to transmitting electrode, (2) is phase sensitive voltmeter, connected to receiving electrode, (3) is grounded shield, (4) is object under imaging, (5) is unperturbed electric field lines connecting transmitting and receiving electrodes. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/tomo/eftimage.html -- 6.0 Кб -- 14.09.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>625) - www.cplire.ru/ )
	EIT Reconstruction Paper 1

	Actor Prolog User Guide. SADT.







    






9. http://xray.sai.msu.ru/~polar/html/publications/sn1604/popov.ps
 ... We propose that the bimodal nature of the kick velocity distribu tion of radio pulsars is connected to the dichotomy between hadronic stars (i.e. neutron stars with no quark matter content) and quark stars. ... Here we propose a scenario in which the lowvelocity part of the distribution is connected with normal (hadronic) compact stars, and highvelocity part is formed by objects with some amount of quark matter inside (hybrid or strange stars). ... 



      
[
Текст

] 
 Ссылки http://xray.sai.msu.ru/~polar/html/publications/sn1604/popov.ps -- 123.6 Кб -- 08.09.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>602) - xray.sai.msu.ru/ )
	Initial Distributions of Binary Parameters

	Test of the Initial Mass-Ratio Distribution

	Frequency distribution of galactic binaries







    






10. Spectral energy distribution
 ... In brief: the frequency-dependent radiative transfer equation is solved for a dust under assumption of spherically-symmetric geometry for its distribution taking into account particle size distribution and quantum heating effects for the very small dust particles. ... Table: Model parameters for IRAS04296+3429. ... parameter . ... hot dust shell) . ... The best fit to the spectral energy distribution of IRAS04296 is shown by heavy solid line (see Table2 for details concerning parameters of the model...



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/IRAS04296/node8.html -- 17.5 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/IRAS04296/node8.html -- 17.5 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/IRAS04296/node8.html -- 17.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>854) - jet.sao.ru/ )
	The peculiar post-AGB supergiant IRAS04296+3429: optical spectroscopy and its

	Receiving signals - signal()

	Instrumentation







    






11. RJ11 Serial Connector Basics
 ... RS-232 Signals on an RJ11 Jack . ... 6-wire 6-position RJ11 (sometimes called RJ12) modular phone connectors are used for all RS-232 communications at Apache Point Observatory. ... hardware flow control transmit (optional) . ... There are two different names for the connectors we use: "6-wire 6-position RJ11" appears to be most common, but "RJ12" is, or was, also used. ... These are fine for most serial connections, but beware of special cases in which the outer pair (hardware flow control) is in...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/RJ11_Serial/RJ11_Serial_Basics.html -- 6.0 Кб -- 12.12.2008

    

Похожие документы



    





