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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/~gfinger/waimea/readout.pdf.









1. Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for
 ... Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for Cycle 17 > Chapter 8: Detector Readout Modes > 8.4 Accumulate Mode . ... Its main difference relative to a MULTIACCUM exposure with NSAMP =2 (or two readouts selected) is that the first array read gets subtracted from the second array read by the on-board computer, and only the difference image is sent to the ground. ... Multiple Initial and Final Sample Readout . ... Figure 8.3: ACCUM Mode with Four Initial and Final...



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/nicmos/documents/handbooks/current_NEW/c08_readout.10.5.html -- 119.7 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14524) - www.stsci.edu/ )
	Kermit Operations

	New Page 1







    






2. read_fits.c File Reference
Main Page Data Structures File List Data Fields Globals . ... int . read_oi_array (fitsfile *fptr, char *arrname, oi_array *array, int *status) . Read OI_ARRAY fits binary table. More... int . read_oi_target (fitsfile *fptr, oi_target *targets, int *status) . ... read_oi_wavelength (fitsfile *fptr, char *insname, oi_wavelength *wave, int *status) . ... read_next_oi_vis (fitsfile *fptr, oi_vis *vis, int *status) . ... read_next_oi_vis2 (fitsfile *fptr, oi_vis2 *vis2, int *status) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~jsy1001/resources/exchange/html/read__fits_8c.html -- 15.7 Кб -- 07.04.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1524) - www.mrao.cam.ac.uk/ )
	exchange.h File Reference

	OptInt PmWiki : PmWiki / Pagelist Variables

	NVSS Source Search ($Revision: 1.6 $ - running v2.17)







    






3. Reading and Writing Visibilities
Next: Reading and Writing Continuum Up: UV Data Sets Previous: Open, Close and Rewind . The routines uvread and uvwrite are routines used to read and write the correlation data (and the associated flagging information). Here preamble is an array of four double precision elements, data is an array of n complex elements, whereas flags is an array of n logical values. ... Using uvflgwr when reading a visibility file, is the method used to develop flagging tasks. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/progguide/node18.html -- 6.6 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>23268) - www.atnf.csiro.au/ )
	casacore: casa::ArrayIO_global_functions_Array_binary_IO Struct Reference

	Package: dsra

	Galactic All Sky Survey :: Home







    






4. Fasti Rationale
Fasti is an innovative design for infrared detector control. The present-day commercial electronics for reading bi-dimensional near-infrared array detectors often lack useful feature as quick sub-array fast acquisition, or is based on old components, or cannot cope with newer devices, as the 2048x2048, multi--output Rockwell Hawaii-2. ... Named Fasti , it is meant to be a "light" electronic system, which is modular, flexible, extendible, and avoids obsolescence as much as possible. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/fasti/rationale.html -- 5.4 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7989) - www.arcetri.astro.it/ )
	Electronics

	CHIANTI: READ_ABUND.pro

	Descrizione tecnica NICS







    






5. http://www.eso.org/~gfinger/waimea/mct.pdf
TEST RESULTS WITH 2KX2K MCT ARRAYS Finger, G, Dorn, R.J., Mehrgan, H., Meyer, M., Moorwood A.F.M. and Stegmeier, J. European Southern Observatory Abstract: The performance of both an LPE 2Kx2K engineering grade and a science grade array have been evaluated. Both arrays have a cut-off wavelength of c=2.6 µm. At an operating temperature of 60 K, the dark current of the science grade array is 0.004 e/s. The peak quantum efficiency of the science grade array is 84.4%. ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/~gfinger/waimea/mct.pdf -- 68.2 Кб -- 26.05.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20554) - www.eso.org/ )
	OYSTER Lab

	ESO - ALMA

	OIFITS reader







    






6. Python in Astronomy
Next: PyFITS, a FITS Module for Python . ... Pirzkal, N. & Hook, R. N. 1999, in ASP Conf. ... Python is a powerful, object-oriented scripting language that is easy to extend, free, and available for most computer platforms. Python, together with its Numerical module, and with the pFitsio module that is being developed by one of the authors, provides an attractive alternative to other languages such as Perl, IDL, and the IRAF CL, which are already widely used by the community. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/pirzkaln/ -- 10.1 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1460) - www.adass.org/ )
	The Array Limited Infrared Control Environment

	GUIDARES: Reading the Guide Star Catalog in Very Many Ways

	The Basic Calibrated Data Processing Pipeline for SIRTF IRS







    






7. Arrays and Strings
 ... Single and Multi-dimensional Arrays . Strings . ... BEWARE: In C Array subscripts start at 0 and end one less than the array size. ... In C Strings are defined as arrays of characters. ... char name[50]; C has no string handling facilities built in and so the following are all illegal : . ... In order to allow variable length strings the 0 character is used to indicate the end of a string. ... Write a C program to read through an array of any type. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/book/c_marshall/node7.html -- 6.5 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/book/c_marshall/node7.html -- 6.5 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/book/c_marshall/node7.html -- 6.5 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>801) - jet.sao.ru/ )






    






8. *xrfits, mperfits* - FITS Arrays on tape to IRAF (.imh) files
 ... cl> xray xr> xdataio xd> xrfits mtn 3 visitor_a # load tape file 3 and name it visitor_a.imh xd> xrfits mtn 1-10 visitor # load files 1 to 10 in visitor_0001 # to visitor_a.imh frame visitor.0001 average frame [300,500] # One line like this per # file loaded # .headers will be loaded in the working directory # *.pix files (the images) will be loaded in the image directory xd> xrfits mtn 11,13-14 visitor # A different loading command If you have image arrays written by MIDAS, use mperfits : . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node27.html -- 6.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3195) - hea-www.harvard.edu/ )
	Reading FITS files from tape

	IDL Program Help Pages

	Reading fits files from the AXAF simulator, MARX







    






9. NICMOS3 Homepage
GRIM II's detector is a Rockwell 256x256 NICMOS3 HgCdTe array sensitive from 1-2.5 microns. ... 70% Gain(2) 4.73 +- .2 e- A.D.U.^-1 Read noise(2) 110 +- 20 e- Linear well depth (3) 130,000 e- Dark current < 1 e- sec.^ ... The electronic gain and read noise were measured using the photon transfer technique (Janesick, Klaasen, & Elliott 1987). The photon transfer technique uses the data's noise properties to measure the read noise and gain. ... Each "exposure" consists of two "reads". ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/Grim/OLD/grim/NICMOS3/NICMOS3.html -- 3.1 Кб -- 22.08.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>651) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory







    






10. Ботинки - Tamaris - Tamaris Держатель для туалетной бумаги Loo read
 ... Артикул: 1-1-26853-35-100/220 Цвет: белый Материал верха: кожа Материал подкладки: текстиль Материал стельки: текстиль Материал подошвы: иск. материал Уход за изделием: протирать губкой Страна дизайна: Германия Страна производства: Индонезия Товар сертифицирован. ... Цвет: металлик . Материал: металл . ... Материал - нейлон Возраст от:3 лет Вес:3 кг Игровая палатка состоит из двух палаток, которые соединены туннелем. ... Цвет: синий . Коллекция: Весна-лето 2016 . ... Сезон: Весна-лето 2016. ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku5895.html -- 24.3 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1143) - astrokuban.info/ )
	Midi-клавиатура M-Audio Keystation 61 II Ударная дрель Hammer

	Reading Extra: A Resource Book of Multi-Level Skills Activities - Liz Driscoll

	Джемпер - Hugo Boss - Hugo Boss MZ Car Auto Festoon 2W COB LED Interior Reading







    






11. Stellarium: JsonListIterator Class Reference
Stellarium 0.12.3 . ... Classes . ... FileљStructure . ... JsonListIterator Class Reference . Qt-style iterator over a JSON array. ... JsonListIterator (QIODevice *input) . Sets up JsonListIterator to read an array. ... next () . Reads and parses the next object from input. ... Returns true if the next non-whitespace character is not a ']' character. ... Because of this, do not modify the QIODevice between calls to JsonListIterator methods. ... input . ... QVariant JsonListIterator::next . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classJsonListIterator.html -- 9.0 Кб -- 28.02.2014

    

Похожие документы






