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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/~rsiebenm/FTP/PPT/domeCir.pdf.









1. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - site2010.sai.msu.ru/ )






    






2. SPUTNIK home page
Instrument . ... Scanning TV-sensor with on-board data recording system for global coverage mode . ... recording, direct transmission . ... IR-radiometer for global coverage and direct data transmission modes . ... The scientific instrument package onboard the Meteor-3 spacecraft provides for regular instant acquisition of images of cloudiness and Earth surface in visible and infra-red bands, data on air temperature and humidity, sea surface temperature and clouds temperature. ... 



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/meteor/engl/meteor_1.htm -- 14.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>31) - sputnik.infospace.ru/ )






    






3. An Object Oriented Design for Monitoring the Chandra Science Instrument X-ray
Next: Kalman Filtering in Chandra Aspect Determination . ... The Science Instrument (SI) background monitoring is one such thread that is designed to compile a temporally and spatially ordered table of the observed flux and energy spectrum in detector coordinates. ... As part of the M&TA System (Wolk et al. 2000) the SI Background (SIB) monitoring thread is based on C++ tools designed with object oriented design methodologies that provide flexibility for generating SIB maps. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass00/P1-30/ -- 14.4 Кб -- 29.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1531) - www.adass.org/ )
	Wavelength Calibration at Moderately High Resolution

	ADASS 2002 Conference Proceedings

	A New Entropy Measure Based on Multiple Resolution and Noise Modeling







    






4. Norilsk Neutron Monitor
. N orilsk N eutron M onitor . Cosmic rays variation . Atmospheric pressure . Year . Month . Day . Hour . Minute . From . To . Resolution . Type of Data . 1 year 1 month 27 days 1 day 12 hours 6 hours 1 hour 15 min 10 min 5 min 1 min . Corrected for Pressure Atmospheric Pressure Uncorrected for Pressure . Data are also available by FTP . All Data for all Station are available by FTP . Links . Irkutsk .



      
[
Сохраненная копия

] 
 Ссылки http://cgm.iszf.irk.ru/nrlk/nrlk.htm -- 19.1 Кб -- 26.10.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10) - cgm.iszf.irk.ru/ )
	Irkutsk Cosmic Ray Station







    






5. MISSION WARNING
National Space Agency of Ukraine and . ... The Second International Meeting on WARNING Mission . ... Space Research Institute of Ukrainian National Academy of Sciences - National Space Agency, . ... The Head of Scientific committee of the Project “Warning” is DR V.G.Bar`yahtar, Academitian of Ukrainian National Academy of Sciences. ... Lviv Center Space Research Institute of Ukrainian National Academy of Sciences, . ... National Space Agency of Ukraine, Bozhenka St. 11, 252022 Kyiv-22, Ukraine. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/ -- 18.9 Кб -- 13.04.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>60) - space.univ.kiev.ua/ )
	ENERGOSPECTROMETER OF IONOSPHERIC PLASMA P3-3

	INFRARED FOURIER-SPECTROMETER SICH-F

	HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11







    






6. Astrophysical Research Consortium - Apache Point Observatory
 ... The ARC echelle spectrograph records the entire visible and near-IR spectrum in one exposure on a 2048 x 2048 SITe CCD chip with 24 micron pixels, with a resolution of 30,000. (2.5 pixels) . ... CCD is a SITe TK2048E back illuminated CCD . CCD is a 2048 x 2048 pixel array . ... Field of View: Available slits (Observing Specialist installable): 1.6" x 1.6" , 1.6" x 3.2" (default), 1.6" x 4.7", 0.9" x 0.9" (pinhole) . ... 31.6 grooves/mm, blaze angle b = 63.5 deg (nominal), or tan b = 2 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/Echelle/Echelle_quick_info.html -- 26.3 Кб -- 01.10.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>723) - www.apo.nmsu.edu/ )
	ARC 3.5m | Instrumentation

	TUI:Instruments:NICFPS:NICFPS window

	ARC 3.5-m Instrument News Page







    






7. Background Corrections
Next: *imcalc* - Obtain a Up: Calibration Previous: Exposure Map . Background maps are provided by the standard processing for all ROSAT and Einstein instruments. For the PSPC and IPC these are in three standard bands: soft, hard, and broad (Table 6.2). ... N.B.: ROSAT PSPC background maps in SASS 5-6 or higher are generated by smoothing a source-subtracted, exposure corrected image (see the ROSAT Data Products Guide). ... imcalc* - Obtain a background subtracted image for ROSAT PSPC Data . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node116.html -- 8.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1934) - hea-www.harvard.edu/ )
	The Lynxx

	Michael Juda - Home Page

	Notes on IPC and PSPC Spectral Fitting







    






8. Quality Control: Daily health check monitor
 ... QC1 database . ... The quality information is derived in form of QC1 parameters. ... The Health Check monitor collects QC1 parameters and their scores. ... The results are presented in two views: the graphical HEALTH CHECK monitor with the full trending reports, and the QUICK-LOOK monitor with scores. ... The Health Check Monitor is a joint effort of the Quality Control Group in Garching and of Paranal Science Operations. ... You can download the QC1 parameters, and also connect to the QC1 database....



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/observing/dfo/quality/ALL/ -- 29.3 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66407) - www.eso.org/ )
	ESO - Improvement to FLAMES Spectral Resolution and Sensitivity

	DFO monitor (instrument: UVES)

	ESO - VLT/Instrument Interfaces







    






9. http://www.atnf.csiro.au/whats_on/workshops/synthesis2003/talks/vlbi.pdf
 ... Dodson, Legge et al, ApJ, 2003  Spectral  Line Sources · Requirement of high brightness temperatures means no thermal emission · Masers: Galactic Extragalactic · OH, H2O · OH, H2O, SiO, CH3OH · Galactic   extra-galactic HI absorption  VLBI  arrays · VLBA (Very Long Baseline Array) Dedicated US array of ten 25m telescopes 330 MHz  90 GHz · EVN (European  VLBI  Network) Formal collaboration of radio telescopes in Europe, Asia and South Africa ~15 telescopes 15m to 100m 330 MHz  22/43 GHz ... 



      
[
Текст

] 
 Ссылки http://www.atnf.csiro.au/whats_on/workshops/synthesis2003/talks/vlbi.pdf -- 1592.2 Кб -- 22.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9548) - www.atnf.csiro.au/ )
	A Chromatic Aberration

	MAPPIT 2: Second Generation High-Resolution Imaging at the AAT

	immerge







    






10. http://hea.iki.rssi.ru/integral06/papers/J39_Bogomolov01-17Feb07_23:21:23.pdf
THE IMAGE RECONSTRUCTION MODELLING IN THE SPACE EXPERIMENT WITH WIDE-FIELD GAMMA-RAY TELESCOPE WITH THE USE OF INTEGRAL SKY MAPS. , Russian Academy of Science, Profsoyznaya st. 84/32, Moscow 117810, Russia, E-mail: grif@dec1.npi.msu.su ABSTRACT The INTEGRAL  sky  maps were used for the simulations of the  image  reconstruction in the space  experiment  with a wide field (~2 sr)  coding   mask  telescope elaborated for the  all-sky  monitoring in gamma-rays (0.05-1.0 MeV) ... Fig. ... 



      
[
Текст

] 
 Ссылки http://hea.iki.rssi.ru/integral06/papers/J39_Bogomolov01-17Feb07_23:21:23.pdf -- 543.4 Кб -- 17.02.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>755) - hea.iki.rssi.ru/ )
	Russian Turkish 1.5-m telescope

	GRANAT Home Page







    






11. PhSRM
 ... Brief description . ... Scientific goals . ... Description of . ... INFRARED REMOTE SENSING OF THE ATMOSPHERE AND SURFACE . Main scientific objectives of the atmosphere studies: . ... variations of H2O and CO in space and time; . aerosols: optical depth, phase function, size distribution and chemical composition. Main scientific objectives of the surface studies: . ... mineralogical composition of the surface; . ... Spectral resolution [cm-1] . ... Angular resolution [deg] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/mars96/21_mars_e.PFS.htm -- 5.6 Кб -- 22.03.2002

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/mars96/21_mars_e.PFS.htm -- 5.6 Кб -- 22.03.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>986) - www.cosmos.ru/ )
	Optico-electronic Instruments for the Phobos-Grunt Mission

	Lidar homepage - Instrument Information

	Arcad Instruments







    






12. Moore Observatory Remote/Robotic Telescope
The Planewave Instruments 20-inch (0.5-meter) f/6.8 corrected Dall-Kirkham telescope at Moore Observatory in Kentucky and its identical companion at Mt. ... The CDK20 North at Moore Observatory has been our primary platform for developing technology for remote and robotic operation in the Shared Skies program. ... g'r'z'i' filter wheel . ... Axis quad video server to send realtime video to the remote observer . ... Telescope monitor camera in the dome also on the video server . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/moore/cdk20/ -- 4.6 Кб -- 17.03.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>313) - www.astro.louisville.edu/ )
	WISPI Optical Specifications

	Mt. Kent Observatory Remote/Robotic Telescope

	Observing for Students and Visitors







    






13. MILLIMETRON
 ... The project assumes creation of an international space observatory - the interferometer "Earth - Space - Space" in order to perform of astronomical investigations in millimeter, submillimeter and infrared regions with extremely high sensitivity (to a few nanoJanskies units of flux density in continuum spectrum) and extremely high angular resolution (to a parts of microsecond of arc or, possibly, nanosecond). ... radio-interferometric channels of the system "Space - Space", region 0.2 - 3 mm; . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/submillimetron/mm/default.htm -- 10.5 Кб -- 05.04.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>138) - www.asc.rssi.ru/ )






    






14. SAO RAS home page
 ... Дни открытых дверей к юбилею САО РАН (12-14 апреля 2016 г.) . Международная конференция "Dark Ages and White Nights (Spectroscopy of the CMB)" (20-24 июня 2016 г.) . ... Международная конференция MULTI-SPIN GALAXIES - 2016 (26-30 сентября 2016 г.) . Международная астрономическая конференция "Физика звезд: от коллапса до коллапса" (3-7 октября 2016 г.) Архив . ... Подробнее.. ... 10.02.16 . ... БТА в реальном времени . ... Цейсс-1000 в реальном времени . ... Последнее обновление: 22/03/2016 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ -- 11.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/ -- 11.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>200) - mavr.sao.ru/ )
	Hardware sector, archive 2014

	Hardware sector, archive 2004

	IRAS01005+7910







    






15. SAI Space Monitoring Laboratory
Lab . Main page News People . ASA . Master . Master net Homepage . ... Lomonosov Moscow State University Sternberg Astronomical Institute . ... MASTER . ... Lomonosov (ShOK) . ... About Space Monitoring Laboratory, scientific directions, instruments, contacts . People, who work in lab . Latest news and news archive . ... Gamma-Ray Bursts observations . Theory of Gamma-Ray Burst formation . ... MASTER (Global Robotic optical monitoring system) . ... All news ... 



      
[
Сохраненная копия

] 
 Ссылки http://master.sai.msu.ru/en/ -- 8.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>206) - master.sai.msu.ru/ )






    






16. Roba Simone Busoni
Home | ... Fisica Sanitaria | ... Amber SPG . ... The near-infrared / red focal instrument of the VLTI, called AMBER will operate between 1 and 2.5 µm in a first phase (2001-2003) with two UTs. This instrument has been designed for three beams to be able to perform images through phase closure techniques. ... The instrument has been designed to be used with two or three beams, thus enabling also the use of closure phase techniques. ... AMBER VLTI focal instrument home page . ... Simone Busoni . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/~busoni/amber.html -- 7.0 Кб -- 05.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7649) - www.arcetri.astro.it/ )
	Mechanics and Cryogenics

	Observing capabilities

	Arcetri Solar Physics Group: Instrumentation - IBIS







    






17. S.P.Korolev RSC Energia - ECOLOGICAL MONITORING
AUTOMATIC STATION OF ECOLOGICAL CONTROL . ... AIR POLLUTION MONITORING . AUTOMATIC STATION OF ECOLOGICAL CONTROL OF ATMOSPHERIC AIR . ... The automatic station of ecological control (ASEC) is designed for continuous automatic measurement of pollutants mass concentrations in atmospheric air and for monitoring of meteorological parameters. ... There are two modifications of automatic station of ecological control (ASEC): . ... Official WEB-site of S.P.Korolev RSC Energia . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/conversion/ecology/apek.html -- 10.3 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>743) - www.energia.ru/ )
	INTERNATIONAL SPACE STATION

	S.P. Korolev RSC Energia - International Space Station







    






18. http://mavr.sao.ru/hq/coude/index.html
 ... On the coude focus of 1-m (Zeiss-1000) telescope have installed two echelle spectrometers: CEGS and HELEN. Both spectrometers have been designed by Musaev F.A. and oriented for spectroscopy of relatively bright stars with different spectral resolution. ... spectral resolution R~40000, range 3200 - 10100 Angstroms - registered simultaneously with 1242x1152 CCD (see example of CCD image of Solar spectrum, obtained with 1252x1152 CCD - about 100 spectral orders are seen (151Kb jpeg file ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/coude/index.html -- 4.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/coude/index.html -- 4.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/coude/index.html -- 4.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>696) - jet.sao.ru/ )
	SCORPIO: Fabry-Perot Interferometer

	Cosmological Gene project

	Laboratory of spectroscopy and photometry of extragalactic objects :MOUSER







    






19. http://vo.astronet.ru/~karpov/pdf/2015_Malaga_mmt_satellites.pdf
To appear in "Fourth Workshop on Robotic Autonomous Observatories (2015)"RevMexAA(SC) MASSIVE PHOTOMETRY OF LOW-ALTITUDE ARTIFICIAL SATELLITES ON MINI-MEGATORTORA S. Karpov, 1, 3 E. Katkova,2 G. Beskin, 1, 3 A. Biryukov3,4 S. Bondar,2 E. Davydov5 E. Ivanov,2 A. Perkov,2 V. Sasyuk3 RESUMEN Favor de prop orcionar un resumen en espanol. ... The nine-channel Mini-MegaTORTORA (MMT-9) optical widefield monitoring system with high temporal resolution system is in operation since June 2014. ... 



      
[
Текст

] 
 Ссылки http://vo.astronet.ru/~karpov/pdf/2015_Malaga_mmt_satellites.pdf -- 185.1 Кб -- 15.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>847) - vo.astronet.ru/ )
	http://vo.astronet.ru/~karpov/pdf/2014_Sasyuk.pdf

	http://vo.astronet.ru/~karpov/pdf/2015_Terskol_mmt_meteors.pdf

	http://vo.astronet.ru/~karpov/pdf/2015_Malaga_mmt_meteors.pdf







    






20. Journal "Peremennye Zvezdy"
A Close Up or Martian Soil . ... Credit Copyright: Mars Exploration Rover Mission , JPL , NASA Explanation: Make your background the closest image of Mars yet. The Spirit Rover currently rolling on Mars has taken the highest resolution image to date of another planet. ... As more images come in and as the Spirit Rover continues to explore Mars, more information about the unusual floor of Gusev Crater are likely to emerge. ... NASA Web Site Statements, Warnings, and Disclaimers . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/varstars/msg/1196178 -- 7.3 Кб -- 19.01.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52418) - www.astronet.ru/ )
	A Close Up or Martian Soil

	A Year of Resolving Backgrounds

	The Cosmic Infrared Background
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