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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-lmehrgan.pdf.









1. Lesser known 4-bit micro-controllers
 ... 4-Bit Micro-controllers 8-Bit Micro-controllers 16/32-Bit Micro-controllers . ... Em-Marin: Not one of the most well known companies for micro-controllers, but never-the-less an interesting one. ... 1.2-3.6V+ 2.0-5.5V . ... 256 bit . ... LCD driver . ... 2x8 . ... More widely renowned for their consumer electronics, Panasonic make a range of 4-bit micro-controllers: . ... Winbond are better known for their multi-I/O chips, but also make a few 4-bit micro-controller, with: 16-bit ROM, 4-bit RAM. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/Components/Comp_manufact/Microcontrollers/micro4.htm -- 25.1 Кб -- 05.07.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2229) - www.sao.ru/ )
	Popular 16/32-bit micro-controllers







    






2. About this Book
 ... JavaScript is Netscape's cross-platform, object-based scripting language for client and server applications. This book is a reference manual for the JavaScript language, including both core and client-side JavaScript. ... JavaScript Versions . Where to Find JavaScript Information . ... Each version of Navigator supports a different version of JavaScript. ... The following table lists the JavaScript version supported by different Navigator versions. ... Enterpriser Server version . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/javascript/clientreference/preface.htm -- 11.0 Кб -- 07.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7564) - www.arcetri.astro.it/ )
	New Features in this Release

	Fasti Rationale

	Fasti Talk Slide 10







    






3. lsst.mirrorCtrl: mirrorCtrl: Interface to Galil mirror controllers
lsst.mirrorCtrl љ 1.0.13 . ... mirrorCtrl: Interface to Galil mirror controllers . ... This package adds the following capabilities to the Galil mirror controllers: Command mirror orientation (piston, tilt and translation) to the extent supported by the actuators. The Galil supports commanding actuator mount, not orientation.) ... The controller has a model of where the actuators, encoders and fixed links are attached to the mirror (at one end) and to the stationary frame (at the other end). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/mirrorCtrl/html/index.html -- 8.2 Кб -- 15.09.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>698) - www.apo.nmsu.edu/ )
	Hardware Controllers







    






4. Astronomy Magazine - Interactive Star Charts, Planets, Meteors, Comets,
 ... Tonight's Sky . ... The Magazine . ... Star Atlas . ... An artificial comet holds secrets to Earths life . ... Astronomy for Kids . ... Observing springtime deep-sky objects with a large telescope . ... The planet has extreme temperature swings and perhaps active lava flows. ... A digital supplement to Astronomy magazine. ... Join TravelQuest International with Astronomy and Discover magazines on one of three great tour options surrounding this celestial spectacle . ... Astronomy Magazine . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/ -- 79.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5921) - www.astronomy.com/ )
	Why do some stars appear to flash a variety of different colors when you look

	Does the time it takes different methods to create all the elements coincide

	Magnetic fields, subatomic particles, etc., traveling in different directions







    






5. APOD: October 21, 1999 - Follow The Spots
 ... Each day a different image or photograph of our fascinating universe is featured, along with a brief explanation written by a professional astronomer. October 21, 1999 . Follow The Spots . Credit: Louis Strous ( LMSAL ), SOHO - MDI Consortium, ESA , NASA . ... Just follow the sunspots . ... It shows the Sun's visible surface for most days of August 1999 so that the same sunspots appear many times as the solar rotation carries them across the face of the Sun . ... About APOD > . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap991021.html -- 4.5 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8297) - www.sai.msu.su/ )
	APOD: 2013 September 20 - Night at the Drive-in

	APOD: 2001 July 6 - Bakasa Eclipse Sequence

	APOD: 2013 June 13 - Four Planet Sunset







    






6. Target Identification
 ... Chapter 4: Solar System Targets > 4.2 Target Identification . ... The following information is required to identify and classify each target. ... For example, separate targets should be defined if you plan to take spectra of several different surface features on a planet, or if you plan to observe the same feature with different timing constraints. ... Description . PLANET . If the target is the center of a planet, enter PLANET followed by its name (e.g., PLANET JUPITER , PLANET SATURN ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/documents/p2pi/HTMLjavahelp21/ch04_targ_ss03.html -- 99.2 Кб -- 24.05.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13560) - www.stsci.edu/ )
	User Interfaces for Design Systems

	ETC 18.0 Known Issues and Features

	Appendix: Rarely-Used and/or Nonsupported Advanced Features GPI Data Pipeline







    






7. The 2175? feature
 ... Laboratory and theoretical modelling of the UV bump on the interstellar extinction curve is a very popular topic in dusty investigations. ... feature is illustrated by Fig. 10 where the profiles were calculated using the model of graphite spheres. Figure 10: Normalized extinction efficiencies for graphite spheres. ... The lower panel shows the summary extinction of two graphite spheres with radii and (from upper panel) taken in equal proportions. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/DOP/8-GLIB/ASTNOTES/node4.html -- 13.3 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>262) - www.astro.spbu.ru/ )
	Database of Optical Constants -- Level: welcome

	Database of Optical Properties -- Level: subsubsubpage







    






8. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf
MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 1 of 7 MRO  FTT / NAS    FLC  ICD   FTT / NAS   Electronics  to FTTA  Controller   ICD   MRO-ICD-CAM-1100-0108  The Cambridge  FTT  Team Rev 1.0 9 May 2013 Cavendish Laboratory JJ Thomson Avenue Cambridge CB3 0HE UK  MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 2 of 7  ICD  Description ... 2.1 Signal definitions.. ... The analogue input interface in the FTT-NAS electronics interface is to accept the full range of output available, specifically: 1. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf -- 491.0 Кб -- 29.08.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3161) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/ICD_list.pdf

	Description of the OOF software architecture Bojan Nikolic web pages (r. 329)

	OptInt PmWiki : Custom InterMap







    






9. Sensors
 ... European Remote Sensing Satellite (ERS-1) was launched on 17 July 1991, and the follow mission ERS-2 (with the same sensors and an Ozone monitoring instrument added) was launched on 21 April 1995. ... ERS-2 has a fixed repeat cycle of 35 days, and follows ERS-1 tracks with one day's delay. ... Swath width is 102.5 km (telemetered), spatial resolution is about 25x25 m. The Advanced SAR (ASAR) instrument is carried by ESA's ENVISAT satellite launched on 1 March 2002. ... Swath . ... Spatial Resolution...



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/simp/sensors.html -- 8.2 Кб -- 25.02.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>645) - www.iki.rssi.ru/ )
	DIGITAL WDC EXCHANGE FORMAT FOR OBSERVATORY 1.0 MINUTE VALUES

	Astronomical Names







    






10. User interface
GIPSY programs do not interact with the user directly, but do this through the GIPSY user interface, Hermes . If for instance a program needs some input from the user, it will send a request to Hermes which will then prompt the user for the required parameters. ... If a program wants to inform the user that the integrated flux density of a source is x Janskys, it will not do this with an ordinary WRITE statement, but via a library routine which sends a request to Hermes. ... The default level . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/srvreq/programmers.html -- 7.2 Кб -- 17.01.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27280) - www.atnf.csiro.au/ )
	Event-driven Tasks and Graphical User Interfaces

	PmWiki | PmWiki / Links

	Interface Definition Libraries







    






11. Hand Controller Holder
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. LX90 Series . ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado Accessories . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/hand-controller-holder.html -- 82.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2480) - www.meade.com/ )
	Hand Controller Holder - Parts - Products

	Autostar II Hand Controller with Cable

	Autostar II Hand Controller with Cable - Parts - Products







    






12. Digital Stellar Spectra
Since the light from galaxies represents the integrated contribution of its consitutient stars, then we can learn about stellar populations in galaxies by modelling their light by summing up individual stellar spectra for different kinds of stars. ... The data cover the wavelength range 3500 - 9000 angstroms. ... Retrieve Digital Stellar Spectra Click on the appropriate spectral type. ... Note that the designation V means main sequence, IV means subgiants, III means giants, I means supergiant. ... 



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/spectra.html -- 5.7 Кб -- 24.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>389) - zebu.uoregon.edu/ )
	Astronomy Plus CCD Images of Galaxies

	Fabry-Perot Images of Spiral Galaxies

	THE HUBBLE LAW JAVA APPLET







    






13. FITSIO Subroutine Library Update
 ... Next: FITS Checksum Verification Up: Data Models and Previous: A Proposed Convention . ... The FITSIO Subroutine Library has been available for 3 years, and has matured into a stable, full-featured interface for reading and writing FITS format files. ... The FITSIO subroutine library for reading and writing FITS files is now three years old and is used by many projects as the standard programming interface for accessing FITS format data files. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/pencew.html -- 8.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1848) - www.adass.org/ )
	CFITSIO, v2.0: A New Full-Featured Data Interface

	User Interfaces to HST Data: StarView and the World Wide Web

	An Abstract Data Interface







    






14. Apache suEXEC Support
 ... From the top-level of the Apache source tree, type: cd support [ENTER] . ... From support/suexec.h /* * HTTPD_USER -- Define as the username under which Apache normally * runs. ... See the suEXEC documentation for more detailed * information. */ #define USERDIR_SUFFIX "public_html" /* * LOG_EXEC -- Define this as a filename if you want all suEXEC * transactions and errors logged for auditing and * debugging purposes. */ #define LOG_EXEC "/usr/local/apache/logs/cgi.log" /* Need me? ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/suexec_1_2.html -- 8.3 Кб -- 15.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>107) - neptun.sai.msu.ru/ )
	Setting which addresses and ports Apache uses

	Apache Tutorials







    






15. Project
S AO's New Generation Multipurpose CCD Controller . ... In the 1990?s considerable advances have been made in the world over technology of manufacturing scientific image detectors with high photoelectric characteristics, which called for the creation of new complex array controllers to operate such detectors. ... very low readout noise; . ... Quite a few teams of researchers and engineers are ingaged in the development of controllers. ... development, SPICE modelling and design of modules; . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/adlab/project.htm -- 10.7 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/adlab/project.htm -- 10.7 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/adlab/project.htm -- 10.7 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>967) - jet.sao.ru/ )
	Linux PCI-HOWTO: General tips for PCI-Motherboard + Linux NCR PCI SCSI

	RESEARCH PROBLEMS of the LRS

	Bus Hound







    






16. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-6.0/README
 ... XmTel is a telescope control interface designed to to communicate with a telescope server, and Elwood Downey's XEphem, through the INDI protocol. It will also operate as a free-standing program for control of telescopes that use the NexStar, Paramount, and LX200 command sets, telescope drive systems built using Galil's industrial motion controller, and RC Optical's Professional series fork mount with electronics from Telescope Control Systems. ... See the notes in the Galil controller directory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-6.0/README -- 8.7 Кб -- 23.07.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>572) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/README

	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/TELESCOPES

	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.1/TELESCOPES







    






17. http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-ccumani.pdf
NGC OPTICAL SOFTWARE Claudio Cumani NGC Presentation - 2008, July 16 Differences btw IR and OPT detector controllers: intrinsic 2 "Exposure" handling Optical Rigid scheme for exposures (wipe - integrate - ["move charges on detector while integrating"] - read ). Active intervention of the control-server during the exposure is ti ti th th required (application of new voltages in each state). ... Starting an exposure = starting transfer and storage of data. ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-ccumani.pdf -- 708.2 Кб -- 20.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66561) - www.eso.org/ )
	http://www.eso.org/projects/dfs/dfs-shared/NGAS-3_1_1.txt

	ESO - ESO sky correction tools

	The Architecture for two generations of ESO CCD Controllers







    






18. A quick look at tweets from the #AAS223
 ... The retweet numbers are close to the values that Twitter has for the tweets, which means that I can't have messed up too much (I wouldn't expect perfect agreement since Twitter does not guarantee that any search will return all matching tweets; also, the Twitter values are updated whereas mine are fixed until the next set of tweets gets analyzed). The most re-tweeted accounts. ... Below I show the distribution of the number of times an account tweeted (this excludes retweets made by the account). ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~dburke/aas223/overview.html -- 13.9 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2111) - hea-www.harvard.edu/ )
	A quick look at tweets from the #AAS225

	The AstroStat Slog feature detection

	A quick look at tweets from the #AAS221







    






19. Power GrabberTM
Flexible frame grabbing to PC over PCI bus from area & line scan cameras . ... Analog input up to 20 MHz and digital input up to 32 Mbytes/Sec. ... The LPG-132 will easily interface to virtually any analog or digital camera and provides lightning fast PCI transfers at an amazingly attractive price. The LPG-132 will interface with any camera or sensor at data rates up to 32 Mbytes/Sec. ... The LPG-132 comes in two configurations - one for analog input and the other for digital inputs. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/tmp/DIPIX/LPG%20Power%20Grabber.htm -- 18.6 Кб -- 11.09.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>46) - vega.inp.nsk.su/ )
	FPG Power Grabber







    






20. Feature enhancement: local maxima
 ... identify a realistic size of an event on the wavelet map; for example, a rectangular box one-duration wide and allowing for limited ratio of durations in height, has been used. identify all local maxima by placing a box around them and verifying that no larger values occur within the box. within each box, normalize the values of the map by the local maximum. threshold what is left to show the vicinity of each maximum. ... Figure 25: Local maxima of g2-energy map. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Tutor.dir/node21.html -- 3.6 Кб -- 12.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4132) - crydee.sai.msu.ru/ )
	Fortran 90 for the Fortran 77 Programmer

	Media types

	Feature enhancement: pulsing
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