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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-rreiss.pdf.









1. Hardware Controllers
 ... Axis Controllers . ... Guider Image Controller Commands . ... Multiple controllers (except the guide image controller) may co-exist in one box and share one serial interface. ... Some of these rules only apply to commands that the TCC may execute, and so may be relaxed for engineering commands. ... The command echo should be in the same case as the received command. ... Note: The Galil motion controllers output a semicolon for each command that appears on a line (as part of the command echo). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/HardwareControllers/index.html -- 5.5 Кб -- 03.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>664) - www.apo.nmsu.edu/ )






    






2. The MERLIN Correlator Software Project
 ... Up: Telescope and Instrument Control Systems . Previous: CFH12K: Control Software and Data Handling . ... The MERLIN 1 array is being upgraded with new correlator hardware and improved monitoring, operating and control software. ... The project aims to improve the reliability and efficiency of MERLIN operations by upgrading the real-time correlator control computer and providing new software for aiding astronomical data-quality and array subsystem monitoring. ... Display lag data in real time. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P2-27/ -- 10.3 Кб -- 06.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1875) - www.adass.org/ )
	The ESO VLT CCD Detectors Software

	The SRON-HeaD Data Analysis System

	ASC Data Analysis Architecture







    






3. Austron 2200A/2201A GPS Receivers
 ... Driver ID: GPS-AS2201 . ... This driver supports the Austron 2200A/2201A GPS/LORAN Synchronized Clock and Timing Receiver connected via a serial port. It supports several special features of the clock, including the Input Buffer Module, Output Buffer Module, IRIG-B Interface Module and LORAN Assist Module. ... The specific data collection commands and attributes are embedded in the driver source code; however, the collection process can be enabled or disabled using the flag4 flag. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/driver10.html -- 4.1 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8120) - www.sai.msu.su/ )
	Trak 8820 GPS Receiver

	Heath WWV/WWVH Receiver

	Configuration Options







    






4. Fasti Talk Slide 3
. back one page . previous slide . next slide



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/fasti/doc/fastitalk/slide3.html -- 4.4 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7612) - www.arcetri.astro.it/ )
	Fasti Talk Slide 6

	Fasti Rationale

	Module Index - Apache HTTP Server







    






5. Documentation
home . dfos . ... documentation . ... Editing policy: you can edit this page. ... This is the internal QC home page. ... Data Processing and Quality Control (ppt presentation at Faculty Meeting Garching September 2010) . DFOS: concepts, tools, documentation . ... current document: calSelector user requirements v2.0 . Phoenix: automatic science processing of ESO-VLT data (SPIE 2014, Hanuschik) . ... DFS pipeline page . ... 2007 ESO calibration workshop presentation (ppt) (Amico 2007) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/docu/index.html -- 11.5 Кб -- 07.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52500) - www.eso.org/ )
	PWVmonitor.html

	HAWK-I Data Processing and Quality Control

	clMonitor







    






6. Arecibo Glossary
 ... The Radar Decoder correlates the received signal with the code used at transmission, generating the equivalent pulse-radar signal (digital). This process greatly reduces the output data rate over directly sampling with the Radar Interface , but requires that the ephemeris be very well known, so that the bins don't smear into one another. ... The Radar Interface samples an input input signal voltage (in quadrature), and provides it as a digital output to a VME bus for processing or recording. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~nolan/radar/glossary.html -- 6.6 Кб -- 24.02.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4184) - www.naic.edu/ )
	tiedowns

	td_move_nuts

	stantAloneFiltersPrograms







    






7. Contents
 ... List of Tables . ... How to use the MIDAS Manual . ... Commands . ... Executing System Commands . Some Useful Commands . Monitor and Command Language . ... MIDAS Data Structures . ... Specifying Pixels in an Image . Command Syntax . Command Recalling . Command Line Editing . ... MIDAS Command Language . ... Command Overview . ... Table Format Files . ... Graphic and Image Display . ... PLOT and OVERPLOT commands for plotting data . ... Graphic Cursor Commands . ... FITS Format . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol1/node1.html -- 22.5 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2280) - www.sao.ru/ )
	ESO-MIDAS Users Guide Overview

	ESO-MIDAS User Guide Volume A

	ESO-MIDAS User's Guide 94NOV: Volume A







    






8. ST-ECF Grism Spectrum Software for NICMOS Grism Data
Next: Imaging Polarimetry with NICMOS Up: NICMOS Data Calibration and Previous: The Photometric Performance of . ... NICMOSlook and Calnic C . ... Extracting spectra from a large number of NICMOS grism images requires a convenient interactive tool which allows a user to manipulate direct/grism image pairs. ... NICMOSlook and Calnic-C are two programs that were designed to take advantage of the fact that the NICMOS grism mode typically consists of taking both a direct and a grism image. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node13.html -- 16.5 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>242) - www.stecf.org/ )
	stecf.impol - Features

	NICMOS Data Calibration and Analysis







    






9. User interface
GIPSY programs do not interact with the user directly, but do this through the GIPSY user interface, Hermes . If for instance a program needs some input from the user, it will send a request to Hermes which will then prompt the user for the required parameters. ... If a program wants to inform the user that the integrated flux density of a source is x Janskys, it will not do this with an ordinary WRITE statement, but via a library routine which sends a request to Hermes. ... The default level . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/srvreq/programmers.html -- 7.2 Кб -- 17.01.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15746) - www.atnf.csiro.au/ )
	difx:difx2.0doco [ATNF VLBI Wiki]

	Central Processor Manager CentralProcessor 0.11 documentation

	Interface Definition Libraries







    






10. Telemetry processing
. 500 bps: safing only . 4000 bps: original standard . 32000 bps: current standard . Operates on one byte quantities . Handles both hardware and software data . Table driven definition of telemetry format allows for changes with time . Cycles through 200 1-byte parameters in 50 msec. (one minor frame) . Processes 4 1-byte parameters each cycle of the 1kHz process . 1200 minor frames in a major frame (60 seconds) . Previous slide . Next slide . Back to first slide . View graphic version . Ъ



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/training/events/HowHSTWorks/SSD990225/tsld011.htm -- 2.4 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19926) - www.stsci.edu/ )
	Appendix: Rarely-Used and/or Nonsupported Advanced Features GPI Data Pipeline

	Additional DF-224 Processing

	WFC3 Data Handbook







    






11. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf
MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 1 of 7 MRO  FTT / NAS    FLC  ICD   FTT / NAS   Electronics  to FTTA  Controller   ICD   MRO-ICD-CAM-1100-0108  The Cambridge  FTT  Team Rev 1.0 9 May 2013 Cavendish Laboratory JJ Thomson Avenue Cambridge CB3 0HE UK  MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 2 of 7  ICD  Description ... 2.1 Signal definitions.. ... The analogue input interface in the FTT-NAS electronics interface is to accept the full range of output available, specifically: 1. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf -- 491.0 Кб -- 29.08.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3080) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : MROIFastTipTilt / Interface Control

	Post-processing PGPLOT postscript output Bojan Nikolic web pages (r. 329)

	OptInt PmWiki : PmWiki / Forms







    






12. Power GrabberTM
Flexible frame grabbing to PC over PCI bus from area & line scan cameras . ... Analog input up to 20 MHz and digital input up to 32 Mbytes/Sec. ... The LPG-132 will easily interface to virtually any analog or digital camera and provides lightning fast PCI transfers at an amazingly attractive price. The LPG-132 will interface with any camera or sensor at data rates up to 32 Mbytes/Sec. ... The LPG-132 comes in two configurations - one for analog input and the other for digital inputs. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/tmp/DIPIX/LPG%20Power%20Grabber.htm -- 18.6 Кб -- 11.09.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>45) - vega.inp.nsk.su/ )
	FPG Power Grabber

	Iowa Robotic Telescope Facilities







    






13. DINACON
 ... CCD camera system with a two-port controller . ... The CCD controller is designed for control of monolithic CCD arrays, mosaic and IR-detectors and provides: . ... The CCD controller is an intelligent measuring system and when operated in combination with a selected image detector ensures: . ... The DinaSys -built-in simple and powerful language DinaLang makes it possible to create programmes for control of each adjustment parameter of the CCD controller DINACON , to read of data and to reduce...



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/adlab/dinacon.htm -- 35.2 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/adlab/dinacon.htm -- 35.2 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/adlab/dinacon.htm -- 35.2 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1079) - jet.sao.ru/ )
	Process Control: <stdlib.h>,<unistd.h>

	Process Control and Management

	Process Control







    






14. Features of the PROS software
Next: Coordinate Systems Up: IRAF/PROS Previous: Other Types of Files . A few new features and enhancements to the standard IRAF system have been introduced with the PROS software: . ... Default compound extensions are used by the PROS tasks when no extension is given for the output file name. Most PROS tasks allow the output file name to be defaulted, with the convention that the output file name will be composed of the input `root' name, plus the default extension specific to the task. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node19.html -- 8.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3673) - hea-www.harvard.edu/ )
	Home Page for SAOimage: The Next Generation

	Multi-Rsh parallelized rsh program

	Tcl/Tk Front-End for free mpeg player from MpegTV.com







    






15. IKI IPL home page
You can also see this page in Russian with using KOI8 (X Windows) or CP1251 (MS Windows) Cyrillic coding. The Laboratory supports the space TV experiments, mainly in the planetary exploration missions. ... Image Co-registration . ... PHOBOS mission - Martian satellites investigations. Phobos on the Martian limb, the image from Phobos-2 probe from 02/28/89. ... Russian Space Bulletin. ... Last modified at June,26 1997 Alexey Kuzmin: akuzmin@mx.iki.rssi.ru . Back to IKI home page ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/IPL/ -- 4.8 Кб -- 05.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>688) - www.iki.rssi.ru/ )
	Environment Monitoring Information Systems

	(EHIPS) Structure and functions







    






16. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/TELESCOPES
XmTel is intended for interactive remote telescope operation. ... The command set provides for several basic functions that enable slewing, pointing, fine guiding, and control of the telescope focus, reticle, and fans. ... XmTel is actively being used and developed with the Celestron Corrected Dall-Kirkham C20 telescope. ... Some NexStar features of the C20 -- the fan, temperature reading, and focus control -- are not presently available on other Celestron telescopes. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/TELESCOPES -- 5.2 Кб -- 14.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>766) - www.astro.louisville.edu/ )
	MaximumFinder (ImageJ API)







    






17. Output Files
 ... OSW combined image (in the case of the Engineering-2 observation; produced by omcomb ): . ... Detector-coordinate image file (produced by ommodmap ; that is, having mod-8 noise reduced) . ... OSW rotated image (spectra are aligned with the columns of the image; produced by omgprep ) . ... Source region file (ASCII) corresponding to the sources detected in the rotated image (produced by omdetect ). ... Spectra region file (ASCII) corresponding to the spectra list file (output of the omgrism ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/omgchain/node17.html -- 6.9 Кб -- 22.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15115) - xmm.vilspa.esa.es/ )
	SciSim Version 3.0.0

	Reviewtool







    






18. Astronomy HyperText Book: Stellar Evolution
 ... Stellar Evolution is driven entirely by the never ending battle between Pressure and Gravity . As imbalances are reached, the star is driven to find a new Energy source. ... Pressure and gravitational forces are equal, the star is stable and its core is sufficiently hot to fuse Hydrogen into Helium More about main sequence stars . ... The luminosity generated by the core fusion of Helium into Carbon is far greater than the shell luminosity associated with the fusion of Hydrogen into Helium. ... 



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/textbook/se.html -- 4.8 Кб -- 16.12.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>364) - zebu.uoregon.edu/ )






    






19. http://star.arm.ac.uk/~spm/software/liveice.html
 ... Unlike clients such as Shout and IceDJ this permits the broadcast of live audio, rather than prerecorded mp3's. LiveIce was developed after the appearance of IceCast to provide the Real Time streaming functionality which makes it a viable solution for broadcasting. It is based on the guts of 2 of my previous works - Mp3Serv, the first mp3 broadcasting system & Mp3Mixer, a toy which allows the user to 'Mix' with mp3 streams. ... LiveIce XMMS sourcecode is available here . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~spm/software/liveice.html -- 9.8 Кб -- 10.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2112) - star.arm.ac.uk/ )
	sfit help file

	Chromospheric Modelling

	Formatting







    






20. atmos 3.0 page
The most up-to-date information related to atmos 3.0 are collected here due to constantly increasing interest to MASS/DIMM processing software... atmos 3.0 is still beta , so the latest version is 2.97.5 (there is also 2.98.x branch which absorbs new features) . ... M' line: . ... free seeing and its relative error . ... dimm seeing and its relative error (if dimm data are present, zeros otherwise) . ... dimm turbulence power and its relative error (if dimm data are present, zeros otherwise) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://curl.sai.msu.ru/~matwey/atmos/ -- 6.8 Кб -- 05.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27) - curl.sai.msu.ru/ )
	. The . MASS . Group .
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