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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/sci/activities/thesis-topics/Siebenmorgen02_PhD_outline.pdf.









1. WFPC2 Instrument Handbook Update

 ... To be read in conjunction with Section 7.6 of the WFPC2 Instrument Handbook , Version 4.0 Dithering is the act of displacing the telescope between observations either on integral pixel scales (to assist in removing chip blemishes such as hot pixels) or on sub-pixel scales (to improve final image resolution). ... In particular, at the time of the last writing, our experience in removing cosmic rays from singly dithered data (i.e., only one image per pointing) was quite limited. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/instrument-news/handbooks/wfpc2/98update/update0698.fm3.html -- 5.5 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19901) - www.stsci.edu/ )
	Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for

	COS Instrument Handbook

	Fine Guidance Sensor Instrument Handbook







    






2. ESO - Thesis Topic: High-mass Star Formation at High-Angular Resolution

 ... Science . ... Science Users Information > Science Activities > PhD Thesis Topics offered by ESO Faculty Members > Thesis Topic: High-mass Star Formation at High-Angular Resolution . ... Data Handling and Products . ... Science Data Products Forum . ... ESO Data . ... ESO Data Access Policy . ... This project aims to obtain a better understanding of high-mass star formation by performing a comparative study of sites of high-mass star formation that display SiO maser (radio laser) emission. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/activities/thesis-topics/abstr-humphreys.html -- 27.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66568) - www.eso.org/ )
	ESO - 8th VLTI Summer School: High angular resolution in astrophysics: optical

	ESO - Galaxies2015

	CRIRES - VLT High-Resolution IR Echelle Spectrometer







    






3. Introduction

Next: CCD Operation Up: Charge Coupled Devices (CCDs) Previous: Charge Coupled Devices (CCDs) . ... However it is only now that a number of important X-ray astronomical applications of CCDs have reached critical development stages, so that this is an appropriate time to review the application of space-borne CCD instruments to cosmic X-ray astronomy, and highlight the particular concerns which are being addressed for X-ray instruments, as distinct from optical applications. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/user/socpub/ccd_review/node1.html -- 8.2 Кб -- 30.08.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12451) - xmm.vilspa.esa.es/ )
	Description

	Reviewtool







    






4. Calibration and Performance Control for the VLT Instrumentation

Next: The ESO VLT CCD Detectors Software . ... Up: Instrument-Specific Software . ... The framework for data calibration and analysis of the VLT instrumentation is presented, based on the concepts of a calibration plan, pipeline calibration, quality control, and archiving of calibrated data for a ground-based observatory. ... Quality Control Pipeline provides quality assessment for instrument performance data and observing conditions, and tests the results of the Reduction Pipeline. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/ballesterp.html -- 9.3 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1783) - www.adass.org/ )
	Indexing and Searching Distributed Astronomical Data Archives

	Substepping and its Application to HST Imaging

	ETCs and Observations Simulation at the VLT







    






5. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes

STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2503) - www.meade.com/ )
	Meade Series 4000 Photo-Visual Color Filters

	Series 5000 Mega Wide Angle Eyepieces / Meade Instruments

	Series / Meade Instruments







    






6. Optico-electronic Instruments for the Phobos-Grunt Mission

 ... Navigation in the near planetary space, Mars and Phobos observations. ... navigation in the near-planetary space based on images of Mars, Phobos and the starry sky; . Phobos high resolution imaging; . ... angle               angle . ... Number of TV-cameras                     2                       2 KNM — Mars Observation Camera — is being designed as the scientific instrument of the Phobos-Grunt mission. ... Both instruments are developed for Russian Phobos-Grunt project. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/fg22.htm -- 5.8 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/fg22.htm -- 5.8 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1147) - www.cosmos.ru/ )
	HYPERBOLOID Results Page

	High resolution IR-spectrometer

	Arcad Instruments







    






7. Arcetri Solar Physics Group: Instrumentation - IBIS

IBIS - The Interferometric BIdimensional Spectrometer . The I nterferometric BI dimensional S pectrometer (IBIS) is a next generation bidimensional spectrometry instrument based on a dual Fabry-Perot interferometric system. ... This will allow it to address a variety of observational programs in solar physics. ... Cavallini, F., Berrilli, F., Cantarano, S., Egidi, A. and Baffa, C.: 1999, IBIS: A New Instrument for Solar Bidimensional Spectroscopy , JOSO Annual Report 1999 , 29 , p. 99 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/solar/IBIS_web.html -- 11.8 Кб -- 16.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6955) - www.arcetri.astro.it/ )
	Arcetri Solar Physics Group: High Resolution Studies

	Arcetri Solar Physics Group: Solar Activity

	Solar Max







    






8. Instrument configuration and run-specific information

Next: Storage format Up: File Formats Required Previous: Column label: MOONALT . Information specific to a particular instrument is not so easy to categorize. ... Columns BAND and NBAND . Column FILTCODE_ n . Column NDVALUE . Column NDETUSED . Columns REDLEAK, RLTYPE, and MAKER . Instrument descriptors . ... Character descriptor FILTCAT . Character descriptor FILTSTAT . ... Columns NDET and DETNAME . Column DETCODE . Column DET . ... A simple photometer . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node606.html -- 5.8 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1619) - www.sao.ru/ )
	A 20 cm VLA survey of Abell clusters of galaxies

	Instrument Description: CASPEC

	Instrument descriptors







    






9. Armagh Observatory

 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . ... Two observations of HD 32633 obtained at close phases, one with NARVAL (Phase 0.689, taken 17 Dec 2006) and one with ESPaDOns (Phase 0.700, taken 26 Jan 2008). ... In this paper we describe and evaluate new spectral line polarisation observations obtained with the goal of mapping the surfaces of magnetic Ap stars in great detail. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/highlights/2012/606.html -- 6.7 Кб -- 28.06.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2523) - star.arm.ac.uk/ )
	Small-Scale Dynamic Events in the Solar Atmosphere

	Library, Archives and Historic Scientific Instruments Building

	Explosive Events







    






10. http://www.mrao.cam.ac.uk/~bn204/phd_era/publications/kiel.pdf

 ... We have started a programme of observations of nearby starburst and AGN galaxies with MICHELLE, with the aim of investigating the spatial extent of "Unidentified Infrared Bands (UIB)" emission in these galaxies, and in particular relating these to multi-frequency matched resolution radio maps. ... The spatially integrated MICHELLE spectrum of NGC 7469 in the 8 - 11.5µm range shows an equivalent width of 11.3µm UIB feature which is much smaller then measured by ISO. ... 




      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/phd_era/publications/kiel.pdf -- 953.3 Кб -- 12.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4276) - www.mrao.cam.ac.uk/ )
	Astrophysics Group Research old

	Astrophysics Group Introduction to COAST

	Astrophysics Group VSA







    






11. High time resolution bin-mode observations

Next: Pulsar bin-mode observations Up: ATCA Bin Mode Observations Previous: ATCA Correlator Bin Modes . Miriad 's atlod task has an option, options=hires which converts a RPFITS file observed in high time resolution bin-mode into an apparently normal dataset with fine time resolution. ... In high resolution time mode, the time difference between consecutive integrations might be smaller than this tolerance. ... Miriad manager . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node220.html -- 3.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18497) - www.atnf.csiro.au/ )
	Pulsar bin-mode observations

	MAPPIT 2: Second Generation High-Resolution Imaging at the AAT

	immerge







    






12. No Title

Next: Preface Up: Front Cover Previous: Front Cover . ... VLT First Light . ... CONICA: The high resolution near-infrared camera for the ESO VLT . The STScI NICMOS Calibration Pipeline . ... The Evolution of Stars seen with ISOCAM - the Need for NICMOS and VLT Follow Up. ... HST NICMOS Observations of Circumstellar Matter Around CYG X-3 . ... HST-NICMOS Observations of Galactic Bulges: Red Nuclei in Nearby Galaxies . ... Investigating the Evolution of Quasar Host Galaxies with NICMOS . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node0.html -- 7.9 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>256) - www.stecf.org/ )
	Near IR Astronomy with the ESO VLT

	Index

	CONICA: The high resolution near-infrared camera for the ESO VLT







    






13. http://www.naic.edu/vscience/schedule/tpfiles/MathewstagT1461tp.ps

T1461 2000-May-30 21:13:17 Technical Page  Proposal  Type: Regular General Category: Terrestrial Aeronomy Sub-Category:  Radar  Observation Category: Ionosphere Total Time Requested: 84 Hours  Proposal  Title:  Dual-Beam  Scanning Studies of E- and  F-Region  Small-Scale Structures ABSTRACT: Recent high (time/range) resolution, ... Instrument Setup 430 CH radar Atmospheric Optical Instruments: Special Equipment or setup: This proposal is to use the new 430 MHz dual-beam radar system. ... 




      
[
Текст

] 
 Ссылки http://www.naic.edu/vscience/schedule/tpfiles/MathewstagT1461tp.ps -- 89.0 Кб -- 19.04.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5142) - www.naic.edu/ )
	http://www.naic.edu/vscience/schedule/tpfiles/AlakoztagV2964tp.pdf

	http://www.naic.edu/vscience/schedule/tpfiles/HowelltagR1896tp.ps

	GALFA_TAURUS







    






14. Methods and instruments to measure/monitor major site properties

 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 




      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - site2010.sai.msu.ru/ )






    






15. Instrumentation

Beginning from the May of the 1997 we started to publish our daily solar radio observations at RATAN-600 radiotelescope. ... Periscope System: South Sector+Flat Mirror . ... It is possible to track a source by moving the secondary mirror along the arc-shaped railway tracks or to perform azimuthal 2D map synthesis . ... 1) It is possible to simultaneously carry out independent observing programs using individual sectors at various discrete azimuths and secondary mirrors on corresponding railway tracks. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sun/complex.htm -- 30.8 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sun/complex.htm -- 30.8 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sun/complex.htm -- 30.8 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>955) - jet.sao.ru/ )
	On the problem of high spectral resolution observations of faint objects

	SCORPIO: Fabry-Perot Interferometer

	Optimization of spectroscopic observations







    






16. Solar Max

USA Solar Mission . Courtesy of NASA's National Space Science Data Center . The Solar Maximum Mission (SMM) was designed to provide coordinated observations of solar activity, in particular solar flares, during a period of maximum solar activity. ... Complementary studies were made as part of the SMM guest investigator program, and coordinated in situ measurements of flare particle emissions were made from the ISEE 3 spacecraft. The spacecraft was launched on February 14, 1980. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/solar/eng/solmax.htm -- 3.6 Кб -- 15.10.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>772) - www.iki.rssi.ru/ )
	FM-3I Instrument

	SPICE System Overview .

	Sensors







    






17. Optical systems and devices

To main of Laboratory . The research work and design of optical and optical-electronic devices are carries out by laboratory staff: . ... Lens: . ... In the layout 1 prism systems perform functions of dispersive element, corrector of aberrations, optical reducer. ... Spectral range 200 - 400 nm; . ... Back Forward . ... The main corrector's function are compensation of field aberrations of the main spherical mirror of a telescope (diameter of 600 mm, f'=1200 mm) and increase aperture ratio. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/lao/optical_systems_eng.html -- 19.6 Кб -- 12.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>626) - www.mao.kiev.ua/ )
	Observations - Page 2







    






18. ARC 3.5m | Instrumentation

 ... ARC 3.5m | Instrument Summary . ... ARCES (Echelle) : the ARC Echelle spectrograph, a high resolution (R~31,500) echelle spectrograph that observes the entire wavelength range from 3200 е to 10000 in a single image on a 2048x2048 CCD. This instrument is permanently mounted at the NA1 port. ... In addition to the facility instruments, several visitor instruments have been used at the 3.5m, and some of these are available to the ARC observing community by contacting the instrument PIs: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/arc35m/Instruments/Instrumentation_ARC35m.html -- 7.5 Кб -- 09.10.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>656) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory

	SDSS Instruments

	APO Job Announcements







    






19. Optical static Fourier spectrometer

Static Fourier spectrometers are often used for spectral measurements of the ionosphere emissions. There are two main advantages of Fourier spectrometers (FS) - large geometric factor and high spectral resolution; these parameters are two orders better than for grating spectral instruments. ... In scanning Fourier spectrometer optical and electric modulation of signal is used to avoid this problem, for static Fourier spectrometer there are no such ways. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/my_web/Spectrometer.htm -- 10.1 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>101) - space.univ.kiev.ua/ )
	ION AND ELECTRON ENERGY DETECTOR PAN-2

	HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11

	MISSION WARNING







    






20. TESIS - Telescopes for EUV Spectral Imaging of the Sun

 ... The TESIS is a set of solar imaging instruments developed by the Lebedev Physical Institute of the Russian Academy of Science, and launched aboard the Russian spacecraft CORONAS-PHOTON on January 30, 2009. The main goal of the TESIS is to provide complex observations of solar active phenomena from the transition region to the inner and outer solar corona with high spatial, spectral and temporal resolution in the EUV and Soft X-ray spectral bands. ... Solar activity hits a new low . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.tesis.lebedev.ru/en/ -- 19.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3120) - www.tesis.lebedev.ru/ )
	TESIS

	Publications
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