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Показаны документы, содержащие фрагменты текста из документа

 http://www.gao.spb.ru/english/as/j2014/presentations/kudryashova.pdf.









1. Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/h' F2
 ... 18-Jan-2010 17:22 . ... Apache/2.2.3 (CentOS) Server at www.wdcb.ru Port 80 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/data/Images_of_f-plots/TABL/Tables%20of%20different%20Parameters/h'%20F2/ -- 3.9 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>244) - www.wdcb.ru/ )
	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/f min

	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/fo Es

	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/M3000







    






2. Estimated parameters
Next: Individual data Up: Final results Previous: Residual plots . After the last residual plot, the final parameter values (and their errors) are printed, including the magnitudes and colors of the individual stars in the extinction solution. ... This is followed by a table of the individual residuals, which includes the symbols used to identify different stars in the residual plots. ... Mon Jan 22 15:08:15 MET 1996 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node289.html -- 2.7 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2021) - www.sao.ru/ )
	HyperLEDA documentation: parameter: vmaxg

	Estimation

	Permanent telescope parameters







    






3. Atmospheric influence on the different radioengineering systems functioning.
Atmospheric influence on the different radio-engineering system functioning . ESTIMATION OF ATMOSPHERIC OPTICAL CHARACTERISTICS AND REMOTELY SANSED IMAGE CORRECTION . ... Direct transmittance estimation results for 12 channels of the spectrometer CHRIS. ... We have managed to develop a direct method of estimating the discrete Normalized Atmospheric Point Spread Function (NAPSF) from available images alone, not using any external sources of information about the atmosphere. ... IRE RAS 1996-20 11 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/atm/correction.html -- 19.8 Кб -- 18.10.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>573) - www.cplire.ru/ )
	Project 4 - RFBR - Stepantsov, Determination of the space anisotropy of order







    






4. Parameters
 ... Meta Index / Home Page This section documents the parameters recognized by this task (if any). ... yes . ... If weightstyle =`gti', the task attempts to obtain a list of Good Time Intervals (GTIs), the exact way these are supplied being dictated via the parameter gtistyle ; these GTIs are ANDed with the attitude time bins; the net GTI in each bin provides the weight. gtistyle . ... If gtistyle =`user', the task obtains a single, simple GTI for all chip images from the parameters tstart and tstop . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/doc/ecubechip2sky/node4.html -- 14.8 Кб -- 09.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14166) - xmm.vilspa.esa.es/ )
	Parameter names







    






5. Parameters
 ... IRAF supports two kinds of parameters, auto parameters and hidden parameters, which are treated differently. auto parameters are updated every time a task is run. ... Parameters for each task are contained in `parameter files' in the uparm sub-directory in `myiraf'. ... im > imhead.longheader=yes # explicitly setting <task.param>=<value> im > eparam imhead # Edit the parameter file to update one or more # parameters at the same time # see next section . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node8.html -- 5.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2518) - hea-www.harvard.edu/ )
	Model Spectra for Spectral-Fitting Program

	The AstroStat Slog parameter estimation

	Comments on: Is 3sigma the same as 3*1sigma? By: vlk By: hlee By: hlee







    






6. Input Parameters to the Self-Calibration Tasks
 ... We now describe the input parameters to the self-calibration tasks. ... For selfcal , you need not perform source , dra , or ddec selection if you use the selradec option (see below). minants : The minimum number of antenna that must be present before the tasks will attempt to find a solution. ... and phase : This determines whether the self-calibration tasks solve for just phase ( options=phase , which is the default) or amplitude and phase solution ( options=amplitude ). mfs : . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node132.html -- 10.6 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18600) - www.atnf.csiro.au/ )
	User Parameters - Pipeline & job control CentralProcessor 0.11 documentation

	Polarization/Stokes Handling (stokes and select)

	msmerge (Measurement Merging Utility) CentralProcessor 0.11 documentation







    






7. Dependence on the Scenario Parameters and Initial Distributions
 ... Calculations of at least two runs with different values of a parameter are required in order to discover to what extent the results depend on the , if at all. ... In order to study how the final statistical distributions depend on the initial functions, the method of Green functions is used. ... Then we can restore any distribution on this parameter (with a certain accuracy) by summing the results for each interval with the appropriate weight. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node35.html -- 4.5 Кб -- 22.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>511) - xray.sai.msu.ru/ )
	Initial Distributions of Binary Parameters

	The Gravimagnetic Parameter

	Restrictions on the Scenario Parameters







    






8. MAGION-4 Spacecraft (C2-X)
 ... The spacecraft of Magion type have been selected as the subsatellites of the Interball project: Magion-4 (C2-X) for the Tail Probe and Magion-5 (C2-A) for the Auroral Probe. ... Magion-4 was produced in the Czech Republic in collaboratrion with Russia, Ukraine, Hungary, Austria and has onboard scientific instruments and sensors designed and built in Czech Republic, Russia, Poland, Hungary, Romania, Bulgaria and Slovak Republic. ... Plasma flow detector VDP-S (Czech Republic, Russia) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/interball/magion.html -- 8.5 Кб -- 30.08.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/interball/magion.html -- 8.5 Кб -- 30.08.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1246) - www.cosmos.ru/ )
	Multipoint correlations of the solar wind parameters observed by several

	KM-7 Results Page







    






9. Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared
 ... We demonstrate through numerical simulations that model parameters estimated with our technique are essentially bias-free, even when the average number of counts per bin is 1. ... The IW technique avoids such biases by estimating through successive iterations, where for each iteration, j, , and the best-fit parameters are determined by minimization of . ... In our sample, we find that the minimum values and best-fit parameters converge after about 6 iterations. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/kearnsk.html -- 12.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1733) - www.adass.org/ )
	Recent Advances in Parameter Estimation in Astronomy with Poisson-Distributed

	TwoFitlines: An Spectrum and Line Analysis Tool

	ADASS 2003 Conference Proceedings







    






10. Model Fitting
Next: Simulations Up: Maximum Likelihood Estimation of Previous: Introduction . The properties of an ensemble of faint galaxies can be defined by the distribution of the parameters of the models that best fit each individual object. ... The model also includes instrumental parameters, such as the sky background (estimated locally) and amplitude of the noise. ... The probability of the observed value is then computed for each pixel using the adopted error distribution. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/stsci/meetings/irw/proceedings/ratnatungak.dir/section3_2.html -- 6.3 Кб -- 18.04.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14882) - www.stsci.edu/ )
	Further Investigations

	Python: module show_spacecraft_parameters

	Obsolescent Acquisition Parameters
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