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Показаны документы, содержащие фрагменты текста из документа

 http://www.gao.spb.ru/english/as/j2014/presentations/kurdubov.pdf.









1. Sfit Control Language: Classified Listing
 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2496) - star.arm.ac.uk/ )
	SCL Sfit Commands

	SCL Sfit Genetic Commands







    






2. Parameters
 ... Parameter . ... set . ... Name of input EPIC pn or EPIC MOS events file (e.g., of a source or selected region) . ... boolean . ... name of output FLAG=0 map if withoutputmask =Y, the substring ## will internally be replaced with the CCD number currently in use (two digits) . ... whether to use plotfile as output file name, otherwise construct name from input data set + `_pat.ps' . ... output file name . ... whether to create also QDP output file, construct name from input data set + `_pat.qdp' . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/epatplot/node4.html -- 8.7 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16843) - xmm.vilspa.esa.es/ )
	Procedure

	The spectrum-selection window







    






3. A Region mask for a radial profile in concentric, elliptical annuli
 ... select cursor and ellipse . ... The three mouse buttons have been redefined as: . ... i.e. , the axial ratio and orientation of the ellipse are fixed, only adding (or removing) ellipses of different area is possible. obtain different annuli by placing the mouse at some distance from the ellipse and clicking on the MIDDLE button to produce equally spaced, concentric ellipses towards the mouse position. ... Note: &! means ``and not''; i.e., an elliptical annulus rather than a solid ellipse. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node64.html -- 6.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3967) - hea-www.harvard.edu/ )
	List of PROS and Selected IRAF Tasks

	Regions and Source Parameters

	A box, to include extended emission







    






4. SLITLESS (Oct97) --- ST_ECF --- SLITLESS (Oct97)
slitless -- Extract a spectrum from a direct/GRISM image pair slitless image grism output PARAMETERS . ... A two dimensional direct image to be used to select an object. grism . A two dimensional GRISM image containing slitless spectra of objects present in the direct image. output . ... Toggle whether or not a background estimate is subtracted from the extracted object spectrum. mingood = INDEF . Pixels of the grism image with values smaller than this are ignored. maxgood = INDEF . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/software/IRAFtools/stecf-iraf/slitless/slitless.hlp.html -- 7.3 Кб -- 06.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>256) - www.stecf.org/ )






    






5. http://www.atnf.csiro.au/computing/software/gipsy/tsk/ellfit.dc1
Programme: ELLFIT Purpose: Programme fits an ellipse to an user defined bunch of points. ... The data set currently displayed will be used. ... Keywords: ** DISPLAY= Display device [DEFAULT_DISPLAY]. ... COLOUR2= RGB intensities for graphics plane which defines the coordinates which have data values in the range specified with the RANGE= keyword [1.0, 0.0, 0.0]. COLOUR3= RGB intensities for graphics plane which allows the user to undefine points selected with the RANGE= keyword [0.0, 1.0, 0.0]. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/tsk/ellfit.dc1 -- 5.1 Кб -- 03.06.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19706) - www.atnf.csiro.au/ )
	Polarization/Stokes Handling (stokes and select)

	Channel Selection, Averaging and Doppler Correction - UV Linetypes

	Data Selection CentralProcessor 0.11 documentation







    






6. HyperLEDA - Define a sample
Define a sample . ... Whole  HyperLeda   sample   HyperLeda   sample : Sigma  HyperLeda   sample : Vmax  HyperLeda   sample : Aperture Photometry  HyperLeda   sample : Global Photometry  HyperLeda   sample : Resolved Kinematics  HyperLeda   sample : Mg2  HyperLeda  Fits archive LEDA V   9000 km/sec UGC  Sample  CGCG (Zwicky)  Sample  ESO UP+LV  Sample  Prugniel   Simien (fundamental plane) Prugniel   Simien (FP Ellipticals) ... Query HyperLeda compilations: Upload a sample from a file . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/fetch/HL/sample.html -- 6.5 Кб -- 23.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2831) - www.sao.ru/ )
	FIT/ROMAFOT

	Performing Batch Reduction

	HyperLEDA documentation: parameter: pa







    






7. sgs summary
 ... Guider functions . ... Guide Sensor Performance . ... Guide Sensor Sky Coverage/ Star Availability . Guide Star Selection Criteria . ... Guide fiber organization and reach at plug plate . ... Plug plate holes for guide stars are identical to those for science FO . ... FOV for each of 9 guide stars is 7.4 arcsec dia. (0.45 mm FO, Sumitomo IGN-05/10) . ... Selected guide stars must have no neighbor stars within TBD (5 arcsec) radius that have a brightness within TBD (5 mag.) of guide stars . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/19990324_guider/19990324.html -- 19.2 Кб -- 26.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>740) - www.apo.nmsu.edu/ )
	MCP Menu documentation







    






8. Stellarium: StelObjectMgr Class Reference
Stellarium 0.12.3 . ... Classes . ... StelObjectMgr Class Reference . ... voidљ . selectedObjectChanged ( StelModule::StelModuleSelectAction action) . ... findAndSelect (const StelCore *core, const Vec3d &pos, StelModule::StelModuleSelectAction action= StelModule::ReplaceSelection ) . ... Find and select an object from its translated name. ... findAndSelect (const QString &name, StelModule::StelModuleSelectAction action= StelModule::ReplaceSelection ) . ... getWasSelected (void) const . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classStelObjectMgr.html -- 60.4 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1203) - astro.uni-altai.ru/ )
	Stellarium: TextUserInterface Class Reference

	Stellarium: ConstellationMgr Class Reference

	Stellarium: StelModule Class Reference







    






9. CSPICE Routines: EKPSEL_C
 ... Brief_I/O Variable I/O Description -------- --- --------------------------------------------------  query  I EK  query . msglen I Available space in the output  error  message string. n O Number of items in  SELECT   clause  of  query . xbegs O Begin positions of expressions in  SELECT   clause . xends O End positions of expressions in  SELECT   clause . xtypes O Data types of expressions. xclass O Classes of expressions. tabs O Names of tables qualifying ... The column may qualified by a table name...



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~sontag/spicedocs/cspice/ekpsel_c.html -- 20.3 Кб -- 17.12.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15433) - www.stsci.edu/ )
	Model Fitting

	STIS PSF Library Input Tool...Help

	STIS Instrument Handbook







    






10. (Untitled)
 ... The package AMPLE (Adaptable Minor Planet Ephemerides) is dedicated to solving a number of problems concerning minor planets with the aid of IBM-type personal computer. ... Obtaining selection of orbital elements and/ or photometric parameters of minor planets in conformity with imposed restrictions. ... The orbital elements of all minor planets used in AMPLE for 2015 have been determined in IAA on the ground of available observations in the catalogue of observations of the Minor Planet Center. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user9rzm.htm -- 8.2 Кб -- 10.04.2016

    






