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Показаны документы, содержащие фрагменты текста из документа

 http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf.









1. The AstroStat Slog parameter estimation
 ... Posts tagged ?parameter estimation? ... Leccardi & Molendi (2007) have a paper in A&A ( astro-ph/0705.4199 ) discussing the biases in parameter estimation when spectral fitting is confronted with low counts data. Not surprisingly, they find that the bias is higher for lower counts, for standard chisq compared to C-stat, for grouped data compared to ungrouped. ... Tags: bias , C-stat , chi-square , chisq , Cstat , Fitting , parameter estimation , Peter Freeman , spectra . ... 1 Comment . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/tag/parameter-estimation/index.html -- 20.6 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4084) - hea-www.harvard.edu/ )
	Quantum Efficiency Correction (a.k.a. `flat-fielding')

	The AstroStat Slog spectra

	The AstroStat Slog C-stat







    






2. http://www.ipa.nw.ru/conference/2002/sovet/PS/YAGUDINA.PS
 ... 8, ``Celestial Mechanics'', 2002 Station coordinates from observations of DORIS system TOPEX/Poseidon satellite M. V. Vasiliev, E. I. Yagudina Institute of Applied Astronomy, St. Petersburg, Russia The satellite system DORIS (Doppler Orbitography and Radiopositioning In tegrated by Satellites System) is the effective means of space geodesy and geody namics. ... Along with SLR, GPS observations of DORIS system are used also for EOP parameters de termination. ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/2002/sovet/PS/YAGUDINA.PS -- 30.3 Кб -- 19.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>816) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/wpltn2012/docs/25/1320%20yagudina.pdf

	LAB Ephem. Astronomy-ERA

	IAA EOP Service







    






3. Modern CCD Observations of Moving Celestial Objects: Algorithms and Software
 ... Up: Data Analysis and Processing Techniques . ... Also, a method for quality control of CCD observations is suggested. ... Everyone who observes a celestial object using a CCD detects moving celestial objects as a ``by product''. ... We hope that our investigations may be useful for near-Earth space control and also for searches of the moving celestial objects through analysis of old and new CCD frames obtained at any amateur or professional astronomical observatory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/bykovo/ -- 12.3 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1892) - www.adass.org/ )
	Observation Interval Determination for the Chandra X-ray Observatory

	Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared

	ADASS 2003 Conference Proceedings







    






4. Parameters
 ... Meta Index / Home Page This section documents the parameters recognized by this task (if any). ... false . yes no . ... Process EMOS1 data . ... Process EMOS2 data . ... true . ... Remove the intermediate CCD/node-based event lists? . ... Select the CCDs to process? false = process all CCDs. ccd1 . ... Process data for CCD 1? . ... Select the modes to process? false = process all modes. imaging . ... 0.0 . ... Thresholds choice - as percentage of PEAK, as count RATE or pure COUNTS [!badpixfind] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/emproc/node10.html -- 27.6 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18256) - xmm.vilspa.esa.es/ )






    






5. Parameters
Next: System configuration Up: How to use CONSTRICTOR Previous: Preparation of parameter file Contents . ... DayNumber: Even though this number is in the data, some packet headers have the wrong number and it makes it a whole lot easier to have the user check and enter this number correctly. ... CONSTRICTOR will add a multiple of 24 hours to the time tag when the day number changes. Remember to set the StopTime to, say, 48 hours if you use a DayNumber of one less than the actual day number. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node229.html -- 7.3 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>50733) - www.eso.org/ )
	pyQC: script structure

	GOODS







    






6. http://www.gao.spb.ru/english/as/j2014/presentations/pasynok.pdf
MAIN METROLOGICAL CENTER RUSSIAN FEDERATION National Research Institute for Physical-Technical and Radio Engineering Measurements (VNIIFTRI) e  mail: pasynok@vniiftri.ru, ru bezmenov@vniiftri.ru JOURNEESE 2014 VNIIFTRI as the Russian Main Metrological Center of Time, Frequencies and Earth Rotation Service th ti carried out the rapid EOP processing based on GNSS, VLBI and SLR observations for many years. 2 VNIIFTRI takes participation in GNSS and SLR observations of IGS and ILRS too. ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/pasynok.pdf -- 2543.7 Кб -- 07.10.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>333) - www.gao.spb.ru/ )
	http://www.gao.spb.ru/english/as/j2014/presentations/brattseva.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/perepelkin.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/tsyba.pdf







    






7. User Parameters - Bandpass Calibration CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... These parameters govern all processing used for the calibrator observation. ... The dynamic flagging step can also optionally include antenna or baseline flagging. Then the bandpass table is calculated with cbpcalibrator , which requires MSs for all beams to be given. ... Second amplitude threshold applied when flagging 1934 data [hardware units - before calibration] . ... Name of the CASA table used for the bandpass calibration parameters. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/BETApipelines/BandpassCalibrator.html -- 10.8 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18583) - www.atnf.csiro.au/ )
	User Parameters - Pipeline & job control CentralProcessor 0.11 documentation

	User Parameters - Preparation of the Science field data CentralProcessor 0.11

	User Parameters - Data Location & Beam Selection CentralProcessor 0.11







    






8. http://www.stsci.edu/ftp/documents/ghrs-handbook/ghrs-handbook_index.ps
GHRS Instrument Handbook 5.0 115 Index 116 GHRS Instrument Handbook 5.0 A Accumulation  Mode  13, 19, 34, 43--45 CENSOR 44 details 95--96 CENSOR,  see  also  noise  rejection COMB 15, 44 DOPPLER 44 FPSPLIT 14, 30, 43, 44 high signalto noise  methods 107 parameter summary 44  STEP PATT 15, 44, 92, 114  STEP  TIME  44 substepping 19  acquisition   parameters  ACQ/PEAKUP,  see   acquisition ... 



      
[
Текст

] 
 Ссылки http://www.stsci.edu/ftp/documents/ghrs-handbook/ghrs-handbook_index.ps -- 68.7 Кб -- 06.05.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19248) - www.stsci.edu/ )
	http://www.stsci.edu/documents/dhb/web/c13_fgserrorV2.fm4.html

	compare_table.pro

	COS Instrument Handbook







    






9. Satellite Data Processing
Basics of magnetosphere satellite experiment. Main steps of data processing. Modern conception of Earth magnetosphere. ... Empirical models of the bow shock, magnetopause and neutral current sheet positions. Main principles of construction of empirical magnetospheric magnetic field models. ... Current systems in the Earth magnetosphere. Chapman- Ferraro current. ... Tsyganenko 1996 model and its application to satellite data processing. ... Basics of statistical data analysis. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/courses/met_obr_sup_dan_e.html -- 3.5 Кб -- 23.01.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>147) - space.univ.kiev.ua/ )
	Wave Processes in Inhomogeneous Plasma







    






10. Data bases of Natural Satellites. Documentation. Structure
Databases (NSDC) of the Natural Planetary Satellites. ... NSDC: Database of astrometric observations of Natural Planetary Satellites . ... They are thoroughly looking for observations in different sources, creating their owndatabases which are then mostly inaccessible to other researchers. ... In the file "content" with explications, the r




