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Показаны документы, содержащие фрагменты текста из документа

 http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf.









1. The AstroStat Slog parameter estimation
 ... Posts tagged ?parameter estimation? ... Leccardi & Molendi (2007) have a paper in A&A ( astro-ph/0705.4199 ) discussing the biases in parameter estimation when spectral fitting is confronted with low counts data. Not surprisingly, they find that the bias is higher for lower counts, for standard chisq compared to C-stat, for grouped data compared to ungrouped. ... Tags: bias , C-stat , chi-square , chisq , Cstat , Fitting , parameter estimation , Peter Freeman , spectra . ... 1 Comment . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/tag/parameter-estimation/index.html -- 20.6 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4084) - hea-www.harvard.edu/ )
	Quantum Efficiency Correction (a.k.a. `flat-fielding')

	The AstroStat Slog spectra

	The AstroStat Slog C-stat







    






2. http://www.ipa.nw.ru/conference/2002/sovet/PS/YAGUDINA.PS
 ... 8, ``Celestial Mechanics'', 2002 Station coordinates from observations of DORIS system TOPEX/Poseidon satellite M. V. Vasiliev, E. I. Yagudina Institute of Applied Astronomy, St. Petersburg, Russia The satellite system DORIS (Doppler Orbitography and Radiopositioning In tegrated by Satellites System) is the effective means of space geodesy and geody namics. ... Along with SLR, GPS observations of DORIS system are used also for EOP parameters de termination. ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/2002/sovet/PS/YAGUDINA.PS -- 30.3 Кб -- 19.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>816) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/wpltn2012/docs/25/1320%20yagudina.pdf

	LAB Ephem. Astronomy-ERA

	IAA EOP Service







    






3. Modern CCD Observations of Moving Celestial Objects: Algorithms and Software
 ... Up: Data Analysis and Processing Techniques . ... Also, a method for quality control of CCD observations is suggested. ... Everyone who observes a celestial object using a CCD detects moving celestial objects as a ``by product''. ... We hope that our investigations may be useful for near-Earth space control and also for searches of the moving celestial objects through analysis of old and new CCD frames obtained at any amateur or professional astronomical observatory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/bykovo/ -- 12.3 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1892) - www.adass.org/ )
	Observation Interval Determination for the Chandra X-ray Observatory

	Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared

	ADASS 2003 Conference Proceedings







    






4. Parameters
 ... Meta Index / Home Page This section documents the parameters recognized by this task (if any). ... false . yes no . ... Process EMOS1 data . ... Process EMOS2 data . ... true . ... Remove the intermediate CCD/node-based event lists? . ... Select the CCDs to process? false = process all CCDs. ccd1 . ... Process data for CCD 1? . ... Select the modes to process? false = process all modes. imaging . ... 0.0 . ... Thresholds choice - as percentage of PEAK, as count RATE or pure COUNTS [!badpixfind] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/emproc/node10.html -- 27.6 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18256) - xmm.vilspa.esa.es/ )






    






5. Parameters
Next: System configuration Up: How to use CONSTRICTOR Previous: Preparation of parameter file Contents . ... DayNumber: Even though this number is in the data, some packet headers have the wrong number and it makes it a whole lot easier to have the user check and enter this number correctly. ... CONSTRICTOR will add a multiple of 24 hours to the time tag when the day number changes. Remember to set the StopTime to, say, 48 hours if you use a DayNumber of one less than the actual day number. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node229.html -- 7.3 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>50733) - www.eso.org/ )
	pyQC: script structure

	GOODS







    






6. http://www.gao.spb.ru/english/as/j2014/presentations/pasynok.pdf
MAIN METROLOGICAL CENTER RUSSIAN FEDERATION National Research Institute for Physical-Technical and Radio Engineering Measurements (VNIIFTRI) e  mail: pasynok@vniiftri.ru, ru bezmenov@vniiftri.ru JOURNEESE 2014 VNIIFTRI as the Russian Main Metrological Center of Time, Frequencies and Earth Rotation Service th ti carried out the rapid EOP processing based on GNSS, VLBI and SLR observations for many years. 2 VNIIFTRI takes participation in GNSS and SLR observations of IGS and ILRS too. ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/pasynok.pdf -- 2543.7 Кб -- 07.10.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>333) - www.gao.spb.ru/ )
	http://www.gao.spb.ru/english/as/j2014/presentations/brattseva.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/perepelkin.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/tsyba.pdf







    






7. User Parameters - Bandpass Calibration CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... These parameters govern all processing used for the calibrator observation. ... The dynamic flagging step can also optionally include antenna or baseline flagging. Then the bandpass table is calculated with cbpcalibrator , which requires MSs for all beams to be given. ... Second amplitude threshold applied when flagging 1934 data [hardware units - before calibration] . ... Name of the CASA table used for the bandpass calibration parameters. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/BETApipelines/BandpassCalibrator.html -- 10.8 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18583) - www.atnf.csiro.au/ )
	User Parameters - Pipeline & job control CentralProcessor 0.11 documentation

	User Parameters - Preparation of the Science field data CentralProcessor 0.11

	User Parameters - Data Location & Beam Selection CentralProcessor 0.11







    






8. http://www.stsci.edu/ftp/documents/ghrs-handbook/ghrs-handbook_index.ps
GHRS Instrument Handbook 5.0 115 Index 116 GHRS Instrument Handbook 5.0 A Accumulation  Mode  13, 19, 34, 43--45 CENSOR 44 details 95--96 CENSOR,  see  also  noise  rejection COMB 15, 44 DOPPLER 44 FPSPLIT 14, 30, 43, 44 high signalto noise  methods 107 parameter summary 44  STEP PATT 15, 44, 92, 114  STEP  TIME  44 substepping 19  acquisition   parameters  ACQ/PEAKUP,  see   acquisition ... 



      
[
Текст

] 
 Ссылки http://www.stsci.edu/ftp/documents/ghrs-handbook/ghrs-handbook_index.ps -- 68.7 Кб -- 06.05.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19248) - www.stsci.edu/ )
	http://www.stsci.edu/documents/dhb/web/c13_fgserrorV2.fm4.html

	compare_table.pro

	COS Instrument Handbook







    






9. Satellite Data Processing
Basics of magnetosphere satellite experiment. Main steps of data processing. Modern conception of Earth magnetosphere. ... Empirical models of the bow shock, magnetopause and neutral current sheet positions. Main principles of construction of empirical magnetospheric magnetic field models. ... Current systems in the Earth magnetosphere. Chapman- Ferraro current. ... Tsyganenko 1996 model and its application to satellite data processing. ... Basics of statistical data analysis. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/courses/met_obr_sup_dan_e.html -- 3.5 Кб -- 23.01.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>147) - space.univ.kiev.ua/ )
	Wave Processes in Inhomogeneous Plasma







    






10. Data bases of Natural Satellites. Documentation. Structure
Databases (NSDC) of the Natural Planetary Satellites. ... NSDC: Database of astrometric observations of Natural Planetary Satellites . ... They are thoroughly looking for observations in different sources, creating their owndatabases which are then mostly inaccessible to other researchers. ... In the file "content" with explications, the reference is given to the data source as well as the bibliographic reference. ... Data sources. ... Why a specific bibliographic database for Natural satellites? ... 



      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/neb/nss/DocStructe.htm -- 11.4 Кб -- 18.05.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>643) - lnfm1.sai.msu.ru/ )
	IMCCE-SAI: Natural Satellites Service. Parameters and constants

	IMCCE-SAI: Natural Satellites Data Center. Observations

	IMCCE-SAI: Natural Satellites Data Center (NSDC). Parameters







    






11. The main observational parameters
 ... Column 1 gives the object name from the Case or Markarian catalogs. ... For Markarian galaxies the errors of coordinates usually lie inside 2'' (Lipovetsky [ 1983 ]). Column 4 gives the eye-estimated apparent blue magnitudes according to the same sources. ... Other names of a galaxy we give in column 7. ... In column 3 we cite the original emission-line code of the galaxy for the strength of [O III ] doublet according to the Case catalog (s - strong, m - medium, w - weak). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Laboratory/Publications/1997/CasePR/node7.html -- 10.4 Кб -- 10.01.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2503) - www.sao.ru/ )
	HyperLEDA documentation: parameter: t

	Results of observations

	Parameter estimation







    






12. Biosphere: Analysis of Value Parameters
 ... Публикации и издания Публикации профессорско-преподавательского состава СГАУ Издания проф. Сосниной Т.Н. Biosphere: Analysis of Value Parameters . ... Besides, the ways of saving the use value and value properties of biosphere are analyzed. The expediency of transformation of two-criterion theory of value into the three- criterion theory of the balance of value, where the ecologic component performs the function of the key criterion has been founded. ... BIOSPHERE USE VALUE OF THE PRODUCT: MAIN . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/resources/sotrudniki/sosnina/mono14/ -- 80.9 Кб -- 10.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>739) - www.ssau.ru/ )






    






13. Program parameters
Next: Program use Up: Description of program searchdup Previous: Description of program searchdup . Parameter input is done with a graphic user interface. ... Input file: Name of the input catalog file. It has to be formatted, one record per source/observation, according to the format used in the Arcetri observations and source archives. ... Minimum number of observations per source Source with less than this number of independent observations are not included in the output file . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/red/searchdup/node2.html -- 8.0 Кб -- 30.06.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8912) - www.arcetri.astro.it/ )
	Where are the tunable parameters of the kernel?

	Program use

	prefork - Apache HTTP Server







    






14. WAPP Signal Processing Page
The Wideband Arecibo Pulsar Processor Signal Processing Page . ... Raw Correlation . ... The WAPP uses custom digital hardware to create estimates of correlation functions from sampled data. The digital hardware used to estimate correlation function uses quantization to represent input . After creating an estimate of input correlation functions, the Wiener-Khintchine Theorem is applied to create estimates of input Power spectral density (PSD) and Stokes parameters . ... 3 Level . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~wapp/SignalProc/SPMain.htm -- 8.9 Кб -- 20.04.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5985) - www.naic.edu/ )
	modelAerostatPeriods

	WAPP File Format Page

	Orbits in the period / acceleration plane







    






15. Multipoint correlations of the solar wind parameters observed by several
The problem of solar wind data correlation for the observations onboard several spacecraft is very important for three points of view: . ... This problem is studied now in detail by systematic determination of ion flux and ion velocity data correlations by INTERBALL-1 (IKI group), WIND and IMP 8 (both - MIT group). ... Solar wind plasma correlation lengths from IMP 8, WIND and INTERBALL-1. ... Correlation of solar wind observations onboard several spacecraft: INTERBALL-1, IMP 8 and WIND data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1694) - www.cosmos.ru/ )
	IKI SSC INTMINS APRIL98

	Space Research Institute (IKI) Seminar

	The magnetic conjugation conception







    






16. Initial Distributions of Binary Parameters
Next: Star Formation Rate and Up: No Title Previous: Calculation of Evolutionary Tracks . To start calculations, we choose the distributions of the initial binary parameters: the mass of the primary ZAMS component, , binary mass ratio, , orbital separation a . ... whereas the mass ratio distribution is not. ... The zero assumption often made is that the mass ratio distribution has a flat shape, that is binaries with a high mass ratio occur as frequently as those with equal masses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node39.html -- 14.1 Кб -- 26.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>564) - xray.sai.msu.ru/ )
	Other parameters of the evolutionary scenario

	Initial binary parameters

	The COOC Criterion (Criterion of Observations versus Calculations)







    






17. Space Scientific and Education project of Lomonosov Moscow State University
The purpose of the space-physics lab exercises is to introduce the students to the methods of the measurements, to the modern conception of near-Earth space structure and the physical processes and phenomena occured in it. ... At present the reasearches and the teachers of the University and of other institutes participating in the project continue development of the the special space-physics lab exercises, and they are interested in your ideas concerning the future exercises. ... 



      
[
Сохраненная копия

] 
 Ссылки http://cosmos.msu.ru/eng/pract.html -- 12.3 Кб -- 04.12.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6732) - cosmos.msu.ru/ )
	University Satellites and Space Science Education '2006







    






18. XV-AVHRR
 ... Satellite data ] . SMIS ] . The program is designed to process the specific AVHRR instrument data for calculation and analysis of temperature fields on the sea surface and upper level of clouds. It performs brightness correction for visible channels with regards to clouds altitude. ... The program features a wide variety of classification algorithms (including two-dimensional histogram analysis) and enables to construct personal procedures for classification. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_avhrr.htm -- 3.5 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>159) - smis.iki.rssi.ru/ )






    






19. Linear polarization: wavelength dependence
 ... Fitting the observed dependence includes calculations of the polarization cross-sections averaged over particles orientation and size distribution, their normalization and the comparison of obtained dependencies with Serkowski's curve representing observational data for a chosen star. ... Variations of the polarization factors with wavelength are shown in Fig. 16 for homogeneous spheroidal particles with PF orientation. ... The distinction between prolate and oblate spheroids is also clearly seen. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/DOP/8-GLIB/ASTNOTES/node7.html -- 18.9 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>324) - www.astro.spbu.ru/ )
	Database of Optical Properties -- Level: subpage

	Query Results from Astronomy Database

	Polarization properties (transmitted radiation)







    






20. On the problem of high spectral resolution observations of faint objects
 ... December 21, 1997 . ... Advantages are briefly discussed of gaining in spectral resolution, which is accompanied by losses in signal level, as compared with the attempts to improve the accuracy of measurement of line parameters by means of rising the S/N ratio alone with increasing the exposure time. To partially solve the problem of observations of faint objects at the BTA a new design echelle spectrometer is proposed. high resolution spectroscopy . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/PFES/pan2.html -- 4.1 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/PFES/pan2.html -- 4.1 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/PFES/pan2.html -- 4.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1137) - jet.sao.ru/ )
	Description of algorithm

	harak_e

	Work Scan Program + Data Viewer (IDL widget)
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