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Показаны документы, содержащие фрагменты текста из документа

 http://www.gao.spb.ru/english/publ-s/viii-rfs/p125.pdf.









1. VLT First Light
 ... Image Quality of the VLT . Total Optical Control . First light for the ESO VLT unit telescope 1 occurred during the workshop. ... The image shown (Figure 1 ) here was obtained with the VLT on May 16, 1998, in red light (R band), i.e. while the mirror was still uncoated. ... In this diagram (FIgure 2), the measured image quality of the VLT UT1 astronomical images is plotted versus the ``seeing", as measured by the Seeing Monitor, a small telescope also located on top of the Paranal Mountain. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node5.html -- 11.0 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>217) - www.stecf.org/ )
	VLT Status and Instruments







    






2. Fine Guidance Sensor Instrument Handbook
FGS Instrument Handbook for Cycle 24 . ... Fine Guidance Sensor Instrument Handbook for Cycle 24 > Appendix A: Target Acquisitionand Tracking > A.4 Visit Level Control . A.4 Visit Level Control . After an observation is completed, the FGS?s IFOV - under control of the 486 - is slewed to the expected location of the next target in the observing sequence. ... This process is repeated until all the exposures in the visit have been executed. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/fgs/design/documents/instrumenthandbook/appendix_targacq5.html -- 5.0 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17709) - www.stsci.edu/ )
	WF/PC-1 Instrument Science Reports

	Fine Guidance Sensor Data Handbook







    






3. http://xmm.vilspa.esa.es/sas/8.0.0/doc/siamgen.ps.gz
XMM-Newton Science  Analysis  System Page: 1  siamgen  July 2, 2008 Abstract  siamgen  generates the Star Tracker /  Instrument  Alignment Matrices (SIAMs) for the instruments  EMOS1 , EMOS2, EPN, RGS1, RGS2, and OM as speci ed in the  Interface   Control   Document [2] 1 Instruments/Modes  Instrument  Mode all except ERM all 2 Use pipeline processing no interactive  analysis  no CCF maintenance yes 3 Description  siamgen  generates the ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/siamgen.ps.gz -- 46.0 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12243) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/6.5.0/doc/siamgen.ps.gz

	http://xmm.vilspa.esa.es/sas/7.0.0/doc/siamgen.ps.gz

	http://xmm.vilspa.esa.es/sas/6.0.0/doc/siamgen.ps.gz







    






4. Telescope and Instrument Control Systems
Table of Contents - Subject Index - Author Index - . Astronomical Data Analysis Software and Systems IX . ... 216, 2000 . ... Keck Telescope Control System . ... Using XML and Java for Astronomical Instrument Control . ... An Effective PC/Linux Based Control System Upgrade for the UH 2.2-m Telescope . ... Toolkit Based Extension of the SDSS Control System . ... CFH12K: Control Software and Data Handling . ... The MERLIN Correlator Software Project . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/Telescopes.html -- 4.0 Кб -- 04.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1518) - www.adass.org/ )
	Calibration and Performance Control for the VLT Instrumentation

	CICADA, CCD and Instrument Control Software

	VLT Data Quality Control







    






5. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2506) - www.meade.com/ )
	LX200 and LX600 Sensor Control Board (Left Forkarm)

	LX200 and LX600 Sensor Control Board (Left Forkarm) - Parts - Products

	Parts - Products







    






6. Data Quality Control and Instrument Modeling
Next: INTRODUCTION . ... This article presents the Quality Control system of the Very Large Telescope. ... After a presentation of the QC levels and their implementation for the VLT, the paper discusses the usage of instrument models. ... On the other hand the observatory can control the instrumental configuration, test data analysis procedures, and provide calibration solutions with the help of instrument models. ... Quality Control . ... Instrument models for calibration and quality control . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/projects/dfs/papers/spie_qc/ -- 7.4 Кб -- 14.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66411) - www.eso.org/ )
	Data Flow System overview

	Data Pipelines and Quality Control

	Quality Control and Data Processing: Home page







    






7. OptInt PmWiki : Science Instrument Downselect
OptInt PmWiki . MROI / . ... MROI Delay Line Design Contract . ... Design Documentation . ... MROI DL Production SW Contract . ... Preliminary Design Review . Software Design Documentation . ... MROI Fast Tip-Tilt Contract . ... Design Documents . ... MROI FT SW Architecture . ... Science Instrument Downselect . ... MROI DL Design Contract Private Material . ... Workpackage Status 2006/10/12 . ... Due Date . ... Due 2006/07/31 . 70% done . ... Preliminary design for downselected concept . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROI/ScienceInstrumentDownselect -- 26.7 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2864) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Science Instrument Downselect | Attach

	OptInt PmWiki : Science Instrument Downselect | History

	OptInt PmWiki : Science Instrument Downselect | Edit







    






8. TUI:Instruments:NICFPS:NICFPS window
Displays the current status of NICFPS spectrograph and allows you to change the configuration. ... Once the instrument builders have more time with the instrument we plan to refine the controls. ... Select TUI:Save Window Positions to remember the state of this checkbutton. ... The contextual menu on each control can return that control to the current setting of the instrument. ... the current set of filters. ... Current : reset all configuration widgets to the current state of the instrument. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Instruments/NICFPS/NICFPSWin.html -- 4.8 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>782) - www.apo.nmsu.edu/ )
	TUI:Instruments:Echelle:Echelle window

	TUI:Instruments:Expose Window

	TUI:Instruments:Agile:Agile window







    






9. ASTROMETRIA
 ... BOM2 and the basic block of solar limbograph including pointing and control systems ? ... Fine tracking platform (FTP) for Sun tracking by the sight axis of the limbograph; . ... Tracking system frequency ? ... Controller of the control system and solar fine tracking of the sight axis of the limbograph; . ... The basic relative construction of the elements and instrumental blocks of the "Astrometria" space experiment is shown on the block diagram of units within the complex of SL-200 solar...



      
[
Сохраненная копия

] 
 Ссылки http://www.gao.spb.ru/english/astrometr/1_eng.html -- 10.2 Кб -- 26.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>221) - www.gao.spb.ru/ )






    






10. Untitled1
MSSSO Annual Report 1997 . ... The Duffield Heliostat was designed and constructed for the Stromlo Exploratory, and forms the central feature within the building. It produces a stationary, high-quality image of the sun, which is one of the major exhibits in the Exploratory, and was installed in time for the opening ceremony on July 26, 1997(Fig. ... The tracker module of the Heliostat is located at the top of the pier in the central area of the building, under a roll-off roof. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/annualReport/1997/08_instruments.html -- 10.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>409) - www.mso.anu.edu.au/ )
	GSAOI Instrument Description Page

	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) NIRI Legacy.

	GSAOI Component Supplier Links Page







    






11. Real-time control systems
 ... Automatic real-time control of scientific instruments and/or operational units, data processing, storage and transfer. ... This PC104-based device is a robust real-time control system of high reliability and readiness with possibility of embedding. QNX operational system allows using sophisticated software, multitasking, TCP/IP protocols and modern friendly user interface. ... Ilya Chulkov, Head of laboratory +7(495)333-45-23, http://lex.iki.rssi.ru , ilya@hea.iki.rssi.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/rtc29.htm -- 4.7 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/rtc29.htm -- 4.7 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>808) - www.cosmos.ru/ )
	OFO IKI / BOKZ

	BOKZ Star Trackers

	OFO IKI / Universal Navigation Instrument







    






12. Iowa Robotic Telescope Facilities
 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>40) - vega.inp.nsk.su/ )






    






13. The CIMA ALFA Instrument Monitor Window
. The ALFA instrument monitor window is a big window showing all ALFA engineering parameters (with the exception of the ALFA motor). The 'Open motor control window' button opens the ALFA motor control window . You can return to the main CIMA page by clicking here .



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_show_alfamonwin.html -- 2.0 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4507) - www.naic.edu/ )
	p12mProg: 12m control program

	ALFA Sky Angle Tracking

	The AO Optical Laboratories National Astronomy and Ionosphere Center (Arecibo







    






14. FM-3I Instrument
Magnetic field measurements onboard the Interball Tail spacecraft are carried out by the FM-3I instrument which consists of two flux-gate magnetometers covering two different ranges: [-200, +200] nT and [-1000, +1000] nT. Besides scientific goals, the FM-3I experiment data is used to perform the attitude control of the Interball Tail spacecraft. ... August 22, 1995 . ... October 18, 1995 . Top of the page . ... Back to the Interball Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/fm-3i.html -- 2.7 Кб -- 24.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>437) - www.iki.rssi.ru/ )
	Sensors







    






15. XV-TRACKER
 ... Satellite data ] . SMIS ] . The program controls the data acquisition according to the specified schedule of the sessions. ... The calibration of AVHRR instrument data is performed during acquisition . The program can be started in parallel with the satellite pass visualization, that allows the user to monitor a session and store data only relevant to specific regions in manual selection mode. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_track.htm -- 3.4 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - smis.iki.rssi.ru/ )
	Price List

	Software Development

	SMIS IKI RAN: table of contents







    






16. XmTel Research Telescope Control for Linux
XmTel uses the XPA interface for extensible connection to the operating system and scripting. ... Support for several commercial telescopes and controllers under Linux .. ... Software Bisque Paramount ME (requires RTS2 library) . ... In the current version of XmTel .. ... Offers command line and scripted operation using XPA . ... Version 7 includes the XPA server, telescope drivers, a client, utility software, and a standalone option that does not use XPA. ... Previous versions and support for INDI . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/ -- 3.9 Кб -- 18.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>284) - www.astro.louisville.edu/ )
	Wispi Design Notes

	Moore Observatory's XmDome

	WISPI in the Dome







    






17. VLBI Wiki | Main / ATCAObservingSummary
 ... VLBI Schedule . ... Main / . ATCA antenna control is via the terminal program caobs. caobs is the identical version used for normal ATCA observing and controls telescope tracking, IF setup and stowing the antenna etc. ... For VLBi a special CABB mode is used which sums 64 MHz bandwidht from each of the 2 IFs to form a tied array. ... Phase variation in vis > 60deg or so : Either run "cor pcal" in caobs while observing a compact calibrator for a few minutes, or drop antenna from the tied array . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/vlbi/wiki/index.php?n=Main.ATCAObservingSummary -- 11.4 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19016) - www.atnf.csiro.au/ )
	PmWiki | Observing / Tcs

	Tracking accuracy

	VLBI Wiki | LBASep2012 / V252aeAkLog







    






18. Hardware sector, archive 2013
 ... Telescopes . ... 2013: . A new control system for the 1-m telescope with remote control possibility for the observation process . In 2013, the creation of a control system for the multitask 1-m ZEISS-1000 telescope was completed in SAO RAS, allowing the use of the telescope's observational capabilities in the modes of local and remote control. ... FITS 3.0-compatible archive of direct images with astrometric calibration . ... SAO RAS Report N329, 2013. Archive . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Science/results/ar_facil/res2013.html -- 6.8 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Science/results/ar_facil/res2013.html -- 6.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>257) - mavr.sao.ru/ )
	Hardware sector, archive 2001







    






19. Instrumentation
Beginning from the May of the 1997 we started to publish our daily solar radio observations at RATAN-600 radiotelescope. ... Periscope System: South Sector+Flat Mirror . ... It is possible to track a source by moving the secondary mirror along the arc-shaped railway tracks or to perform azimuthal 2D map synthesis . ... 1) It is possible to simultaneously carry out independent observing programs using individual sectors at various discrete azimuths and secondary mirrors on corresponding railway tracks. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sun/complex.htm -- 30.8 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sun/complex.htm -- 30.8 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sun/complex.htm -- 30.8 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>942) - jet.sao.ru/ )
	V.Shergin's Home Page

	LSFVO: instruments







    






20. Description of the RadioAstron project, english version
 ... The total mass of the scientific payload is about 2500 kg, of which the unfolding parabolic 10-m radio astronomy antenna's mass is about 1500 kg, and scientific package holding the receivers, power supply, synthesizers, control units, frequency standards and data transmission radio system - near 900 kg. ... The jet system is a hydrazine thrusters system: it will be used during the creation of the base system of spacecraft orientation, for unloading of the powered gyros, and for orbit corrections. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/design_eng.htm -- 6.0 Кб -- 10.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>168) - www.asc.rssi.ru/ )
	GOCG Pre-Observation Products

	RadioAstron Mission Element Overview
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