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Показаны документы, содержащие фрагменты текста из документа

 http://www.gao.spb.ru/english/publ-s/viii-rfs/p133.pdf.









1. SPUTNIK home page

 ... Average resolution at altitude H=668 km . ... Swath width at H=668 km and inclination of beginning of swath 20.48 degrees . ... Resolution at H=668 км . ... Наименование параметра . ... 1 канале . ... Полоса обзора при H=668 км . ... 1-5 спектральной зоне, не более . ... 1 спектральной зоне . 0,48-0,52 мкм . ... 0,915-0,997 мкм . ... 1-4 канал . ... 1-4 каналов . ... Спектральные характеристики каналов (по уровню 0,5): . ... For more information send a mail to: info@sputnik.infospace.ru . ... 




      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean_o/engl/ocean_1.htm -- 19.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22) - sputnik.infospace.ru/ )






    






2. RGS Related CAL Routines

Next: CAL_getBoresightMatrix Up: Routines of the Calibration Previous: List of CCF Components Contents . ... The CAL functions CAL_getBadPixelList & CAL_getBadPixelMap use the CAL state variable temperature only to check that the current operating temperature is consistent with the CCF constituent BadPix . ... Used CAL State Variables . List of CCF Components used . ... Next: CAL_getBoresightMatrix Up: Routines of the Calibration Previous: List of CCF Components Contents Michael Smith 2011-09-20 ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node252.html -- 25.8 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20584) - xmm.vilspa.esa.es/ )
	Detailed Description







    






3. GHRS Instrument Handbook

 ... Instruments . ... Exposure_Number: 1 Target_Name: HD12345 Config: HRS Opmode: ACQ Aperture: 2.0 Sp_Element: MIRROR-N1 Wavelength: Optional_Parameters: BRIGHT=RETURN, ! ... Number_of_Iterations: 1 Time_Per_Exposure: 13.5S Special_Requirements: ONBOARD ACQ FOR 2 Comments: STEP-TIME = 1.5 sec Exposure_Number: 2 Target_Name: HD12345 Config: HRS Opmode: ACQ/PEAKUP Aperture: 0.25 Sp_Element: MIRROR-N1 Wavelength: Optional_Parameters: SEARCH-SIZE=5 ! ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/ghrs/documents/handbooks/ihb/GHRS_24.html -- 21.8 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19443) - www.stsci.edu/ )
	Introduction to the FGS

	Introduction to WFC3

	Introduction to STIS







    






4. Sensors

ERS -1,2 SAR . ... SIR-C/X SAR . ... European Remote Sensing Satellite (ERS-1) was launched on 17 July 1991, and the follow mission ERS-2 (with the same sensors and an Ozone monitoring instrument added) was launched on 21 April 1995. ... The Spaceborne Imaging Radar-C/X-band Synthetic Radar (SIR-C/X-SAR), carried in the cargo bay of the Space Shuttle Endeavour in April and October of 1994, simultaneously recorded SAR data at three wavelengths (L-, C-, and X-bands; 23.5, 5.8, and 3.1 cm, respectively). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/asp/database/sensors.html -- 9.2 Кб -- 11.01.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>795) - www.iki.rssi.ru/ )
	ИКИ РАН - Исследование Земли из космоса

	ASPI experiment







    






5. MILLIMETRON

 ... The project assumes creation of an international space observatory - the interferometer "Earth - Space - Space" in order to perform of astronomical investigations in millimeter, submillimeter and infrared regions with extremely high sensitivity (to a few nanoJanskies units of flux density in continuum spectrum) and extremely high angular resolution (to a parts of microsecond of arc or, possibly, nanosecond). ... radio-interferometric channels of the system "Space - Space", region 0.2 - 3 mm; . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/submillimetron/mm/default.htm -- 10.5 Кб -- 05.04.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>187) - www.asc.rssi.ru/ )






    






6. http://www.eso.org/~qc/procs/checklist.pdf

 ... The instrument modes and arms should be indicated and described, and the keywords that distinguish between different modes should be indicated (usually INS.MODE is used if it is a mode and OCS keys are used in case it is related to an arm). ... Raw frames The format of the raw frames for each mode and arm should be described. ... The design should be checked on pre-processing or processing, which involves products only (no trigger via raw frames). ... QC parameters. ... 




      
[
Текст

] 
 Ссылки http://www.eso.org/~qc/procs/checklist.pdf -- 156.7 Кб -- 18.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66817) - www.eso.org/ )
	CRIRES - VLT High-Resolution IR Echelle Spectrometer

	CONSTRICTOR parameters for astrometric reductions

	extractStat







    






7. A New Entropy Measure Based on Multiple Resolution and Noise Modeling

 ... Previous: Background Fluctuation Analysis from the Multiscale Entropy . ... A new measure of information is defined which is based on noise modeling and incorporates resolution scale. Properties of this measure are discussed. ... Additionally it allows for image noise modeling, and subsequent noise removal. ... Hence information- and entropy-based processing technologies will be necessary for the effective design and implementation of large, future generation, image databases. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/murtaghfd/ -- 17.8 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1823) - www.adass.org/ )
	ETCs and Observations Simulation at the VLT

	Indexing and Searching Distributed Astronomical Data Archives

	An Object Oriented Design for Monitoring the Chandra Science Instrument X-ray







    






8. Session parameters

Next: File Formats Required Up: OPTOPUS Commands and Previous: Optopus commands . Below follows a description of all parameters that can be set by the SET/OPTOPUS command, the commands which use these parameters and the default values. ... If an OPTOPUS command the default value is not used the command will, in addition to actual OPTOPUS operation, also overwrite the setting of this parameter and hence will change the default value. ... set the equinox . ... Table: Command parameters . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node547.html -- 3.3 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2647) - www.sao.ru/ )
	Session Parameters

	Instrument Description: CASPEC

	Back-Illumination Paper-CCD Operations







    






9. http://www.iki.rssi.ru/ofo/pdf/BOKZ_e.pdf

BOKZ Star Instrument Family In-orbit processing results The operating star trackers  BOKZ and BOKZ-M  can be considered prototypes for the instruments should which provide for controlling s/c angular motion parameters in nominal operation conditions without any support by other systems of the s/c housekeeping system. ... There are bright natural objects (the Sun, the Earth and the Moon) within the instrument's field of view. ... 




      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/ofo/pdf/BOKZ_e.pdf -- 198.2 Кб -- 26.05.2008

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/ofo/pdf/BOKZ_e.pdf -- 198.2 Кб -- 26.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1101) - www.cosmos.ru/ )
	Multipoint correlations of the solar wind parameters observed by several

	MARSES Homepage | Instrument Information

	HYPERBOLOID Results Page







    






10. The LongSp Description

. The description of the instrument is divided into the following sections: . Optical Design . Cryogenics and Mechanics . Electronics and Software . Determination of Detector parameters . Some photos of the instrument . Other high resolution images .




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/longsp/desc/desc_in.html -- 2.5 Кб -- 19.11.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8182) - www.arcetri.astro.it/ )
	Arcetri Correlation Spectrometer

	Roba Simone Busoni

	Arcetri Radioastronomy group







    






11. http://www.naic.edu/aisr/worldday/wd_intro.html

Arecibo World Day data description . ... The F-region program covers the altitude range of 140 - 660 km. ... The KINDAT code in the CEDAR database for these parameters is 2010. ... The KINDAT code in the CEDAR database is 2021 for this kind of data. The barker-code program allows the measurement of electron concentration at a height resolution of 0.6 km with a very high S/N. This program typically covers the altitude range of 60 - 500 km. The KINDAT code in the CEDAR database is 2015. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/aisr/worldday/wd_intro.html -- 11.8 Кб -- 05.03.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5577) - www.naic.edu/ )
	Pulsar Instrumentation the Arecibo Observatory

	AGES Database Search

	HIPASS parameters Barnes et al (2001), Ryan-Weber et al. (2002), Zwaan et al







    






12. ccalapply (Calibration Applicator) CentralProcessor 0.11 documentation

 ... CentralProcessor 0.11 documentation . Calibration and Imaging Documentation . ... The purpose of this software is to apply calibration parameters to Measurement Sets. It can be run with the following command, where ?config.in? is a file containing the configuration parameters described in the next section. $ ccalapply -c config.in . ... The name of the measurement set to which the calibration parameters will be applied. calibrate.scalenoise . bool . ... ccalapply (Calibration Applicator) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/calim/ccalapply.html -- 9.1 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30655) - www.atnf.csiro.au/ )
	Summary List of Setup File Parameters

	The Linear Method - IMMERGE

	User Parameters - Data Location & Beam Selection CentralProcessor 0.11







    






13. media

 ... Telescopes, instruments and cameras are keenly affected by local weather and atmospheric conditions. The decision to open any telescope or have access to any instrument or camera is at the sole discretion of the on-duty observing specialist(s) at the time of your requested access. ... Specific parameters exist for access to APO telescopes, instruments, or cameras which protect our highly-sophisticated and sensitive equipment and provide safe work conditions for staff and visitors. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Planning/media.htm -- 8.8 Кб -- 17.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>872) - www.apo.nmsu.edu/ )
	MCP Menu documentation

	TUI:Instruments:DIS:DIS window

	Untitled Document







    






14. Notation

 ... The operators will be explained as they are used. The general notion to keep in mind is that any combination of these operators results in a 2- D affine coordinate transformation in the TF plane, which may be represented using the homogeneous coordinates often used in computer graphicsfoley. ... S _t_c,f_c = g_t_c,f_c,(_t) | ... We denote a time shift to the position , with an operator that has a multiplicative law of composition : (Table 1). ... Note that these two operators do not commute. ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Chirplet.dir/node7.html -- 9.2 Кб -- 15.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3039) - crydee.sai.msu.ru/ )
	The pyramidal (multi-resolution) CCT

	Tutorial on Fortran 90, Digital UNIX

	Overview







    






15. Hardware sector, archive 2004

 ... 2004: . Creation of a unique set of the spectral and polarization complex of high resolution in the range of 6-18 GHz, consisting of 64 channels with a 1% analysis stripe was concluded. Based on the combination of key parameters - the frequency overlap and resolution, sensitivity and accuracy of polarization measurements, such a complex is the first instrument of its kind in the practice of solar astronomy. ... Archive . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Science/results/ar_facil/res2004.html -- 5.4 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Science/results/ar_facil/res2004.html -- 5.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>254) - mavr.sao.ru/ )
	IRAS01005+7910

	SAO RAS home page







    






16. Methods and instruments to measure/monitor major site properties

 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 




      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - site2010.sai.msu.ru/ )






    






17. MISSION WARNING

National Space Agency of Ukraine and . ... The Second International Meeting on WARNING Mission . ... Space Research Institute of Ukrainian National Academy of Sciences - National Space Agency, . ... The Head of Scientific committee of the Project “Warning” is DR V.G.Bar`yahtar, Academitian of Ukrainian National Academy of Sciences. ... Lviv Center Space Research Institute of Ukrainian National Academy of Sciences, . ... National Space Agency of Ukraine, Bozhenka St. 11, 252022 Kyiv-22, Ukraine. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/ -- 18.9 Кб -- 13.04.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66) - space.univ.kiev.ua/ )
	Optical static Fourier spectrometer

	ENERGOSPECTROMETER OF IONOSPHERIC PLASMA P3-3

	ION AND ELECTRON ENERGY DETECTOR PAN-2







    






18. Optimization of spectroscopic observations

 ... Let us first find out which way -- rise in spectral resolution with some loss in the S/N ratio or increase in the S/N ratio with a fixed spectral resolution -- is better for the purpose of reduction of equivalent width determination errors. ... N -- number of counts for 1 ? ... line equivalent width, . ... Thus if the spectral resolution is managed to be increased (i.e. to decrease )without loss in the number of counts falling at 1 ?, the equivalent width measurement error is then proportional to . ...




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/PFES/node2.html -- 13.9 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/PFES/node2.html -- 13.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/PFES/node2.html -- 13.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1032) - jet.sao.ru/ )
	Cosmological Gene project

	IFP parameters

	Access via e-mail







    






19. TESIS - Telescopes for EUV Spectral Imaging of the Sun

 ... The TESIS is a set of solar imaging instruments developed by the Lebedev Physical Institute of the Russian Academy of Science, and launched aboard the Russian spacecraft CORONAS-PHOTON on January 30, 2009. The main goal of the TESIS is to provide complex observations of solar active phenomena from the transition region to the inner and outer solar corona with high spatial, spectral and temporal resolution in the EUV and Soft X-ray spectral bands. ... Solar activity hits a new low . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.tesis.lebedev.ru/en/ -- 19.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8360) - www.tesis.lebedev.ru/ )
	TESIS







    






20. Vladimir Marsakov Abstracts

 ... Using the uvby -photometry and proper motion data for about 5500 F stars within 80 pc from the Sun, we have studied velocity ellipsoid parameters and obtained the following results. 1) The sizw of all wllipsoid semiaxes increase systematically for groups of stars with the decrease of both temperature (at constant metallicity) and metallicity (at constant temperature). ... As a result, each of the three parameters - temperature, metallicity and velocity dispersion - is an age indicator. ... 




      
[
Сохраненная копия

] 
 Ссылки http://ip.rsu.ru/~marsakov/abs/abst22.htm -- 5.4 Кб -- 02.02.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>49) - ip.rsu.ru/ )
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