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Показаны документы, содержащие фрагменты текста из документа

 http://www.iki.rssi.ru/ofo/pdf/BOKZ_e.pdf.









1. http://www.iki.rssi.ru/ofo/pdf/BOKZ_e.pdf

BOKZ Star Instrument Family In-orbit processing results The operating star trackers  BOKZ and BOKZ-M  can be considered prototypes for the instruments should which provide for controlling s/c angular motion parameters in nominal operation conditions without any support by other systems of the s/c housekeeping system. ... There are bright natural objects (the Sun, the Earth and the Moon) within the instrument's field of view. ... 




      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/ofo/pdf/BOKZ_e.pdf -- 198.2 Кб -- 26.05.2008

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/ofo/pdf/BOKZ_e.pdf -- 198.2 Кб -- 26.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1120) - www.cosmos.ru/ )






    






2. Procedure to Remove 2.5m Wind Baffle

Prepared by Russ Owen, French Leger, and Larry Carey . ... Initial State of Telescope . Procedure . ... If the telescope runs away at any time, engage an e-stop button immediately. ... Wind Baffle Pendant Control ; Location : 2.5m enclosure . ... Wheels (for wind baffle); Location : 2.5m storage trailer . ... Scrap wood to protect the wind baffle frame from the jackscrews . ... Take the telescope to zenith under computer control (so the telescope is centered in the wind baffle). ... R. Owen. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/25Procedures/Telescope/010805rmveWB.shtml -- 6.7 Кб -- 03.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>739) - www.apo.nmsu.edu/ )
	Procedure to Install the 2.5m Secondary Truss

	Procedure to Install the 2.5m Wind Baffle

	Procedure to Remove 2.5m Secondary Truss







    






3. Luna 10

 ... Launch Date/Time: 1966-03-31 at 10:48:00 UTC . ... The Luna 10 spacecraft was launched towards the Moon from an Earth orbiting platform. ... Scientific instruments included a gamma-ray spectrometer for energies between 0.3--3 MeV, a triaxial magnetometer, a meteorite detector, instruments for solar-plasma studies, and devices for measuring infrared emissions from the Moon and radiation conditions of the lunar environment. ... Luna 10 measured the magnetic field of the moon intermittently for 2...




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/solar/eng/luna10.htm -- 3.7 Кб -- 15.10.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/Astro/solar/eng/luna10.htm -- 4.5 Кб -- 15.03.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8807) - www.arcetri.astro.it/ )
	LASG - License and Warranty

	Aldebaran Occultations

	Luna 2







    






4. GRANAT Home Page

GRANAT is the Russian x-ray sattelite launched to the high apogee orbit (200,000 km) and operated almost for 10 years (1989 -1999) , carrying out four major instruments: French SIGMA coded-mask hard x-ray telescope (30-1000 keV), Soviet ART-P coded-mask telescope (2??-60?? keV), all-sky monitor WATCH (6-150 keV), and a gamma-burst detector PHEBUS . ... Since September 1994, GRANAT is in the survey mode. ... Explore pages devoted to individual GRANAT instruments (including main scientific results): . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/GRANAT/granat.html -- 2.5 Кб -- 03.11.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>700) - hea.iki.rssi.ru/ )






    






5. HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11

HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11 . ... Onboard mass-spectrometric equipment for study of neutral and ionized components of Earth upper atmosphere. Mass-spectrometer P-11 is one of P-series modifications of the on board radio-frequency monopole spectrometers. ... The instruments of P-series have passed successful approbation in space experiments aboard geophysical rockets MP-12, launched for investigation of Earth upper atmosphere (Ref. ... Measured mass number range, AMU - 1.. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/p-11.html -- 5.7 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>60) - space.univ.kiev.ua/ )






    






6. Methods and instruments to measure/monitor major site properties

 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 




      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>25) - site2010.sai.msu.ru/ )






    






7. Modifying the SAOtng GUI

The SAOtng graphical user interface is written in TCL using the NOAO widget server . A copy of the GUI specification is maintained in a file named saotng.gui , available in the SAOtng bin directory. If you are familiar with TCL, you can modify this file to create a new GUI and use it as your SAOtng interface. ... But if you create a modified version of saotng.gui, use: make crunch in the SAOtng directory to create the crunch.gui file. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/saotng/modify_gui.html -- 2.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1553) - hea-www.harvard.edu/ )






    






8. Modifying Visibility Datasets

Next: Calibration, the ATCA, and Up: Flagging, Manipulating and Examining Previous: Examining Visibility Variables . The task uvedit allows you to apply some specific sorts of corrections or modifications to your visibility dataset. For example, there may be a clock error that needs fixing, or the antenna coordinates were wrong so that u and v need to be recomputed, or the phase centre was wrong requiring a phase rotation and u and v recomputation. ... UVEDIT . ... Input visibility dataset . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node75.html -- 6.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18076) - www.atnf.csiro.au/ )
	Modifying Images by Models

	lbaops:tidnotes:fileprep [ATNF VLBI Wiki]

	VLBI Wiki | TidNotes / FilePrep







    






9. Project Space Hotel

 ... Space flight . ... Space Hotel . ... The program of deployment of small orbital station (SOS) consisting of a family of spacecrafts and module-spacecrafts represents a consecutive realization of flight scenarios with consecutive building up of functions. ... Scenario 1 - the regular and revised spacecrafts of class "Soyuz" - TMSC and MNMSC (MNMSC-cargo, MNMSC-MR) are used, pls. see fig fig.8 . ... The terms of transition to this scenario are determined by terms of readiness of one or another module....




      
[
Сохраненная копия

] 
 Ссылки http://www.atlasaerospace.net/eng/spacehotel-exp.htm -- 39.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>40) - www.atlasaerospace.net/ )
	Preflight space training (PFST)







    






10. Rini Modified PlЖssl - MPL Eyepieces, care of Paul Rini, AstroGuide Listing

The AstroGuide . ... AstroGuide | ... AstroGuide Listing . ... See many more Astronomy Listings by: Category or Alphabet . Low cost beginner eyepieces. Send SASE for price list. ... Listed Since October 26, 2004 . ... www.astronomy.net . About Astronomy Net | Advertise on Astronomy Net | ... dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag393.html -- 12.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>303) - www.astronomy.net/ )
	Modifying An Acuter Digitial Imager - an Astronomy Net Astrophotography Forum







    






11. ADASS 2003 Conference Proceedings

 ... Up: Data Processing Systems . ... At this point it is indispensable to be able to obtain the measurements of reference features in experimental data such as the wavelength calibration lines with a comparable intrinsic accuracy and repeatability. ... An example of such data is shown in Figure 1, a 70 by 50 pixel window around two ``bright'' calibration lines (slit images) with a maximum photon count of 40 in the brightest pixel. ... Figure 1: Typical photon count distribution for two calibration...




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/P10-10/ -- 14.6 Кб -- 27.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1679) - www.adass.org/ )
	Calibration and Performance Control for the VLT Instrumentation

	ADASS 2002 Conference Proceedings

	A User Friendly Planning and Scheduling Tool for SOHO/LASCO-EIT







    






12. http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/CHANGELOG

XmCCD Copyright 2007-2012 John Kielkopf ======================================= Development Log =============== March 9, 2002  Version  1.0.0 * Support for  SBIG  cameras using the first public  SBIG  library * Basic panel for operation with ds9 +--------------------------+ May 22, 2002  Version  1.1.0 *  Updated  to use libudrv 4.35 +--------------------------+ May 24, 2004  Version  1.2.0 * USB support +--------------------------+ March 1, 2005  Version  1.4.0 * Full ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/CHANGELOG -- 7.9 Кб -- 30.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1411) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.2.1/CHANGELOG

	http://www.astro.louisville.edu/software/sbig/xmccd-5.1/CHANGELOG

	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.2.2/CHANGELOG







    






13. Functional scheme of SW radiochannel characteristics operative diagnostics

. Composition | Objectives | Capabilities and samples | Request for work | Back to main page . If you have any questions, please contact us: rp@iszf.irk.ru . http://esceir.iszf.irk.ru/lchmen/skhema4en.htm . Last modification: 2.06.01.




      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/lchmen/skhema4en.htm -- 2.5 Кб -- 02.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>75) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Incoherent Scatter

	East Siberian Center for the Earth's Ionosphere Research. Instruments engineer

	East Siberian Center for the Earth's Ionosphere Research. Objectives.







    






14. Armagh Observatory

 ... One of the instruments, the Troughton equatorial telescope, is maintained at constant temperature and relative humidity, to reduce the rate of deterioration. ... 3.1 Troughton Equatorial Telescope . Figure 1 shows the equatorial telescope constructed by J E Troughton of London and which was erected in the west dome of Armagh Observatory in 1795. ... Troughton, J. E.: c.1790, Instructions for Adjusting the Troughton Equatorial Telescope, Armagh Observatory Archives , M17.2, 3pp. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/sci-instr.html -- 12.3 Кб -- 27.06.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2557) - star.arm.ac.uk/ )
	Abstract 204

	Armagh Observatory Calver Telescope

	Armagh Observatory Virtual Visit







    






15. Scientific Directions Achievements

 ... the radiative transfer equation (RTE) for the randomly-irregular magnetized plasma has been derived on the base of general grounds of the multiple scattering theory . ... Solutions of several absolute tasks of the scattering theory have been obtained (on the optical depth of the ionospheric plasma layer, on the value of radio wave anomalous attenuation, on anomalous refraction, on the backscattered signal intensity for the source being placed within a plasma layer). ... 




      
[
Сохраненная копия

] 
 Ссылки http://ip.rsu.ru/~zabotin/achiev_e.htm -- 9.3 Кб -- 02.02.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - ip.rsu.ru/ )






    






16. SPUTNIK home page

 ... Average resolution at altitude H=668 km . ... Swath width at H=668 km and inclination of beginning of swath 20.48 degrees . ... Resolution at H=668 км . ... Наименование параметра . ... 1 канале . ... Полоса обзора при H=668 км . ... 1-5 спектральной зоне, не более . ... 1 спектральной зоне . 0,48-0,52 мкм . ... 0,915-0,997 мкм . ... 1-4 канал . ... 1-4 каналов . ... Спектральные характеристики каналов (по уровню 0,5): . ... For more information send a mail to: info@sputnik.infospace.ru . ... 




      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean_o/engl/ocean_1.htm -- 19.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18) - sputnik.infospace.ru/ )






    






17. http://www.astro.spbu.ru/staff/ilin2/INTAS/P3-SPB1/CONF/ABSTR/fil-dd1.txt

On applicability of T-matrix-like methods Victor G. Farafonov^1, Vladimir B. Il'in^2, and Andrey A. Loskutov^1 ^1 St.Petersburg University of Aerocosmic Instrumentation ^2 Astronomical Institute, St.Petersburg University Abstract The T-matrix method and its modifications are very popular now in applications of the light scattering theory (e.g., [1-3]). ... Similar results should occur for the classical T-matrix method as well. ... 2000) Light Scattering by Non-Spherical Particles, Acad. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/staff/ilin2/INTAS/P3-SPB1/CONF/ABSTR/fil-dd1.txt -- 4.8 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>352) - www.astro.spbu.ru/ )
	Optical constant database - Level: measurement/paper

	Point matching method

	Coupled dipoles method (Purcell-Pennypacker, CDM)







    






18. Apache module mod_expires

This module provides for the generation of Expires HTTP headers according to user-specified criteria. ... This module controls the setting of the Expires HTTP header in server responses. The expiration date can set to be relative to either the time the source file was last modified, or to the time of the client access. ... ExpiresByType . ExpiresDefault . The ExpiresDefault and ExpiresByType directives can also be defined in a more readable syntax of the form: . ... Module: mod_expires . ... 




      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/mod/mod_expires.html -- 10.9 Кб -- 25.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>74) - neptun.sai.msu.ru/ )
	Apache's Handler Use

	Apache Tutorial: Introduction to Server Side Includes

	Environment Variables in Apache







    






19. http://www.asc.rssi.ru/RadioAstron/archives/RAMN/2005/oct.pdf

 ... They will undergo acceptance tests. ... Appendix (The list of used acronyms)  ASC  Cold Plate DC Astro  Space  Center of Lebedev Physical Instutute cooled LNAs and antenna feed hermetic device container (part of payload); it contains Formatter ...  synthesizer, control unit and is placed under dish DM Device Module = DC + H-maser EGSE Electronic Ground Support Equipment Electronic  Complex   all SRT electronics EM  Engineering   Model  FC  Focal  Container  hermetic package with the ... 




      
[
Текст

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/archives/RAMN/2005/oct.pdf -- 85.0 Кб -- 03.11.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>178) - www.asc.rssi.ru/ )
	Contingency Plans

	MINUTES

	Description of the RadioAstron project, english version







    






20. Cover of the book "Radio galaxies and cosmology"

 ... The author of the cover picture is Vasilisa Verkhodanova. The picture symbolizes our perception of the world. The modified emblem of the SAO unifying the 6-m optical telescope and the raditelescope RATAN-600 of SAO RAS is placed in the center of the radio galaxy isophotes. From the one hand, we can investigate the properties of radio galaxies with these (and other) telescopes, and try to study physical processes providing their activity. ... 




      
[
Сохраненная копия

] 
 Ссылки http://sed.sao.ru/~vo/book/figure_en.html -- 2.6 Кб -- 03.05.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20) - sed.sao.ru/ )
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