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Показаны документы, содержащие фрагменты текста из документа

 http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1100%20shargorodsk.pdf.









1. http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1300%20fedotov.pdf
System for high-accuracy determination of ephemeris and time corrections (SVOEVP) GLONASS A.Yu. ... 3 Purpose of  SVOEVP  The  system  for high- accuracy  determination of  GLONASS  ephemeris and  time  corrections ( SVOEVP ) is intended for provision of high- accuracy  solutions of user  navigation  and  time  determination problems: in real  time  by refining  SVOEVP  adaptive  parameters  of S/C  GLONASS  motion model and measurements model, by calculating  SVOEVP  calibration corrections for user ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1300%20fedotov.pdf -- 730.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>761) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/2002/sovet/PS/ALESH.PS

	(Untitled)







    






2. User Parameters - Bandpass Calibration CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... These parameters govern all processing used for the calibrator observation. ... The dynamic flagging step can also optionally include antenna or baseline flagging. Then the bandpass table is calculated with cbpcalibrator , which requires MSs for all beams to be given. ... Second amplitude threshold applied when flagging 1934 data [hardware units - before calibration] . ... Name of the CASA table used for the bandpass calibration parameters. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/BETApipelines/BandpassCalibrator.html -- 10.8 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11967) - www.atnf.csiro.au/ )
	User Parameters - Pipeline & job control CentralProcessor 0.11 documentation

	User Parameters - Preparation of the Science field data CentralProcessor 0.11

	ccontsubtract CentralProcessor 0.11 documentation







    






3. Restrictions on the Scenario Parameters
 ... we show that the comparison between the calculated and observed numbers of the most ``fragile'' (from the point of view of the  binary  evolution  scenario )    galactic   binary  types (such as X-ray low-mass X-ray binaries (LMXB), cataclysmic variables (CV),   Be-stars   with  compact  companions, relative number of visible  binary  radiopulsars   with normal and  compact  secondary components) impose certain constraints on the feasible  initial ... Phenomenological Kick Velocity . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node41.html -- 6.6 Кб -- 26.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>441) - xray.sai.msu.ru/ )
	Initial Distributions of Binary Parameters

	Initial binary parameters

	Parameters of binary compact star evolution







    






4. HyperLEDA documentation: parameter: vmaxg
Observed maximum rotation velocity uncorrected for inclination effect. This quantity is calculated from 21-cm line widths at different levels and/or rotation curves (generally in H_alpha). ... These data are characterized by some secondary parameters: telescope, velocity resolution, level of the 21-cm line width and bibliographic reference. ... we start from a standard sample (a set of measurements giving a large and homogeneous sample). ... HyperLeda . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/fetch/HL/leda/param/vmaxg.html -- 5.1 Кб -- 23.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2034) - www.sao.ru/ )
	The main observational parameters

	HyperLEDA documentation: parameter: celpos

	Line parameter measurements







    






5. Parameters
 ... dataset . ... Used only if withrmfset is set to true . ... dataset flat psf . The origin of the detector map: if set to dataset , then the user must specify the name of that dataset, and the table name of the map though detmaparray . If it is set to flat or psf , then the parameters detxoffset , detyoffset , detxbins and detybins define the detector map grid. ... If true , the raw detector map and the bad pixel lists are filtered using the DSS information stored in the spectrum dataset. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/arfgen/node29.html -- 19.0 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16947) - xmm.vilspa.esa.es/ )






    






6. http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf
 ... Basic Observables: Zero-differenced phase and code ionosphere-free combinations of global GNSS network stations, corrected by P1-C1  satellite  code  biases  (cc2noncc),  daily  observations with 30 seconds sampling rate Sites  coordinates : IGb08 reference frame  coordinates  and velocities Displacements: solid tides, ocean loading, pole tide loading (IERS 2010) Geometric  model : Receivers antennas eccentricities, absolute receiver and ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf -- 2427.5 Кб -- 30.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>291) - www.gao.spb.ru/ )
	http://www.gao.spb.ru/english/as/j2014/presentations/tsyba.pdf

	http://www.gao.spb.ru/english/personal/malkin/publ/zm12e.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/perepelkin.pdf







    






7. http://www.stsci.edu/ftp/documents/ghrs-handbook/ghrs-handbook_index.ps
GHRS Instrument Handbook 5.0 115 Index 116 GHRS Instrument Handbook 5.0 A Accumulation  Mode  13, 19, 34, 43--45 CENSOR 44 details 95--96 CENSOR,  see  also  noise  rejection COMB 15, 44 DOPPLER 44 FPSPLIT 14, 30, 43, 44 high signalto noise  methods 107 parameter summary 44  STEP PATT 15, 44, 92, 114  STEP  TIME  44 substepping 19  acquisition   parameters  ACQ/PEAKUP,  see   acquisition ... 



      
[
Текст

] 
 Ссылки http://www.stsci.edu/ftp/documents/ghrs-handbook/ghrs-handbook_index.ps -- 68.7 Кб -- 06.05.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17994) - www.stsci.edu/ )
	http://www.stsci.edu/documents/dhb/webvol2/c16_hspcalib.fm3.html

	Index

	FOCSIM Parameters Fill-out Form







    






8. Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared
 ... We demonstrate through numerical simulations that model parameters estimated with our technique are essentially bias-free, even when the average number of counts per bin is 1. ... The IW technique avoids such biases by estimating through successive iterations, where for each iteration, j, , and the best-fit parameters are determined by minimization of . ... In our sample, we find that the minimum values and best-fit parameters converge after about 6 iterations. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/kearnsk.html -- 12.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1678) - www.adass.org/ )
	Calculating the Position and Velocity Components of HST

	Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at

	ADASS 2003 Conference Proceedings







    






9. http://selena.sai.msu.ru/Pug/Publications/ms42/m42_60.pdf
THE PARAMETERS INVOLVED IN HAPKE'S MODEL FOR ESTIMATION OF THE COMPOSITION OF THE EJECTA LUNAR TERRAINS. ... In the previous papers we were estimated the surface roughness of the ejecta lunar terrains by means comparison of the local phase function and the average integrated lunar indicatrix. ... The Hapke's theoretical model of the lunar surface reflection. ... For THE PARAMETERS INVOLVED IN HAPKE'S MODEL: S.G. Pugacheva, V.V. Shevchenko a low-albedo lunar surface parameter Bo = 1. ... 



      
[
Текст

] 
 Ссылки http://selena.sai.msu.ru/Pug/Publications/ms42/m42_60.pdf -- 43.9 Кб -- 06.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>99) - selena.sai.msu.ru/ )
	http://selena.sai.msu.ru/Pug/Publications/m44_70_pugacheva.pdf

	http://selena.sai.msu.ru/Greg/Publications/ms38/ms090.pdf

	http://selena.sai.msu.ru/Greg/Publications/ms40/81_Ushkin_Michael.pdf







    






10. Determination of the Detector Parameters
The determination of the detector parameters is based on sets of images of a spatially uniform-illumination scene (flatfield frames) and without any illumination (dark frames), putting a plug in place of the filter, taken at a series of exposure times. ... We interleave before and after each exposure time in the series of flatfield frames a set of reference images at an exposure time of 1 sec to determine the possible temporal variation of the illumination level. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/longsp/desc/det_per.html -- 5.0 Кб -- 16.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8118) - www.arcetri.astro.it/ )
	Program parameters

	Where are the tunable parameters of the kernel?

	Kernel tunable parameters







    






11. Determination of atmospheric parameters and calculation of chemical composition
 ... We cannot use for this purpose equivalent widths and profiles of HI lines (well known criteria of atmospheric conditions for normal supergiants), since these lines are strongly distorted in the spectrum of IRAS04296 as seen in Fig. ... Figure: Upper: iron abundance FeI (circles) and FeII (crosses) calculated for IRAS04296+3429 with model parameters , and using lines with different excitation potentials EP of a low level; bottom: the same as a function of the equivalent width W . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>788) - jet.sao.ru/ )
	Absorption bands identified with DIBs

	проект SCORPIO-2: parameters

	harak_e







    






12. Stellar parameters from calibrations of spectral types
Next: Absolute visual magnitudes Up: Command line procedures Previous: Plot data from the Contents . Files containing stellar parameter data reside in oyster/starbase . Extensive photometric data is found in files spec_par.X , where X signifies the luminosity classes for dwarfs, giants, and supergiants, V, III, Iab , respectively. For subgiants, brightgiants, and the subclasses of the supergiants, limited data is in files spec_MV.IV , spec_MV.II , spec_MV.Ia , spec_MV.Iab , spec_MV.Ib . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node112.html -- 4.0 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>45144) - www.eso.org/ )
	POLIMODEL (V2.00) --- November00 --- POLIMODEL (V2.00)

	Preparation of parameter file

	CONSTRICTOR parameters for astrometric reductions







    






13. Parameters of the Moon-perturbed orbit
 ... Parameters of the Moon-perturbed orbit . ... From orbits consistent with this limitation and with the date of the launch October 1, 2000 as an example, an orbit was selected with apogee directed to the North Galactic pole at the begining and rotation of orbit plane was maximized. The initial state vector is given in the inertial coordinate system in epoch J2000.0. ... The orbit has initial perigee radius Rp=7000.0 km, initial apogee radius Ra=343000.0 km and initial period T=8.453 days. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/memo/mar98/memo_mar98.htm -- 5.4 Кб -- 05.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>169) - www.asc.rssi.ru/ )
	Results of measurements of SRT antenna parameters in Pushchino

	MILLIMETRON







    






14. Biosphere: Analysis of Value Parameters
 ... Публикации и издания Публикации профессорско-преподавательского состава СГАУ Издания проф. Сосниной Т.Н. Biosphere: Analysis of Value Parameters . ... Besides, the ways of saving the use value and value properties of biosphere are analyzed. The expediency of transformation of two-criterion theory of value into the three- criterion theory of the balance of value, where the ecologic component performs the function of the key criterion has been founded. ... BIOSPHERE USE VALUE OF THE PRODUCT: MAIN . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/resources/sotrudniki/sosnina/mono14/ -- 80.9 Кб -- 10.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1663) - www.ssau.ru/ )
	Устюгов Ефим Владимирович. Публикации

	Belokonov Igor Vitalevich

	Timbay Ivan Aleksandrovich







    






15. Model Spectra for Spectral-Fitting Program
 ... The models provided are: . abs - absorption of x-rays by neutral gas with solar abundances. parameter 1 = . ... parameter 2 = . ... normalization - logarithmic value of the flux density at 1 keV in units of keV cm -2 s -1 keV -1 . ... normalization - logarithmic value of the normalization of the gaussian in units of keV cm -2 s -1 . ... absorption ( params )* model ( params ) . ... A single value for the normalization (i.e., fixed normalization) will force the program to use that value. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node139.html -- 12.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3495) - hea-www.harvard.edu/ )
	Regions and Source Parameters

	The AstroStat Slog parameter estimation

	The AstroStat Slog nuisance parameter







    






16. Paper I: Method Bojan Nikolic web pages (r. 329)
 ... Bojan Nikolic web pages (r. 329) . ... Analysis of (radio) spectra . I describe an approach to fitting and comparison of radio spectra based on Bayesian analysis and realised using a new implementation of the nested sampling algorithm. ... I this paper I cover the theoretical background, the algorithms used and the implementation details of the computer code. I also briefly illustrate the method with some previously published data for three near-by galaxies. ... Paper I: Method . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/galevol/speca/p1method.html -- 8.9 Кб -- 04.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1544) - www.mrao.cam.ac.uk/ )
	Computing dispersive atmospheric delay with AATM Bojan Nikolic web pages (r.

	Inference of Coefficients for Use in Phase Correction Bojan Nikolic web pages

	Bojan Nikolic -- Nested sampling modelling of Star-Formation History of the







    






17. Linear polarization: wavelength dependence
 ... Fitting the observed dependence includes calculations of the polarization cross-sections averaged over particles orientation and size distribution, their normalization and the comparison of obtained dependencies with Serkowski's curve representing observational data for a chosen star. ... Variations of the polarization factors with wavelength are shown in Fig. 16 for homogeneous spheroidal particles with PF orientation. ... The distinction between prolate and oblate spheroids is also clearly seen. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/DOP/8-GLIB/ASTNOTES/node7.html -- 18.9 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>307) - www.astro.spbu.ru/ )
	Database of Optical Properties -- Level: subpage

	AI SPbU library of scattering codes

	Database of Optical Properties -- Level: database







    






18. IKI SSC INTMINS APRIL98
 ... The predicted MIR's ground tracks, which pass near INSPIRE net, are available in this home page. The track consists from magnetic footprints calculated by magnetic mapping from MIR positions with 30 s step. ... For each time some of the INSPIRE net place are selected as soon as its coordinates are close to the MIR magnetic footprint (the geocentric angular distance between SP and footprint is less then 2.1 deg) . Back to the Top . ... Back to the IKI Satellite Situation Center (SSC) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/intmins/archive.htm -- 7.0 Кб -- 29.03.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/intmins/archive.htm -- 7.0 Кб -- 29.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1350) - www.cosmos.ru/ )
	Multipoint correlations of the solar wind parameters observed by several

	IKI SSC, INTMINS APRIL99

	STDA files







    






19. Rotang - IDL procedure for calculating the optimum rotation angle for ALFA
Rotang can either be run from the command line as described here or through the alfa_ang GUI . ... To run rotang at Arecibo: . Start IDL . ... rotang, Date , RA , Dec , Time , /choice . Here Date takes the format YYMMDD (e.g. 041128 for the 28 th of November, 2004). ... Rotang also calculates the Azimuth and Zenith Angle fir every source. If the Zenith Angle is greater than 20 degrees, then the program will return that the source is down and will not calculate an optimum ALFA angle. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~ages/rotang.html -- 4.6 Кб -- 22.11.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4937) - www.naic.edu/ )
	ALFA Calibration Diode Temperature (Full Band)

	AGES Database Search

	Index of /~phil/hardware/vertex/hagenDocmemos/klaus/ATA1A/parameter







    






20. http://www.puldb.ru/nikolaev_2011/PUB_NIKOLAEV_2011/plates2.pdf
New reduction of minor planets photographic plates obtained with Pulkovo Normal Astrograph A.A. Berezhnoy Pulkovo Observatory of RAS, Saint-Petersburg, Russia Minor Planet observations at Pulkovo Periodical observations of 14 bright asteroids named Selected Minor Planets (SMP) were performed at Pulkovo since 1948 within the international framework started by works of B.V. Numerov and D. Brouwer. ... 108 133 113 74 124 67 97 88 14 84 64 5 20 19 Epochs (YYYY.MM) 1200 Mean values of total obs. ... 



      
[
Текст

] 
 Ссылки http://www.puldb.ru/nikolaev_2011/PUB_NIKOLAEV_2011/plates2.pdf -- 1667.0 Кб -- 05.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>53) - www.puldb.ru/ )
	The Pul-3 astrometric catalogue (Second edition). Data access form.

	Proper motions of 59766 stars with respect to galaxies in 149 areas of the sky
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