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Показаны документы, содержащие фрагменты текста из документа

 http://www.jsc.nasa.gov/history/oral_histories/CreightonJO/CreightonJO_Bio.pdf.









1. http://www.jsc.nasa.gov/history/oral_histories/HauckFH/HauckFH_Bio.pdf

BIOGRAPHICAL DATA SHEET NAME:  Frederick  H.  Rick   Hauck  O RAL H ISTORY: 20 November 2003 17 March 2004 EDUCATIONAL BACKGROUND: B.S. in Physics, Tufts University, Medford, MA , 1962 M.S. in Nuclear Engineering, Massachusetts Institute of Technology, Cambridge, MA, 1966 PRE- NASA  EXPERIENCE: United States Navy (1962-1990) · Communications Officer and CIC Officer, USS Warrington (DD-843) (1962-1963) · Student ... The crew deployed the NASA Tracking and Data Relay Satellite-3 (TDRS-3). ... 




      
[
Текст

] 
 Ссылки http://www.jsc.nasa.gov/history/oral_histories/HauckFH/HauckFH_Bio.pdf -- 44.1 Кб -- 24.06.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3900) - www.jsc.nasa.gov/ )
	http://www.jsc.nasa.gov/history/oral_histories/SpringSC/SpringSC_Bio.pdf

	http://www.jsc.nasa.gov/history/oral_histories/RideSK/RideSK_Bio.pdf

	http://www.jsc.nasa.gov/history/oral_histories/LeestmaDC/LeestmaDC_Bio.pdf







    






2. OptInt PmWiki : Access Keys

OptInt PmWiki . ... Edit Page | ... MROI Delay Line Design Contract . ... Access Keys . ... Note that this AKey+x access key only works this way on this page, because it is simply a shortcut for accessing the link that exists only on this page. The list of access key assignments in default PmWiki installations generally work throughout a site because links have been created in PmWiki skins and editing screens that incorporate access key parameters using the access key translation phrases. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/PmWiki/AccessKeys -- 27.6 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2897) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : PmWiki / Access Keys

	Part II Computational Physics - Network access

	Part II Computational Physics - UNIX access







    






3. VLBI Wiki | PmWiki / AccessKeys

 ... PmWiki . ... visitors (intermediate) Access keys are keyboard shortcuts for tasks that would otherwise require a mouse. ... The following is a list of the access keys that are used by PmWiki in default English language installations. ... Note that at least some skins (e.g., Lean) also specify access keys within their own template files (*.tmpl), using the accesskey attribute with the Edit, History, etc. links on the page. ... Note that some actions do not have a corresponding access key by default. ...




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/vlbi/wiki/index.php?n=PmWiki.AccessKeys -- 16.1 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24683) - www.atnf.csiro.au/ )
	PPTA Wiki | PmWiki / AccessKeys

	Pulsar Group PmWiki/Access Keys







    






4. RSSI Homepage

Russian Space Science Internet (RSSI) is a successful result of RSSI Project. ... space oriented organizations; . ... RSSI offers for its members : . ... videoconferences via MBONE Internet protocol (there are 2 tunnels available now through the general IP network: one to NASA Internet, and another to Moscow State University); . ... It is designed so that all organizations connected to the RSSI gain access to the resources of Russian computer networks as well as world wide Internet. ... nic@rssi.ru ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.rssi.ru/ -- 6.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>35) - www.rssi.ru/ )
	Space Research Institute Network Activity.







    






5. WWW-access and JAVA output

 ... Following the world tendence of the telecomunication development we prepared the WWW homepage of the CATS (http://www.ratan.sao.ru or http://cats.sao.ru), producing all operations permitted in usual scripts. ... Concerning JAVA, the platform independent language, we suppose to use JAVA sripts both in preparion of flexible forms and in generation of the CATS graphics, including curves of energy distributions (e.g. radio spectra) and statitiscics curves of the CATS search. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/vch/Publications/Eng/html/adbis97/node5.html -- 3.8 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/vch/Publications/Eng/html/adbis97/node5.html -- 3.8 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/vch/Publications/Eng/html/adbis97/node5.html -- 3.8 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>611) - jet.sao.ru/ )
	Access via e-mail

	LWN: Driver porting: Zero-copy user-space access

	Further advance in the CATS







    






6. Earth Research

 ... Interdisciplinary seminar "Satellite methods and systems for Earth research" (chairman - corresponding member of Russian Academy of Sciences G.M.Chernyavsky) . ... SMIS Information System for Acquisition, Processing, Storage and Distribution of Satellite Data . ... Provides operational access to satellite data and derived products. ... Provides automatic collection, processing and cataloging of satellite data and remote access to information. ... Provides remote access to information. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/eng/monitor.html -- 7.0 Кб -- 22.09.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/eng/monitor.html -- 7.0 Кб -- 22.09.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6380) - www.cosmos.ru/ )
	INTERBALL TAIL PROBE 2000 situation analysis during operation scheduling

	INTERBALL TAIL PROBE 1999 situation analysis during operation scheduling

	IB_MAG5 1999 situation analysis during operation scheduling







    






7. No public access

. This is the internal QC home page (access restricted). The public QC web site is accessible here .




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/ -- 1.4 Кб -- 10.05.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12194) - www.eso.org/ )
	Homepage of Preben Grosbol

	Data Flow System overview

	ESO - E-ELT Internal Access







    






8. University Satellites and Space Science Education '2006

University Satellites and . Space Science Education . ... The project of the scientific - educational small satellite for research of Earth upper atmosphere density . ... At the end of 80th years in Kuybishev aviation institute (nowadays the Samara State Aerospace University) has been developed the project of small spherical satellite " PION ", intended as for a calibration of ground resources of tracing behind space objects, and for refinement of density of upper atmosphere of the Earth. ... 




      
[
Сохраненная копия

] 
 Ссылки http://cosmos.msu.ru/universat2006/main.php?sec=reg&step=aview&id=&aid=541 -- 10.6 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6730) - cosmos.msu.ru/ )






    






9. Getting access authorisation

. For security reasons, the hhcp command will prompt you for access authorisation that is acceptable to the operating system on the remote host. On a Unix host this is usually in the form of a username and password. Other types of host may use a special file transfer password. Example . Storing transfer authorisation for a host . Changing transfer authorisation for a host .




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/tasks/ftp3.2.1.html -- 2.1 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>141) - comet.sai.msu.ru/ )
	Changing default access permissions

	Controlling access to your files and directories

	Changing access permissions







    






10. The XPA Messaging System

The XPA messaging system provides seamless communication between many kinds of Unix programs, including X programs and Tcl/Tk programs. It also provides an easy way for users to communicate with these XPA-enabled programs by executing XPA client commands in the shell or by utilizing such commands in scripts. ... A program becomes an XPA-enabled server by defining named points of public access through which data and commands can be exchanged with other client programs (and users). ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/xpa/ -- 3.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1111) - hea-www.harvard.edu/ )
	XPA Access Control

	Using Shared Memory

	About Scott J. Wolk







    






11. Remote Access to Mt. Kent Observatory in Queensland Australia

Remote Access . ... Kent server . ... Kent weather station . Infrared sky background . ... Guider field (limited access) . UofL image archive . ... Time and Weather in Toowoomba, Queensland, Australia . Australian Bureau of Meteorology Clickable Map . USQ Weather Station in Toowoomba . Australian Region Infrared Satellite Image . Meteorological Satellite of Japan Infrared Image . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/mtkent/remote/ -- 3.3 Кб -- 11.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>308) - www.astro.louisville.edu/ )
	University of Louisville Observatory at Mt. Kent in Queensland Australia

	Remote Access to the University of Louisville Moore Observatory

	Wand (ImageJ API)







    






12. IBIS: SolarNet Access

SETUP : For service mode observations within the SOLARNET Access Program, ROSA and IBIS can be utilized either as stand alone instruments, or combined together. ... PROPOSAL STRUCTURE: Proposals should include up to max 2 pages, including a scientific rationale and technical requests (detailing i.e. spectral filters and wavelength sampling). ... For the case of joint IBIS and ROSA observations, proposals should indicate which instrument is to be considered as the primary one. ... SOLARNET Access . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/solar/IBIS/Access_details.html -- 26.8 Кб -- 13.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6746) - www.arcetri.astro.it/ )
	Access Control - Apache HTTP Server

	Unable to access KHG, port 8080 giving problem.

	LASG - General concepts, server versus workstations







    






13. Hubble Operations Computing Environment

 ... Disk space . Access to SOGS through the firewall . ... The HST planning and scheduling computing environment primarily consists of the Unix "SOGS" cluster, which includes about 30 Sun machines and about 10 MacOSX machines. ... It has 659 Gb of disk space and uses RAID 5. ... The operational Assist and PMDB databases live on the server HAL9000 which is a Fire 480R. (Since Assist and PMDB are on the same server, cross-database queries are possible and this simplifies operations.) ... Fire V210 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ops/computing/workstation-list.html -- 5.7 Кб -- 22.03.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10027) - www.stsci.edu/ )
	Observing Program Email Folders

	WWW-page Access Counter FAQ

	File Attributes







    






14. Multiple access communication - COC-2000

 ... The necessity of simultaneous access to one communication channel by many users, e.g., in satellite communication systems or cellular telephony, has led to the development of the corresponding standards: FDMA (Frequency Division Multiple Access) and TDMA (Frequency Division Multiple Access). ... There is a number of ideas for chaotic signal applications in multiple-access systems, but as a rule, chaotic signals are used there only as efficient and versatile means of quasi-noise signal formation. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/rus/InformChaosLab/papers/coc00dps.html -- 3.9 Кб -- 18.07.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>509) - www.cplire.ru/ )
	MAPS WITH STORED INFORMATION IN MULTIPLE-ACCESS COMMUNICATIONS SYSTEMS - NDES...







    






15. Zen: Motivation

Hide Zen home . ... SAI CAS . ... The motivation to build CAS (catalog access service) . Any serious VO application requires access to data and ability to do basic operations with them like cone search, crossmatch queries. So, we need to develop a system, which hosts catalogues and their metadata. ... Build the system allowing to store almost any astronomical catalogue, put it in the system using simple API, get the data and metadata about it. ... Search: . Zen, 2003-2007 ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~megera/wiki/Motivation -- 7.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2009) - www.sai.msu.su/ )
	Zen: IAU2006

	Zen: Tycho

	Zen: CAS







    






16. Pulsar Instrumentation the Arecibo Observatory

 ... From left to right, the columns list the machine acronym, the present access of the machines to outside users, the operating mode, total bandwidth (MHz), number of frequency channels, bandwidth per channel (kHz), shortest sampling interval (us), number of bits recorded per sample, number of polarizations recorded and the data storage method. ... Disk . ... Timing . ... Baseband . ... Data sampling: 4-bit in search mode, 6-bit in timing mode . ... Mode(s) of operation: baseband recording and timing ....




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~pulsar/machines.shtml -- 13.4 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1704) - www.naic.edu/ )
	Operations

	Overview of Large Surveys and Data Access Issues: A Personal View

	Data Access Issues: Conflicting Interests







    






17. Accessing the Digitized Sky Survey

 ... The Digitized Sky Survey is now available on CD-ROMs and will be on the ST ScI archive. ... ST ScI has digitized Schmidt plates of the entire Sky. ... The software then accesses the data, decompresses the scans and returns the data in a form of a photographic intensity as a function of x and y plate pixel coordinates. ... accesses the Digitized Sky Survey (DSS) CD ROMs and decompressed the data returning a photographic intensity as a function of x and y pixel coordinates. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/morrisonj.html -- 8.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1577) - www.adass.org/ )
	Using a Java Web-based Graphical User Interface to access the SOHO Data Archive

	Hubble Space Telescope Telemetry Access using the Vision 2000 Control Center

	ADASS 2002 Conference Proceedings







    






18. RGS Related CAL Routines

Next: CAL_getBoresightMatrix Up: Routines of the Calibration Previous: List of CCF Components Contents . ... The CAL functions CAL_getBadPixelList & CAL_getBadPixelMap use the CAL state variable temperature only to check that the current operating temperature is consistent with the CCF constituent BadPix . ... Used CAL State Variables . List of CCF Components used . ... Next: CAL_getBoresightMatrix Up: Routines of the Calibration Previous: List of CCF Components Contents Michael Smith 2011-09-20 ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node252.html -- 25.8 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3805) - xmm.vilspa.esa.es/ )
	API Overview

	Introduction







    






19. Meade Instruments Corporation - Operating Instructions #505 Connector Cable Set

 ... Meade Instruments Corporation . ... 505 Connector Cable Set . Operating Instructions for use with the Meade? Autostar? ... The #505 Connector Cable Set provides access to three Autostar operations: . ... 2: #505 Connector Cable Set connects between two Autostar handboxes. (1) 3-foot cable. ... If you have a question concerning use of the #505 Connector Cable Set, call the Meade Instruments Customer Service Department at (949) 451-1450, or fax at (949) 451-1460. ... Autostar Downloads . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/505ccs/index.html -- 18.0 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2460) - www.meade.com/ )
	Meade Instruments Corp. - Meade Customer Support







    






20. TESIS data access

 ... Data access . ... He II 304 A, T = 80 000 K, solar transition region . 2009, August: . Files in JPEG format . Files in FITS format . 2009, September: . ... 2009, October: . ... 2009, November: . ... Fe IX 171 A, T = 800 000 K, solar corona . ... 7(499)132-65-96, Fax: +7(499)132-65-97 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.tesis.lebedev.ru/en/data_access.html -- 14.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>108) - www.tesis.lebedev.ru/ )
	Sitemap

	Satellite orientation
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