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(169 сайтов)
 ----
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Показаны документы, содержащие фрагменты текста из документа

 http://www.mccme.ru/~ansobol/otarie/slides/vvedenskaya.pdf.









1. The Direction Assigned to Electric Currents
 ... The choice of which type of electricity is called "positive" and which "negative" was made around 1750 by Ben Franklin, early American scientist and man of many talents (the stamp on the left commemorates his role as first US postmaster--and colonial postmaster before that). ... Franklin knew of two types of electric charge, depending on the material one rubbed. ... Later, when electric batteries were discovered, scientists naturally assigned the direction of the flow of current to be from (+) to (-...



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/mirrors/stern/Education/woppos.html -- 9.3 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>749) - www.iki.rssi.ru/ )






    






2. Does memory area assigned by "vmalloc()" get swapped to disk?
 ... I am developing an Informed Prefetching and Caching system as part of the kernel in which it is very important that the memory assigned to hold the data does not get swapped to disk. Without any thought to swapping I used vmalloc() to assign memory to the data structures of the Informed prefetching system. ... I later realized that most probably the pages assigned using vmalloc() were getting swapped to the disk and when I referenced them, they were brought from the disk rather than memory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/linux/khg/HyperNews/get/khg/283.html -- 3.6 Кб -- 23.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7623) - www.arcetri.astro.it/ )
	How about assigning a fixed size array...does it get swapped too?







    






3. The Direction Assigned to Electric Currents
 ... The choice of which type of electricity is called "positive" and which "negative" was made around 1750 by Ben Franklin, early American scientist and man of many talents (the stamp on the left commemorates his role as first US postmaster--and colonial postmaster before that). ... Franklin knew of two types of electric charge, depending on the material one rubbed. ... Later, when electric batteries were discovered, scientists naturally assigned the direction of the flow of current to be from (+) to (-...



      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/mirrors/stern/Education/woppos.html -- 9.3 Кб -- 24.03.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>954) - www.cosmos.ru/ )






    






4. http://zebu.uoregon.edu/internet/hw4.html


      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/internet/hw4.html -- 2.0 Кб -- 26.10.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>271) - zebu.uoregon.edu/ )
	http://zebu.uoregon.edu/1996/ph123/hw2.html

	http://zebu.uoregon.edu/~uochep/seminars/seminars-02/presentation.ps

	http://zebu.uoregon.edu/1996/ph199/hw4.html







    






5. INTERNATIONAL SPACE STATION
CREW 21/22 . ... NII TsPK picture Timothy John CREAMER . ... NASA Astronaut . ... In summer 2000 Creamer was assigned to the Space Station Branch of the Astronaut Office where he was engaged in the development of the computer equipment for Space Station and Control Center, as well as the Local Area Network integrating different modules of the International Space Station. ... On February 12, 2008 NASA officially declared of his assignment to the backup crew for Expedition 19 to the ISS. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/iss/iss22/creamer.html -- 12.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>795) - www.energia.ru/ )






    






6. Astronaut Bio: Timothy (TJ) Creamer (07/2014)
 ... Timothy J. (TJ) Creamer (COLONEL, U.S. ARMY, RET.) ... ORGANIZATIONS: Alpha Sigma Nu; Phi Kappa Phi; Sigma Pi Sigma; Army Aviation Association of America; Association of the United States Army and the British-American Project. ... Beginning in November 2000, Creamer became the crew support astronaut for the Expedition 3 crew, which was on orbit from August 2001 through December 2001. ... Two days later, he docked with the International Space Station and joined the Expedition 22 crew. ... JULY 2014 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/creamer.html -- 9.3 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2067) - www.jsc.nasa.gov/ )
	Astronaut Bio: Dale A. Gardner

	Astronaut Bio: Robert L. Stewart

	Astronaut Bio: John E. Blaha (05/2008)







    






7. Task: Plan Window Management Tools Page
The purpose of these tools is to provide the ability to: . manage plan window assignment outside of SPIKE . apply additional planning constraints to visits for SPIKE to use in its plan window assignment. ... Tool . ... leonid-qsp-recs . not assigned . ... delete-plan-windows-for-visit . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/spst/lrpg/documentation/unix_migration/mupid/Task-PlanWindowManagement.html -- 4.2 Кб -- 15.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8812) - www.stsci.edu/ )
	DF-224 Flight Software Structure

	LRPG PC ASSIGNMENTS

	HST Call for Proposals







    






8. Handling of Plotfiles
 ... Plotting in MIDAS will create a MIDAS plotfile which contains all essential plot information. By default this plotfile (metafile) љ is always created by the execution of the main plot commands. ... The SHOW/GRAPH command shows the user which is the last created plotfile. ... Names of plotfiles are a composition of the device names that is currently assigned and the MIDAS session number. ... He/she can now send the plot to a hardcopy device using the COPY/GRA command. ... send plotfile to LASER . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol1/node83.html -- 8.3 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1442) - www.sao.ru/ )
	mod_proxy_balancer - Apache HTTP Server

	mod_negotiation - Apache HTTP Server

	Encapsulated PostScript Files







    






9. SAS coding via PATTERN and FLAG:
 ... Any events that have obtained a negative charge sum PI (see above) and a get a positive total charge PI assigned; if these have then they get a positive total charge PI assigned and the INVALID_PATTERN bit set in the FLAG column. In the implementation of version 6.30.3 (and earlier) single events close to edges or bad pixels do not get PATTERN=0 but get the bit set, too, and thus PATTERN=128 (Sect. ... All (apparent) singles at the CCD edges, readout window, or close to bad pixels get PATTERN=128. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/doc/epevents/node29.html -- 8.0 Кб -- 26.11.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6625) - xmm.vilspa.esa.es/ )
	Level-image files (fits)

	Procedure







    






10. OptInt PmWiki : MROIFastTipTilt / Doc Man
 ... 1100 FTT/NAS . ... 1120 Camera . ... 1140 Camera Mount & Enclosure . ... 1170 Test Equipment . ... 1200 FLC . ... MRO-PLA-CAM-0000-0106 FTT/NAS & FLC Development Plan . ... MRO-ICD-CAM-1000-0109 "FTT/NAS,FLC-UTE" FTT/NAS & FLC to Enclosure ICD . MRO-ICD-CAM-1000-0110 "FTT/NAS,FLC-NOT" FTT/NAS & FLC to optical table ICD . MRO-ICD-CAM-1000-0111 "FTT/NAS,FLC-UT" FTT/NAS & FLC to UT optical ICD . ... Printable View of http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIFastTipTilt/DocMan) ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIFastTipTilt/DocMan?action=print -- 14.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>989) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Doc Man

	read_fits.c File Reference

	OptInt PmWiki : PmWiki / Conditional Markup







    






11. Reading user input
To read standard input into a shell script use the read command. For example: echo "Please enter your name:" read name echo "Welcome to Edinburgh $name" . This prompts the user for input, assigns this to the variable name and then displays the value of this variable to standard output . ... For example: echo "Please enter your surname\n" echo "followed by your first name: \c" read name1 name2 echo "Welcome to Glasgow $name2 $name1" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/scrpt/scrpt2.3.html -- 2.3 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>103) - comet.sai.msu.ru/ )
	Customising the mail program

	Testing for files and variables with the test command







    






12. Zen: Thesaurus dictionary
 ... Prefered term (PT) - is the term selected among synonyms to be the one used for indexing and retrieval purposes. ... TZ uses subdictionary (should be defined in tsearch2 configuration) to normalize thesaurus text. ... For example, consider thesaurus (with simple subdictionary) rules with pattern 'swsw' ('s' designates stop-word and 'w' - known word): a one the two : swsw the one a two : swsw2 . ... Dictionary="en_stem" defines dictionary (snowball english stemmer) to use for thesaurus normalization....



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~megera/wiki/Thesaurus_dictionary -- 12.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1173) - www.sai.msu.su/ )
	Astronomical Names

	Saturn's Possible New Moons

	Jupiter's New Moons







    






13. Spatial Region Boundaries
Describes how spatial region boundaries are handled. The golden rule for spatial region filtering was first enunciated by Leon VanSpeybroeck in 1986: . ... With this in mind, the rules for determining whether a boundary image pixel or table row are assigned to a region are defined below. For image filtering, pixels whose center is inside the boundary are included. ... That is, an row is inside the boundary without regard to its integerized pixel value. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/funtools/regbounds.html -- 7.3 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1746) - hea-www.harvard.edu/ )
	Data analysis and Spatial Corrections

	Mapping Pixel Values to Screen Intensity







    






14. SDSS5 Accommodation
Arecibo Observatory . ... Accommodation for school participants will be either (a) in a three-person shared room on-site at Arecibo Observatory or (b) in local hotels. The exact number of rooms available in each location is yet to be determined. Unless you specifically request otherwise, all participants will be assigned shared rooms by the organisers, either on-site or in a hotel. ... Home Register Program Travel Form Fee Payment Form Flyer Accommodation NRAO Green Bank Arecibo Observatory . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/sdss7/accommodation.shtml -- 3.6 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1988) - www.naic.edu/ )
	Example of the Scale of the Cost Risk to NAIC

	Buying a Star: the Facts

	tv information







    






15. BITS
 ... BITS sets the number of bits per sample for each baseband channel. ... Since an experiment will typically use the same number of bits per sample for all channels, it is usually only necessary to specify one value. If BITS is 2 , the first magnitude bit is placed on assigned track plus 8 for FORMAT = VLBA1:4 , on assigned track plus 4 for FORMAT = VLBA1:2 , and on assigned track plus 2 for FORMAT = VLBA1:1 . ... Same as baseband channel 1 if one or more are set. ... Example: BITS=1 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Tasso.Tzioumis/sched/BITS.html -- 3.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13902) - www.atnf.csiro.au/ )
	BBSYN

	Plans and Activities

	DOPPLER and NODOP







    






16. The data selection widget
Next: Flagging data Up: Interferometry Previous: The plot selection widget Contents . A data selection widget is opened for a stream when the selected axis item requires further user input. ... In the data selection widget, input beam, output beam, and triple have to be specified, depending on the selected axis item. ... N EXT and P REVIOUS return a selection of the next or previous index values, where is the number of selected index values in the selection line. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node26.html -- 6.5 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>53170) - www.eso.org/ )
	Procedure to handle Waiver Requests

	Help for Night Report / Progress Pages







    






17. Stellarium: gTime Class Reference
 ... Classes . ... gTime Class Reference . This class implements time calculations. ... gTime (double ai_jDays=0) . ... gTime (const gTime &timeSrc) . ... Set the time value of the time object to the julian day of year, day. ... operator= (const gTime &timeSrc) . ... Returns the time GMT value in Julian days. ... Returns the time_t value of the gTime Object. ... Returns a gTime object setted with the actual machine time. ... gTime Object assigned with real machine time. double gTime::getGmtTm . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classgTime.html -- 32.1 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>359) - astro.uni-altai.ru/ )
	Stellarium: DummyDialog Class Reference







    






18. (Untitled)
There are six possible ways of object description: . a) by number(s) . ... d) by list . e) by orbital elements . ... They should be introduced as year, month, day with tenth (e.g. 20021104.1). d) Computations are performed for all objects listed in the file whose path and name should be introduced into assigned data field. ... On pressing Edit file button user has a possibility to look through the list of object elements or their coordinates and velocities to add or to change it. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user9hdg.htm -- 6.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>431) - www.ipa.nw.ru/ )
	Keywords_49







    






19. http://www.wdcb.ru/stp/data/geomagni.ind/Q-and%20D-days/qd.txt
International Q-Days and D-Days ---------------------------------------------------------------------------- Classification of Days (deduced from Kp indices) The selection of the quietest days (Q-days) and most disturbed days (D-days) of each month is deduced from the Kp indices on the basis of three criteria for each day: 1. ... In order to indicate such a situation, selected days which do not satisfy certain absolute criteria are marked as follows. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/data/geomagni.ind/Q-and%20D-days/qd.txt -- 3.1 Кб -- 07.06.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>57) - www.wdcb.ru/ )






    






20. Untitled Document
 ... The Site Safety Officer is responsible for continued safe functioning of facilities and equipment including telescopes, and the safety of personnel involved in or near maintenance activities. ... All employees are responsible for prompt reporting of conditions requiring maintenance. ... Preventive maintenance programs will be designed to insure a safe and healthful working environment for every employee and to minimize the need for emergency repairs. ... EMERGENCY REPAIRS . ... WRITTEN PROCEDURES . ...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Site/usersguide/SafetyPlan/06SafeSec21.html -- 5.7 Кб -- 21.05.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>390) - www.apo.nmsu.edu/ )
	Read Me file for FileMaker Assistant

	TUI:TUI Menu:Connect Window

	Other Sources of Information
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