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Показаны документы, содержащие фрагменты текста из документа

 http://www.meade.com/manuals/weatherstations/TE278W_Instruction_Manual.pdf.









1. Mercury's great display before dawn | Astronomy.com

 ... Tonight's Sky . ... The Magazine . ... Observing . ... 50 Greatest Mysteries . ... The double star 54 Leonis, spiral galaxy NGC 3198, and emission nebula NGC 3199 . ... Astronomy for Kids . ... Observing springtime deep-sky objects with a large telescope . ... Mercury's great display before dawn . ... Get instant access to subscriber content on Astronomy.com! ... Receive news, sky-event information, observing tips, and more from Astronomy's weekly email newsletter. ... Astronomy Magazine . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/magazine/sky-this-month/2007/11/mercurys-great-display-before-dawn -- 63.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5910) - www.astronomy.com/ )
	Sunт??s loops are displaying an optical illusion | Astronomy.com

	Meade Instruments Corp. | Astronomy.com

	Astronomy Magazine - Interactive Star Charts, Planets, Meteors, Comets,







    






2. http://www.meade.com/manuals/weatherstations/TS13C-M_Instruction_Manual_031111.pdf

Temperature Sensor with LCD USER MANUAL (TS13C-M) TABLE OF CONTENTS INTRODUCTION PRODUCT OVERVIEW BEFORE YOU BEGIN BATTERY INSTALLATION LOW BATTERY WARNING PLACEMENT OF THE REMOTE SENSOR GETTING STARTED TRANSMISSION COLLISION PRECAUTIONS SPECIFICATIONS FCC STATEMENT DECLARATION OF CONFORMITY BATTERY SAFETY INSTRUCTIONS STANDARD WARRANTY INFORMATION 3 4 5 6 6 6 6 7 7 8 8 9 10 11 2 INTRODUCTION Thank you for selecting a Meade Instruments temperature sensor! ... Flashes twice when battery power is low. ... 




      
[
Текст

] 
 Ссылки http://www.meade.com/manuals/weatherstations/TS13C-M_Instruction_Manual_031111.pdf -- 150.7 Кб -- 07.11.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2506) - www.meade.com/ )
	http://www.meade.com/manuals/weatherstations/TS33F-M_Instruction_Manual_031111.pdf

	Meade Instruments Corporation - Pictor Manual Part 3

	Meade Instruments Corporation - 2007 Product Catalog







    






3. online datatking program doc

 ... rcvMNProg.c : Program running on rfip1 vme crate to take the data and log it. ... Source: vw/datatk/rcvMon/rcvMNProg.c . ... Autologging mode: . ... entering this directly in the shell will start rcvMNProg in autologging mode but the console will be in use until the program exits. ... The program is normally started in autologging mode at bootup by the command rcvMNProgStart in the bootup command file (this is executed on the vxWorks rfip1 cpu). rcvMNProgStart: Start it running in autologging mode ....




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/software/datataking/datatakingProgsDoc.html -- 7.7 Кб -- 07.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6151) - www.naic.edu/ )
	WAPP - Snap Page

	encoderOffsets

	Antenna







    






4. Marshall 's IDL Tips and Tricks

 ... IDL library . ... Check out Craig Markwardt's DXDEBUG package for some command line debugging tools that will revolutionize the way you work. ... Get it here ctags is a powerful tool for software development which keeps track of which source file contains the definition for a given function. ... How often have you typed some long series of commands in to the IDL prompt interactively, decided you liked something, and then wanted to save all those commands into a pro file? ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~mperrin/software/idl_tips.shtml -- 9.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19528) - www.stsci.edu/ )
	Python TI: Reading, manipulating, and displaying image data: PyFITS function

	CCD Orientation and Readout

	Read Noise and Gain Settings







    






5. Examples of reading mail

To read the current message: <Return> . This will display the current message, as indicated by the > symbol. To display a message by its number: 5 . This will display the contents of message number 5. To display a range of messages by number: 4-7 . This will display messages 4 through 7, starting at message 4. ... To display all the messages from a specific user: p bob . This displays all the messages in your mailbox from the user bob , starting from the first message received. ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/examples/mail7.html -- 2.6 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>341) - comet.sai.msu.ru/ )
	Examples of reading other mail files

	Reading the top of each message

	Reading mail messages







    






6. Advanced Examples

 ... The client which requests updates from the server is called the ``query'' client. ... Communications sample program: instrument control  server  */ /*-----------------------------------------------------------*/ # include   stdio.h  # include   karma_conn.h  # include   karma_dm.h  # include   karma_ch.h  # include   karma_r.h  # include   karma_e.h  #define PORT_NUMBER 10000 STATIC_FUNCTION ( flag  periodic_func, (KPeriodicEventFunc func,  void  *info) ); STATIC_FUNCTION ( flag  read_func, ( ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/karma/programmer-manual/node15.html -- 15.3 Кб -- 13.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24610) - www.atnf.csiro.au/ )
	Galactic All Sky Survey :: Home

	Package: arln

	IAU2003







    






7. Stellarium: core/modules/GridLinesMgr.hpp Source File

Stellarium 0.12.3 . ... FileљStructure . ... core . ... 233 љ void azimuthalGridDisplayedChanged( const bool ) const ; . 234 љ void azimuthalGridColorChanged( const Vec3f & newColor) const ; . 235 љ void equatorGridDisplayedChanged( const bool displayed) const ; . 236 љ void equatorGridColorChanged( const Vec3f & newColor) const ; . 237 љ void equatorJ2000GridDisplayedChanged( const bool displayed) const ; . 238 љ void equatorJ2000GridColorChanged( const Vec3f & newColor) const ; . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/GridLinesMgr_8hpp_source.html -- 51.7 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>686) - astro.uni-altai.ru/ )
	Stellarium: core/modules/ConstellationMgr.hpp Source File

	Stellarium: core/modules/LandscapeMgr.hpp Source File







    






8. ntptime - read kernel time variables

ntptime [ -chr ] [ -e est_error ] [ -f frequency ] [ -m max_error ] [ -o offset ] [ -s status ] [ -t time_constant ] . This program is useful only with special kernels described in the A Kernel Model for Precision Timekeeping page. It reads and displays time-related kernel variables using the ntp_gettime() system call. ... Display the execution time of ntptime itself. -e est_error . Specify estimated error, in microseconds. -f frequency . ... Display times in Unix timeval format. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/ntptime.html -- 2.6 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2196) - www.sai.msu.su/ )






    






9. Reading fits files from the AXAF simulator, MARX

Next: Viewing the qpoe file. ... At the current time (1997 Dec), the only AXAF files of general interest are those produced by MARX via the MARX utility 'marx2fits' and 'marx2img'. Although the MARX fits files conform to FITS standards, there are two parameters in the events list fits header which are written as reals whereas fits2qp expects integer format. ... The following description tells how to produce a qpoe file from the MARX fits file (events list format). ... chipx,chipy . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node211.html -- 10.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3298) - hea-www.harvard.edu/ )
	*tprint* - Reading a Table File Created by imcnts

	The SAOimage Menu (options within SAOimage)







    






10. BMP_Reader (ImageJ API)

 ... Class . ... SUMMARY: NESTED | FIELD | ... METHOD . ... java.lang.Object ij.ImagePlus ij.plugin.BMP_Reader . ... public class BMP_Reader . ... If 'arg' is empty, it displays a file open dialog and opens and displays the selected file. ... Fields inherited from class ij. ... Methods inherited from class ij. ... Methods inherited from class java.lang.Object . ... This method is called when the plugin is loaded. 'arg', which may be blank, is the argument specified for this plugin in IJ_Props.txt. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/plugin/BMP_Reader.html -- 24.6 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>419) - www.astro.louisville.edu/ )
	FITS_Reader (ImageJ API)

	AVI_Reader (ImageJ API)

	DICOM (ImageJ API)







    






11. productExplorer

 ... qc_metadata..qc_products; qc1_daily_comments; ngas..ngas_files . ... upload/download . ... This database stores all QC-ingested product fits files (calib, science: until 2011-10, ancillary: until 2014-05). ... There are options to download the results or to delete entries. ... It displays its result in a html table which can be sorted and filtered in the standard way, plus an executable download file, plus a deletion file for ingested products (to prepare for ingestion of an improved version). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/dfos/productExplorer.html -- 13.4 Кб -- 20.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66680) - www.eso.org/ )
	Read configuration information, create tables, and load data

	ESO - How can I read in reduced data using IDL or IRAF?

	ESO - First Release of PESSTO Spectral Data Products







    






12. TUI:Instruments:DIS:DIS window

Displays the current status of the Dual Imaging Spectrograph (DIS) and allows you to change the configuration. Normally only the most common status is displayed and the configuration controls are hidden. ... Pushing the "Config" button displays configuration controls (each to the right of its corresponding item of status). Select TUI:Save Window Positions to remember the state of this checkbutton. ... Turret : current position of the grating turret. ... Grating : name of the current grating. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Instruments/DIS/DISWin.html -- 6.4 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>820) - www.apo.nmsu.edu/ )
	TUI:Instruments:Agile:Agile window

	default

	TUI:Introduction







    






13. The ROOT Object Oriented Framework to Analyze INTEGRAL Data

 ... INTEGRAL Science Data Centre, 16 ch. d'Ecogia, CH-1290 Versoix, Switzerland . The Integral Science Data Centre (ISDC), located near . ... The ISDC decided to use the ROOT package developed at CERN for data display. ROOT consists of a C++ interpreter, a huge scientific C++ library and a file structure to archive objects. ... ISDC will use ROOT (Brun & Rademakers 1997) as a graphical tool to display the housekeeping data and the science data of the INTEGRAL satellite. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/D-03/ -- 12.6 Кб -- 11.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1697) - www.adass.org/ )
	ADASS 2002 Conference Proceedings

	ATV: An Image-Display Tool for IDL

	Toolkit Based Extension of the SDSS Control System







    






14. Display and graphic windows

 ... In the early reduction stages it is recommended to create a display with the same number of pixels as the CCD frame, so that one can easily check for defects. ... The first command will create a display with identification 0 and axes of 520 and 337 pixels. The second command creates a graphic window with the default setting which can be used in most cases. ... which loads the image ech0011 in the active channel, using cuts values 500 and 2000 to define the range of represented intensities. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node461.html -- 3.9 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2060) - www.sao.ru/ )
	Reading the Data

	Displaying Tables

	Plug-in Guide







    






15. http://xmm.vilspa.esa.es/sas/6.1.0/doc/imgdisplay.ps.gz

 ... Launch a new Ds9/SAOtng process 2. ... Load an image into a running Ds9/SAOtng process 4. ... Parameter Mand Type Default Constraints startviewer no boolean true falsejtrue If startviewer is set to true imgdisplay attempts to establish a communication link between itself and an active Ds9/SAOtng process upon invocation. ... all following commands are ignored in this case. withimage le no boolean false falsejtrue A boolean switch determining whether a new image should be loaded into Ds9/SAOtng. ... 




      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/6.1.0/doc/imgdisplay.ps.gz -- 50.6 Кб -- 22.11.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14685) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/7.1.0/doc/imgdisplay.ps.gz

	http://xmm.vilspa.esa.es/sas/7.0.0/doc/imgdisplay.ps.gz

	http://xmm.vilspa.esa.es/sas/8.0.0/doc/imgdisplay.ps.gz







    






16. The HARP Project and the Martlet

 ... The SHARP cannon . ... HARP Gun (Photo by Peter . ... HARP, for High Altitude Research Project, was a study of the upper atmosphere by instruments shot from a cannon. ... The cannon which propelled the Martlet to the high atmosphere was the creation of Gerald Bull, a Canadian engineer who specialized in the design of cannon. ... Like Gerald Bull, the German designers started with a big cannon designed for a battleship, but then they inserted in it a narrower barrel, of caliber 210 mm or about 9". ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/mirrors/stern/stargaze/Smartlet.htm -- 8.4 Кб -- 21.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/mirrors/stern/stargaze/Smartlet.htm -- 8.4 Кб -- 22.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>908) - www.cosmos.ru/ )
	Lidar homepage - Instrument Information







    






17. The HARP Project and the Martlet

HARP Gun (Photo by Peter . ... HARP, for High Altitude Research Project, was a study of the upper atmosphere by instruments shot from a cannon. ... The cannon which propelled the Martlet to the high atmosphere was the creation of Gerald Bull, a Canadian engineer who specialized in the design of cannon. ... When the cannon fired--its loud bang was heard all over Barbados--the airtight cover over the muzzle was blown away and the Martlet rose into the high atmosphere, to altitudes of 80-90 miles. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/magbase/REFMAN/STARGAZE/Smartlet.htm -- 6.0 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>631) - www.iki.rssi.ru/ )
	Nine Planets Technical Help

	The Sun -- History

	Positive Ions -- History







    






18. Джемпер - Hugo Boss - Hugo Boss MZ Car Auto Festoon 2W COB LED Interior Reading

 ... Бренд: Hugo Boss . ... MZ Car Auto Festoon 2W COB LED Interior Reading Light 31mm Ice Blue . ... LED type: COB . ... Emitting color : Ice Blue . ... Car Lights . ... Package contents: 1 x 2W 31mm MZ Reading Lamp . ... Кровать-манеж Arctic Ice - Magic Bed - Magic Bed . ... Проводная гарнитура Defender ZigZag Blue - DEFENDER - DEFENDER . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku2488.html -- 17.8 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>964) - astrokuban.info/ )
	Футболка спортивная Nike - Nike - Nike Пуховик Jack Wolfskin

	Shuang Ma 7016 2.4G 3CH Waterproof Racing Boat Ready to Run with Display Rack

	Reading Extra: A Resource Book of Multi-Level Skills Activities - Liz Driscoll







    






19. Appunti Linux: Scheme: I/O

 ... Scheme ha una gestione particolare dei file. ... La prima legge un carattere alla volta, la seconda interpreta ciР che legge in forma di dati Scheme. ... apre il file e gli associa la porta «prova» (define prova (open-input-file "prova_lettura.scm")) ; legge il primo oggetto (read utenti) ===> (+ 1 2) ; legge il secondo oggetto (read utenti) ===> (* 2 5) ; legge il terzo oggetto (read utenti) ===> "ciao" ; legge il quarto oggetto (read utenti) ===> 123 ; chiude il file (close-input-file prova) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/linux/AppLinux/al191.htm -- 10.9 Кб -- 21.09.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8472) - www.arcetri.astro.it/ )
	How to display a clock on my console?

	Electronics

	LASG - WWW based email readers







    






20. OptInt PmWiki : MROIFastTipTilt / Tech Meet 12

OptInt PmWiki : MROI Fast Tip Tilt / Tech Meet 12 . ... Open Design Issues . Choose ISS interface flavour: "C" (threads/processes)/"C-no-threads" (event loop) . ... GraphicalInterface and LocalDataCollector grouped into single process . ... ISS Data Collector probably not suitable as LocalDataCollector (e.g. issues with retrieval of recorded data), and unlikely to be ready in time . ... Printable View of http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIFastTipTilt/TechMeet12) ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIFastTipTilt/TechMeet12?action=print -- 10.4 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3018) - www.mrao.cam.ac.uk/ )
	read_fits.c File Reference

	OptInt PmWiki : Tech Meet 12

	OptInt PmWiki : Upgrades
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