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Найдено документов:
 153277
(165 сайтов)
 ----
Время поиска:
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Показаны документы, содержащие фрагменты текста из документа

 http://www.meade.com/manuals/weatherstations/TE827W_Instruction_Manual.pdf.









1. Image Display
Next: Graphics Display Up: Commands Grouped by Previous: Image Directory and . ... CLEAR/DISPLAY Reset monitor . CLEAR/LUT Bypass LUT in screen segment on monitor . ... CUTS/IMAGE Set display thresholds for image . ... DISPLAY/CHANNEL Display image loaded into channel . ... EXTRACT/CURSOR Extract a subframe from the frame currently . ... LOAD/ITT Load an intensity transfer table . LOAD/LUT Load a colour lookup table into display unit . LOAD/TABLE Display table data on image display . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node438.html -- 4.5 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1440) - www.sao.ru/ )
	XWindow display

	IP8500 display

	Display and graphic windows







    






2. Selections from displayed products
 ... xmmselect (xmmselect-2.65) [xmmsas_20080701_1801-8.0.0] . Meta Index / Home Page / Description / General overview Once a product is displayed the user can interactively define one (spectra/histograms and rate curves) or two-dimensional (images) regions with the aid of the mouse and make xmmselect transform these into a boolean selection expression for a subsequent new product extraction. ... Spatial - 2D regions from imgdisplay or dsplot . ... XMM-Newton SOC/SSC -- 2008-07-02 ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/xmmselect/node11.html -- 3.9 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4366) - xmm.vilspa.esa.es/ )
	Image displayer







    






3. Image Display in Xwindows
Next: SAOimage for remote users Up: Image Display Previous: Summary of Tasks in . ... The task ximtool which initiates the image display window is in the xplot package. ... ximtool is a new Xwindow display tool developed at NOAO. ... the text window (upper left) . ... a magnifier window displaying a close up of the region around the mouse position (upper right) . ... SAOimage for remote users . ... Next: SAOimage for remote users Up: Image Display Previous: Summary of Tasks in rsdc@cfa.harvard.edu . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node57.html -- 6.7 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1624) - hea-www.harvard.edu/ )
	To display a particular energy band

	*display, xdisplay* -- Displaying an image in detector coordinates

	Image Display







    






4. Shuang Ma 7016 2.4G 3CH Waterproof Racing Boat Ready to Run with Display Rack
 ... Shuang Ma 7016 2.4G 3CH Waterproof Racing Boat Ready to Run with Display Rack . Type: RC Boats . ... Boat/Ship Power: Built-in rechargeable battery . ... RC Boats . ... Package Contents: 1 x Display Rack, 1 x Racing Boat, 1 x Transmitter, 1 x Charger, 1 x English User Manual, 1 x 9V Battery, 1 x 7.4V 1300mA Battery . English Phrasal Verbs in Use Intermediate is a vocabulary book for good intermediate level learners and above. ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku2464.html -- 20.1 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>651) - astrokuban.info/ )
	Cool Men Watch Analog Display with Flip Skull Head Round Dial Leather Watch







    






5. MANAGEMENT PROGRAM FOR 1-MINUTE GEOMAGNETIC DATABASE
 ... MAG _Base Ѓ +--- SELECT/CHANGE  DATABASE  Ѓ Selection of working  database  file Ѓ +--- LOOK 1 STATION Ѓ Display and correct  data  of one selected Ѓ station (remove spikes, fill gaps) +--- VIEW  DATA  Ѓ Display up to 10 plots of selected Ѓ stations and components +--- TYPE  DATA  Ѓ Type  1-minute   data  and other information Ѓ from ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/magbase/HTML/MAGFUNC.HTM -- 4.3 Кб -- 03.07.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>662) - www.iki.rssi.ru/ )






    






6. Appendix C. Display Device Names
Appendix C. Display Device Names . ... A "display device name" is a string description that uniquely identifies a display device; it follows the format "<type>-<number>", for example: "CRT-0", "CRT-1", "DFP-0", or "TV-0". ... Display device names can be used in the MetaMode, HorizSync, and VertRefresh X config options to indicate which display device a setting should be applied to. ... That is why specifying the display device name is preferable. ... Appendix B. X Config Options . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/hardware/nvidia/doc/driverInstall/appendix-c.html -- 5.7 Кб -- 30.10.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3177) - www.naic.edu/ )
	The CIMA Graphic Catalog Display Window

	aostatus Observer's Display

	The CIMA Telescope Monitor Display Window







    






7. Displaying spectra only
Next: Overlaying spectra on images Up: Displaying Spectral Cubes Previous: The ATNF Visualisation Software . The tasks we discuss here allow you to make a line plot plot of a single spectrum averaged over some spatial region from a cube. ... This example plots a 3-point Hanning smoothed spectrum averaged over a small spatial region centred on the reference pixel. IMSPECT . ... Spatial region to average over . ... Unset . ... It also plots spectra from a cube, but the cube can be in any order. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node165.html -- 7.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14044) - www.atnf.csiro.au/ )
	Displaying Calibration Tables - GPPLT

	tvflag

	Interactive Channel/Baseline Flagging - TVFLAG







    






8. http://www.stsci.edu/documents/dhb/web/c03_stsdas.fm2.html
 ... How to display images in IRAF using the display task. ... The most general IRAF task for displaying image data is the display task, the best choice for a first look at HST imaging data. ... Display the image with the IRAF display task, using the syntax appropriate for the file format (Chapter 2 explains how to specify GEIS groups and FITS extensions): tv> display fname.c0h [2] 1 (GEIS group 2) . ... If you want to display an image with high dynamic range, you may prefer to use logarithmic scaling. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/web/c03_stsdas.fm2.html -- 9.8 Кб -- 17.11.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11268) - www.stsci.edu/ )
	http://www.stsci.edu/spst/lrpg/documentation/unix_migration/mupid/task-dataaccess-usecase.html

	Remote display

	Screen Layout







    






9. Displaying Errors with the JavaScript Console
 ... This appendix describes how to use the JavaScript console to evaluate expressions and display error messages to the user. ... Displaying Error Messages with the Console JavaScript 1.2 and earlier versions. ... You can specify whether to automatically open the console when a JavaScript error occurs or to display a dialog box for each JavaScript error. ... To open a dialog box each time an error occurs, add the following line to prefs.js : user_pref("javascript.classic.error_alerts", true); . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/javascript/clientguide/console.htm -- 7.5 Кб -- 07.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7880) - www.arcetri.astro.it/ )
	How to display a clock on my console?

	HwB: Plug and Display Analog/Digital (P -A/D) Connector (Offline)

	HwB: Plug and Display Digital (P -D) Connector (Offline)







    






10. Displaying current variables
You can use the echo command to display the value of an environment variable. ... This displays the value of the environment variable PATH. ... The $ sign is a shell metacharacter that uses the value of the variable instead of its name. ... For the Bourne shell use the command set to display the value of environment variables. For the C and TC shell use the command printenv or env to display the value of environment variables and the command set to display the value of local shell variables. ... 



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/environment/env2.html -- 2.9 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>233) - comet.sai.msu.ru/ )
	Displaying files with the cat command

	Examples of displaying files with the cat command

	Examples of displaying access permissions







    






11. http://xray.sai.msu.ru/~polar/xmgr/status.html
The Status popup displays useful information about the state of sets, regions, and graphs. ... When the number of sets is less than 30, this button is not needed, use the scroll bars to view the status of the sets that are not shown in the display. ... Operations in the Status popup are performed by clicking on the operation, then clicking on one or more set numbers shown in the display. ... Clicking on Copy followed by clicking on a set number in the scrolled window will select the set to copy from. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~polar/xmgr/status.html -- 7.4 Кб -- 25.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>267) - xray.sai.msu.ru




