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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/~bn204/almasim08/papers/Intro.pdf.









1. ETCs and Observations Simulation at the VLT

 ... Second, the observatory can control the configuration, test data analysis procedures, and provide calibration solutions with the help of instrument models. This paper presents the VLT object-oriented framework for the development of ETCs (Exposure Time Calculators) and data simulators. ... Instrument simulations are being developed for the purpose of predictive calibration, instrument configuration control, and evaluation of data analysis procedures. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P1-22/ -- 12.4 Кб -- 09.10.2000
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	Calibration and Performance Control for the VLT Instrumentation







    






2. ESO - Observing conditions: definitions

 ... Science Users Information > Observing with ESO Telescopes > Phase 2 Preparation > Observing conditions . ... Service Mode Philosophy . ... The following definitions of the observing conditions are common between Phase 1 preparation and Phase 2 preparation, as well as between Service Mode and Visitor Mode observations. ... Seeing (Phase 1) and Image quality (Phase2) constraints . ... Please note that observing conditions requested at Phase 2 should match those at Phase 1 (see Service Mode Policies). ...
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 Ссылки http://www.eso.org/sci/observing/phase2_p96/ObsConditions.html -- 32.8 Кб -- 10.04.2016
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	ESO - ESO sky correction tools

	ESO - Guaranteed Time Observations

	VIRCAM Exposure Time Calculator







    






3. Methods and instruments to measure/monitor major site properties

 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 
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4. Atmospheric influence on the different radioengineering systems functioning.

Atmospheric influence on the different radio-engineering system functioning . ESTIMATION OF ATMOSPHERIC OPTICAL CHARACTERISTICS AND REMOTELY SANSED IMAGE CORRECTION . ... Direct transmittance estimation results for 12 channels of the spectrometer CHRIS. ... We have managed to develop a direct method of estimating the discrete Normalized Atmospheric Point Spread Function (NAPSF) from available images alone, not using any external sources of information about the atmosphere. ... IRE RAS 1996-20 11 ... 
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5. FM-3I Instrument

Magnetic field measurements onboard the Interball Tail spacecraft are carried out by the FM-3I instrument which consists of two flux-gate magnetometers covering two different ranges: [-200, +200] nT and [-1000, +1000] nT. Besides scientific goals, the FM-3I experiment data is used to perform the attitude control of the Interball Tail spacecraft. ... August 22, 1995 . ... October 18, 1995 . Top of the page . ... Back to the Interball Home Page . ... 
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6. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes

STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 




      
[
Сохраненная копия

] 
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7. http://www.gao.spb.ru/english/as/j2014/presentations/tercjak.pdf

 ... 24-Sep-14   JOURNиES   2014  Investigation · checking possibility of  nutation  rates estimation based on  RLG  observations simulation  level  · combination of  simulated   RLG   data  with  real   VLBI   data  · comparison of estimates based on  real   RLG   data  (Wettzell) with results of simulation  24-Sep-14   JOURNиES   2014  Simulation ... 10-8) 24-Sep-14 JOURNиES 2014 Simulated data + VLBI (ac. lev. ... 
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8. OH_maser

The potential of masers to act as probes of their environment has long been recognised, but to date has proven very difficult to realise. ... 2001, Sutton et al. 2001). Masers are variable on timescales of weeks to months and one of the major limitations in previous attempts at multi-transition analysis has been the uncertainties introduced by combining observations made over many years using a variety of instruments with differing spectral and spatial resolutions and polarisation properties. ... 
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9. Optimization of spectroscopic observations

 ... Let us first find out which way -- rise in spectral resolution with some loss in the S/N ratio or increase in the S/N ratio with a fixed spectral resolution -- is better for the purpose of reduction of equivalent width determination errors. ... N -- number of counts for 1 ? ... line equivalent width, . ... Thus if the spectral resolution is managed to be increased (i.e. to decrease )without loss in the number of counts falling at 1 ?, the equivalent width measurement error is then proportional to . ...
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10. Procedures for Observations

 ... The J, H and K bands are characterized by a bright background, such a background is mainly due to the emission of atmospheric lines and of thermal radiation. ... If the source cover a large fraction of the slit, spectra off-source must be observed to adequately sample the sky background. ... The on chip integration time (time spent in each position of the slit) must not exceed 40 seconds in J and H bands and 60 seconds in K band. ... We suggest a sequence of 10 for each elementary integration time. ...
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11. Lunar Drawings

Crater Gassendi . ... I made this drawing was made on the 26th of november 2001. If you compare this one with the previous drawing of Gassendi (below) the differences are clear. ... This drawing was made on the 28th of september 2001. After nearly a full month without observations I had a one hour gap between the thicker clouds. ... This drawing was made on the 29th of august 2001. ... This drawing was made on the 27th of august 2001. ... This drawing was made on the 25th of august 2001. ... 
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12. J.G. Doyle, Research Astronomer

Next: C.S. Jeffery, Research Astronomer Up: Research Previous: J.E. Chambers, Research Astronomer Contents . During 1998 Dr Gerry Doyle was involved with three PPARC PDRA research grants, and was also a co-organiser of two international conferences (the COSPAR Symposium `Activity Observed in the Sun and in Similar Stars', and the Armagh Cool Star Workshop `Solar and Stellar Activity: Similarities and Differences'). He was Associate Scientist with the CDS and SUMER instruments on SOHO. ... 
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