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 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.DelayLineSoftwareLibraries/Sockethandshake.pdf.









1. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.DelayLineSoftwareLibraries/Sockethandshake.pdf,1205319267
MRO Delay Line Socket Initialisation Protocol for Delay Line Computers E. B. Seneta bodie@mrao.cam.ac.uk rev 0.2 13 October 2006 Cavendish Laboratory JJ Thomson Avenue Cambridge CB3 0HE UK Objective To describe the protocol by which network connections are to be made and broken between delay line computers. Scope This document describes how to make and break network connections for the purpose of sending and receiving delay line command, command data, status and telemetry messages. ... 
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 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.DelayLineSoftwareLibraries/Sockethandshake.pdf,1205319267 -- 117.5 Кб -- 02.07.2007
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2. Meade Instruments Corporation - Autostar Computer Controller Instruction Manual
 ... Meade Instruments Corporation . ... Autostar Computer Controller Instruction Manual . Autostar Computer Controller . ... NOTE: This manual covers both Model #495 Autostar and #497 ETX Autostar Computer Controllers. ... Autostar Primary Menus and Options . ... Chapter 3: Alignment . ... Guided Tour Menu . ... Chapter 5: Autostar Menu Functions . ... Meade Autostar Computer Controller . ... Meade #505 Connector Cable Set Manual . ... Copyright 2006 Meade Instruments Corporation, All Rights Reserved. ... 
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Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/autostar/index.html -- 11.8 Кб -- 10.11.2012
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	Meade Instruments Corporation - Magellan I Telescope Computer System

	Meade Instruments Corporation - Magellan II Telescope Computer System

	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,







    






3. The Computer Hardware and Relevant Equipment
 ... Currently a 50MHz 486DX PCBrand personal computer, located on the fourth floor in the warm room in lab number 443C, is used to control the charge coupled devices (CCDs). ... The PC is connected to a monitor and keyboard in the warm room and another pair in the dome itself. ... An intercom system simplifies communication between the dome and the warm room. ... The second intercom in the dome is used for two way communication between the dome and the warm room. ... 
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] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/node54.html -- 5.4 Кб -- 01.10.2012
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	ISDN References







    






4. http://www.arcetri.astro.it/irlab/doc/library/javascript/clientguide/glossary.htm
 ... Binary large object. ... CGI is a popular interface used to create server-based web applications with languages such as Perl or C. A web browser, such as Netscape Navigator. ... Core JavaScript contains a core set of objects, such as Array , Date , and Math , and a core set of language elements such as operators, control structures, and statements. ... A JavaScript primitive value is a member of one of the following types: undefined , null , Boolean , number , or string . ... World Wide Web . ... 
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] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/javascript/clientguide/glossary.htm -- 8.8 Кб -- 07.10.1999
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	HwB: SCSI Information Connector (Offline)

	Fasti Rationale

	Fasti Talk Slide 3







    






5. Logins via the network
 ... Two computers in the same network are usually linked via a single physical cable. When they communicate over the network, the programs in each computer that take part in the communication are linked via a virtual connection , a sort of imaginary cable. ... When it notices an incoming network login (i.e., it notices that it gets a new virtual connection to some other computer), it starts a new process to handle that single login. ... 
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 Ссылки http://star.arm.ac.uk/sag-0.4/node75.html -- 5.9 Кб -- 04.05.1997
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	All Ireland Computer Grid







    






6. GOVERNMENT OPEN SYSTEMS INTERCONNECTION PROFILE (GOSIP)
 ... Federal Information Processing Standards Puplication (FIBS PUB 146-1) . ... PIPS 146 adopted the Government Open Systems Interconnection Profile (GOSIP) which defines a common set of data communication protocols that enable systems developed by different vendors to interoperate and the users of different applications on those systems to exchange information. ... 4.1 USE OF THE LAYERED PROTOCOL SPECIFICATIONS 12 . ... 4.2.3.3 Network Layer Protocol Identification 15 . ... SECURITY OPTIONS / 26 . ... 
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 Ссылки http://www.cplire.ru/rus/os/3_6/2.htm -- 14.2 Кб -- 21.12.1999

    

Похожие документы



    

Еще в разделе: 
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	Government Open Systems Interconnection Profile Users' Guide

	amazon1

	NIST Spetial Publication 500-220. Guide on Open System Environment







    






7. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-3.1/docs/nexstar/celestron_commands.pdf
 ... B=Command, 12AB=Azm, comma, 4000=Alt. ... Example: if the desired position is 220°, then POSITION_24BIT = (220/360)*224 = 10,252,743 Separate POSITION_24BIT into three bytes such that (POSITION_24BIT = PosHigh*65536 + PosMed*256 + PosLow). Exampe: PosHigh = 156, PosMed = 113, PosLow = 199 Send the following 8 bytes: a. Azm Slow Goto: 80, 4, 16, 23, PosHigh, PosMed, PosLow, 0 b. Alt Slow Goto: 80, 4, 17, 23, PosHigh, PosMed, PosLow, 0 The number 35 is returned from the handcontrol 4. ... 
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 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-3.1/docs/nexstar/celestron_commands.pdf -- 140.5 Кб -- 06.12.2005
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	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.1/REMOTE

	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-3.1/README

	http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/README







    






8. http://crydee.sai.msu.ru/ftproot/pub/misc/doc/MIDI/composition/gems0
PROLOGUE Computer networking is one of the amazing feats of engineering of the late 20th century. ... 3) Network News. ... Any user can read this news, and many users can post a news article to the closest participating computer, which in turn mails copies of the article to other computers. ... In the summer of 1992, the newsgroup <rec.music.compose> was proposed by Joshua Barinstein, as a forum for the discussion of all kinds of musical composition. ... 
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 Ссылки http://crydee.sai.msu.ru/ftproot/pub/misc/doc/MIDI/composition/gems0 -- 5.2 Кб -- 30.05.1993
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	http://crydee.sai.msu.ru/ftproot/pub/comp/hardware/NCR/samp_code/ISA/cf9xflyr.txt

	Software on Silden







    






9. Andrei Romashchenko. Selected papers.
D.Chumbalov and A.Romashchenko. ... Proc. 40th International Symposium in Mathematical Foundations of Computer Science (MFCS), Part 1. ... Preliminary version: Proc. 6th International Computer Science Symposium in Russia (CSR), 2011.) download: arXiv:1102.5538 , slides: pdf . ... Bulletin of the EATCS (The Logic in Computer Science Column by Yuri Gurevich) no. 97 (2009) pp. 126--136. download: pdf . ... Lecture Notes in Computer Science 5162 Springer 2008 pp. 527-538). download: pdf . ... 
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 Ссылки http://www.mccme.ru/~anromash/en/papers.html -- 14.4 Кб -- 11.11.2015
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	MCCME: Computer facilities - network
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10. Guider Image Controller Overview
 ... Finding Stars . ... Handling Bad Pixels . ... The guide camera image controller can control one or more guide cameras. ... Each time the camera is read, the image is automatically saved to a fits file on a shared disk. ... Cameras that have bad pixels require "bad pixel maps" in order to find stars, centroid or even compute statistics for the image. ... View this image (for instance in NIH Image) and determine an upper and lower cutoff; pixels whose values are outside of this range are considered...
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 Ссылки http://www.apo.nmsu.edu/Telescopes/HardwareControllers/GuiderImageOverview.html -- 10.6 Кб -- 22.06.2000
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	twistedActor

	MILT Description

	Astrophysical Research Consortium - Apache Point Observatory







    






11. http://www.eso.org/projects/www.eso.org.projects.ngc/Hardware/2005_06_24-Reyes-SDW2005NGCforCCDsandAO.pdf
NGC FRONT-END FOR CCDS AND AO APPLICATIONS Javier Reyes, Mark Downing, Leander Mehrgan, Manfred Meyer and Ralf Conzelman European Southern Observatory, Karl-Schwarzschild-Str. 2, 85748 Garching, Germany Abstract: The New General detector Controller (NGC) at ESO aims at covering optical, infrared and wavefront sensing applications with a single controller. ... In addition, the adaptation of the NGC frontend to the future ESO CCD head for AO and the control of the L3 devices is presented. ... 
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 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/Hardware/2005_06_24-Reyes-SDW2005NGCforCCDsandAO.pdf -- 151.7 Кб -- 12.03.2007
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