


  
    

	
[image: Astronet]
	Поиск по астрономическим сайтам	[image: English]
[image: Russian]



	
 
 

 

 

10
20
30
50






	

 

не группировать
группировать по сайтам
группировать по дир.



     


Точная форма слов 

  О проекте
  Сайты
  Справка

















	

Найдено документов:
 170712
(158 сайтов)
 ----
Время поиска:
 0.36сек.   













 
1
 | 
2 | 
3 | 
4 | 
5 | 
6 | 
7 | 
8   | След. 





Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.DocMan/PreliminaryDesignReportOutline.pdf.









1. Description

 ... backcorr makes a background spectrum appropriate to the accumulation region and position used for the source spectrum. ... The extraction regions, which should be in detector co-ordinates, are read directly from the input spectra (both source and background), as the information is stored in the files using the data-subspace. ... Then backcorr takes the input background spectrum (also in channel and counts), the arf files and makes the appropriate correction (in a task called make_backcorr ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.0.0/doc/backcorr/node3.html -- 6.3 Кб -- 28.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13232) - xmm.vilspa.esa.es/ )






    






2. MILT Description

 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>624) - www.apo.nmsu.edu/ )
	lsst.coordConv: coordConv::OtherCoordSys Class Reference

	lsst.coordConv: coordConv::ApparentCoordSys Class Reference

	lsst.coordConv: coordConv::MeanCoordSys Class Reference







    






3. Description of INVENTORY Keywords

. Next: Formats of Tables Up: Object Search and Previous: The Classification . There are several keywords in the context keyword area which hold the values of parameters which control the performance of INVENTORY . They are listed here. Additional information is also supplied (separated by slashes): Keyword type --- Integer (I) or Real (R) --- and the maximum number of values stored by a keyword. A description is added following each keyword. Rein Warmels . Mon Jan 22 15:08:15 MET 1996




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node77.html -- 2.7 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2097) - www.sao.ru/ )
	Culgoora catalog

	Product Folder: SN761210, VIDEO-PROCESSING CIRCUIT

	Product Folder: SN28846, SERIAL DRIVER







    






4. GSAOI Instrument Description Page

 ... GSAOI Home . Instrument . ... The Gemini South Adaptive Optics Imager (GSAOI) is a near-infrared adaptive optics camera that will be used with the Multi-Conjugate Adaptive Optics (MCAO) system on the Gemini South 8-m telescope . ... Gemini's major instrumentation goal is to develop its Multi-Conjugate Adaptive Optics (MCAO) system for scientific use on Gemini South. ... Existing adaptive optics systems use a single natural guide star or artifical laser guide star to measure this image blur. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/description/index.shtml -- 9.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1394) - www.mso.anu.edu.au/ )
	Gemini NIFS Brief Description.

	COALA - Stuart Sim

	Guests in the Integration Hall







    






5. THE LOW ENERGY PLASMA COMPOSITION EXPERIMENT AMEI-2

 ... The low energy plasma composition spectrometer AMEI-2 is built to be able to find in the low energy range of the phase space (E, q, j) and separate the fluxes of the major ion species in the magnetotail - H+, He++, He+ and O+, and analyse their energy and angular distributions. ... Electrostatic angular scanning in one direction and the use of the spin of the satellite to sample the other angle give the ability to measure 2-D distributions for each ion specie several times per spin. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/amei.html -- 5.0 Кб -- 24.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>462) - www.iki.rssi.ru/ )
	Plasma theories [Oulu]







    






6. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.Requirements/compare_FTT_FLC.pdf

FTT/NAS vs FLC Comparison of Technical Requirements INT-403-ENG-0115 rev 1.1 May 20th, 2010 Magdalena Ridge Observatory New Mexico Tech 101 East Road Socorro, NM 87801 http://www.mro.nmt.edu/ CONTENTS CONTENTS Contents 1 2 Introduction FTT/NAS vs FLC 2.1 2.2 2.3 2.4 2.5 Functional requirements comparison . Performance requirements comparison . ... INT-403-ENG-0115 3/7 2 FTT/NAS VS FLC 2 Comparison of FTT/NAS and FLC Requirements 2.1 Operating mode & functional requirements comparison FTT/NAS Req. ... 




      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.Requirements/compare_FTT_FLC.pdf -- 129.9 Кб -- 20.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3382) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : MROIDelayLine / Final Design Review Material

	OptInt PmWiki : Preliminary Design Review | History

	OptInt PmWiki : Design Documentation | History







    






7. Description of algorithm

 ... The procedure of radiometer signal integration can be considered as a sort of reducing dimension of the initial sampling space, where the samples are the result of analog-to-digital conversion. ... The probability distribution of the signal and spikes is completely known. ... The quality of the considered algorithm could be also illustrated by Figure 2 . ... One could see the considered adaptive algorithm is preferable even by low degree of compression, because all spikes have been depressed. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/vch/Publications/Eng/html/NN/node2.html -- 11.5 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/vch/Publications/Eng/html/NN/node2.html -- 11.5 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/vch/Publications/Eng/html/NN/node2.html -- 11.5 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>943) - jet.sao.ru/ )
	Introduction

	SCORPIO-2 project: description

	Format of data description







    






8. Reference File Descriptions Logs

Do not use this correction file if you plan to use Multidrizzle, as all geometric distortion corrections, including the pixel area correction, are properly accounted for in the software. When performing integrated photometry, users should be aware that WFPC2 has significant distortion which causes the pixel area to vary across the field. ... Consequently if you are measuring integrated brightnesses (as opposed to surface brightnesses), you will want to put back the true relative pixel areas. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/observatory/crds/SIfileInfo/WFPC2/WFPC2PixCorr -- 5.6 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19503) - www.stsci.edu/ )
	SMOV3B

	Proposal ID 6897: GHRS Cycle 6: CRIMP1-- Condensed-Regimen Integrated

	Program ID 6898: GHRS Cycle 6: CRIMP2-- Condensed-Regimen Integrated Monitoring







    






9. GALFA System Description

Section I: Introduction to ALFA and GALFA . Section II: System Description . ... ALFA receives 7 beams, 2 polarizations per beam, each covering 1225-1525 MHz. The 14 IF signals cover nominally the 100 to 400 MHz band. ... A high-resolution, low-bandwidth spectrometer (8K channels covering a 7 MHz bandwidth) . ... Each spectrometer board handles two polarizations from one telescope beam.The baseband signals are to be digitized by four 8-bit ADCs at 100 Msamples/sec. ... Bandwidth: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/docs/galspect/system/galfa_desc.html -- 7.9 Кб -- 18.07.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3966) - www.naic.edu/ )
	Project Description

	site power

	correlator - High Performance CMOS Correlator Chip







    






10. casacore: casa::MSSysCal Class Reference

 ... casa::MSSysCal . ... A Table intended to hold a MeasurementSet SYSCAL table. ... operator= (const MSSysCal &) . ... referenceCopy (const String &newTableName, const Block < String > &writableColumns) const . Make a special copy of this Table which references all columns from this Table except those mentioned; those are empty and writable. MSSysCal (const String &tableName, TableOption =Table::Old) . ... MSSysCal (const String &tableName, const String &tableDescName, TableOption =Table::Old) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/casacore/casacore-1.2.0/doc/html/classcasa_1_1MSSysCal.html -- 28.9 Кб -- 14.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11499) - www.atnf.csiro.au/ )
	casacore: casa::MSSource Class Reference

	casacore: casa::MSState Class Reference

	casacore: casa::MSAntenna Class Reference







    






11. IBIS: Technical Description

The following papers summarize the characterization and technical performance of IBIS : . ... Characterization of Fabry-Perot interferometers and multi-etalon transmission profiles. ... Righini, A., Cavallini, F., Reardon, K. P., 2010, Astronomy and Astrophysics , 515 , A85, . ... The filter wheel is located between the two interferometers. ... The interferometers can be rapidly tuned, simultaneously, so to allow sequential scanning of the spectral lines of interest (see movie in IBIS Intro ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/solar/IBIS/IBIS_description.html -- 33.6 Кб -- 13.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8475) - www.arcetri.astro.it/ )
	Program parameters

	prefork - Apache HTTP Server

	mod_authn_dbd - Apache HTTP Server







    






12. http://www.eso.org/projects/dfs/team/QA-code-review-form.doc

 ... Readability |Check number: 1 | Description: Header existence for each |Evaluation (always/often/sometimes/| |source file and for each method, class, |never) : | ... Description: Naming conventions existence |Evaluation (always/often/sometimes/| |(variables start with lowercase, then |never) : | ... limited and commented |(always/often/sometimes/ | ... Description: Error message are formated : when an|Evaluation | error or an exception is raised, report the |(always/often/sometimes/ | ... 




      
[
Текст

] 
 Ссылки http://www.eso.org/projects/dfs/team/QA-code-review-form.doc -- 128.5 Кб -- 29.09.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>43426) - www.eso.org/ )
	DFS commissioning: integration acceptance meeting

	IPACMAN V2.4 Integration Test Plan

	DFS Commissioning: integration kick-off meeting







    






13. http://crydee.sai.msu.ru/ftproot/pub/comp/os/os2/hobbes/incoming/regionset.txt

 ... GNU General Public License. Long Description: OS/2 port of regionset, a DVD Region Code Manager. ... Originally from ftp.os2.spb.ru Proposed directory for placement: /pub/os2/apps/mmedia/video Your name: Sonic Prince Email address: sonicprince at iprimus.com.au Program contact name: Christian Wolff Program contact email: (same) Program URL: ftp://ftp.os2.spb.ru Would you like the contact email address included in listings? no Operating System/Version: OS/2 v4 and higher. ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/comp/os/os2/hobbes/incoming/regionset.txt -- 2.0 Кб -- 11.07.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4324) - crydee.sai.msu.ru/ )
	http://crydee.sai.msu.ru/ftproot/pub/comp/os/os2/hobbes/incoming/drgdrp.txt

	Long description for normal flow example

	Long description of example illustrating floating







    






14. ISDN References

 ... Good detailed technical description of ISDN, somewhat more detailed than the Stallings book in some areas. ... Dan Kegel's ISDN Page - This is basically the center of the ISDN web, mentioned most commonly as a good place to start. comp.dcom.isdn Frequently Asked Questions (FAQ) - A great bunch of information, mostly consumer-oriented. ... NIST's High Speed Networks Group Home Page . ... Bellcore ISDN Home Page - National ISDN . ... Ascend Communications Home Page - they make ISDN equipment. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~fine/ISDN/references.html -- 7.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1868) - hea-www.harvard.edu/ )
	Funtools and DS9 Image Display

	The Chandra Multiwavelength Project (ChaMP)

	XPA Communication Methods







    






15. Description of the RadioAstron project, english version

Status of the RadioAstron project development . The engineering model of the Space Radio Telescope (SRT) was assembled in Lavochkin Association (LA) in the configuration consisting of 10-m parabolic radio astronomical antenna made of carbon-fiber, F ocal and Device cabins of the scientific payload and on-board and ground complex of high data rate up-down radio link (VIRK). ... Then,radio astronomical tests were conducted using real radio sources. ... Space Radio Telescope . ... Data Processing . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/status_eng.htm -- 7.2 Кб -- 10.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>167) - www.asc.rssi.ru/ )
	Description of the RadioAstron project, russion version







    






16. A Computer-Based Technique for Automatic Description and Classification of

 ... A technique allowing automatic representation by a relatively small number of independent parameters based on the principal component analysis of data sequences is presented. ... In recent years the spectrum of observed astronomical data can be characterized as greatly varied. ... In this instance, the problem of initial description and classification of newly-observed data becomes most urgent, especially if there is a lack of preliminary observational material and theoretical expectations. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/vasilyevs.html -- 11.6 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1740) - www.adass.org/ )
	The Communication of Images from New Generation Astronomical Telescopes

	ADASS 2003 Conference Proceedings

	The SRON-HeaD Data Analysis System







    






17. Space physics cordinate systems

The Equatorial Inertial (GEI) coordinate system: . The X GEI axis is directed to the point of the spring equinox, . The Z GEI axis is coincide with the Earth's rotation axis, . The Y GEI supplements the right three. The Geographic (GEO) coordinate system: . ... The Solar Magnetic (SM) coordinate system: . ... About space physics coordinate transformation see Russel [1971] and Hapgood [1992] . ... M.A. Hapgood , Space physics coordinate transformations: A user guide // Planet Space Sci. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/coords.htm -- 3.6 Кб -- 18.01.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/coords.htm -- 3.6 Кб -- 18.01.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1216) - www.cosmos.ru/ )
	The FSP3 criteria and plot description

	The Exploration of the Earth's Magnetosphere"

	ASCII files description







    






18. Stellarium: ScreenImageMgr Class Reference

Stellarium 0.12.3 . ... ScreenImageMgr Class Reference . ... createScreenImage (const QString &id, const QString &filename, float x, float y, float scale=1., bool visible=true, float alpha=1., float fadeDuration=1.) ... setImageAlpha (const QString &id, float alpha) . ... setImageXY (const QString &id, float x, float y, float duration=0.) ... virtual voidљ . ... the ID for the desired image. virtual void ScreenImageMgr::draw . ... the ID for the desired image. virtual void ScreenImageMgr::init . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classScreenImageMgr.html -- 39.4 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>603) - astro.uni-altai.ru/ )
	Stellarium: LandscapeOldStyle Class Reference

	Stellarium: LandscapeSpherical Class Reference

	Stellarium: LandscapeFisheye Class Reference







    






19. Apache Miscellaneous Documentation

Below is a list of additional documentation pages that apply to the Apache web server development project. ... Description of Apache's Application Programming Interface. ... Reading Client Input in Apache 1.2 . Describes differences between Apache 1.1 and 1.2 in how modules read information from the client. ... Notes about Apache's compatibility with the NCSA server. ... Performance Notes (BSD 4.4) . Some notes about ways to improve/optimize Apache performance on BSD 4.4 systems. ... 




      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/misc/ -- 5.7 Кб -- 15.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>94) - neptun.sai.msu.ru/ )
	Manual Page: apachectl - Apache HTTP Server

	Manual Page: htdigest - Apache HTTP Server







    






20. ATLAS aerospace invites you to participate in cosmonaut and astronaut training

 ... Space flight . ... Simulators . ... Space camp . Space Hotel . ... The "ATLAS Aerospace" company invites all the volunteers to pass a course of space training in the simulators of the Yuri Gagarin Russian State Scientific-Research and Test Center of Cosmonaut Training. ... The staff of the Mission Control Center regularly participates in such training, thus enabling to improve its interaction with the crew. ... Copyright 2000-2016 ATLAS Aerospace . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atlasaerospace.net/eng/tren.htm -- 33.3 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66) - www.atlasaerospace.net/ )
	Wilderness survival training using cosmonaut survival kit for forced emergency

	Participate in parabolic flights for achievement zero gravity on russian IL-76

	Basic training program for a cosmonaut/astronaut or a manned space flight
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