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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.DocMan/PreliminaryDesignReportOutline.pdf.









1. Description
 ... backcorr makes a background spectrum appropriate to the accumulation region and position used for the source spectrum. ... The extraction regions, which should be in detector co-ordinates, are read directly from the input spectra (both source and background), as the information is stored in the files using the data-subspace. ... Then backcorr takes the input background spectrum (also in channel and counts), the arf files and makes the appropriate correction (in a task called make_backcorr ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.0.0/doc/backcorr/node3.html -- 6.3 Кб -- 28.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13232) - xmm.vilspa.esa.es/ )






    






2. MILT Description
 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...
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Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>624) - www.apo.nmsu.edu/ )
	lsst.coordConv: coordConv::OtherCoordSys Class Reference

	lsst.coordConv: coordConv::ApparentCoordSys Class Reference

	lsst.coordConv: coordConv::MeanCoordSys Class Reference







    






3. Description of INVENTORY Keywords
. Next: Formats of Tables Up: Object Search and Previous: The Classification . There are several keywords in the context keyword area which hold the values of parameters which control the performance of INVENTORY . They are listed here. Additional information is also supplied (separated by slashes): Keyword type --- Integer (I) or Real (R) --- and the maximum number of values stored by a keyword. A description is added following each keyword. Rein Warmels . Mon Jan 22 15:08:15 MET 1996
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Сохраненная копия
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 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node77.html -- 2.7 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2097) - www.sao.ru/ )
	Culgoora catalog

	Product Folder: SN761210, VIDEO-PROCESSING CIRCUIT

	Product Folder: SN28846, SERIAL DRIVER







    






4. GSAOI Instrument Description Page
 ... GSAOI Home . Instrument . ... The Gemini South Adaptive Optics Imager (GSAOI) is a near-infrared adaptive optics camera that will be used with the Multi-Conjugate Adaptive Optics (MCAO) system on the Gemini South 8-m telescope . ... Gemini's major instrumentation goal is to develop its Multi-Conjugate Adaptive Optics (MCAO) system for scientific use on Gemini South. ... Existing adaptive optics systems use a single natural guide star or artifical laser guide star to measure this image blur. ... 
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Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/description/index.shtml -- 9.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1394) - www.mso.anu.edu.au/ )
	Gemini NIFS Brief Description.

	COALA - Stuart Sim

	Guests in the Integration Hall







    






5. THE LOW ENERGY PLASMA COMPOSITION EXPERIMENT AMEI-2
 ... The low energy plasma composition spectrometer AMEI-2 is built to be able to find in the low energy range of the phase space (E, q, j) and separate the fluxes of the major ion species in the magnetotail - H+, He++, He+ and O+, and analyse their energy and angular distributions. ... Electrostatic angular scanning in one direction and the use of the spin of the satellite to sample the other angle give the ability to measure 2-D distributions for each ion specie several times per spin. ... 
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] 
 Ссылки http://www.iki.rssi.ru/amei.html -- 5.0 Кб -- 24.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>462) - www.iki.rssi.ru/ )
	Plasma theories [Oulu]







    






6. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.Requirements/compare_FTT_FLC.pdf
FTT/NAS vs FLC Comparison of Technical Requirements INT-403-ENG-0115 rev 1.1 May 20th, 2010 Magdalena Ridge Observatory New Mexico Tech 101 East Road Socorro, NM 87801 http://www.mro.nmt.edu/ CONTENTS CONTENTS Contents 1 2 Introduction FTT/NAS vs FLC 2.1 2.2 2.3 2.4 2.5 Functional requirements comparison . Performance requirements comparison . ... INT-403-ENG-0115 3/7 2 FTT/NAS VS FLC 2 Comparison of FTT/NAS and FLC Requirements 2.1 Operating mode & functional requirements comparison FTT/NAS Req. ... 
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Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.Requirements/compare_FTT_FLC.pdf -- 129.9 Кб -- 20.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3382) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : MROIDelayLine / Final Design Review Material

	OptInt PmWiki : Preliminary Design Review | History

	OptInt PmWiki : Design Documentation | History







    






7. Description of algorithm
 ... The procedure of radiometer signal integration can be considered as a sort of reducing dimension of the initial sampling space, where the samples are the result of analog-to-digital conversion. ... The probability distribution of the signal and spikes is completely known. ... The quality of the considered algorithm could be also illustrated by Figure 2 . ... One could see the considered adaptive algorithm is preferable even by low degree of compression, because all spikes have been depressed. ... 
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 Ссылки http://mavr.sao.ru/hq/vch/Publications/Eng/html/NN/node2.html -- 11.5 Кб -- 28.12.2007
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 Ссылки http://www.sao.ru/hq/vch/Publications/Eng/html/NN/node2.html -- 11.5 Кб -- 11.09.2010
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 Ссылки http://jet.sao.ru/hq/vch/Publications/Eng/html/NN/node2.html -- 11.5 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>943) - jet.sao.ru/ )
	Introduction

	SCORPIO-2 project: description

	Format of data description







    






8. Reference File Descriptions Logs
Do not use this correction file if you plan to use Multidrizzle, as all geometric distortion corrections, including the pixel area correction, are properly accounted for in the software. When performing integrated photometry, users should be aware that WFPC2 has significant distortion which causes the pixel area to vary across the field. ... Consequently if you are measuring integrated brightnesses (as opposed to surface brightnesses), you will want to put back the true relative pixel areas. ... 
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Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/observatory/crds/SIfileInfo/WFPC2/WFPC2PixCorr -- 5.6 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19503) - www.stsci.edu/ )
	SMOV3B

	Proposal ID 6897: GHRS Cycle 6: CRIMP1-- Condensed-Regimen Integrated

	Program ID 6898: GHRS Cycle 6: CRIMP2-- Condensed-Regimen Integrated Monitoring







    






9. GALFA System Description
Section I: Introduction to ALFA and GALFA . Section II: System Description . ... ALFA receives 7 beams, 2 polarizations per beam, each covering 1225-1525 MHz. The 14 IF signals cover nominally the 100 to 400 MHz band. ... A high-resolution, low-bandwidth spectrometer (8K channels covering a 7 MHz bandwidth) . ... Each spectrometer board handles two polarizations from one telescope beam.The baseband signals are to be digitized by four 8-bit ADCs at 100 Msamples/sec. ... Bandwidth: . ... 
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Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/docs/galspect/system/galfa_desc.html -- 7.9 Кб -- 18.07.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3966) - 




