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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/Draft%20Minutes%20of%20informal%20FTT-NAS%20TIM.pdf.









1. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/ICD_list.pdf
 ... Acronyms and Abbreviations AMOS Advanced Mechanical and  Optical  Systems (UTM vendor) EIE  FTT   FLC   ICD   ISS  European Industrial Engineering (UTE vendor) Fast Tip-Tilt First Light Camera  Interface  Control Document Interferometer Supervisory  System   NAS  NMT NOT TBC TBD UT UTE UTM Narrow-field Acquisition  System  New Mexico Tech Nasmyth  Optical ... Interface design description 2.5 FTT/NAS to ISS ICD This ICD describes the software interfaces of the FTT/NA system to the ISS. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/ICD_list.pdf -- 107.1 Кб -- 31.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4580) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : MROIFastTipTilt / Interface Control

	OptInt PmWiki : Interface Control

	OptInt PmWiki : MROIFastTipTilt / Doc Man







    






2. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.1/DOCUMENTATION
XmTel ----- XmTel is a Motif-based telescope control program based on INDI, the Instrument-Neutral Distributed Interface. ... See the files LICENSE and COPYRIGHT for the details. ... About Epoch ----------- XmTel assumes that the telescope is set to "Epoch of Date", which means that it is using ideal celestial coordinates precisely aligned today. ... XmTel assumes that target coordinates entered from the keyboard are in the Epoch that the telescope coordinates are currently displayed in. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.1/DOCUMENTATION -- 6.5 Кб -- 14.11.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>700) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/DOCUMENTATION

	http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/DOCUMENTATION

	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/README







    






3. apachectl - Apache HTTP Server Control Interface - Apache HTTP Server
 ... Apache HTTP Server Version 2.2 . Apache > HTTP Server > Documentation > Version 2.2 > Programs . ... apachectl is a front end to the Apache HyperText Transfer Protocol (HTTP) server. It is designed to help the administrator control the functioning of the Apache httpd daemon. The apachectl script can operate in two modes. ... If your Apache installation uses non-standard paths, you will need to edit the apachectl script to set the appropriate paths to the httpd binary. ... Starting Apache . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/tb/manual/de/programs/apachectl.html -- 9.9 Кб -- 10.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2580) - www.sao.ru/ )
	CATS-manual

	ESO-MIDAS: System Overview

	Arcsecond Positions of UGC Galaxies







    






4. apachectl - Apache HTTP Server Control Interface - Apache HTTP Server
 ... Apache HTTP Server Version 2.2 . Apache > HTTP Server > Documentation > Version 2.2 > Programs . ... apachectl is a front end to the Apache HyperText Transfer Protocol (HTTP) server. It is designed to help the administrator control the functioning of the Apache httpd daemon. The apachectl script can operate in two modes. ... If your Apache installation uses non-standard paths, you will need to edit the apachectl script to set the appropriate paths to the httpd binary. ... Starting Apache . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/de/programs/apachectl.html -- 11.9 Кб -- 21.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9835) - www.arcetri.astro.it/ )
	Positions

	Fasti Rationale

	Access Control - Apache HTTP Server







    






5. Bus Hound
 ... Bus Hound may be the very first product of its kind -- a software bus analyzer for capturing device I/O and protocol. ... When the capture buffer fills to capacity, Bus Hound can be configured to stop the capture process or continue capturing, keeping the most recent acquired data. ... IDE : Bus Hound captures command and data transfers for ATA and ATAPI devices. ... B us Hound captures I/O using a device driver. ... The below figure demonstrates how Bus Hound captures data for SCSI devices. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/othe/bushou/details.htm -- 14.0 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/othe/bushou/details.htm -- 14.0 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/othe/bushou/details.htm -- 14.0 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1097) - jet.sao.ru/ )






    






6. POW: A Tcl/Tk Plotting and Image Display Interface Tool for GUIs
 ... We present a new Tcl/Tk based GUI interface tool which features plotting of curve and image data and allows for user input via return of regions or specific cursor positions. ... Curves and Images may then be combined to form a displayed Graph. ... With the development of several GUI based tools for High Energy Astrophysics at the HEASARC, we found a need for a interface tool that supports combined curve plotting and image display in a native Tcl/Tk environment. POW is our answer. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/brownl.html -- 11.0 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1903) - www.adass.org/ )
	Novel Use of a Simulator for the Calibrations of Scientific Instruments

	Tcl/Tk with DRAMA - A Natural for Building User Interfaces to Instrumentation

	WDB---A Web Interface to Sybase







    






7. LX200 and LX600 Sensor Control Board (Left Forkarm)
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... LX600 Series . ... LX200 Series . ... MeadeтАЩs new LX70 Series offers high-quality German equatorially mounted telescopes with slow-motion controls and heavy-duty steel tripods. ... Compatibility: Sensor Control Board for LX200 8" - 16" and LX600 10" - 14" models. ... LX600/LX200 Sensor Control Board (Left Forkarm). Compatibility: Sensor Control Board for LX200GPS 8" - 16" and LX600 10" - 14" models. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/lx600-lx200-sensor-control-board-left-forkarm.html -- 83.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2487) - www.meade.com/ )
	LX200 and LX600 Sensor Control Board (Left Forkarm) - Parts - Products

	Meade #506 Connector Cable Kit with AutoStar Suite Astronomer Edition Software

	Meade USB to RS-232 (Serial) Adapter







    






8. ATCA_report
 ... After a brief leave in Bangalore to work on astronomy (and holiday in Nepal), Dave will be continuing in management positions within the ATNF. ... We have also hosted an observing project visit from a contingent of ATNF and CTIP vacation scholars, who observed h Carina with the new 12-mm system (see article elsewhere in this issue), observed new HIPASS galaxies, and studied interference from microwave ovens. ... Currently we are testing this system with a single antenna. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/news/newsletter/feb02/ATCA_report.htm -- 7.6 Кб -- 23.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22433) - www.atnf.csiro.au/ )
	kpvslice: interactive position-velocity slicing

	Event-driven Tasks and Graphical User Interfaces

	Tape Initialization File







    






9. Tcl/Tk Front-End for free mpeg player from MpegTV.com
mtvcontrol is an interface to the somewhat free audio/video mpeg player available from MpegTV.com . ... Audio does not cut off - this is only the case if you use the demo of MpegTV's (non-free) GUI. mtvcontrol is currently the best free option I know of for a general Unix/Linux MPEG player capable of simultaneous audio and video. ... You'll only really need the mtvp program, which is the part that can be used for free if you are non-commercial/educational. ... It plays only MPEG-1, not MPEG-2. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~fine/Tech/mtv-frontend.html -- 10.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4065) - hea-www.harvard.edu/ )
	ChaMPlane data_archive_.html

	Home Page for SAOimage: The Next Generation

	The SAOimage Menu (options within SAOimage)







    






10. Sample Identification
Next: Identifications and Efficiency Up: THE DEEP X-RAY RADIO Previous: Source Classification . ... For some sources which did not have NVSS positions before the time of optical observations, arcsecond positions from the Texas survey (Douglas et al. 1996) and NED (typically based on VLA data) were used. ... All X-ray/radio sources without counterparts on the survey plates were imaged at either the KPNO 0.9m or the CTIO 0.9m telescopes. ... Previously Identified Sources . Sample Properties . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~ppadovan/survey/dxrbs_paper/node7.html -- 8.0 Кб -- 03.12.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66905) - www.eso.org/ )
	ESO - Science Announcements

	Help for Night Report / Progress Pages

	ESO - Request Handler FAQ







    






11. Spectrograph Interface Control
Slithead identification (which slithead is installed?) will be sensed and reported by the on-board spectrograph computer. ... Observer's software to handle spectrographic observations will be written by JHU and installed on the Fermilab supplied observatory workstation. ... UW will be responsible for the slithead latch-down control. ... Database computer at APO: The observer's software will query the observatory database for information on the currently installed fiber cartridge. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Instruments/SDSS/Spectrographs/Interfaces.html -- 8.6 Кб -- 26.08.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>948) - www.apo.nmsu.edu/ )
	TUI:Instruments:DIS:DIS window

	TUI:Introduction

	TUI:Scripts:Built In Scripts:(Inst):Focus







    






12. System Controlled Functions
 ... Some of the functions that go into designing a tower have been left for SNEAKERS to handle. ... A connector can only be placed on top of a support. ... The supports are placed on top of each other at various angles. ... The system determines the ideal angle from the end of the last support to the designed top of that leg of the tower. ... The maximum angle allowed is , so that the tower will continue to be designed toward the goal at the top. Connectors are always placed on top of supports. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~rdouglas/publications/thesis/section2_7_6.html -- 5.5 Кб -- 13.05.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18163) - www.stsci.edu/ )
	User Options

	Introduction to Patterns

	Mode = ACQ/PEAKDConfig = COS/FUV







    






13. Iowa Robotic Telescope Facilities
 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52) - vega.inp.nsk.su/ )






    






14. http://www.naic.edu/~phil/hardware/generator/networkdoc/Training%20Materials/Supported%20Protocols.pdf
NETWORK APPLICATIONS POWERCOMMAND NETWORKS AVAILABLE PROTOCOLS FOR THIRD PART Y INTERFACE Listed below are the available protocols currently supported by Cummins Power Generation (CPG) for interfacing the PowerCommand Network with third party software/systems. ... Lontalk (Echelon Lonworks)  The PowerCommand network interface modules can be directly connected to any third party system that can support communication to FTT-10 Lonworks devices. ... 



      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/generator/networkdoc/Training%20Materials/Supported%20Protocols.pdf -- 77.7 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4034) - www.naic.edu/ )
	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCATSNCM_S-1434.pdf

	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCC3200NCM_S-1433.pdf

	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCC2100NCM_S-1432.pdf







    






15. http://hea.iki.rssi.ru/integral06/papers/E36_Stephen01-07May07_17:57:56.pdf
USING THE CORRELATION BETWEEN ISGRI SURVEY RESULTS AND OTHER CATALOGUES TO AID SOURCE IDENTIFICATION John B. Stephen, A. Malizia and L. Bassani IASF-INAF, Via P. Gobetti 101, 40129 Bologna, ITALY, E-mail: stephen@iasfbo.inaf.it ABSTRACT In order to help in the identification of INTEGRAL/ISGRI sources, we have developed a software package which allows a rapid and detailed cross-correlation to be performed between various source catalogues. ... We show below some preliminary results from this analysis. ... 



      
[
Текст

] 
 Ссылки http://hea.iki.rssi.ru/integral06/papers/E36_Stephen01-07May07_17:57:56.pdf -- 317.3 Кб -- 07.05.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>952) - hea.iki.rssi.ru/ )






    






16. Apache module mod_auth_anon.c
This module allows "anonymous" user access to authenticated areas. ... Source File: mod_auth_anon.c . ... This module does access control in a manner similar to anonymous-ftp sites; i.e. have a 'magic' user id 'anonymous' and the email address as a password. ... Anonymous_VerifyEmail The example below (when combined with the Auth directives of a htpasswd-file based (or GDM, mSQL etc. ) base access control system allows users in as 'guests' with the following properties: . ... Default: none . ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/mod/mod_auth_anon.html -- 11.9 Кб -- 20.06.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>117) - neptun.sai.msu.ru/ )
	Manual Page: apachectl - Apache HTTP Server

	Apache module mod_status

	Apache module mod_auth_db







    






17. RSAA Local Versions of Gemini Interface Control Documents
Note that these are 'General' ICDs giving information about protocols, not specific ICDs giving details of the full interfaces between specific Gemini systems. ... Document . ... The System Command Interface (PS) . ... The Baseline Attribute/Value Interface (PS) . ... Baseline DHS interface (PS) . ... System Status and Alarms Interface (PS) . ... Wavefront Sensing Information Interface (PS) . ... ICS/TCS Direct Control Interface (PS) . ... Telescope Tube Mass Balance f/16 IR Top End Config. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/gemini/icds.html -- 5.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>622) - www.mso.anu.edu.au/ )
	Designated Observatory Application

	Siding Spring Survey Follow-up Obs

	Untitled1







    






18. http://xmm.vilspa.esa.es/sas/8.0.0/doc/orbit.ps.gz
XMM-Newton Science Analysis System Page: 1 orbit July 1, 2008 Abstract Create a FITS timeseries \HK-like" le from the ODF Spacecraft Reconstructed Orbit File. ... Both sets of values will be written into a standard OGIP-compliant FITS binary extension table with a TIME column value, derived from a start, stop and sampling interval time, each speci ed by the user. ... StartANDEndNotInODFRange (error) Start AND End times selected not congruent with input ODF obs times. ... SAS ODF must be properly set. ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/orbit.ps.gz -- 48.2 Кб -- 01.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10586) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/7.0.0/doc/orbit.ps.gz

	http://xmm.vilspa.esa.es/sas/7.1.0/doc/orbit.ps.gz

	http://xmm.vilspa.esa.es/sas/6.5.0/doc/orbit.ps.gz







    






19. Stellarium: StelVertexBuffer< V > Class Template Reference
Stellarium 0.12.3 . ... Classes . ... FileљStructure . ... ClassљIndex . ... StelVertexBuffer< V > Class Template Reference . Vertex buffer interface. ... Destroy the vertex buffer. ... addVertex (const V &vertex) . ... getVertex (const int index) const . Return vertex at specified index in the buffer. ... setVertex (const int index, const V &vertex) . Set vertex at specified index in the buffer. ... Each StelRenderer backend might have a different vertex buffer buffer implementation. ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classStelVertexBuffer.html -- 29.3 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1109) - astro.uni-altai.ru/ )
	Stellarium: StelIndexBuffer Class Reference

	Stellarium: TelescopeTCP Class Reference

	Stellarium: Position Struct Reference







    






20. MAO NASU :: Topic: Fwd: two postdoc positions available (1/1)
 ... Forum . ... Recent Topics . ... MAO main . Info . Fwd: two postdoc positions available . ... Board Categories MAO main - Info - MAO - news - Flame Technical - Technical Support(Forum)(пўпµя…пїпѕпґпґпµяЂп¶пєп°(п¤пѕяЂяѓпј)) . ... Powered by Kunena Forum . ... MAO NASU . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/index.php/en/forum/info/268-fwd-two-postdoc-positions-available -- 15.1 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>380) - www.mao.kiev.ua/ )
	Aspherical optics
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