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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/UT_table_2000_4400_002_A.pdf.









1. ScrollbarWithLabel (ImageJ API)
 ... Class . ... java.lang.Object java.awt.Component java.awt.Container java.awt.Panel ij.gui.ScrollbarWithLabel . All Implemented Interfaces: . ... public class ScrollbarWithLabel . ... ScrollbarWithLabel ( StackWindow stackWindow, int value, int visible, int minimum, int maximum, java.lang.String label) . ... void . ... int . ... public ScrollbarWithLabel ( StackWindow stackWindow, int value, int visible, int minimum, int maximum, java.lang.String label) . ... public void setBlockIncrement (int b) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/gui/ScrollbarWithLabel.html -- 34.0 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>564) - www.astro.louisville.edu/ )
	Orthogonal_Views (ImageJ API)

	CommandFinder (ImageJ API)

	PlugInFrame (ImageJ API)







    






2. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/Draft%20Minutes%20of%20informal%20FTT-NAS%20TIM.pdf
 ... The current cable tray route specified in the UTE-FTT interface document MRO-ICD-EIE-0032d gives a length of 5.5m from the edge of the optical table to the bottom of Q5, the rack containing the FTT electronics. ... ACTION: - MRO will examine the cable route in detail and estimate the length of cable between the worst case camera position on the optical table and the position of the FTT space in Q5. ... Heat must be extracted from the camera's peltier cooler and also from the camera enclosure. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/Draft%20Minutes%20of%20informal%20FTT-NAS%20TIM.pdf -- 20.1 Кб -- 09.07.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2355) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.InterfaceControl/INT-406-VEN-0008.pdf,1244027538

	http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.Requirements/Science%20and%20metrology%20windows%20specification.pdf

	OptInt PmWiki : MROIFastTipTilt / Interface Control







    






3. Host Command-Line Interface
Next: Writing Shell Scripts Up: The User Interface Previous: Indirect Parameter Input . Miriad tasks can always be run by specifying their parameters on the host command line. ... For example, out=gauss sets the parameter out to the `value' gauss . ... Next, we will run a histogram task, histo , with the input image dataset gauss that we just created: % histo in=gauss . ... The command-line interface is quite appropriate for tasks that take relatively few parameters, or in shell scripts. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node19.html -- 7.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10406) - www.atnf.csiro.au/ )
	Introduction

	Set-related user input

	GEOSEG







    






4. Setting which addresses and ports Apache uses
When Apache starts, it connects to some port and address on the local machine and waits for incoming requests. By default, it listens to all addresses on the machine, and to the port as specified by the Port directive in the server configuration. ... There are two directives used to restrict or specify which addresses and ports Apache listens to. ... Listen can be used to make a single Apache server listen to more than one address and/or port. ... Syntax: Listen [ port | IP-address:port ] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/bind.html -- 6.4 Кб -- 15.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>98) - neptun.sai.msu.ru/ )
	How Directory, Location and Files sections work







    






5. Keyword arguments and default arguments
Routines can now be called with keyword arguments and can use default arguments, that means that some arguments can be given with keywords instead of position and some do not have to be given at all, in which case a standard or default value is used. ... IMPLICIT NONE INTERFACE SUBROUTINE SOLVE (A, B, N) INTEGER, INTENT (IN) : : N REAL, INTENT(OUT) : : A REAL, INTENT(IN), OPTIONAL : : B END SUBROUTINE SOLVE END INTERFACE REAL X ! ... You will use keyword arguments and default arguments so that . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/c8.html -- 5.4 Кб -- 11.02.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/c8.html -- 5.4 Кб -- 11.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1500) - crydee.sai.msu.ru/ )
	Explanation of certain terms

	Conformance: requirements and recommendations

	Fortran 95







    






6. To both compress and view a particular section
. Next: To display a particular Up: *display, xdisplay, xexamine* - Previous: To view a section . tv> display ``xdata$rp110590.qp[block=4][1673:1800,2273:2400]'' . This is a tricky operation. The order of the instructions is critical. The image must first be compressed, then the section specified using the coordinates of the compressed image (logical coordinates). The above will display a 128 128 section. rsdc@cfa.harvard.edu . 1998-06-10



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node71.html -- 3.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1324) - hea-www.harvard.edu/ )
	*fit* - Fit Data to a Specified Model

	Table Filtering

	Regions and Source Parameters







    






7. Binding - Apache HTTP Server
 ... Apache HTTP Server Version 2.2 . ... Configuring Apache to listen on specific addresses and ports. ... Special IPv6 Considerations . ... Listen . When Apache starts, it binds to some port and address on the local machine and waits for incoming requests. ... The Listen directive tells the server to accept incoming requests only on the specified ports or address-and-port combinations. ... For example, to make the server accept connections on both port 80 and port 8000, on all interfaces, use: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/bind.html -- 12.8 Кб -- 21.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7174) - www.arcetri.astro.it/ )
	HwB: Miniature Card (technical) Connector (Offline)

	mod_session_crypto - Apache HTTP Server

	mod_suexec - Apache HTTP Server







    






8. Stellarium: StelIndexBuffer Class Reference
Stellarium 0.12.3 . ... Classes . ... FileљStructure . ... ClassљIndex . ... StelIndexBuffer Class Reference abstract . Generic index buffer interface usable with all Renderer backends. ... virtualљ . ... voidљ . addIndex (const uint index) . ... virtual voidљ . ... index . ... virtual void StelIndexBuffer::addIndex_ . ... virtual void StelIndexBuffer::clear_ . ... virtual void StelIndexBuffer::lock_ . ... virtual void StelIndexBuffer::setIndex_ . ... virtual void StelIndexBuffer::unlock_ . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classStelIndexBuffer.html -- 33.5 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>463) - astro.uni-altai.ru/ )
	Stellarium: StelCircleArcRenderer Class Reference

	Stellarium: StelVertexBuffer< V > Class Template Reference

	Stellarium: SphericalRegion::DrawParams Struct Reference







    






9. http://www.eso.org/projects/www.eso.org.projects.ngc/Software/documentation_NGC.pdf
 ... 4 NGC .. 5 Previous detector controllers .. ... 2.1 D6 D7 D8 D9 D10 D11 D65 D63 D64 D62  NGC   NGC  Requirements Specification,  VLT -SPE- ESO -13660-3207, 0.3  NGC   Software  Requirements,  VLT -SPE- ESO -13660-3670,  1.0  Next General  Detector  Controller ( NGC ) Technical Report,  VLT -TRE-ESO13660-3900  NGC  Base  Software  - Design Description,  VLT -SPE- ESO -13660-3836, 0.1  NGC  Control  Software  System - Optical Instruments - High Level ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/Software/documentation_NGC.pdf -- 128.3 Кб -- 16.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28734) - www.eso.org/ )
	ESO - VLT/Instrument Interfaces

	






