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(116 сайтов)
 ----
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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/UT_table_2000_4400_002_A.pdf.









1. ScrollbarWithLabel (ImageJ API)
 ... Class . ... java.lang.Object java.awt.Component java.awt.Container java.awt.Panel ij.gui.ScrollbarWithLabel . All Implemented Interfaces: . ... public class ScrollbarWithLabel . ... ScrollbarWithLabel ( StackWindow stackWindow, int value, int visible, int minimum, int maximum, java.lang.String label) . ... void . ... int . ... public ScrollbarWithLabel ( StackWindow stackWindow, int value, int visible, int minimum, int maximum, java.lang.String label) . ... public void setBlockIncrement (int b) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/gui/ScrollbarWithLabel.html -- 34.0 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>564) - www.astro.louisville.edu/ )
	Orthogonal_Views (ImageJ API)

	CommandFinder (ImageJ API)

	PlugInFrame (ImageJ API)







    






2. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/Draft%20Minutes%20of%20informal%20FTT-NAS%20TIM.pdf
 ... The current cable tray route specified in the UTE-FTT interface document MRO-ICD-EIE-0032d gives a length of 5.5m from the edge of the optical table to the bottom of Q5, the rack containing the FTT electronics. ... ACTION: - MRO will examine the cable route in detail and estimate the length of cable between the worst case camera position on the optical table and the position of the FTT space in Q5. ... Heat must be extracted from the camera's peltier cooler and also from the camera enclosure. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/Draft%20Minutes%20of%20informal%20FTT-NAS%20TIM.pdf -- 20.1 Кб -- 09.07.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2355) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.InterfaceControl/INT-406-VEN-0008.pdf,1244027538

	http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLine.Requirements/Science%20and%20metrology%20windows%20specification.pdf

	OptInt PmWiki : MROIFastTipTilt / Interface Control







    






3. Host Command-Line Interface
Next: Writing Shell Scripts Up: The User Interface Previous: Indirect Parameter Input . Miriad tasks can always be run by specifying their parameters on the host command line. ... For example, out=gauss sets the parameter out to the `value' gauss . ... Next, we will run a histogram task, histo , with the input image dataset gauss that we just created: % histo in=gauss . ... The command-line interface is quite appropriate for tasks that take relatively few parameters, or in shell scripts. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node19.html -- 7.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10406) - www.atnf.csiro.au/ )
	Introduction

	Set-related user input

	GEOSEG







    






4. Setting which addresses and ports Apache uses
When Apache starts, it connects to some port and address on the local machine and waits for incoming requests. By default, it listens to all addresses on the machine, and to the port as specified by the Port directive in the server configuration. ... There are two directives used to restrict or specify which addresses and ports Apache listens to. ... Listen can be used to make a single Apache server listen to more than one address and/or port. ... Syntax: Listen [ port | IP-address:port ] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/bind.html -- 6.4 Кб -- 15.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>98) - neptun.sai.msu.ru/ )
	How Directory, Location and Files sections work







    






5. Keyword arguments and default arguments
Routines can now be called with keyword arguments and can use default arguments, that means that some arguments can be given with keywords instead of position and some do not have to be given at all, in which case a standard or default value is used. ... IMPLICIT NONE INTERFACE SUBROUTINE SOLVE (A, B, N) INTEGER, INTENT (IN) : : N REAL, INTENT(OUT) : : A REAL, INTENT(IN), OPTIONAL : : B END SUBROUTINE SOLVE END INTERFACE REAL X ! ... You will use keyword arguments and default arguments so that . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/c8.html -- 5.4 Кб -- 11.02.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/c8.html -- 5.4 Кб -- 11.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1500) - crydee.sai.msu.ru/ )
	Explanation of certain terms

	Conformance: requirements and recommendations

	Fortran 95







    






6. To both compress and view a particular section
. Next: To display a particular Up: *display, xdisplay, xexamine* - Previous: To view a section . tv> display ``xdata$rp110590.qp[block=4][1673:1800,2273:2400]'' . This is a tricky operation. The order of the instructions is critical. The image must first be compressed, then the section specified using the coordinates of the compressed image (logical coordinates). The above will display a 128 128 section. rsdc@cfa.harvard.edu . 1998-06-10



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node71.html -- 3.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1324) - hea-www.harvard.edu/ )
	*fit* - Fit Data to a Specified Model

	Table Filtering

	Regions and Source Parameters







    






7. Binding - Apache HTTP Server
 ... Apache HTTP Server Version 2.2 . ... Configuring Apache to listen on specific addresses and ports. ... Special IPv6 Considerations . ... Listen . When Apache starts, it binds to some port and address on the local machine and waits for incoming requests. ... The Listen directive tells the server to accept incoming requests only on the specified ports or address-and-port combinations. ... For example, to make the server accept connections on both port 80 and port 8000, on all interfaces, use: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/bind.html -- 12.8 Кб -- 21.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7174) - www.arcetri.astro.it/ )
	HwB: Miniature Card (technical) Connector (Offline)

	mod_session_crypto - Apache HTTP Server

	mod_suexec - Apache HTTP Server







    






8. Stellarium: StelIndexBuffer Class Reference
Stellarium 0.12.3 . ... Classes . ... FileљStructure . ... ClassљIndex . ... StelIndexBuffer Class Reference abstract . Generic index buffer interface usable with all Renderer backends. ... virtualљ . ... voidљ . addIndex (const uint index) . ... virtual voidљ . ... index . ... virtual void StelIndexBuffer::addIndex_ . ... virtual void StelIndexBuffer::clear_ . ... virtual void StelIndexBuffer::lock_ . ... virtual void StelIndexBuffer::setIndex_ . ... virtual void StelIndexBuffer::unlock_ . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classStelIndexBuffer.html -- 33.5 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>463) - astro.uni-altai.ru/ )
	Stellarium: StelCircleArcRenderer Class Reference

	Stellarium: StelVertexBuffer< V > Class Template Reference

	Stellarium: SphericalRegion::DrawParams Struct Reference







    






9. http://www.eso.org/projects/www.eso.org.projects.ngc/Software/documentation_NGC.pdf
 ... 4 NGC .. 5 Previous detector controllers .. ... 2.1 D6 D7 D8 D9 D10 D11 D65 D63 D64 D62  NGC   NGC  Requirements Specification,  VLT -SPE- ESO -13660-3207, 0.3  NGC   Software  Requirements,  VLT -SPE- ESO -13660-3670,  1.0  Next General  Detector  Controller ( NGC ) Technical Report,  VLT -TRE-ESO13660-3900  NGC  Base  Software  - Design Description,  VLT -SPE- ESO -13660-3836, 0.1  NGC  Control  Software  System - Optical Instruments - High Level ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/Software/documentation_NGC.pdf -- 128.3 Кб -- 16.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28734) - www.eso.org/ )
	ESO - VLT/Instrument Interfaces

	Postscript to PDF conversion

	API Help







    






10. Applying Public Access Programming Techniques To SAOimage
 ... This paper describes our application of the X Public Access ( XPA ) interface to the new version of SAOimage . XPA allows an Xt program to define named public access points through which data and commands can be exchanged with external programs. ... It provides a high-level image display programming interface as well as low-level access to gterm-image widget functions. ... When a new file name is sent to SAOtng , the appropriate header access program is run to gather the overall image dimensions. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/mandele.html -- 11.7 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1542) - www.adass.org/ )
	A Graphical User Interface for a Development Environment (GUIDE)

	POW: A Tcl/Tk Plotting and Image Display Interface Tool for GUIs

	IRAF Multiple Extensions FITS (MEF) Files Interface







    






11. Horizontal Rules
 ... The <HR> element is used for horizontal rules that act as dividers between sections. The SRC attribute can be used to designate a custom graphic, otherwise subclass HR with the CLASS attribute and specify the appropriate rendering with an associated style sheet. ... An SGML identifier used as the target for hypertext links or for naming particular elements in associated style sheets. ... CLASS . ... CLEAR . ... The CLEAR attribute allows you to move down unconditionally: . clear=left . ... 



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/webdesign/html-3.0/rules.html -- 3.9 Кб -- 19.12.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>170) - comet.sai.msu.ru/ )
	HTML Forms

	Character Entity Set(s)

	Headings







    






12. XV-TRACKER
 ... Satellite data ] . SMIS ] . The program controls the data acquisition according to the specified schedule of the sessions. ... The calibration of AVHRR instrument data is performed during acquisition . The program can be started in parallel with the satellite pass visualization, that allows the user to monitor a session and store data only relevant to specific regions in manual selection mode. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_track.htm -- 3.4 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12) - smis.iki.rssi.ru/ )






    






13. Figure 3
. Figure 3. Dark dimmings and bright post-eruption arcades in solar sources of the severest FDs over the solar cycle 23 in SOHO/EIT 195 е fixed-base difference images. The FD magnitude of the strongest disturbances and the dates and time of their registration are specified in the upper right corner of each panel. The dates and time of EIT images subjected to the subtraction are specified at the bottom of each panel.



      
[
Сохраненная копия

] 
 Ссылки http://www.izmiran.rssi.ru/~ichertok/Forbush/FD_strong.htm -- 1.8 Кб -- 14.05.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>208) - www.izmiran.rssi.ru/ )
	Tesla Specs







    






14. Interrupts and Signals
Next: Sending Signals - kill() Up: Process Control and Management Previous: pipe() - Low level Piping . ... When a process terminates abnormally it usually tries to send a signal indicating what went wrong. ... The process uses signals which can be numbered 0 to 31. Macros are defined in signal.h header file for common signals. ... Sending Signals - kill() . Receiving signals - signal() . ... Wed Sep 14 10:06:31 BST 1994 ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/book/c_marshall/subsection2_18_4_3.html -- 2.7 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/book/c_marshall/subsection2_18_4_3.html -- 2.7 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/book/c_marshall/subsection2_18_4_3.html -- 2.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>511) - jet.sao.ru/ )
	Remote Procedure Calls (RPC)

	Глава 5. Ethernet/IEEE 802.3

	LWN: Porting device drivers to the 2.6 kernel







    






15. http://www.jsc.nasa.gov/history/oral_histories/LlewellynJS/JSL_Bio.pdf
 ... Triangle Service Station, Seaford,  Virginia  (Summer 1954) York Air Conditioner, Warwick,  Virginia  (Summer 1955) Colonial National Park, Yorktown,  Virginia  (Summer 1956) NACA Langley Aeronautical Laboratory, Hampton,  Virginia  Math Aid, Structural Dynamic Section, High Temperature  Branch , Pilotless Aircraft  Research   Division  (1957-1958)  Research   Engineer , Analysis and Computation  Branch , Structures  Research   Division , ... B. Johnson Space Center, Houston, TX. ... 



      
[
Текст

] 
 Ссылки http://www.jsc.nasa.gov/history/oral_histories/LlewellynJS/JSL_Bio.pdf -- 96.5 Кб -- 22.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1621) - www.jsc.nasa.gov/ )






    






16. Pulkovo NEO Page: Ephemeris Support
Pulkovo NEO Page . ... EPOS Software Package . ... EPOS ( E phemeris P rogram for O bjects of the S olar system) is the Windows PC application for study and ephemeris support of observations of the Solar system objects. ... It controls the part of common data and transfers the control to one of the programs that solve the restricted set of tasks. ... So with the EPOS software package one can calculate the accurate ephemerides for many objects and get the quick illustration of their motion as well. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.gao.spb.ru/personal/neo/eng/esupp/main.htm -- 15.5 Кб -- 06.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>127) - www.gao.spb.ru/ )
	General description of the database







    






17. (Untitled)
To proceed to drawing tracks of some objects select Tracks item in menu bar and then select Input Data in drop-down menu. Enter initial and final dates of time interval in corresponding data fields of the Input Data dialog box Input Data . ... The frame with horizontal and vertical scales corresponding to the right ascension and declination axes appears on screen. ... Depending on specifications introduced in the Input Data dialog box the picture represents tracks up to three different objects. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user2pnr.htm -- 3.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>146) - www.ipa.nw.ru/ )
	ENGAMPLE







    






18. WCSFix - Web Interface
SAI VO . ... SAI CAS . ... Web Services . Catalog Access Services . ... SAI VO Wiki . ... Program Access . SAI CAS Wiki . SAI Web Services . WCSFix . ... Upload your FITS image - and get it back with reliable WCS header imprinted! Select your image . ... Specify the approximate center and size of the image . ... Center: Radius: degrees arcmin arcsec . ... Select catalogue to match with . Catalogue: usnob1 usnoa2 tycho2 . ... SAI MSU | ... 



      
[
Сохраненная копия

] 
 Ссылки http://vo.astronet.ru/ws/wcsfix/wcsfix.php -- 5.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>163) - vo.astronet.ru/ )
	SAI CAS: ConeSearch interface







    






19. TUI:Telescope:Slew Window:Options:Drift Scan
Allows you to specify a drift scan: motion at a constant velocity along a great circle. ... The path starts at the new object position (though the telescope actually intersects the path later, see Subtleties ). ... Note that the units are always /sec for both axes. ... The velocity along the path is 0.01 /sec. ... The path is assumed to start when you hit the Slew button (more precisely, when the TCC parses the command). However, it takes the telescope awhile to slew to meet the specified path. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Telescope/SlewWin/DriftScanPanel.html -- 4.9 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>543) - www.apo.nmsu.edu/ )
	Spectrograph Interface Control

	TUI:Instruments:Agile:Agile window

	DIS Commands







    






20. Open Systems Handbook: A Guide to Building Open Systems
Open Systems Handbook: A Guide to Building Open Systems . ... This book is designed to provide interested individuals and organizations with an overview of open systems and the work being done to achieve them. ... This section is organized using a descriptive model of an open systems environment developed by the IEEE PI 003.0 Working Group, which is developing the Guide to POSIX-based Open System Architecture. ... Standards for open systems 13 . Chapter 3: The open systems environment (OSE) 15 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/rus/casr/os/3_12/1/13.htm -- 22.3 Кб -- 21.03.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>360) - www.cplire.ru/ )
	Actor Prolog User Guide. Residents.

	NIST Spetial Publication 500-220. Guide on Open System Environment

	amazon4
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