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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf.









1. Central Processor Manager CentralProcessor 0.11 documentation

 ... CentralProcessor 0.11 documentation . ... The Central Processor Manager is the local monitoring and control agent for the Central Processor sub-system. ... At the moment the Central Processor Manager only controls the acquisition phase; that is, it only controls the ingest pipeline. ... In addition to the CP manager specific parameters, any parameters that begin with ice_properties are passed directly to the ICE Communicator during initialisation. ... string . ... Central Processor Manager . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/services/manager/index.html -- 16.3 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20436) - www.atnf.csiro.au/ )
	ccalapply (Calibration Applicator) CentralProcessor 0.11 documentation







    






2. The SRON-HeaD Data Analysis System

Next: Three-dimensional Data Analysis in IRAF and ZODIAC+ . ... A data analysis system has been developed at SRON, which has been designed to allow rigorous control of the quality of its processed data products. ... This means recording all parameters of all steps which lead to the establishment of the final data products (Figure 1 ). ... Figure: A processing pipeline is a sequence of tasks with several input/output files and parameters, which pass data from one task to the next. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/devriesc.html -- 9.7 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1997) - www.adass.org/ )
	Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at

	Interfacing the Tk Toolkit to ADAM

	The ISO Post-Mission Archive







    






3. XMM-Newton SAS: Watchout Page

 ... Watchouts . ... The new SASv6.0 task parameter handling system is capable of understanding complex expressions for allowable values, in addition to setting default values as in former SAS versions. ... implies with SASv6.0 --withimageset=yes , unless --withimageset=no is explicitly set. ... Let's suppose that you wrote in the past a SAS script, including the following command to extract a pn image: . evselect table=PNclean.fits imagebinning=binSize imageset=PNimage.fits withimageset=yes \ . ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/watchout/6.0/New_parameter_interface.shtml -- 6.7 Кб -- 22.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15504) - xmm.vilspa.esa.es/ )
	Command line syntax

	The command line

	Description







    






4. http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-jstegmei.pdf

ESO New General  detector  Controller ( NGC ) ( NGC ) Base  Software  And Infrared  Detector   Control   Software  16/08/2008 J. Stegmeier  Detector  4 -  ADC   ADC   Detector  [N] -  ADC   ADC  Down Up AQ Clock/Bias  Driver   Sequencer  Down FEB Up  NGC  LLCU (Linux) [N] -  ADC   ADC  23  Detector   Detector   Detector   Detector   Detector   Detector  Up ... Driver and Interface Device Driver for Linux kernels 2.4 and 2.6 (software module "ngcdrv "). ... VLTSW-Release New Detectors (Aquarius). ... 




      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-jstegmei.pdf -- 956.2 Кб -- 20.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16804) - www.eso.org/ )
	Derived parameters

	Preparation of parameter file

	System configuration







    






5. Spectrograph Interface Control

Slithead identification (which slithead is installed?) will be sensed and reported by the on-board spectrograph computer. ... Observer's software to handle spectrographic observations will be written by JHU and installed on the Fermilab supplied observatory workstation. ... UW will be responsible for the slithead latch-down control. ... Database computer at APO: The observer's software will query the observatory database for information on the currently installed fiber cartridge. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Instruments/SDSS/Spectrographs/Interfaces.html -- 8.6 Кб -- 26.08.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>856) - www.apo.nmsu.edu/ )
	MCP Menu documentation

	Astrophysical Research Consortium - Apache Point Observatory

	TUI:Instruments:Agile:Agile window







    






6. Sfit Control Language: Classified Listing

 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1681) - star.arm.ac.uk/ )
	Spectrum - control

	SCL Sfit Genetic Commands







    






7. Command line interface to libAIR and water vapour column retrieval Bojan

 ... Bojan Nikolic web pages (r. 329) . ... Since version 0.12, libAIR comes with a simple command line interface to the routines which retrieve the water vapour and the phase correction coefficient. Currently only the very simplest model is supported, in which the all of pressure, temperature and water vapour column are free parameters, and they are inferred from the four observed water vapour radiometer readings. ... Command line interface to libAIR and water vapour column retrieval . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/alma/libaircmdline.html -- 10.4 Кб -- 04.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3399) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Baseline Solution Software

	OptInt PmWiki : Baseline Solution Software | History

	OptInt PmWiki : Markup Expressions







    






8. XLong

Next: Graphical User Interfaces Up: Reduction of Long Previous: End of the . This chapter describes the use of the Graphical User Interface XLong. The interface XLong generates and sends MIDAS commands to the monitor. ... The interface is however a convenient additional layer of the software providing on-line help, visibility over the parameter values and options and avoiding syntax problems. ... Graphical User Interfaces . ... Wavelength calibration . ... Performing Batch Reduction . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node522.html -- 4.9 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3005) - www.sao.ru/ )
	XEchelle

	Session Parameters

	apachectl - Apache HTTP Server Control Interface - Apache HTTP Server







    






9. http://www.naic.edu/~phil/hardware/vertex/doc/orig/progl034.doc

 ... PROGRAM ORGANIZATION 3 1.1. ... Organization Blocks 4 2.2. ... Software  Organization  Overview PB FB, FX DB ------------------------------------------------------------------  General   functions  10- 49 180-255 10-49 supervisory  functions  10- 19 displays +  control  panels 20- 29 ------------------------------------------------------------------  positions  50- 99 200-255 50- 99 ------------------------------------------------------------------ operation 100-149 180-200 100-149 ---- ... 




      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/vertex/doc/orig/progl034.doc -- 58.5 Кб -- 13.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3540) - www.naic.edu/ )
	The CIMA Homepage

	CIMA Configuration Files







    






10. http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf

TOOLS OF TEST GENERATION FOR SATELLITES CONTROL PROGRAMS Andrey Tyugashev, Ekaterina Myasnikova, Elena Sopchenko S.P. Korolyov Samara State Aerospace University (National Reseach University) The paper presents a research in the field of test automation for testing spacecraft control programs. ... Programmers or designers of spacecraft systems write tests manually. ... Tests are carried out by issuing the control actions on the spacecraft and condition monitoring systems parameters of the spacecraft. ... 




      
[
Текст

] 
 Ссылки http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf -- 161.6 Кб -- 04.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>622) - www.ssau.ru/ )






    






11. apachectl - Apache HTTP Server Control Interface - Apache HTTP Server

 ... Apache HTTP Server Version 2.2 . Apache > HTTP Server > Documentation > Version 2.2 > Programs . ... apachectl is a front end to the Apache HyperText Transfer Protocol (HTTP) server. It is designed to help the administrator control the functioning of the Apache httpd daemon. The apachectl script can operate in two modes. ... If your Apache installation uses non-standard paths, you will need to edit the apachectl script to set the appropriate paths to the httpd binary. ... Starting Apache . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/de/programs/apachectl.html -- 11.9 Кб -- 21.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9034) - www.arcetri.astro.it/ )
	Program use

	Program parameters

	Software







    






12. http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf

 ... Basic Observables: Zero-differenced phase and code ionosphere-free combinations of global GNSS network stations, corrected by P1-C1  satellite  code  biases  (cc2noncc),  daily  observations with 30 seconds sampling rate Sites  coordinates : IGb08 reference frame  coordinates  and velocities Displacements: solid tides, ocean loading, pole tide loading (IERS 2010) Geometric  model : Receivers antennas eccentricities, absolute receiver and ... 




      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf -- 2427.5 Кб -- 30.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>275) - www.gao.spb.ru/ )
	Pulkovo NEO Page: Ephemeris Support







    






13. Telemetry processing

. 500 bps: safing only . 4000 bps: original standard . 32000 bps: current standard . Operates on one byte quantities . Handles both hardware and software data . Table driven definition of telemetry format allows for changes with time . Cycles through 200 1-byte parameters in 50 msec. (one minor frame) . Processes 4 1-byte parameters each cycle of the 1kHz process . 1200 minor frames in a major frame (60 seconds) . Previous slide . Next slide . Back to first slide . View graphic version . Ъ




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/training/events/HowHSTWorks/SSD990225/tsld011.htm -- 2.4 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20203) - www.stsci.edu/ )
	Index

	Optional Parameters [Optional_Parameters]







    






14. http://www.stecf.org/conferences/adass/adassVII/reprints/dolenskym1.ps.gz

 ... Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at STECF M. Dolensky, A. Micol, B. Pirenne and M. Rosa Space Telescope  European Coordinating Facility, KarlSchwarzschildStr. ... The Pipeline In order to generate the missing jitter files a pipeline was set up (Figures 1 and 2). ... Both the Mission Schedule and the AEDP subset files are retrieved from the Data Archive and Distribution System (DADS) at STScI. ... 94 STScI started producing obs logs on a regular basis. ... 




      
[
Текст

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/reprints/dolenskym1.ps.gz -- 122.4 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>278) - www.stecf.org/ )
	http://www.stecf.org/conferences/adass/adassVII/reprints/miebachm.ps.gz

	http://www.stecf.org/conferences/adass/adassVII/reprints/conroym.ps.gz

	http://www.stecf.org/conferences/adass/adassVII/reprints/blym.ps.gz







    






15. XmTel Research Telescope Control for Linux

XmTel uses the XPA interface for extensible connection to the operating system and scripting. ... Support for several commercial telescopes and controllers under Linux .. ... Software Bisque Paramount ME (requires RTS2 library) . ... In the current version of XmTel .. ... Offers command line and scripted operation using XPA . ... Version 7 includes the XPA server, telescope drivers, a client, utility software, and a standalone option that does not use XPA. ... Previous versions and support for INDI . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/ -- 3.9 Кб -- 18.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>891) - www.astro.louisville.edu/ )
	Moore Observatory's XmDome

	Uses of Interface ij.gui.DialogListener (ImageJ API)







    






16. Software Maintenance Manual

 ... Created: 23 February 2001 . ... SOFTWARE MAINTENANCE MANUAL . ... 9 January 2001 . ... Note: in the final document, the table of contents will be to third level] . The Software Maintenance Manual describes the procedures for installation and maintenance of the software for the Gemini Near-infrared Integral Field Spectrograph (NIFS). ... Section 19.4.3 of the document “Programmatic Requirements for Gemini Instrumentation Development” states the requirements for the Software Maintenance Manual . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/manuals/man0003.htm -- 139.3 Кб -- 06.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>447) - www.mso.anu.edu.au/ )
	RSAA Local Versions of Gemini Interface Control Documents







    






17. Editing Files and Parameters

 ... eparam* - edit parameter files . ... Type ``<esc>-?'' within a parameter editor for more details on commands. *tupar* - Edit table headers . Table files (* .tab ) consist of a header including a variety of parameters and the table itself. It is possible to edit the header using tupar and the table with tedit provided you have write-access to the file. ... Works like emacs but uses <ctrl> D to exit. *hedit* - edit image file header . qphedit* - edit .qp file headers . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node11.html -- 5.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2336) - hea-www.harvard.edu/ )
	The ST-4

	Parameters

	Listing and Printing Files, Parameters, and Tables







    






18. Access via e-mail

 ... The e-mail interface of the CATS is designed like CGI for the call of the basic procedures: select and match from the html-forms and the program is a lexical analyser, distinguishing keywords and parameters from the electronic letter sent to the address `cats@sao.ru'. ... The output of result is forseen in the same formats as in other forms of the access to the CATS. ... out[put] < arg1 arg2... > . ... ra [ < arg1 > ] < arg2 > < arg3 > ... min max [center] . ... window < arg1 arg2 ... > . ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1209) - jet.sao.ru/ )
	V.Shergin's Home Page

	Sts dsp - EZKit Lite to MATLAB

	Bus Hound







    






19. Cray

Fortran 90 properties already in CF77 . ... Only the old form (fix form) of the source code is available. ... LOGICAL Default  KIND   number  = 8 INTEGER Default int7 int15  KIND   number  = 6 1 2 digits = 46 7 15 radix = 2 2 2 range = 13 2 4 huge = 70368744177663 127 32767 bit_size = 46 8 16 INTEGER int31 int46 int64  KIND   number  = 4 6 8 digits = 31 46 63 radix = 2 2 2 range = 9 13 18 huge = 2147483647 70368744177663 9223372036854775807 bit_size = 32 46 46 REAL half Default,single  double   KIND ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/cray.html -- 11.0 Кб -- 24.10.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/cray.html -- 11.0 Кб -- 24.10.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3511) - crydee.sai.msu.ru/ )
	Notation

	Gaussian Chirplet

	NAG's Fortran 90







    






20. Meade Instruments Corporation - Operating Instructions #505 Connector Cable Set

 ... Meade Instruments Corporation . ... 505 Connector Cable Set . Operating Instructions for use with the Meade? Autostar? ... The #505 Connector Cable Set provides access to three Autostar operations: . ... 2: #505 Connector Cable Set connects between two Autostar handboxes. (1) 3-foot cable. ... If you have a question concerning use of the #505 Connector Cable Set, call the Meade Instruments Customer Service Department at (949) 451-1450, or fax at (949) 451-1460. ... Autostar Downloads . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/505ccs/index.html -- 18.0 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2476) - www.meade.com/ )
	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,
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