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Показаны документы, содержащие фрагменты текста из документа

 http://www.mso.anu.edu.au/pfrancis/phys1101/Lectures/L09/Lecture09.pdf.









1. Summary of Friction
.



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/1995/ph161/friction.html -- 4.9 Кб -- 23.09.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>386) - zebu.uoregon.edu/ )
	Potential Energy







    






2. The AstroStat Slog normalization
 ... People . Posts tagged ?normalization? ... One realization of mine during the meeting was related to a cultural difference; therefore, there is no relation to any presentations during the 212th AAS in this post. ... Category: Bad AstroStat , Cross-Cultural , Uncertainty | Comment . ... Entries RSS . ... vlk on [MADS] Parallel Coordinates . upvc windows on [MADS] Parallel Coordinates . ... Alfred Inselberg on [MADS] Parallel Coordinates . ... Entries (RSS) and Comments (RSS) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/tag/normalization/index.html -- 19.3 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3945) - hea-www.harvard.edu/ )
	The AstroStat Slog Blog Archive my first AAS. VI. Normalization

	The AstroStat Slog normal

	The AstroStat Slog measure







    






3. http://www.mso.anu.edu.au/pfrancis/phys1101/Lectures/L03/lecture03.pdf
Momentum Thursday, 24 February 2011 Quick Introduction to Momentum Principle · We will come back to all of this - this is just a taster. ... Thursday, 24 February 2011 What is this (Gamma)? = 1 1- v c 2 You are probably familiar with momentum - mass times velocity - but the real equation has this extra term in it. ... Thursday, 24 February 2011 Thursday, 24 February 2011 Thursday, 24 February 2011 Don't normally need to worry about Gamma · Unless you are dealing with remarkably fast motion! ... 



      
[
Текст

] 
 Ссылки http://www.mso.anu.edu.au/pfrancis/phys1101/Lectures/L03/lecture03.pdf -- 1363.4 Кб -- 24.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>981) - www.mso.anu.edu.au/ )
	ASTR1002 Assignment 1

	Computer Lab







    






4. CSPICE Routines: SURFNM_C
 ... Abstract This routine computes the outward-pointing, unit normal vector from a point on the surface of an ellipsoid. ... Brief_I/O VARIABLE I/O DESCRIPTION -------- --- -------------------------------------------------- a I Length of the ellisoid semi-axis along the x-axis. b I Length of the ellisoid semi-axis along the y-axis. c I Length of the ellisoid semi-axis along the z-axis. point I Body-fixed coordinates of a point on the ellipsoid normal O Outward pointing unit normal to ellipsoid at point ...



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~sontag/spicedocs/cspice/surfnm_c.html -- 6.5 Кб -- 17.12.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16329) - www.stsci.edu/ )
	CSPICE Routines: NEARPT_C

	Simulation of a Distant Cluster of Normal Galaxies

	Comments







    






5. rcvr shutters
 ... the shutters, loads . ... We have shutter/receiver protection to protect the receivers when we transmit with one of our transmitters (sband,430, hf). ... this is also controlled by the 430 ch load/antenna switch. closed always wins . ... shutter - open,close, or query the receiver/radar shutters . ... When the 430 dome is being used, we want to close all shutters, but leave the 430 dome receiver under control of the ch load/antenna switch (above the oscilloscopes in receiver room). ... shutter close...



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/hardware/shutters/rcvrshutters.html -- 15.9 Кб -- 27.05.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3607) - www.naic.edu/ )
	on,off position switching offsets

	spectrometer counts to kelvins

	Slide 2







    






6. Stellar Winds From Normal Stars
 ... The effect of the normal star on the compact magnetized component is largely determined by the rate and velocity of stellar wind at infinity . ... For Be-stars (i.e. those stars at the stage ``I'' whose mass increased during the first mass exchange), the wind velocity at infinity is taken to be equal to the Keplerian velocity   at the stellar surface . Thus, the lower stellar wind velocity leads to an effective increase of the captured mass rate by a secondary companion to such Be-stars. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node10.html -- 5.8 Кб -- 25.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>573) - xray.sai.msu.ru/ )
	Why do Radiopulsars not Usually Form Pairs with Normal Stars?

	Principal Evolutionary States of Normal Stars

	Star Formation Rate and Normalization of Stellar Populations







    






7. XWare > APOD
 ... On the left is a normal star field containing the constellation Orion. ... A Star Where Photons Orbit . ... Enceladus orbits Saturn between the smaller Mimas and the larger Tethys. Enceladus is composed mostly of water ice and has the cleanest and purest ice surface in the Solar System. ... The Crab Nebula resulted from a star that exploded - a supernova. ... The outer layers of the star were thrown violently into space, while the inner core collapsed to form a neutron star. ... Water World . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/xware/apod.html?page=709&d=2015-04 -- 15.2 Кб -- 13.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>82028) - www.astronet.ru/ )






    






8. Lunar equatorial positions. Explanations for Computer Ephemeris.
. Computer Ephemeris. Lunar equatorial positions. Explanations. Each row contains at 0 h and 12 h of Time Dynamical Terrestrial: month, day, apparent right ascension (hours, minutes, seconds), apparent declination (degrees, minutes, seconds of arc) and geocentric distance (in Earth's radii).



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/ephem/exp/Mo1.html -- 1.8 Кб -- 16.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>257) - space.univ.kiev.ua/ )
	Central meridian positions for physical observations of Uranus for Computer

	Central meridian positions for physical observations of Saturn for Computer

	Contents of Computer Ephemeris for 2014 (DE200/LE200).







    






9. ATCA_report
 ... After a brief leave in Bangalore to work on astronomy (and holiday in Nepal), Dave will be continuing in management positions within the ATNF. ... We have also hosted an observing project visit from a contingent of ATNF and CTIP vacation scholars, who observed h Carina with the new 12-mm system (see article elsewhere in this issue), observed new HIPASS galaxies, and studied interference from microwave ovens. ... Currently we are testing this system with a single antenna. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/news/newsletter/feb02/ATCA_report.htm -- 7.6 Кб -- 23.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18834) - www.atnf.csiro.au/ )
	correlator:mpiscript [ATNF VLBI Wiki]

	casacore: casa::Normal Class Reference

	Archive of VLBI Observations Majordomo List







    






10. Linux I/O port programming mini-HOWTO: Using I/O ports in C programs
 ... Routines for accessing I/O ports are in /usr/include/asm/io.h (or linux/include/asm-i386/io.h in the kernel source distribution). ... Before you access any ports, you must give your program permission to do so. This is done by calling the ioperm() function (declared in unistd.h , and defined in the kernel) somewhere near the start of your program (before any I/O port accesses). ... For example, ioperm(0x300, 5, 1) would give access to ports 0x300 through 0x304 (a total of 5 ports). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/doc/io-portprog/IO-Port-Programming-2.html -- 7.6 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/doc/io-portprog/IO-Port-Programming-2.html -- 7.6 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/doc/io-portprog/IO-Port-Programming-2.html -- 7.6 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>873) - jet.sao.ru/ )
	From Power Up To Bash Prompt: Lilo







    






11. Calculating the Position and Velocity Components of HST
 ... The HST uses an onboard model of its orbit to perform in real-time various control functions relating to spacecraft operations and observation support. ... New coefficients for the ephemeris are updated every other day, and are archived as FITS keywords for each HST observation data set. Using these coefficients,an observer can perform a variety of calibration and characterization calculations relating to the orbital position and velocity of the telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/aket.html -- 12.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1584) - www.adass.org/ )
	The New JCMT Holographic Surface Mapping System - Implementation

	Modelling Spectro-photometric Characteristics of Eclipsing Binaries

	Modelling Spectro-photometric Characteristics of Nonradially Pulsating Stars







    






12. Long description of how floats overlap with boxes in normal flow
This diagram illustrates a floating image that overlaps the borders of one paragraph in normal flow: the paragraph borders are clipped by the non-transparent parts of the image. ... A left-floating image causes the final three lines of the upper paragraph to float along its right side. The paragraph borders shine through the margin area of the image box. ... The second paragraph flows normally, starting below the image's bottom margin. ... Return to image. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/css2/images/longdesc/floatclear-desc.html -- 2.2 Кб -- 01.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4330) - crydee.sai.msu.ru/ )
	Property index

	Feature enhancement: normalizing

	Streets of modern Kyoto: page 12







    






13. astro-ph
Full-Text Search . ... arXiv.org . astro-ph . ... SAI VO . Search sort results by Date Relevance . ... Whitespace-separated words are treated as AND ed. Show 10 50 100 articles per page in Full Compact mode . Normalized to: Force, B. 3 article(s) in total . 24 co-authors, from 1 to 3 common article(s). Median position in authors list is 7,0 . Co-author(s): . Bottinelli, S.. ... Astronet | SAI MSU . ... 



      
[
Сохраненная копия

] 
 Ссылки http://vo.astronet.ru/arxiv/?author=Force%2C%20B. -- 9.8 Кб -- 21.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>39547) - vo.astronet.ru/ )






    






14. HwB: SGI Video Connector (Offline)
 ... Monitor ID Bit 3, TTL . ... Composite Sync (Active Low), TTL . ... Horizontal Drive (Active High), TTL . ... Vertical Drive (Active High), TTL . ... Digital Ground . ... Sync Ground . ... Composite Sync . ... Horizontal Sync . ... Vertical Sync . ... DDC Ground . ... Chassis Ground . ... SGI Octane Workstation Owner's Guide . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/hwbook/connector/av/sgivideo.html -- 4.2 Кб -- 06.07.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8003) - www.arcetri.astro.it/ )
	HwB: Adapter Tutorial (Offline)

	HwB: Cable Tutorial (Offline)

	HwB: A1000 to Amiga Parallel Adapter (Offline)







    






15. Primary mirror supports
 ... In the case of the 2.5-m telescope primary mirror, the support actuators are air pistons. The 48 axial and 18 transverse air pistons support the axial and transverse components of the mirror weight vector respectively. ... Piston force . ... To measure the response of an air piston to transverse forces, a transverse piston was loaded with 11 kg lead bricks and pressurized using a syringe (Figure 3). ... Figure 4: The air piston acts like a spring with hysteresis in response to a side force. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/19981019_1rySupportIV/19981019.html -- 10.6 Кб -- 27.10.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>772) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory

	PVCam Gotchas

	TCC User's Guide







    






16. APOD: 2007 December 16 - The Holographic Principle
 ... 2007 December 16 . The Holographic Principle . ... According to the Holographic Principle , the most information you can get from this image is about 3 x 10 65 bits for a normal sized computer monitor. ... The principle derives from the idea that the Planck length , the length scale where quantum mechanics begins to dominate classical gravity , is one side of an area that can hold only about one bit of information. ... About APOD | ... NASA Official: Phillip Newman Specific rights apply . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap071216.html -- 5.9 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2836) - www.sai.msu.su/ )
	APOD: 2003 May 18 - The Holographic Principle

	APOD: 2009 September 13 - The Holographic Principle

	APOD: 2005 January 30 - The Holographic Principle







    






17. Meade Instruments Corporation - Autostar Computer Controller Instruction Manual
 ... Meade Instruments Corporation . ... Autostar Computer Controller Instruction Manual . Autostar Computer Controller . ... NOTE: This manual covers both Model #495 Autostar and #497 ETX Autostar Computer Controllers. ... Autostar Primary Menus and Options . ... Chapter 3: Alignment . ... Guided Tour Menu . ... Chapter 5: Autostar Menu Functions . ... Meade Autostar Computer Controller . ... Meade #505 Connector Cable Set Manual . ... Copyright 2006 Meade Instruments Corporation, All Rights Reserved. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/autostar/index.html -- 11.8 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2482) - www.meade.com/ )
	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,







    






18. http://selena.sai.msu.ru/Rod/Publications/ms38/ms015.pdf
Microsymposium 38, MS015, 2003 (letter format) MARS: MOVEMENT OF GEOGRAPHICAL POLES AND DEFORMATION OF ITS SURFACE. ... The global analysis of the Earth linear structure elements has allowed to define the position of geographical poles in the different geochronological periods [3, 4]. ... It is the curves that unite sequences of geographical poles - poles of symmetry of faults in the global stress field fixed by faults on a surface of the mantle during its rotation around of the core. ... 



      
[
Текст

] 
 Ссылки http://selena.sai.msu.ru/Rod/Publications/ms38/ms015.pdf -- 202.4 Кб -- 06.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>122) - selena.sai.msu.ru/ )
	http://selena.sai.msu.ru/Rod/Publications/ms40/21_Dolitsky_etal.pdf







    






19. http://www.issp.ac.ru/lsc/files/CrystResTech_Pyrocarbon_1999.pdf
 ... Replacement of RF susceptor made of normal grade graphite by that made of pyrocarbon covered graphite results in increase of the optical transmission of sapphire ribbons grown by the Stepanov/EFG technique. ... Improvement of Optical Quality of Sapphire Crystals Fig. ... It was found that optical transmission of sapphire ribbons grown with the pyrocarbon covered susceptor was better than that of the ribbons grown when the normal grade graphite susceptor was applied (Fig. ... 



      
[
Текст

] 
 Ссылки http://www.issp.ac.ru/lsc/files/CrystResTech_Pyrocarbon_1999.pdf -- 89.4 Кб -- 09.02.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1100) - www.issp.ac.ru/ )
	Laboratory of Quantum Crystals

	Interacting Electrons in Normal Metals

	Лаборатория квантовых кристаллов







    






20. HwB: Connector Tutorial
First at each page there a short heading describing what the connector is. After that there is at each page there is one or more pictures of the connectors. ... At the computer) . ... Below the pictures there is texts that describes the connectors. Including the name of the physical connector. 5 PIN DIN 180° (DIN41524) at the computer. The pin table is perhaps the information you are looking for. ... Pin . Name . ... The source of the information is perhaps a book or another site. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/Components/NewSprawoch/connect/menu_Connector_Tutorial.html -- 4.5 Кб -- 26.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2129) - www.sao.ru/ )
	HwB: Adapter Tutorial

	HwB: Cable Tutorial

	HwB: A1000 to Amiga Parallel Adapter
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