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Показаны документы, содержащие фрагменты текста из документа

 http://www.naic.edu/~astro/School/Talks/large_pdf/oneil_calib_2.pdf.









1. Rotation range

 ... This document and the attached postscript figure document an analysis that I did to determine the optimum midpoint and required ranges for both the rotator and azimuth for the 2.5 M telescope. ... I simulate a series of drift scans on the sky for tracks that cover the northern survey area. These tracks cover the range in survey latitude of -60 to +60 degrees, spaced by 10 degrees. ... Along each track the azimuth, elevation, and position angle of the CCD is computed at 1 minute intervals. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/19990127_RotationRange/19990127.html -- 7.2 Кб -- 27.01.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>758) - www.apo.nmsu.edu/ )
	Tilt and Sag Coefficients: 14 Apr 2000

	M1 Airflow Lab Tests

	Temperature Measurement System For A 3.5-Meter Borosilicate mirror







    






2. Results

 ... The results of a simple trial for sample shifting section are now reported. The one-dimensional image range was normalized (i.e., the image existed for ). ... The image plane was uniformly sampled at 11 points, 10 points inside the image and one point outside the right boundary of the image ( , , , and ). was then minimized for two cases: when and (greatly restricting the range of the PSF used for calculating ), and again for and (which maximizes the range of the PSF). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/stsci/meetings/irw/proceedings/mcnowns.dir/section3_3.html -- 5.9 Кб -- 15.04.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16903) - www.stsci.edu/ )
	Linear Ramp Filters

	CSPICE Routines: OSCELT_C

	Photometric Analysis







    






3. http://www.naic.edu/~phil/hardware/12meter/AreciboSATexcerpts1-28-10.doc

 ... Drive the Reflector in elevation to the zenith position. ... Elevation | ... 7 SUMMARY OF REFLECTOR SURFACE ACCURACY MEASUREMENT Test Date: Start Time: End Time: Weather Conditions during Test: Comments: By- _________________ Date- _______________ SUB-REFLECTOR AND FEED POSITION AND ALIGNMENT MEASUREMENT 1 2 OVERVIEW This test is to measure and record the positions of the sub- reflector and feed horn using photogrammetry. ... 3 4 SUB-REFLECTOR/FEED POSITION AND ALIGNMENT MEASUREMENT TEST PROCEDURE 1...




      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/12meter/AreciboSATexcerpts1-28-10.doc -- 142.0 Кб -- 29.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5806) - www.naic.edu/ )
	http://www.naic.edu/~gibson/galfa/igalfa/docs/poster_2011_ncur_newton_full.pdf

	HISA Poster for the 195th Meeting of the AAS, January, 2000

	on,off position switching offsets







    






4. ADASS 2003 Conference Proceedings

 ... On-line calibration consists of calibration operations performed to maintain the ALMA observing system properly tuned to successfully execute the planned observations. ... Among processing operations are the calibration of the atmospheric absorption, of phase radiometric correction, of pointing scans, of phase and amplitude reference measurements, .. ... In the mean time tests of the calibration software will proceed using both simulated data and data from the antenna prototypes...?re 1 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/P1-29/ -- 15.7 Кб -- 05.09.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1802) - www.adass.org/ )
	ADASS 2002 Conference Proceedings

	Identification and Analysis of Binary Star Systems using Probability Theory

	Robust Data Analysis Methods for Spectroscopy







    






5. Alternative construction

Next: Sky Subtraction Up: Construction of Flat Previous: Standard construction . For a number of projects where very deep integrations and accurate flat fields are required, and the targets are point sources or much smaller than the frame size, the sky background itself can be used to calculate the flat field. ... Use STATISTICS/IMAGE to calculate the image median, and COMPUTE/IMAGE to divide by this to get the normalised flat field. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node660.html -- 3.7 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2566) - www.sao.ru/ )
	Order definition: Method Hough

	Flux Calibration

	What was measured?







    






6. XMM-Newton EPIC Response Files Page

 ... Data Analysis SAS News What is SAS? ... Back to Calibration Homepage The most recent Canned Response Matrices can be downloaded here (please refer to Update 2014-11-24 ) and can be used to estimate EPIC count rates in AO15. ... PN response files . ... MOS response files . Since SAS 6.5 the full set of ready-made MOS response files is not provided (see "Update 2005-12-15" ). ... Note: MOS response files before SAS 6.5 had a different nomenclature as the one listed above (see "Update 2005-12-15" ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/epic_files.shtml -- 20.5 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8361) - xmm.vilspa.esa.es/ )
	XMM-Newton Rejected Revolution Table

	XMM-Newton OM Response Files Page

	rgsrmfgen







    






7. http://www.atnf.csiro.au/computing/software/gipsy/tsk/getval.dc1

Program: GETVAL Purpose: Get image values at given positions in a set Category: UTILITY File: getval.c Author: M.G.R. Vogelaar Keywords: INSET= Give set (,subset): Maximum number of subsets is 1. ... The image values are formatted according the string entered in FORMAT= APPEND= Ok to append? ... The flag characters and their meanings are: - The result of the conversion is left- justified within the field. ... If the result of a conversion is longer than the field width, an asterisk is returned. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/tsk/getval.dc1 -- 10.2 Кб -- 24.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>25165) - www.atnf.csiro.au/ )
	http://www.atnf.csiro.au/computing/software/gipsy/tsk/trace.dc1

	http://www.atnf.csiro.au/management/atuc/2006jun/docs/6_NTD.pdf

	http://www.atnf.csiro.au/research/workshops/2011/ALMA/Villard_ALMA_pipeline.pdf







    






8. Microwave Holography of Radioastronomical Antennas

The problem of measuring the surface accuracy of a large reflector antenna is not simple. ... Using the Fourier relationship connecting the shape (and phase) of the radiation pattern and the antenna illumination function, a measurement of the former can be used to infer the latter. ... We have performed three set of measures on the CNR-IRA 32-m radio telescope (image) . 1988: Measurements using Misell phase retrieval algorithm, and the 22 GHz Orion water vapor maser as a reference source. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/instr/ologr/ologr.html -- 3.1 Кб -- 20.09.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8954) - www.arcetri.astro.it/ )
	mod_cache_disk - Apache HTTP Server

	mod_cache_socache - Apache HTTP Server

	IBIS - Flat Fielding







    






9. http://zebu.uoregon.edu/1996/ph199/hw6a.html


      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/1996/ph199/hw6a.html -- 2.4 Кб -- 05.11.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>454) - zebu.uoregon.edu/ )
	Astronomy HyperText Book: Fusion Sequences in Stars







    






10. Model realization and some results

 ... The perceptron structure, on the basis of which the database is built, is defined by a number of the input and output parameters and a required accuracy. ... The output perceptron data are the expansion coefficients of the scattering matrix elements in series of the generalized spherical functions. ... As the cluster structure depends on the generation conditions the expansion coefficients were averaged over 5--7 realizations of the clusters (for N . ... is the coefficient number. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/DOP/A-PERC/PAPER2/node4.html -- 10.8 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>289) - www.astro.spbu.ru/ )
	ADS Abstract Service Results







    






11. S.P. KOROLEV ROCKET & SPACE CORPORATION ENERGIA

 ... Corporation . OAO RSC Energia . President of the Corporation . ... Brief History of Rocket and Space Technology . ... Space Station MIR . ... Space Records . ... Image . ... Contribution of RSC Energia to the Russian Space Technology . International Space Station . Project History . ... First Crew . Required Resources . ... Images . ... Second Crew . ... First Russian Visiting Crew . ... Third Crew . ... Fourth Crew . ... Rockets . ... Official WEB-site of S.P.Korolev RSC Energia . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/english/sitemap.html -- 40.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1786) - www.energia.ru/ )
	INTERNATIONAL SPACE STATION

	S.P. Korolev RSC Energia - International Space Station







    






12. The Canadian S2 Correlator - Principles of Radio Interferometry

Radio Interferometry Principles . Radio Interferometry Signal Processing . ... A radio interferometer consists of a pair of directional antennas that are tuned to receive radio emissions from a source in a desired RF band. ... The antennas are pointed at the radio source of interest and are set up to receive the signal and process it into a form suitable for transmission to the correlator. ... In connected element interferometry, the digital signal goes directly to the correlator. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.gao.spb.ru/english/as/ac_vlbi/principles.htm -- 8.9 Кб -- 26.02.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>304) - www.gao.spb.ru/ )






    






13. Recursion

A completely new possibility of Fortran 90 is recursion. Note that it requires that you give a new property RESULT for the output variable in the function declaration. ... Here follows two examples, first recursive calculation of the factorial, then recursive calculations of the Fibonacci-numbers. ... The listings of the routines follow, the output variables are called FAC_RESULT and FIBO_RESULT , respectively. ... Not only functions but also subroutines can be recursive. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/c9.html -- 4.8 Кб -- 17.02.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/c9.html -- 4.8 Кб -- 17.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2351) - crydee.sai.msu.ru/ )
	Final Results: American Pie Lyrics

	Frequency/duration relation.







    






14. ST-ECF Grism Spectrum Software for NICMOS Grism Data

Next: Imaging Polarimetry with NICMOS Up: NICMOS Data Calibration and Previous: The Photometric Performance of . ... NICMOSlook and Calnic C . ... Extracting spectra from a large number of NICMOS grism images requires a convenient interactive tool which allows a user to manipulate direct/grism image pairs. ... NICMOSlook and Calnic-C are two programs that were designed to take advantage of the fact that the NICMOS grism mode typically consists of taking both a direct and a grism image. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node13.html -- 16.5 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>252) - www.stecf.org/ )
	stecf.impol - Package Tasks

	stecf.impol - an IRAF Imaging Polarimetry Reduction Package

	POLIMODEL (V1.00) --- April99 --- POLIMODEL (V1.00)







    






15. NVSS Source Search ($Revision: 1.6 $ - running v2.17)

On 1 February 2002 this Mirror was upgraded from NVSSlist v2.10 to NVSSlist v2.17 . ... This form searches the source catalog produced by the NRAO/VLA Sky Survey (NVSS). ... Object name [optional] : . ... Search radius and verification halfwidth in arcseconds [Optional] : . ... Enter a list of positions to search: . ... The contents of the NVSS source catalog and the techniques used by NVSSlist to derive error estimates and other parameters are described here. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/surveys/nrao/NVSS/NVSS.html -- 8.7 Кб -- 19.04.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2191) - www.mrao.cam.ac.uk/ )
	Building CCMTools as required by CASA Bojan Nikolic web pages (r. 329)

	Astrophysics Group COAST Astronomical Results

	Determination of the relative orientation between radio and dynamical reference







    






16. (Untitled)

If you select Select item, the Data retrieval from observatory list dialog box will appear. Click on one of two radio buttons to the left of data fields intended for observatory code or name and introduce the required data. In case of observatory name it is possible to introduce its fragment. ... If it is necessary to enter new observatory into the list, mark one of the entries with missing data and select Edit in drop-down menu. ... In this case Landscape mode should be selected. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user69up.htm -- 3.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>763) - www.ipa.nw.ru/ )
	Keywords_128







    






17. KM-7 Results Page

The primary purpose of KM-7 is to measure the temperature of cold electrons Te in Plasmasphere. ... The spacecraft potential can be evaluated from these measurements. ... MLT . ... Fig.1 . KM-7 measurements in MRK mode during the whole orbit 124 , 27.IX.96. ... Preliminary results . In period considered SC passed the plasmasphere at low and middle latitudes near L < 4 at heights = 8000-10000 km. At L > 4-5 and heights > 8000-10000 km SC was in auroral zone. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/auroral/km7.htm -- 3.9 Кб -- 26.11.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/auroral/km7.htm -- 3.9 Кб -- 26.11.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1201) - www.cosmos.ru/ )
	OFO IKI / OSD

	DOK-2 Results Page

	Transits of Venus







    






18. http://star.arm.ac.uk/~jgd/outgoing/Armagh_CU/WORD/Management_Information.doc

Management Information Policy This policy was adopted by the Board of Directors of Armagh Credit Union Limited. Signed:- Position ________________ Position ________________ Date: Purpose This Management Information Policy addresses the need for accurate and complete information to enable the board of directors and the management team to direct, control and manage the credit union's business effectively and efficiently and to make informed strategic and operational decisions. ... Union | ... 




      
[
Текст

] 
 Ссылки http://star.arm.ac.uk/~jgd/outgoing/Armagh_CU/WORD/Management_Information.doc -- 67.0 Кб -- 18.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2837) - star.arm.ac.uk/ )
	http://star.arm.ac.uk/~jgd/outgoing/Armagh_CU/PDF/Management_Information.pdf

	http://star.arm.ac.uk/~jgd/outgoing/Armagh_CU/WORD/Conflicts_of_Interest.doc

	http://star.arm.ac.uk/~jgd/outgoing/Armagh_CU/PDF/Conflicts_of_Interest.pdf







    






19. ADS Abstract Service Results

Find Similar Abstracts . ... Determination of the component masses and inclination of a binary system containing a pulsar from relativistic effects . ... BINARY STARS, ORBITAL ELEMENTS, PULSARS, RELATIVISTIC EFFECTS, STELLAR MASS, APSIDES, DOPPLER EFFECT, FREQUENCY SHIFT, INCLINATION . ... Use: Authors Title Abstract Text Text Query with Keywords Return: Query Results Query Form Database: Astronomy Instrumentation Physics and Geophysics ABSTRACT QUERY USER FEEDBACK HELP ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/html/Z/biblio/75.9.html -- 7.1 Кб -- 29.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>573) - xray.sai.msu.ru/ )
	Dependence on the Scenario Parameters and Initial Distributions

	Introduction







    






20. IDL programs

MAKING THE PROFILES . First of all you are expected to load a FITS file ("FILE"-"LOAD"). ... By pressing the middle button you copy the profile from the first profile window to the second one. ... An example: first integral can correspond to the profile of active region and second integral can correspond to the profile of quiet chromospheric region. ... The second profile (which is subtracted from the first one) you extract after clicking on "SUBTRACT"-"MARK QUIET PROFILE" and marking the region. ... 




      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/~kupry/SOFTWARE/xlook.html -- 6.9 Кб -- 15.01.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>360) - lnfm1.sai.msu.ru/ )
	jg0026

	MSSA results
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