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Показаны документы, содержащие фрагменты текста из документа

 http://www.naic.edu/~phil/mbeam/anacom231W.pdf.









1. http://www.naic.edu/~phil/mbeam/anacom231-2.5.pdf

RF/Fiber Optic Transceiver AC231-2.5 Features · 2500 MHz Bandwidth · 1.3 µm Low Noise DFB Laser · High Dynamic Range · Optical Stabilization · Monitoring and Alarm Capability · Singlemode Fiber Description The AC 231-2.5 is a linear, low noise RF fiber optic transceiver designed for fiber optic wireless antenna remoting or repeater applications and other RF systems. ... Laser Disable 2. ... Ground 0.156 DIA (4.0) 4X FC/APC Output Laser Alarm DC Optical Power Alarm FC/APC Input 5. ... 




      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/mbeam/anacom231-2.5.pdf -- 139.7 Кб -- 11.12.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5652) - www.naic.edu/ )
	sbn rcvr

	Arecibo Observatory 610/700-MHz Band Receiver







    






2. difx:difx_monitor [ATNF VLBI Wiki]

 ... You are here: start €Ё difx €Ё difx_monitor . ... difx:difx_monitor . ... Clients . ... To allow multiple clients to simultaneously receive this monitoring data, a monitor_server can be run which receives a copy of ALL visibilities and allows multiple clients to connect. The clients request which of the visibilities they require and monitor_server only sends on the products required (so e.g. a client can be run over a moderately slow link if it only requires a handful of products). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/vlbi/dokuwiki/doku.php/difx/difx_monitor -- 16.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24788) - www.atnf.csiro.au/ )
	PmWiki | PmWiki / WebFeeds

	LOFAR Options Discussion Meeting

	Pulsar Group Observing/Dfb-fold







    






3. Monitoring Options

 ... Statistic files are managed using file generation sets and scripts in the ./scripts directory of this distribution. ... Each valid update appends a line of the following form to the current element of a file generation set named peerstats : . ... This keyword allows the (otherwise constant) filegen filename prefix to be modified for file generation sets, which is useful for handling statistics logs. filegen name [ file filename ] [ type typename ] [ flag flagval ] [ link | ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/monopt.html -- 9.3 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1502) - www.sai.msu.su/ )
	Scratchbuilt CHU Receiver

	Reference Clock Options

	Miscellaneous Options







    






4. Astronomy Magazine - Interactive Star Charts, Planets, Meteors, Comets,

 ... Tonight's Sky . ... The Magazine . ... Star Atlas . ... An artificial comet holds secrets to Earths life . ... Astronomy for Kids . ... Observing springtime deep-sky objects with a large telescope . ... The planet has extreme temperature swings and perhaps active lava flows. ... A digital supplement to Astronomy magazine. ... Join TravelQuest International with Astronomy and Discover magazines on one of three great tour options surrounding this celestial spectacle . ... Astronomy Magazine . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/ -- 79.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5922) - www.astronomy.com/ )
	Hubble: Keep both options open | Astronomy.com







    






5. http://www.eso.org/~qc/dfos/ABbuilder.txt

NAME ABbuilder - DFO data organization tool SYNOPSIS ABbuilder <options> where <options> are: --raw-dir directory containing raw data --cal-dir directory containing calib data --cal-ldir directory containing symbolic links to calib files --cal-list mcalib list --vcal-dir directory containing virtual products --pro-dir where pipeline products are created --ab-dir where association blocks are created --oca-rul file containing OCA rules --instrume instrument --date YYYY-MM-DD --mode { CALIB | ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/dfos/ABbuilder.txt -- 8.0 Кб -- 17.02.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66571) - www.eso.org/ )
	Start Receiving The ESO Media Newsletter in your Language | ESO

	HISTORY certifyProducts

	ngasClient







    






6. Products

STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... LX70 Series . ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... LightBridge Series . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/products.html?cat=54&dir=ascℴ=price&series=77 -- 86.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2500) - www.meade.com/ )






    






7. Environment Monitoring Information Systems

 ... SMIS : Space Monitoring Information Support laboratory . Russia's Weather : State Meteorological Center Weather Forecast . Space Weather service : ACE real time solar wind data and simple geomagnetic activity forecast. ... World Fire Web : Space Research Institute (IKI) node . Sputnik : Joint project of SRC Planeta, Rosgidromet and Space Research Institute (IKI) . ... Today's Space Weather : Presented by the Space Environment Center . ... Back to the Space Research Institute Home Page ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/monitoring/monitor.html -- 3.6 Кб -- 29.08.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>829) - www.iki.rssi.ru/ )






    






8. Phase I: CCD Performance Monitor

 ... Phase I: CCD Performance Monitor . ... Data Analysis . ... Bias and Flat Field exposures are taken in order to measure bias level, read noise, CTE, and gain. ... Possible update of the gain, bias level, and read noise values in ccdtab. ... Special Requirements or options.. ... Description of analysis Plans: Provides baseline measurements of CCD bias levels, gains, read noise, charge transfer efficiency, dark current levels, and performance verification of binning and subarray readpout capabilities. ...




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/stis/calibration/Cycle_10/Cycle_17/11843.html -- 18.9 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17780) - www.stsci.edu/ )
	On-the-Fly Reprocessing

	New STIS spectral extraction box size options in ETC

	Wood's Filters







    






9. Monitoring processes

To monitor the state of your processes use the ps command. ps [-option] . Used without options this produces a list of all the processes owned by you and associated with your terminal. Options for this command vary with the type of UNIX system that you are using. ... It may be that you are running more than one terminal session on the system and/or that you have processes which have no controlling terminal associated with them. ... Understanding process information . ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/shell/jobz4.html -- 2.8 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>172) - comet.sai.msu.ru/ )
	Command options

	rtftohtml Users Guide - 6 Command Line Options

	Change an option value temporarily







    






10. Astronaut Bio: William Anders

National Aeronautics and Space Administration . Lyndon B. Johnson Space Center . ... William A. Anders (Major General, USAF Reserve, Ret.) NASA Astronaut (former) . ... EDUCATION: Received a bachelor of science degree from the United States Naval Academy in 1955 and a master of science degree in Nuclear Engineering from the Air Force Institute of Technology at Wright-Patterson Air Force Base, Ohio, in 1962. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/anders-wa.html -- 8.3 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2159) - www.jsc.nasa.gov/ )
	Astronaut Bio: John E. Blaha (05/2008)

	Astronaut Bio: Steven L. Smith (12/2013)

	Astronaut Bio: J. M. Linenger 8/01







    






11. ADASS 2002 Conference Proceedings

 ... The SIRTF Science Center is developing two Web-based tools that will be used during operations. One tool is for Quality Analysis. ... The basic design requirements for the QA tool are (1) that it provide an easy way of looking at all the data, observation by observation, and (2) that it provide an easy way to specify status and comments for each observation. ... The data accessed by this tool consists of meta-data in the central database as well as the actual data files in the archive. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass02/P6-5/ -- 9.1 Кб -- 13.03.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1709) - www.adass.org/ )
	Tcl/Tk with DRAMA - A Natural for Building User Interfaces to Instrumentation

	Real Time Science Displays for the Proportional Counter Array Experiment on the







    






12. Starting the MIDAS Monitor

Next: MIDAS And the Up: Monitor and Command Previous: Monitor and Command . ... the MIDAS working directory for internal files and (optionally) private procedures: . ... On a Unix system use the option -m < mid_work > to change the default working directory, and -p or -P to run MIDAS in parallel mode љ when you start MIDAS via the command inmidas (see below). ... In NOPARALLEL mode all intermediate MIDAS files in the MIDAS startup directory are deleted when starting MIDAS via inmidas. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol1/node25.html -- 10.2 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2258) - www.sao.ru/ )
	Debugging Memory Allocation in APR - Apache HTTP Server

	Summary of reduction options

	Special Processing Options







    






13. Agile PCI-SyncClock32 Timer Card

The Agile ICC computer (nimble) contains a high-accuracy GPS-synchronized timer card that emits pulses that trigger readout of the Agile camera when run in external synch mode. ... The recommended configuration for Agile has no GPS receiver (see 1 PPS Vs. The Built-In GPS Receiver below). ... Using external 1 PPS with on a GPS receiver mode is not fully supported, in that the timer card's firmware has been programmed to assume a GPS, but the tech support person claimed it would work. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/agile/TimerCard.html -- 9.7 Кб -- 09.12.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>703) - www.apo.nmsu.edu/ )
	TUI:Telescope:Slew Window:Options:Calibrate

	TUI:Telescope:Slew Window:Options:Keep Offsets

	TUI:Telescope:Slew Window:Options:Drift Scan







    






14. Feed cabin 2

Feed cabin Nr. ... Fig. ... This allows to realize the sensitivity at frequency ranges 4.8, 11.2 and 30.0 GHz of 5, 7 and 12 mK by double beam switching mode and by the integration time of the output filter 1s. Input waveguide paths were very long and had big losses. ... The focal line of the feed cabin Nr. ... Data Acquisition and Control System . The Data acquisition system of the feed cabin Nr 2 is based on the new measurement ER-DAS system (Embedded Radiometric Data Acquisition System). ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>889) - jet.sao.ru/ )
	Compiler Options

	OPTION - элемент выбора в меню

	Oписание окна просмотра и изменения параметров программы TVguide Options.







    






15. FPV 400mw 5.8GHz AV Powerful Transmitter + Receiver (RC5808) Combo Платье

 ... FPV 400mw 5.8GHz AV Powerful Transmitter + Receiver (RC5808) Combo . FPV Equipments : FPV Accessories . ... Package Contents : 1 x Transmitter, 1 x Receiver . ... Цвет: бежевый . ... Артикул: 62759_OAB ВАР.1 Цвет: голубой Состав: ткань верха: текстиль, 40% хлопок, 60% полиэстер Страна дизайна: Россия Страна производства: Китай Товар сертифицирован. ... Цвет: черный . ... Цвет: синий . ... Цвет: серый . ... Платье Topshop - Topshop - Topshop . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku3975.html -- 25.5 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>963) - astrokuban.info/ )
	Босоножки Lilly's Closet - Lilly's Closet - Lilly's Closet Накладной светильник

	Футболка Nike - Nike - Nike Серьги "Скарабей" им. Хризопраз арт. сс-4278







    






16. Laser Communications Products

 ... The tracking system works in micro-step regime with a computer step of correction = 0.003 arcsec per second of time and a maximum speed of correction up to 4.6 arcsec per second of time. ... The APD module was constructed for performing experiments of receiving of 2 Mbps signals from “ARTEMIS” using the Cassegrain focus of 0.7m telescope. ... GaAs PIN photo diode. ... Laser module with thermoelectric stabilisation of laser diode. ... Electronic module for turbulence compensation system . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/staff/kuzkov/products02.html -- 7.2 Кб -- 24.03.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>480) - www.mao.kiev.ua/ )
	Sosonkin Mh.G.

	Optical systems and devices







    






17. http://smis.iki.rssi.ru/

Reloading smiswww.iki.rssi.ru ...




      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/ -- 1.2 Кб -- 24.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>68) - smis.iki.rssi.ru/ )
	TDF Viewer (Satellite Data Format) REGIONAL DATA ARCHIVE (SMIS IKI RAN Project)

	TDF Viewer (Satellite Data Format)

	SMIS IKI RAN (Equipmaent)







    






18. Analysis options

 ... There are 6 different analysis options: . 0:all : all the exposures corresponding to the chosen observation are reduced to calibrated event lists, unless disabled via the corresponding parameter ( PN , MOS , RGS , OM , all set to "yes" by default). ... The EPIC data is then searched for source detections, via edetect_chain . By default, for the EPIC data, if more than one exposure is present, these actions are taken over the event list corresponding to the longest observation. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/psechain/node6.html -- 6.7 Кб -- 13.11.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5619) - xmm.vilspa.esa.es/ )
	Command line options

	OGIP spectral products







    






19. http://crydee.sai.msu.ru/ftproot/pub/comp/hardware/matrox/doc/win95faq.doc

Windows 95 FAQ . Q: Where can I find drivers for the MGA Millennium? A: There is a driver on the Windows 95 CD ROM in the \DRIVERS\DISPLAY\MATROX directory. If you did not receive Windows 95 drivers with your Millennium, you can also obtain our Powerdesk drivers for Windows 95 from our BBS or from Compuserve. ... A: You can try using the application with the standard VGA driver, or alternately, try using the Millennium driver, but with hardware accelerations disabled (see below). ... 




      
[
Текст

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/comp/hardware/matrox/doc/win95faq.doc -- 16.5 Кб -- 30.01.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1428) - crydee.sai.msu.ru/ )
	SunSoft

	Dynamic HTML in Communicator

	Stealth 64 VRAM Data Sheet







    






20. Examples of devices

Chaotic generator . Generator of UWB microwave chaotic signals . Frequency band: 3–5 GHz . Spectrum bandwidth: 2 GHz . ... Testbed of UWB high-rate direct chaotic communication system . ... Low-rate system for data transmission . ... The system for controlling this robot is based on technology of UWB wireless communications with chaotic radio pulses as information carriers. ... System frequency band: 3–5 GHz . Control signal bandwidth: 2 GHz . ... Wireless data collecting system . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/InformChaosLab/products/dcc/slide2.html -- 5.2 Кб -- 04.06.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>661) - www.cplire.ru/ )
	News of InformChaos Lab.

	Project 5 - State Program "Condenced Matter Physics"
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