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Показаны документы, содержащие фрагменты текста из документа

 http://www.naic.edu/~phil/td/hagenmemos/kollmorg.pdf.









1. td4 load noises oct11

 ... Top: tiedown position vs hour of day. 2nd: velocity feedback of voltage sent to the amps. pink: td4 commanded velocity . ... This could be a problem with the readback (interference) or it could be real. look at the flagged region: 1.317 to 1.322: . ... During the loud noises the velocity feedback, motor speed, and motor torque were jumping around at the one second level. ... The speed monitor, torque readback jumping around stopped when the motor was shut off so the problem is not rfi on the...




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/td/tdtrouble/td4_loadnoises_oct11.html -- 5.4 Кб -- 30.10.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2991) - www.naic.edu/ )
	td_move_nuts

	AmpSpeed, commanded speed mismatch.

	alfaIfLo







    






2. Promotion, Site Feedback and Monitoring

 ... ATNF Home . ... About ATNF overview . ... Australia Telescope Steering Committee . ... Australia Telescope User Committee . ... Murchison Radio-astronomy Observatory . ... Parkes radio telescope . Australia Telescope Compact Array . Mopra radio telescope . ... Australia Telescope Online Archive (ATOA) . ... User feedback . ... Visiting Parkes radio telescope . ... Parkes radio telescope webcam . ... Promotion - Spreading the URL . ... A site meter was used to monitor the usage of STaRS . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/pasa/17_2/mackie/paper/node4.html -- 52.3 Кб -- 08.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16635) - www.atnf.csiro.au/ )
	Central Processor Manager CentralProcessor 0.11 documentation

	userhtml

	VLBI Wiki | Main / ParkesObservingSummary







    






3. Health Check Monitor: Users Guide

 ... HealthCheck Monitor . ... Users Guide . ... plot information . ... The Health Check Monitor provides quick feedback on the performance of the VLT/VLTI instruments. ... The Health Check monitor is a component of the real-time QC system. ... It extracts QC information from the daily calibration data stream. ... The Health Check system . ... compares the new QC information to existing data (trending) . ... The Health Check system is designed to provide QC information in a fast and condensed form. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/observing/dfo/quality/HEALTH/ -- 13.1 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52555) - www.eso.org/ )
	Quality Control: Daily health check monitor

	Documentation

	ESO - User Support Department Feedback Campaign







    






4. ADASS 2003 Conference Proceedings

Next: When the Observer isn't there: The OMP Feedback System . Up: Control System . ... The EMS implements algorithms as signal flow graphs, uses Matlab for standard algorithms and visualization, and uses ODBC (Open Database Connectivity) and databases for organizing pertinent data. ... Matlab can also interface with the GBT Monitor and Control system using a SOAP java client and XML parser, allowing Matlab to interact directly with the GBT, and pipe data back up into WiT. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/P9-9/ -- 13.2 Кб -- 27.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1322) - www.adass.org/ )
	The MERLIN Correlator Software Project

	On the Need for Input Data Control in Pipeline Reductions

	The ESO VLT CCD Detectors Software







    






5. Environment Monitoring Information Systems

 ... SMIS : Space Monitoring Information Support laboratory . Russia's Weather : State Meteorological Center Weather Forecast . Space Weather service : ACE real time solar wind data and simple geomagnetic activity forecast. ... World Fire Web : Space Research Institute (IKI) node . Sputnik : Joint project of SRC Planeta, Rosgidromet and Space Research Institute (IKI) . ... Today's Space Weather : Presented by the Space Environment Center . ... Back to the Space Research Institute Home Page ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/monitoring/monitor.html -- 3.6 Кб -- 29.08.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>478) - www.iki.rssi.ru/ )






    






6. Procedure Control Commands

Next: Commands Grouped by Up: Command Summary Previous: tsa . BRANCH var comparisons labels . ... define cross reference labels for the 8 parameters . DEFINE/LOCAL key_def data A lower_levels_flag . define the maximum no. of parameters for a procedure . DEFINE/PARAMETER Pi default type/option prompt_str low_lim,hi_lim . define default, type and valid interval for parameter i . ... GOTO label . branch to command line containing label: . IF par1 op par2 command_string . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node423.html -- 3.5 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2315) - www.sao.ru/ )
	MIDAS System Control

	MIDAS Command Language







    






7. http://zebu.uoregon.edu/~uochep/talks/talks04/interf.pdf

 ... Detector  -  Machine   Data  Flow ·  Detector  -   Machine  diagnostic info (slow) ·  Detector  -   Machine  feedback inputs (fast) ·  Machine  -   Detector   information   Eric   Torrence  2/8  July   2004  Polarimeter 532 nm Frequency Doubled YAG Laser e Mirror Box Pockels Cell Left or Right Circularly Polarized Photons Focusing and ... Eric Torrence 7/8 July 2004 Putting it all together Beam Instrumentation historically runs in a semi-autonomous manner from either machine or detector. ... 




      
[
Текст

] 
 Ссылки http://zebu.uoregon.edu/~uochep/talks/talks04/interf.pdf -- 265.8 Кб -- 01.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>227) - zebu.uoregon.edu/ )
	Cyles and Feedback Loops I

	Weather as a Feedback loop







    






8. SI Application Processors

. Telemetry gathering . Health and Safety monitoring . Thermal control . Macro commands . Communications with NICMOS CS (Control Section) via flags, etc. Builds MACRO commands for CS . Assembles and transmits data packet . Sends activate command to CS . Health and Safety monitoring . Health and Safety monitoring . Shutter control during long exposures . Health and Safety monitoring . Previous slide . Next slide . Back to first slide . View graphic version . Ъ




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/training/events/HowHSTWorks/SSD990225/tsld029.htm -- 2.4 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15424) - www.stsci.edu/ )
	Summary of on-board computers

	Feedback in the Magellanic Clouds







    






9. S.P.Korolev RSC Energia - ECOLOGICAL MONITORING

AUTOMATIC STATION OF ECOLOGICAL CONTROL . ... AIR POLLUTION MONITORING . AUTOMATIC STATION OF ECOLOGICAL CONTROL OF ATMOSPHERIC AIR . ... The automatic station of ecological control (ASEC) is designed for continuous automatic measurement of pollutants mass concentrations in atmospheric air and for monitoring of meteorological parameters. ... There are two modifications of automatic station of ecological control (ASEC): . ... Official WEB-site of S.P.Korolev RSC Energia . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/conversion/ecology/apek.html -- 10.3 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2108) - www.energia.ru/ )
	S.P.Korolev RSC Energia - YAMAL-200 COMMUNICATIONS SATELLITE







    






10. MCP Menu documentation

Instructions for using Menu-driven Axis Control Software . ... Altitude and azimuth axes use position feedback and the setting is in counts per second times 10. ... Use b to set the brakes and use c to clear the brakes for the corresponding axis, either azimuth or altitude. ... Use m to move to the previously specified position and velocity for the corresponding axis; either azimuth or altitude. ... Use g to move to the previously specified position and velocity for both the azimuth and altitude axis. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/25Procedures/ArchiveProced/op99002motcontrlviamcp.htm -- 6.7 Кб -- 19.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>724) - www.apo.nmsu.edu/ )
	TUI:Scripts:Scripting Tutorial:Loops

	TUI:Introduction

	TUI:Scripts:Built In Scripts:Run_Commands







    






11. http://smis.iki.rssi.ru/

Reloading smiswww.iki.rssi.ru ...




      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/ -- 1.2 Кб -- 24.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>34) - smis.iki.rssi.ru/ )






    






12. Access Control Options

xntpd implements a general purpose address-and-mask based restriction list. ... The restriction facility was implemented in conformance with the access policies for the original NSFnet backbone time servers. ... Ignore all packets from hosts which match this entry. ... Default restriction list entries, with the flags ignore, ntpport , for each of the local host's interface addresses are inserted into the table at startup to prevent the server from attempting to synchronize to its own time. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/accopt.html -- 7.4 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>847) - www.sai.msu.su/ )
	Miscellaneous Options

	Monitoring Options







    






13. Spectrum - control

 ... spectrum . ... nsource <n> : choice of source function (def: 3=Feautrier) . noptype <n> : choice of continuous opacity (def: 1=Kiel) . nhedat <nhedat> : choice of HeI data (BCS or Mon treal) (def: 1=BCS) . ... read_model <filename>: read model atmosphere in QUB/STERNE2 format . ... wavmax <w_max> : distance from line centre to compute . ... nvturb <n vt > : number of points in -dependent v turb . ... tau_exp <n> : increase resolution of optical depth scale by adding additional points . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/spectrum_commands.html -- 10.8 Кб -- 03.06.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1646) - star.arm.ac.uk/ )
	Sfit Control Language: Classified Listing

	SCL Sfit Genetic Commands

	sfit help file







    






14. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf

 ... IRIG-B available for  FTT  Actuators and tellbacks for  FTT  optics (TBD)  FLC     FTT /NAS GUIs: Common  Requirements  Capability to  display  and operate from:   NMT-supplied Linux computer in the MROI control room NMT-supplied laptop in UTE  Display -only  mode , when controlled by  ISS   FTT   GUI  (i) Control of all  FTT /NA  system  functions, including diagnostic functions; Live  display  of  acquisition ... 




      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf -- 830.3 Кб -- 13.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3148) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIDelayLineSW.DesignDocumentation/prod_verification_plan.pdf

	Supernova Remnant (SNR) Catalogue or Catalog of Galactic SNRs

	Using casata (i.e., how to get it without revision control!) Bojan Nikolic web







    






15. Motorize Your Telescope and add computer control, AstroGuide Listing

The AstroGuide . ... AstroGuide | ... AstroGuide Listing . ... See many more Astronomy Listings by: Category or Alphabet . Lots of details to find here about motorizing your dobsonian telescope. ... Listed Since July 15, 1998 . ... Web Site . ... Web . www.astronomy.net . About Astronomy Net | Advertise on Astronomy Net | ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag297.html -- 12.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>779) - www.astronomy.net/ )
	Meridian Controls Corporation, AstroGuide Listing

	Telescope Control, AstroGuide Listing







    






16. Winer Observatory Command and Control

Winer Observatory P.O. Box 797, Sonoita, Arizona 85637-0797, USA . ... 2/3-m Telescope . ... Site . ... Commanding . ... In a typical robotic observing scenario, each afternoon, a telescope control computer obtains a set of objects to observe from its home institution from a command or script file. ... The file is then transferred to the telescope control computer at the Winer Observatory in Sonoita. ... The Iowa control computer then begins processing the telrun.sls file. ... 2013 Winer Observatory. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/Site/Commanding.php -- 13.6 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>53) - www.winer.org/ )
	Winer Observatory - Published Papers

	Winer Observatory Benefactors

	Tom Kaye Science at Winer Observatory.







    






17. . The . MASS . Group .

 ... Measurement of the MASS detectors parameters with mass program January 24, 2015 [112707] . MASS/DIMM electronics. ... Turbina-core(D): Dimm User Guide. ... N.Shatsky, V.Kornilov, The revision of the MASS/DIMM star catalogue. ... О.Возякова, В.Корнилов, Н.Шатский, Новое программное обеспечение прибора MASS/DIMM. ... V.Kornilov, N.Shatsky, S.Potanin, O.Voziakova, B.Safonov Preliminary results of astroclimate parameters measurements at the Sternberg 2.5m telescope installation site. ... 




      
[
Сохраненная копия

] 
 Ссылки http://curl.sai.msu.ru/mass/docs.shtml -- 10.3 Кб -- 27.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>34) - curl.sai.msu.ru/ )






    






18. XMM-Newton SAS Download Feedback

 ... Data Analysis SAS News What is SAS? How to use SAS SAS Workshops SAS Version Changes Download and Install SAS Science Simulator (SciSim) . ... Is this going to be your first download of the SAS? ... Which version of the SAS do you intend to download? SAS version? RedHat 9 RedHat Enterprise Linux 4 RedHat Enterprise Linux 3 Fedora Core 3 SuSE 8.2 SuSE 7.3 Solaris 9 Solaris 8 Mac OS X 10.4 Mac OS X 10.2 VMWare for Windows . ... How many SAS users are going to be served through your download? ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.0.0/download/download_form.php -- 23.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4711) - xmm.vilspa.esa.es/ )
	XMM-Newton SAS: Feedback

	XMM-Newton User Feedback

	Examples.







    






19. RSAA Local Versions of Gemini Interface Control Documents

Note that these are 'General' ICDs giving information about protocols, not specific ICDs giving details of the full interfaces between specific Gemini systems. ... Document . ... The System Command Interface (PS) . ... The Baseline Attribute/Value Interface (PS) . ... Baseline DHS interface (PS) . ... System Status and Alarms Interface (PS) . ... Wavefront Sensing Information Interface (PS) . ... ICS/TCS Direct Control Interface (PS) . ... Telescope Tube Mass Balance f/16 IR Top End Config. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/gemini/icds.html -- 5.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>416) - www.mso.anu.edu.au/ )
	Mass Feeding and Feedback in Young Stellar Objects

	Cepheid Variables

	Blue Straggler Stars







    






20. apachectl - Apache HTTP Server Control Interface - Apache HTTP Server

 ... Apache HTTP Server Version 2.4 . Apache > HTTP Server > Documentation > Version 2.4 > Programs . ... apachectl is a front end to the Apache HyperText Transfer Protocol (HTTP) server. It is designed to help the administrator control the functioning of the Apache httpd daemon. The apachectl script can operate in two modes. ... If your Apache installation uses non-standard paths, you will need to edit the apachectl script to set the appropriate paths to the httpd binary. ... Starting Apache . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/fr/programs/apachectl.html -- 12.1 Кб -- 19.11.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6451) - www.arcetri.astro.it/ )
	Earth's Moon - Apollo 12

	Blowin' in the wind: both `negative' and `positive' feedback in an obscured

	Pluto and Charon - Hubble Space Telescope
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