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Показаны документы, содержащие фрагменты текста из документа

 http://www.puldb.ru/laza_gao/FOR_page_11/grosheva-june2012Paris.pdf.









1. What was measured?
 ... An OBJECT column gives the name of the object observed (usually a star name). ... In critical cases, it is common practice to measure sky on two or more positions around a target object, and these positions must be identified. ... A general treatment of this problem requires a column called OBJECT, bearing the usual name of the object (as in the star tables); a column labelled STARSKY, to distinguish between star+sky, star alone, or sky alone; and additional columns to identify the sky position. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node637.html -- 8.1 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1981) - www.sao.ru/ )
	HyperLEDA documentation: parameter: celpos

	Arcsecond Positions of UGC Galaxies

	Source Positions







    






2. optics
Optics includes the surveys and adjustments to the reflectors as well as the pitch, roll, and focus measurements. ... 080515: platform/tiedown motion during vlbi cal scan . ... Surveying the primary reflector . Surveying the dome position from AO9 . ... year 2002:Td inches/platform inch, TdPos vs temp at platform focus position. dec03: platform corner height vs za when looking at tower. jan10: dynamic load on tiedowns from platform motion. 22feb10: fit tiedown tensions using 2008,2009 data . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/optics/optics.html -- 17.3 Кб -- 07.09.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4055) - www.naic.edu/ )
	sband_moon_test







    






3. http://www.puldb.ru/nikolaev_2011/PUB_NIKOLAEV_2011/plates2.pdf
New reduction of minor planets photographic plates obtained with Pulkovo Normal Astrograph A.A. Berezhnoy Pulkovo Observatory of RAS, Saint-Petersburg, Russia Minor Planet observations at Pulkovo Periodical observations of 14 bright asteroids named Selected Minor Planets (SMP) were performed at Pulkovo since 1948 within the international framework started by works of B.V. Numerov and D. Brouwer. ... 108 133 113 74 124 67 97 88 14 84 64 5 20 19 Epochs (YYYY.MM) 1200 Mean values of total obs. ... 



      
[
Текст

] 
 Ссылки http://www.puldb.ru/nikolaev_2011/PUB_NIKOLAEV_2011/plates2.pdf -- 1667.0 Кб -- 05.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>67) - www.puldb.ru/ )
	http://www.puldb.ru/nikolaev_2011/PUB_NIKOLAEV_2011/damian.pdf







    






4. Calculating the Position and Velocity Components of HST
 ... The HST uses an onboard model of its orbit to perform in real-time various control functions relating to spacecraft operations and observation support. ... New coefficients for the ephemeris are updated every other day, and are archived as FITS keywords for each HST observation data set. Using these coefficients,an observer can perform a variety of calibration and characterization calculations relating to the orbital position and velocity of the telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/aket.html -- 12.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1665) - www.adass.org/ )
	ADASS 2003 Conference Proceedings







    






5. http://www.stsci.edu/documents/dhb/web/c13_fgserrorV2.fm4.html
 ... The errors associated with several of the pipeline corrections will not manifest themselves until data from individual visits are compared via the plate overlay process. ... The locations of the individual reference stars on each plate determine how to map the data from that visit onto the common master plate. ... The rms residuals of the fit, referred to as the plate overlay residuals , can be as small as 1 mas or as large as 6 mas. ... POSITION Mode Corrections and Errors . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/web/c13_fgserrorV2.fm4.html -- 8.4 Кб -- 17.11.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17461) - www.stsci.edu/ )
	CCD Position and Orientation on Sky

	STIS-08

	Mode = POSConfig = FGS







    






6. Generation from Ground Calibration Data
Next: Generation from In-Orbit Data Up: ASTROMET Previous: Description Contents . ... The pinhole positions were scaled, rotated and shifted until the best match between pinhole position and measured image was achieved. A pinhole starmask image in the correct position was generated (starmask_new.fits). ... 382.431 cm Pinholes starmask positions and centroids of the measured images were paired, and the difference between measured and expected positions is written to a file (routine DISTORT.PRO). ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node911.html -- 5.8 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8482) - xmm.vilspa.esa.es/ )
	Generation from In-Orbit Data

	SourceListFile

	srcinfov: compute position of SouRCe in Field Of View







    






7. Satellite position in the SE and GSM coordinate systems
The following parameters as a function of the universal time are enclosed in this file. 1. no . ... Universal time date (YYYYMMDD) . ... Universal time (.hhmmss) . ... Geomagnetic local time in the satellite position . ... geomagnetic latitude . ... co-ordinate - . ... system . ... co-ordinate system . ... Solar-ecliptic co-ordinate - . ... Satellite velocity . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/descr/gsmfile.htm -- 4.3 Кб -- 12.05.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/descr/gsmfile.htm -- 4.3 Кб -- 12.05.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1297) - www.cosmos.ru/ )
	Coordinates

	The INTERBALL Tail PROBE orbital elements

	The INTERBALL Auroral PROBE orbital elements







    






8. *skypix* -- conversion of pixel position to sky coordinates
Next: *wcscoord* all Up: Celestial Coordinates from Image Previous: *tvlabel, xexamine* . ... Type  pixel  coords in  skypix . xr  xspatial xs   skypix .oformat = ``hours'' # to reset the default which is ``degrees''. xs   skypix  input coordinate system ( J2000 ): xdata$rh110267_img # the  image   file  name output coordinate system ( J2000 ):  image  # to use  coord   conversion  # in  image   file  header or B1950 or  J2000  # epoch of output can be specified input  file  list (STDIN):  cr ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node79.html -- 4.3 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3447) - hea-www.harvard.edu/ )
	Spatial Region Coordinates

	*tvimcontour* - Overlay contours and/or source positions on the display

	World Coordinate System Display







    






9. http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1100%20shargorodsk.pdf
 ... Laser GLONASS" is a combination of methods and technology that will radically reduce that error. ... 2  LASER   GLONASS  Purpose of creation of  laser  technologies and  systems  Achievement of  GLONASS  target characteristics Component of error of position and  time  determination due to the space segment real  time   up to 0.6 m and 0.1* m (base values  2.8 m and 1.0* m) in posterior mode  up to 0.03 m (base value 0.1 m) up to 1 ns (base value ... 14 LASER GLONASS Thank you for your attention! ...



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1100%20shargorodsk.pdf -- 1121.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>623) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1140%20sadovnikov.pdf

	(Untitled)







    






10. casacore: measures/Measures/SolarPos.h Source File
 ... 00001 //# SolarPos.h: Solar position class 00002 //# Copyright (C) 1995,1996,1997,1998 00003 //# Associated Universities, Inc. ... 00081 // The following details can be set with the 00082 // <linkto class=Aipsrc>Aipsrc</linkto> mechanism: 00083 // <ul> 00084 // <li> measures.solarpos.d_interval: approximation interval as time 00085 // (fraction of days is default unit) over which linear approximation 00086 // is used 00087 // <li> measures.solarpos.b_usejpl: use the JPL database for solar position. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/casacore/casacore-1.2.0/doc/html/SolarPos_8h_source.html -- 31.1 Кб -- 14.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14714) - www.atnf.csiro.au/ )
	kpvslice: interactive position-velocity slicing

	Source Fitting and Positions

	casacore: measures/Measures/MCFrame.h Source File







    






11. Positions and Proper Motions
I/146 Positions and Proper Motions (Roeser+ 1988) ================================================================================ Catalogue of Positions and Proper Motions Roeser S., Bastian U. =1988A .. ... 449R ================================================================================ ADC_Keywords: Positional data; Proper motions Description: PPM North gives J2000 positions and proper motions of 181,731 stars north of -2.5 degrees declination. ... The mean epoch is near 1931. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/catalogs/ppmn-description.php3 -- 9.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>48) - vega.inp.nsk.su/ )
	Positions and Proper Motions - South

	Supplement to the PPM Star Catalogue







    






12. http://www.gao.spb.ru/english/personal/malkin/publ/zm12e.pdf
ON THE IMPACT OF THE GALACTIC ABERRATION ON VLBI-DERIVED PRECESSION MODEL Z.M. MALKIN Pulkovo Observatory Pulkovskoe Ch. ... Corrections to adopted precession rate are usually computed from the linear trends in long-term time series of celestial pole offset (CPO), which are the differences between the measured and the theoretical coordinates of the celestial pole. ... CONCLUSIONS We have estimated the impact of GA on parameters of precession-nutation model derived from VLBI observations. ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/personal/malkin/publ/zm12e.pdf -- 37.3 Кб -- 10.12.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>284) - www.gao.spb.ru/ )
	Catalogue of double stars







    






13. Measurements (ImageJ API)
 ... FIELD | ... static int . ... Field Detail static final int AREA . ... Constant Field Values . static final int MEAN . ... static final int STD_DEV . ... static final int MODE . ... static final int MIN_MAX . ... static final int CENTROID . ... static final int CENTER_OF_MASS . ... static final int PERIMETER . ... static final int LIMIT . ... static final int RECT . ... static final int LABELS . ... static final int ELLIPSE . ... static final int INVERT_Y . ... static final int CIRCULARITY . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/measure/Measurements.html -- 24.1 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>287) - www.astro.louisville.edu/ )
	Analyzer (ImageJ API)







    






14. Planetary positions
 ... Positions in 2000 - Jan - Feb - Mar - Apr - May - Jun - Jul - Aug - Sep - Oct - Nov - Dec . Positions in 2001 - Jan - Feb - Mar - Apr - May - Jun - Jul - Aug - Sep - Oct - Nov - Dec . Positions in 2002 - Jan - Feb - Mar - Apr - May - Jun - Jul - Aug - Sep - Oct - Nov - Dec . Positions in 2003 - Jan - Feb - Mar - Apr - May - Jun - Jul - Aug - Sep - Oct - Nov - Dec . Positions in 2004 - Jan - Feb - Mar - Apr - May - Jun - Jul - Aug - Sep - Oct - Nov - Dec . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~dja/planets.html -- 16.7 Кб -- 01.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2012) - star.arm.ac.uk/ )
	Armagh Observatory

	Observations with the Faulkes Telescopes

	PhD position, Centre for Astronomy, NUI Galway: deadline 18 July 2008 |







    






15. GENERAL CATALOGUE OF VARIABLE STARS
 ... We have compared visualized fields of GSC and USNO A1.0 catalog with unpublished photographic finding charts that were sent by L. Plaut to the compilers of the GCVS. ... 7-15 A9 --- GCVS GCVS or NSV name 17-25 F9.4 --- GSC GSC number 26 A1 --- NoteFlag *Nonstar (GSC) flag 28-29 I2 h RA2000GSC.h Hours RA (GSC), equinox 2000.0 31-32 I2 min RA2000GSC.m Minutes RA (GSC), equinox 2000.0 34-38 F5.2 s RA2000GSC.s Seconds RA (GSC), equinox 2000.0 40 A1 --- DE2000GSC.- ... Plaut, L., 1966, Bull. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/gcvs/gcvs/plaut/ -- 8.0 Кб -- 25.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>69) - sai.msu.ru/ )






    






16. Zerostep Procedure
 ... This is the new procedure for setting theDIS grating zerostep positions. ... Specify which gratings are in eachbay. In an mcnode session, tell the DIS which gratings are loadedwith the command . dis_define_gratings . ... dis grating n=1 type=low (e.g.) . ... dis grating n=1 col=b zerostep=280(e.g.) . ... Edit the grating names in the file/home/apotop/MC/gratings (e.g. low, medium, high). ... Multiply this number by the step/pixelscale for that color grating. The step/pixel scales are: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/DIS/OLD/dis/zerostep.html -- 5.0 Кб -- 22.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>686) - www.apo.nmsu.edu/ )
	Plug-plate coordinate system

	lsst.tcc: python/tcc/axis/coordConvWithFP.py Source File

	TUI:Tidbits:Entering Sexagesimal Positions







    






17. Long description illustrating absolute positioning with respect to the initial
This diagram illustrates the effects of absolutely positioning a box with respect to the initial containing block. ... Most of the "inner" box contents are therefore rendered outside the document window. ... The text that is to the left of the line numbers lies outside the initial containing block. The lines, as they appear in the image, contain approximately: 1 Beginning of body contents. Start 2 of outer contents. End of outer 3 contents. End of body contents. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/css2/images/longdesc/flow-static-desc.html -- 2.6 Кб -- 01.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>768) - crydee.sai.msu.ru/ )
	Long description for example illustrating positioning with respect to a

	Dynamic HTML in Communicator

	Long description for example illustrating absolute positioning







    






18. ASP: Using Multicultural Dimensions to Teach Astronomy
 ... Activity 3: Measuring the Position of the Sun in the Sky . Purpose: To give students the opportunity to measure the position of the Sun in the sky using simple tools and methods. ... Alternatively, you may have students devise their own methods of relative measurement and apply them to measuring the position of the Sun in the sky. ... Rangi is the sky, and when the Sun is near Rangi's head it is summer in New Zealand. ... Read the Maori story to students. ... back to Teachers' Newsletter Main Page ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astrosociety.org/edu/publications/tnl/53/multicultural3.html -- 12.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>704) - www.astrosociety.org/ )






    






19. http://www.mso.anu.edu.au/~bessell/FTP/Workshop/applic/readme_Aperplates
 ... Q 12.649 0.523 0.342 -0.108 4444 -4.647 -4.582 "n6231_ 178" 16 53 48.63 -41 51 54.1 J2000.0 ! ... A few lines are then added to the top (see readme_asc2dxf for details) to produce input for asc2dxf :in.coo: n6231cp6.dxf slot  line  2.00  43.00  9.00  43.00  point 9.773  19.026    n6231 _ 171  Q  12.649   11.236   57.382    n6231 _ 178  I  14.533  ... the output of this  program  is as follows :n6231cp6.dxf: 0 SECTION 2 ENTITIES 0 CIRCLE 8 1 62 3 10  43.00  20  43.00  30  0.000  40  43.00  0 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~bessell/FTP/Workshop/applic/readme_Aperplates -- 3.0 Кб -- 14.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>499) - www.mso.anu.edu.au/ )
	http://www.mso.anu.edu.au/~bessell/FTP/Workshop/applic/readme_asc2dxf

	http://www.mso.anu.edu.au/~brian/A3002/lecture1_last_a.pdf







    






20. Corrected Geomagnetic Coordinates
 ... Step 1: The Footprint position calculation by the magnetic field line tracing from the satellite position up to the Ionosphere by using IGRF + Tsyganenko [1987] magnetic field model (the stop trace altitude 110 km). Step 2: Tracing back from the Footprint (produced on the Step 1) to the dipole equatorial plane (by using only IGRF magnetic field model up to the geocentric distance 8 RE and dipole field model after this distance). ... Back to the description . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/camp2/corcoord.htm -- 3.3 Кб -- 08.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>688) - www.iki.rssi.ru/ )
	Trigonometry beyond 90 degrees

	Maps of the Heavens

	Kepler and His Laws
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