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Показаны документы, содержащие фрагменты текста из документа
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1. Table Filtering with Indexes
 ... example, note below the dramatic speedup in searching a 1 Gb file using an AND filter, even when one of the columns (pha) has no  index : time fundisp \ huge.fits'[idx_activate=0,idx_debug=1,pha= 2348  4000 4000 1]' \  x y pha  x y pha ---------- ----------- ----------  3999.48   4000.47   2348   3999.48   4000.47   2348   3999.48   4000.47   2348   3999.48   4000.47   2348   3999.48   4000.47   2348 ... Currently, indexed filtering only works with FITS binary tables and raw event files. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/funtools/idx.html -- 9.4 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2263) - hea-www.harvard.edu/ )
	Table Filtering







    






2. SCORPIO-2 project: filters
 ... Parameters . Filters . ... Direct images . ... The SCORPIO-2 project: . Spectral Camera with Optical Reducer for Photometric and Interferometric Observations - 2 . The broad-band glass filters made in SAO RAS are used for the observation in the Johnson-Cousins (UBVRI) photometric system in the direct images mode. The glass filters transmission curves are shown by solid line. ... The filters transmission curves of the `comets' filters measured with the SCORPIO-2 in the F/4 beam. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lsfvo/devices/scorpio-2/filters_eng.html -- 11.5 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lsfvo/devices/scorpio-2/filters_eng.html -- 11.5 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lsfvo/devices/scorpio-2/filters_eng.html -- 11.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1338) - jet.sao.ru/ )
	SCORPIO-2 project: description

	SCORPIO-2 project: Fabry-Perot

	SCORPIO-2: direct images







    






3. Electronics and Software
The electronics of LonGSp is composed of two main parts: "upper" electronics, that is situated near the instrument, and the "lower" electronics, put in the control room. ... There is also the main electronics box that contains the amplifiers and the A/D converters for the four output signals from the detector, the sequence memory which generates the proper timing clocks, and a logic for converting the 16-bit parallel data from the array to a serial format. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/longsp/desc/elet.html -- 5.0 Кб -- 16.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9817) - www.arcetri.astro.it/ )
	INFRARED CAMERA SPECTOMETER TNG

	mod_sed - Apache HTTP Server

	Descrizione tecnica NICS







    






4. RTT150 Technical Description
RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>755) - hea.iki.rssi.ru/ )






    






5. Filters (ImageJ API)
 ... This method is called once when the filter is loaded. ... This method should return a flag word that specifies the filters capabilities. ... With CONVERT_TO_FLOAT, the filter is called with the image data converted to a FloatProcessor (3 times per image for RGB images). ImageJ will lock the image before calling this method and unlock it when the filter is finished. For PlugInFilters specifying the NO_IMAGE_REQUIRED flag and not the DONE flag, run(ip) is called once with the argument null . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/plugin/filter/Filters.html -- 15.9 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1966) - www.astro.louisville.edu/ )
	Convolver (ImageJ API)

	StackLabeler (ImageJ API)

	ImageMath (ImageJ API)







    






6. A computer controlled low light photometer for nightglow observations
A computer controlled low light photometer for nightglow observations. Hardware units of portable photometer for low light measurements, especially night glow emission is described. ... Interface card contain three channels of 24 bit counter, 4 channels of 12 bit ADC and the buffer bus for the controlled motors of the altazimuthal fork mounting and filters wheel, the position encoders. ... Where N( ) is output signal photometer generated input light flux F( l ) . ... PMT # . 599 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/Photometer.htm -- 15.9 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>103) - space.univ.kiev.ua/ )






    






7. A Graphical User Interface for a Development Environment (GUIDE)
 ... GUIDE'' (Graphical User Interface for a Data Environment) is an interactive IDL widget-based package that enables users to retrieve selected sets of satellite instrument data and perform various types of graphical analyses on them, without writing a specialized program. GUIDE simplifies the task of laying out multiple plots on a page by (1) using a page-editor to define and laying out multiple ``panels'' which contain the ``plot objects'', and (2) integrating data retrieval functions. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/bhatnagara.html -- 11.7 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1848) - www.adass.org/ )
	A Distributed System for ``Phase II'' Proposal Preparation

	ADASS 2002 Conference Proceedings

	CIRSI Data Reduction System - CIRDR







    






8. casacore: casa::LogSinkInterface Class Reference
 ... Classes . ... casa . casa::LogSinkInterface . ... LogSinkInterface (const LogFilterInterface &filter) . ... virtual . ... Get given part of the i-th message from the sink. virtual String . ... virtual const LogFilterInterface & casa::LogSinkInterface::filter . ... virtual LogSinkInterface & casa::LogSinkInterface::filter . ... virtual String casa::LogSinkInterface::getLocation . ... virtual String casa::LogSinkInterface::getMessage . ... virtual String casa::LogSinkInterface::getObjectID . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/casacore/casacore-1.2.0/doc/html/classcasa_1_1LogSinkInterface.html -- 44.4 Кб -- 14.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17333) - www.atnf.csiro.au/ )
	casacore: casa::MemoryLogSink Class Reference

	casacore: casa::LogFilter Class Reference

	casacore: casa::LogFilterTaql Class Reference







    






9. VLTI Calibrator Selection Help Page
The VLTI Calibrator Selector Tool is a tool intended to assist in the selection of suitable interferometric calibrators for VLTI observations with MIDI and AMBER. It uses a model of the VLTI and its instruments to assess the fringe visibility, given the observed bandpass, the geometry, spectrum, and coordinates of the target and the time at which the observations are to be made. ... The tool offers an HTML/Java based interface and consists of two pages. ... The quality flag depends on LDD_chi2. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/observing/etc/doc/helpcalvin.htm -- 13.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66858) - www.eso.org/ )
	ESO - Release Description

	HAWK-I Exposure Time Calculator

	filterRaw







    






10. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf
MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 1 of 7 MRO  FTT / NAS    FLC  ICD   FTT / NAS   Electronics  to FTTA  Controller   ICD   MRO-ICD-CAM-1100-0108  The Cambridge  FTT  Team Rev 1.0 9 May 2013 Cavendish Laboratory JJ Thomson Avenue Cambridge CB3 0HE UK  MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 2 of 7  ICD  Description ... 2.1 Signal definitions.. ... The analogue input interface in the FTT-NAS electronics interface is to accept the full range of output available, specifically: 1. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf -- 491.0 Кб -- 29.08.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4381) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Design Documentation | History

	Description of the OOF software architecture Bojan Nikolic web pages (r. 329)

	Building CASA Bojan Nikolic web pages (r. 329)
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