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Показаны документы, содержащие фрагменты текста из документа

 http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf.









1. Multipoint correlations of the solar wind parameters observed by several

The problem of solar wind data correlation for the observations onboard several spacecraft is very important for three points of view: . ... This problem is studied now in detail by systematic determination of ion flux and ion velocity data correlations by INTERBALL-1 (IKI group), WIND and IMP 8 (both - MIT group). ... Solar wind plasma correlation lengths from IMP 8, WIND and INTERBALL-1. ... Correlation of solar wind observations onboard several spacecraft: INTERBALL-1, IMP 8 and WIND data. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1624) - www.cosmos.ru/ )
	MAGION-4 Spacecraft (C2-X)

	Magnetic mapping







    






2. CCD Photometry of BCG

CCD imaging and photometry of large BCGs subsample . For many problems connected with study both group and individual properties of blue compact galaxies (BCGs), it is important to know their photometric and structure parameters. ... For the study of BCG phenomenon it is important to probe possible relations between the main physical parameters of this galaxies such as luminosity, characteristic size, gas mass, color indexes, etc. ... 10 BCGs are very compact and hard to classify. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Laboratory/Current/CCD_eng.html -- 3.8 Кб -- 28.06.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2562) - www.sao.ru/ )
	Starting up

	Session Parameters

	OPTOPUS Commands and Parameters







    






3. makecube CentralProcessor 0.11 documentation

 ... CentralProcessor 0.11 documentation . Calibration and Imaging Documentation . The makecube program merges multiple images into a cube. ... Restoring beam (i.e. the image info) is copied from a single specified image. ... A record of the beam sizes of the input images can be created for future reference. ... The image info (which essentially means the beam information) for the output cube is copied from a designated input image. ... Which of the input images to get the beam information from. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/calim/makecube.html -- 11.4 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12652) - www.atnf.csiro.au/ )
	Indirect Parameter Input

	OPHMAXDT

	imfit







    






4. Getting Started in Actor Prolog. Oil Production.

In this chapter we will consider an example of visual expert system written on the Actor Prolog language. ... There are a lot of methods of oil field bed stimulation that increase output of the oil production: thermal, physical-chemical, gas, microbiological, and others. ... Fig. ... The Top-Most diagram consists of three blocks: the "Describe parameters of hydrocarbon field" block, the "Check adaptability of existed methods of oil production" block, and the "Display solution" block. ... Gas methods. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/Lab144/start/e_oil.html -- 12.2 Кб -- 24.09.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>515) - www.cplire.ru/ )
	SYNCHRONIZATION OF DRIVE-RESPONSE SYSTEMS ON CONDITION OF A LARGE MISMATCH OF







    






5. East Siberian Center for the Earth's Ionosphere Research. Ionospheric parameter

Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... Here we present the ionospheric parameters variations for quiet conditions. ... 




      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/vozmnren.htm -- 3.4 Кб -- 04.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>25) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Capabilities and

	East Siberian Center for the Earth's Ionosphere Research. Modelling, secondary







    






6. Possible Pitfalls

 ... An error involving a missing tasks parameter indicates that the parameter file may have changed between the last time the task was used and the current version. ... If still in trouble, delete the parameter file in `myiraf/uparm' corresponding to the task (the names are somewhat contrived, but with a bit of imagination it is not too difficult to identify the right one). ... The imcnts task and region masks . ... A region descriptor of the kind: . CIRCLE(403, 403, 22.5) . ... See `help regions'.) ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node22.html -- 8.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2626) - hea-www.harvard.edu/ )
	Editing Files and Parameters

	Structure of the Spectral Package

	Parameters







    






7. APEX/Intro

 ... Research . Projects . ... The name of the project APEX is a reduction from words " Active Plasma Experiments " . The core of the project are active experiments with injection of electron and (or) plasma beams from a board of the satellite with simultaneous registration of the phenomena, produced by interaction of injected beam with background plasma. ... Active experiments utilise modulated electron beam accelerator and source of modulated xenon plasma beam on the main spacecraft APEX. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.izmiran.rssi.ru/projects/APEX/intro -- 9.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>640) - www.izmiran.rssi.ru/ )






    






8. sfit help file

 ... SFIT is a general-purpose code designed to optimize theoretical stellar spectra to an observed spectrum. ... While the programme expects input from "stdio", it is more natural to save commands in a file (eg "sfit_input") and run the code simply by . ... If the spectra to be fitted have a filename "star_spectrum", then the best fit spectrum will be written out, together with the renormalized input spectrum, to a file called "star_spectrum.fit". ... sets up model spectrum grid (and for 2nd star) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/sfit2_help.html -- 7.6 Кб -- 18.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2969) - star.arm.ac.uk/ )
	SCL Sfit SLV Commands

	SCL Sfit SYN Commands

	SCL Sfit Genetic Commands







    






9. Program parameters

Next: Program use Up: Description of program searchdup Previous: Description of program searchdup . Parameter input is done with a graphic user interface. ... Input file: Name of the input catalog file. It has to be formatted, one record per source/observation, according to the format used in the Arcetri observations and source archives. ... Minimum number of observations per source Source with less than this number of independent observations are not included in the output file . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/red/searchdup/node2.html -- 8.0 Кб -- 30.06.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7139) - www.arcetri.astro.it/ )
	Program use

	Determination of the Detector Parameters

	Tunable Kernel Parameters?







    






10. CIMA Configuration Files

CIMA configuration files offer You a conveniant way of saving CIMA set-ups to files. ... Then instead of making this selections interactively when You are observing, You can just load and apply the configuration files. ... Any other set-up will be ignored! ... In that case, You are forced to use the 'Load only' option to load the configuration file, inspect the selected set-up carefully, apply the set-up (with the 'Accept' or 'Apply' buttons) and then save a new version of the configuration file. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_config_files.html -- 8.0 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3521) - www.naic.edu/ )
	Arecibo Observatory L-Wide Band Receiver

	CIMA Data Taking Modes

	Orbits in the period / acceleration plane







    






11. NAG's Fortran 90

 ... Compilation and execution with the NAG compiler . Peculiarities in the NAG compiler . System parameters The Numerical Algorithms Group Ltd Wilkinson House Jordan Hill Road Oxford OX2 8DR infodesk@nag.co.uk Tel: +44 1865 511245 Fax: +44 1865 310139 NAG offers a Fortran 90 system which behaves as a compiler but in reality translates to C (except for the PC version). ... CERN had at that time a total of 80 000 code lines working with NAG's Fortran 90 compiler, version 1.1. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/nag.html -- 10.5 Кб -- 10.02.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/nag.html -- 10.5 Кб -- 10.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2013) - crydee.sai.msu.ru/ )
	Tutorial on Fortran 90, Digital UNIX

	SunSoft

	Conformance: requirements and recommendations







    






12. Building Software from Heterogeneous Environments

Next: Data Analysis Applications . ... The past decade has witnessed a movement within the astronomical software community towards Open Systems . ... We present examples of user-customizable systems that can be built from existing tools, based on commonly-used infrastructure: a parameter interface library, FITS file format, Unix, and the X Windows environment. ... However, the currently available parameter file systems have serious limitations when inserted into a heterogeneous environment. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/conroym.html -- 14.0 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/conroym.html -- 14.0 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1819) - www.adass.org/ )
	Indexing and Searching Distributed Astronomical Data Archives

	TwoFitlines: An Spectrum and Line Analysis Tool

	Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared







    






13. Determination of atmospheric parameters and calculation of chemical composition

 ... We cannot use for this purpose equivalent widths and profiles of HI lines (well known criteria of atmospheric conditions for normal supergiants), since these lines are strongly distorted in the spectrum of IRAS04296 as seen in Fig. ... Figure: Upper: iron abundance FeI (circles) and FeII (crosses) calculated for IRAS04296+3429 with model parameters , and using lines with different excitation potentials EP of a low level; bottom: the same as a function of the equivalent width W . ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>933) - jet.sao.ru/ )
	Access via e-mail

	comedi_get_cmd_src_mask

	comedi_get_cmd_generic_timed







    






14. S.P.Korolev RSC Energia - LAUNCHERS

LAUNCHING . The first launch of LV Energia . ... The first launch . ... The launch vehicle was first launched from the versatile "Stand-Start" complex on May 15, 1987, at 21:30 Moscow time. ... The first successful launch of LV Energia proved that a versatile, heavy-lift LV Energia having no analogs in the world rocket building has been developed. The second launch of LV Energia carrying the Buran Orbiter was scheduled on October 29, 1988. ... Official WEB-site of S.P.Korolev RSC Energia . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/english/energia/launchers/vehicle_energia-l.html -- 12.4 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3502) - www.energia.ru/ )
	S.P. Korolev RSC Energia - Important Anniversaries of the Corporation

	S.P.Korolev RSC Energia

	S.P. Korolev RSC Energia - News







    






15. http://site2010.sai.msu.ru/static/doc/TTravouillon_TMT_site_testing_site2010.pdf

Lessons learned from the Thirty Meter Telescope site testing Tony Travouillon Sebastian Els, Angel Otarola, Reed Riddle, Matthias Schoeck, Warren Skidmore TMT.XXX.PRE.05.0XX.DRF01 1 Introduction TMT and its Site testing. Important choice before going on site. ... Considerations during analysis of the data. TMT.XXX.PRE.05.0XX.DRF01 2 Some Background about the TMT Site Testing TMT is a 30m, segmented, RitcheyChretien telescope design. ... ASCA Cloud Cover Analysis So how do we do it in practice? ... 




      
[
Текст

] 
 Ссылки http://site2010.sai.msu.ru/static/doc/TTravouillon_TMT_site_testing_site2010.pdf -- 2354.3 Кб -- 18.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27) - site2010.sai.msu.ru/ )






    






16. web4 Astroclimatology

 ... Paranal and La Silla general information and long term statistics of various parameters relevant for observational astronomy. on meteorology, telescope environment, atmospheric turbulence, and related topics (includes links to some other sites) . ... Databases for the Characterization of Astronomical Observatories Workshop La Laguna, Tenerife, Canary Islands, Spain; 22-23 June 2015 . ... Astroclimatology of Chajnantor . ... Photometry: Night Sky Quality at Mauna Kea , Cerro Pachon , CTIO and IAC . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/gen-fac/pubs/astclim/ -- 10.5 Кб -- 05.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66212) - www.eso.org/ )
	Stellar parameters from calibrations of spectral types

	Derived parameters

	CONSTRICTOR parameters for astrometric reductions







    






17. SPUTNIK home page

 ... Resolution - 1.5-2.0 km . Swath - 450 km . ... Swath - 550 km . ... Resolution - 370 km . ... Spectral bands - 0.6-0.7 um; 0.8-1.1 um . ... Kondor - system for collection and transmission of data from sea and ice stations . ... Downlinking to ground stations (main centers) . ... Satellite's information system operates in both direct transmission mode and recording to on-board recorder mode with later downlink to ground station. ... For more information send a mail to: info@sputnik.infospace.ru . ... 




      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean/engl/ocean_1.htm -- 8.3 Кб -- 27.12.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>46) - sputnik.infospace.ru/ )






    






18. IMCCE-SAI: Natural Satellites Data Center (NSDC). Parameters

. This is a framed page, but your browser doesn't support frames. Get FireFox!




      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/neb/nss/paramhf.htm -- 2.1 Кб -- 11.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>544) - lnfm1.sai.msu.ru/ )
	IMCCE-SAI: Natural Satellites Service. Parameters and constants

	Data bases of Natural Satellites. Documentation. Structure

	Data bases of Natural Satellites. Documentation. Manual







    






19. Description of the RadioAstron project, english version

 ... They are concerned with Attitude Control System of the spacecraft, satellite visibility from tracking stations, limits on the satellite autonomous operations during the orbit, and needs for auxiliary operations with the spacecraft. ... Among the operational constraints the most important one is the number of programmed slews per orbit, which determines the maximum number of radio sources to be observed during one orbit. ... System temperature (K) . ... Progress of the RadioAstron Project in Pictures...




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/observations_eng.htm -- 9.5 Кб -- 10.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>176) - www.asc.rssi.ru/ )
	Parameters of the Moon-perturbed orbit

	MILLIMETRON

	Results of measurements of SRT antenna parameters in Pushchino







    






20. http://www.ipa.nw.ru/conference/2002/sovet/PS/GAYAZOV.PS

 ... 8, ``Celestial Mechanics'', 2002 Parameterization of the Solar Radiation Pressure model for GPS satellites I. S. Gayazov Institute of Applied Astronomy, St. Petersburg, Russia The treatment of solar radiation pressure (SRP) effect until now is the main problem in precise modeling of GPS satellite orbits. ... In practice, however, all seven parameters of the empirical model cannot be confidently determined from phase observations. ... BarSever Y. E. A new model for GPS yaw attitude. ... 




      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/2002/sovet/PS/GAYAZOV.PS -- 29.9 Кб -- 19.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>544) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/2002/sovet/PS/BYKOVA2.PS

	http://www.ipa.nw.ru/conference/2002/sovet/PS/KESHIN.PS

	(Untitled)
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