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Показаны документы, содержащие фрагменты текста из документа

 http://www.stecf.org/software/IRAFtools/stecf-iraf/adass99/stecf.pdf.









1. IKI IPL home page
You can also see this page in Russian with using KOI8 (X Windows) or CP1251 (MS Windows) Cyrillic coding. The Laboratory supports the space TV experiments, mainly in the planetary exploration missions. ... Image Co-registration . ... PHOBOS mission - Martian satellites investigations. Phobos on the Martian limb, the image from Phobos-2 probe from 02/28/89. ... Russian Space Bulletin. ... Last modified at June,26 1997 Alexey Kuzmin: akuzmin@mx.iki.rssi.ru . Back to IKI home page ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/IPL/ -- 4.8 Кб -- 05.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1182) - www.iki.rssi.ru/ )
	Auroral Images

	Calvin Hamilton

	The Face on Mars







    






2. Astronomy Plus CCD Images of Galaxies
. Go Here for Hubble Ultra Deep Field . ___________________________________________________________________ The Electronic Universe Project e-mail: nuts@moo.uoregon.edu



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/galaxy.html -- 4.8 Кб -- 10.03.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>461) - zebu.uoregon.edu/ )
	The Galaxy Gallery: Messier Objects

	CCD Astronomy Magazine Article Page 4

	The Galaxy Gallery Page VII: Infrared Imaging







    






3. stecf.impol - Package Tasks
 ... hstpolima: Reduce linear polarization data for HST instruments (currently FOC, NICMOS and WFPC2 are supported). ... Images for the three Stokes parameters (I,Q and U), the linear polarization and position angle and their error images are output. hstpolpoints: Reduce linear polarization data for HST instruments for a set of circular apertures. ... There is a web page http://www.stecf.org/software/impol/ briefly describing the package and giving example polarization maps for HST and model data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/software/IRAFtools/stecf-iraf/adass99/P2-21/node7.html -- 5.5 Кб -- 06.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>295) - www.stecf.org/ )
	stecf.impol - an IRAF Imaging Polarimetry Reduction Package

	STScI NICMOS Software

	HSTPOLSIM (V1.00) --- April99 --- HSTPOLSIM (V1.00)







    






4. Overhead Times
Efficient use of the WFPC2 requires an understanding of the overhead times of the instrument. ... The start of an alignment requires 1 minute overhead in order to synchronize timing with a major frame (all commands to the instrument take place on major frames which last 1 minute). ... If scans are being performed, another minute of overhead is required and, if images are requested in real-time, another 2 minutes must be added to the alignment end. ... The readout time for an exposure is one minute. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/instruments/wfpc2/Wfpc2_hand4/ch2_instrument8.html -- 13.0 Кб -- 04.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21380) - www.stsci.edu/ )
	STIS Instrument Handbook

	ACS Instrument Handbook for Cycle 20

	COS Imaging Observing Strategies







    






5. cmodel (Model Image Generator) CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . Calibration and Imaging Documentation . The cmodel pipeline task is responsible for extracting a local sky model (LSM) from the global sky model (GSM) and building an image from the components and/or images resulting from the request. ... MPI wrapper> cmodel -c config.in . ... None . ... If Cmodel.gsm.database is set to asciitable then a row/column (space separated) file is used as the global sky model source. ... cmodel (Model Image Generator) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/calim/cmodel.html -- 18.9 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>23805) - www.atnf.csiro.au/ )
	Copying, Reordering and Regridding Images

	User Parameters - Mosaicking Continuum images CentralProcessor 0.11

	Techs in Paradise, Hawaii 2004 (The Complete Images)







    






6. IRAF/STECF imaging linear polarimetry simulation and reduction package
 ... The STECF IRAF layered package impol provides five tasks specifically aimed at reduction of HST imaging polarimetry data for ACS, FOC, NICMOS and WFPC2. ... Reduction of HST polarimetry data and simulation of raw polarimetry images, together with polarization vector plotting, are covered. ... hstpolsim -- Produce simulated polarization input data frames for HST instruments from images of the total signal, the linear polarization and the position angle of the polarization vectors. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~jwalsh/softpol/ -- 8.2 Кб -- 02.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>67162) - www.eso.org/ )
	HSTPOLSIM (V2.00) --- November00 --- HSTPOLSIM (V2.00)

	POLIMODEL (V2.00) --- November00 --- POLIMODEL (V2.00)

	POLIMPLOT (V2.00) --- November00 --- POLIMPLOT (V2.00)







    






7. http://xmm.vilspa.esa.es/sas/5.4.1/doc/eregionanalyse.ps.gz
 ... The task eregionanalyse calculates the  source  centroid (returned in the parameters xcentroid and ycentroid), the  optimum  radius for point  source  extraction ( parameter  optradius) and the number of  counts  in the  source  box ( parameter  srccnts) The  optimum  radius is calculated using the PSF (EXTENDED  mode ) for the particular Epic camera for a photon energy of 1.5 keV. xmmsas 20030110 1802-5.4.1 XMM-Newton Science Analysis System Page ... Otherwise it is set true. ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/eregionanalyse.ps.gz -- 50.0 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20458) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/8.0.0/doc/emosaic.ps.gz

	http://xmm.vilspa.esa.es/sas/7.0.0/doc/emosaic.ps.gz

	http://xmm.vilspa.esa.es/sas/5.4.1/doc/emosaic.ps.gz







    






8. Registering, PSF-Matching and Intensity-Matching Images in IRAF
 ... We have developed a set of tasks in the IRAF environment for registering, matching the point-spread functions, and matching the intensity scales of two or more images. ... The current software performs spatial registration by supplying the registration task with a reference and input image list, and a list of features common to both images. ... The current software requires the input and reference images to be spatially-registered and PSF-matched. ... CTIO 4-m images courtesy of Nelson Calwell.) ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/phillipsa.html -- 12.5 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2003) - www.adass.org/ )
	SDImager: An Imaging Tool for Single Dish Observations in AIPS++

	The ``stecf'' IRAF Layered Package

	ATV: An Image-Display Tool for IDL







    






9. C/2006 P1 (McNaught)
 ... All images on this page are copyright Robert H. McNaught. ... There have been so many requests for high resolution copies of these images that I ask that all enquiries for these to go directly to Science Photo Library. C/2006 P1 on Jan 18, 10:22 UT. Photo: R. H. McNaught, Siding Spring Observatory. Canon 5D, 135mm, f/2.0, 2 sec exp., ISO 1600 . ... ISO 200 . ... Canon 5D, 50mm, f/2.0, 30 sec exp., ... Canon 5D, 135mm, f/2.0, 120 sec exp., ... Canon 5D, 50mm, f/2.0, 110 sec exp., ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~rmn/C2006P1new.htm -- 9.6 Кб -- 11.05.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1567) - www.mso.anu.edu.au/ )
	Untitled1

	Mike Bessell, MSSSO - Images

	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) IFU.







    






10. NVSS Image ftp service (5 August 1998)
The form on this Web page allows specifying a celestial position for which the full 4x4 degree NVSS FITS image is desired. ... Other services of the NVSS survey include: . ... NVSS Postage stamp (small FITS or jpeg file) server . direct ftp to NVSS 4x4 deg. FITS image and documentation server . NVSS source catalog and software ftp server - but please note that you will need to schedule an overnight job for a quiet time slot to download the 150Mb CATALOG.FIT file to avoid timeouts etc. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/surveys/nrao/NVSS/findFITS.html -- 6.9 Кб -- 11.02.1999

    






