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Показаны документы, содержащие фрагменты текста из документа

 http://www.stsci.edu/~INS/2010CalWorkshop/loose.pdf.









1. Calibration and Performance Control for the VLT Instrumentation
Next: The ESO VLT CCD Detectors Software . ... Up: Instrument-Specific Software . ... The framework for data calibration and analysis of the VLT instrumentation is presented, based on the concepts of a calibration plan, pipeline calibration, quality control, and archiving of calibrated data for a ground-based observatory. ... Quality Control Pipeline provides quality assessment for instrument performance data and observing conditions, and tests the results of the Reduction Pipeline. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/ballesterp.html -- 9.3 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1911) - www.adass.org/ )
	ETCs and Observations Simulation at the VLT

	CICADA - Configurable Instrument Control and Data Acquisition

	The ESO VLT CCD Detectors Software







    






2. STScI FOS Group Documents
 ... The HST Data Handbook version 3 is the definitive reference manual for the reduction and analysis of HST data. ... It describes data sets produced by each instrument aboard the Hubble Space Telescope and techniques for reading, understanding, calibrating, and analyzing the data. ... Calibrating Hubble Space Telescope is the proceedings from the first HST Calibration Workshop, held at the Space Telescope Science Institute November 15-17, 1993. ... Maintained by the STScI Spectrographs Group . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/instrument_news/FOS/fos_doc_access.html -- 9.3 Кб -- 12.05.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>25213) - www.stsci.edu/ )
	GHRS Instrument Science Report 072

	Fine Guidance Sensor Instrument Handbook

	FOS ISRs on FLUX CALIBRATION







    






3. Software Maintenance Manual
 ... Created: 23 February 2001 . ... SOFTWARE MAINTENANCE MANUAL . ... 9 January 2001 . ... Note: in the final document, the table of contents will be to third level] . The Software Maintenance Manual describes the procedures for installation and maintenance of the software for the Gemini Near-infrared Integral Field Spectrograph (NIFS). ... Section 19.4.3 of the document “Programmatic Requirements for Gemini Instrumentation Development” states the requirements for the Software Maintenance Manual . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/manuals/man0003.htm -- 139.3 Кб -- 06.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>646) - www.mso.anu.edu.au/ )






    






4. http://xmm.vilspa.esa.es/sas/7.0.0/doc/siamgen.ps.gz
XMM-Newton Science  Analysis  System Page: 1  siamgen  June 28, 2006 Abstract  siamgen  generates the Star Tracker /  Instrument  Alignment Matrices (SIAMs) for the instruments  EMOS1 , EMOS2, EPN, RGS1, RGS2, and OM as speci ed in the  Interface   Control   Document [2] 1 Instruments/Modes  Instrument  Mode all except ERM all 2 Use pipeline processing no interactive  analysis  no CCF maintenance yes 3 Description  siamgen  generates the ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.0.0/doc/siamgen.ps.gz -- 46.3 Кб -- 28.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17315) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/8.0.0/doc/siamgen.ps.gz

	http://xmm.vilspa.esa.es/sas/6.5.0/doc/siamgen.ps.gz

	http://xmm.vilspa.esa.es/sas/5.4.1/doc/siamgen.ps.gz







    






5. http://www.eso.org/projects/www.eso.org.projects.ngc/Hardware/2005_06_24-Reyes-SDW2005NGCforCCDsandAO.pdf
NGC FRONT-END FOR CCDS AND AO APPLICATIONS Javier Reyes, Mark Downing, Leander Mehrgan, Manfred Meyer and Ralf Conzelman European Southern Observatory, Karl-Schwarzschild-Str. 2, 85748 Garching, Germany Abstract: The New General detector Controller (NGC) at ESO aims at covering optical, infrared and wavefront sensing applications with a single controller. ... In addition, the adaptation of the NGC frontend to the future ESO CCD head for AO and the control of the L3 devices is presented. ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/Hardware/2005_06_24-Reyes-SDW2005NGCforCCDsandAO.pdf -- 151.7 Кб -- 12.03.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66683) - www.eso.org/ )
	The Architecture for two generations of ESO CCD Controllers

	ESO - VLT/Instrument Interfaces

	ESO - Thesis Topic: Next generation Fornax Cluster surveys







    






6. Fasti Rationale
Fasti is an innovative design for infrared detector control. ... to use largely accepted standards as boundaries, as a PCI bus, a parallel interface or a serial, and to use few of them . ... The building blocks of Fasti are: . ... the serial bus for controlling housekeeping devices (temperature and pressure sensors or motor controllers) and programming data acquisition . ... Though not so fast, and lacking some forms of data integrity check, this bus is so widely used to be nearly unavoidable. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/fasti/description.html -- 11.9 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10726) - www.arcetri.astro.it/ )
	Carlo Baffa

	ARNICA (Abstract)







    






7. Simulating Atmospheric Phase Errors, Phase Correction and the Impact on ALMA
 ... Bojan Nikolic web pages (r. 329) . ALMA . We present a framework for modelling atmospheric phase errors and their correction by both the fast-switching and water vapour radiometeric techniques. ... We use this framework to simulate relative point source sensitivity and effective resolution for a range of atmospheric conditions, with and without phase correction. ... Published as ALMA Memo #582. ... Simulating Atmospheric Phase Errors, Phase Correction and the Impact on ALMA Science . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/alma/memo-turb.html -- 14.2 Кб -- 04.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3306) - www.mrao.cam.ac.uk/ )
	Abstract

	MCCT SKADS Astronomical Workshop







    






8. MAPPIT 2: Second Generation High-Resolution Imaging at the AAT
 ... ATNF Home . About ATNF . ... About ATNF overview . ... Governance overview . Australia Telescope Steering Committee . ... Australia Telescope User Committee . ... Our people overview . ... Publications overview . ... ATNF facilities . ... Parkes radio telescope . ... Visiting Parkes radio telescope . ... Parkes radio telescope webcam . ... Images . ... The MAPPIT (Masked APerture Plane Interference Telescope) instrument has been used for NRM observations at the 3.9m Anglo-Australian Telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/pasa/14_2/robertson/paper/index.html -- 51.4 Кб -- 08.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16284) - www.atnf.csiro.au/ )
	ATNF Colloquium

	Making a Fake Observation

	Science with NIFS, Australia's First Gemini Instrument







    






9. Project
S AO's New Generation Multipurpose CCD Controller . ... In the 1990?s considerable advances have been made in the world over technology of manufacturing scientific image detectors with high photoelectric characteristics, which called for the creation of new complex array controllers to operate such detectors. ... very low readout noise; . ... Quite a few teams of researchers and engineers are ingaged in the development of controllers. ... development, SPICE modelling and design of modules; . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/adlab/project.htm -- 10.7 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/adlab/project.htm -- 10.7 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/adlab/project.htm -- 10.7 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>921) - jet.sao.ru/ )






    






10. http://site2010.sai.msu.ru/static/doc/Site2010-Summary.pdf
SITE 2010 Comprehensive Characterization of Astronomical Sites Kislovodsk, Russia, 49 October 2010 Conference Summary Marc S. Sarazin*a a European Southern Observatory, Garching, Germany Abstract The main topics discussed during the Site 2010 conference are outlined and the outcome is described. Keywords: Astronomical Site testing, precipitable water vapor, atmospheric turbulence, cloudiness, seeing 1. ... Site surveys for National observatory projects in China, India, and Iran benefit from this. ... 



      
[
Текст

] 
 Ссылки http://site2010.sai.msu.ru/static/doc/Site2010-Summary.pdf -- 327.1 Кб -- 17.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - site2010.sai.msu.ru/ )
	Methods and instruments to measure/monitor major site properties







    






11. Meade Instruments Corporation - Autostar Computer Controller Instruction Manual
 ... Meade Instruments Corporation . ... Autostar Computer Controller Instruction Manual . Autostar Computer Controller . ... NOTE: This manual covers both Model #495 Autostar and #497 ETX Autostar Computer Controllers. ... Autostar Primary Menus and Options . ... Chapter 3: Alignment . ... Guided Tour Menu . ... Chapter 5: Autostar Menu Functions . ... Meade Autostar Computer Controller . ... Meade #505 Connector Cable Set Manual . ... Copyright 2006 Meade Instruments Corporation, All Rights Reserved. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/autostar/index.html -- 11.8 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2504) - www.meade.com/ )
	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,

	Hand Controller Holder

	Hand Controller Holder - Parts - Products







    






12. http://www.iki.rssi.ru/conf/mss09/MSS-09_files/pap-eng-2.doc
 ... We study in this paper the effect of shock excitation of leaky and surface modes by the p-polarized electromagnetic wave incident on the rapidly ionized gaseous or solid layer. ... For example, if [pic] (solid density, multiple ionized plasma), the basic frequency [pic], [pic], [pic] we find, that the wavelength of leaky wave [pic] is in soft x rays band. ... If [pic] (low density gaseous plasma), the basic frequency [pic], [pic], [pic] we find, that the wavelength of leaky wave [pic] is in THz band...



      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/conf/mss09/MSS-09_files/pap-eng-2.doc -- 187.0 Кб -- 26.06.2009

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/conf/mss09/MSS-09_files/pap-eng-2.doc -- 187.0 Кб -- 26.06.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1161) - www.cosmos.ru/ )
	Space Research Institute (IKI) Seminar

	mode conversion







    






13. VLT First Light
 ... Image Quality of the VLT . Total Optical Control . First light for the ESO VLT unit telescope 1 occurred during the workshop. ... The image shown (Figure 1 ) here was obtained with the VLT on May 16, 1998, in red light (R band), i.e. while the mirror was still uncoated. ... In this diagram (FIgure 2), the measured image quality of the VLT UT1 astronomical images is plotted versus the ``seeing", as measured by the Seeing Monitor, a small telescope also located on top of the Paranal Mountain. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node5.html -- 11.0 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>258) - www.stecf.org/ )
	Design and Status of the NICMOS Cryocooler

	STScI NICMOS Software

	Near IR Astronomy with the ESO VLT







    






14. EBCCD Tutorial abstract and introduction
ABSTRACT . Single electron detection is desirable in systems incorporating EBCCDs. The sources of noise in single electron counting are discussed and an expression is given for the total noise. INTRODUCTION . Electron bombarded charge coupled devices (EBCCDs) have been recognized as having performance advantages over competing technologies in terms of their high sensitivity, low noise and high spatial resolution. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TUTORIAL/EBCCD/Intro.htm -- 4.4 Кб -- 05.07.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1888) - www.sao.ru/ )
	THE 1.4 GHZ NORTHERN SKY CATALOG

	Instrument descriptors

	Direct electron imaging-abstract







    






15. Separation of chaotic signals - Reports to the Russian Academy of Sciences
Andreyev Yu.V., Dmitriev A.S. and Pustovoit V.I. Institue of RadioEngineering and Electronics of RAS . Efremova E.V. Moscow Institue for Physics and Technology . ... Separation of a sum of chaotic signals corrupted by Gaussian channel noise into the components with a method based on chaotic synchronous response is discussed. In order to establish the response, a procedure of iterating the maps, inverse to the maps that generate the chaotic signals, is proposed. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/InformChaosLab/papers/dan99.html -- 2.1 Кб -- 18.07.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>601) - www.cplire.ru/ )
	Conditions for Global Synchronization - Bif. and Chaos

	SYNCHRONIZATION OF DRIVE-RESPONSE SYSTEMS ON CONDITION OF A LARGE MISMATCH OF







    






16. http://www.naic.edu/vscience/schedule/tpfiles/KelleytagT1819tp.ps
Proposal Identi cation No.: T1819 Date Received: 2003-May-12 11:13:38 Technical Page Proposal Type: Regular General Category: Terrestrial Aeronomy Observation Category: Ionosphere Total Time Requested: 32 Hours Proposal Title: Calibration of new DMSP satellite optical instruments using the Arecibo ISR ABSTRACT: A new generation of optical instrumentation has been developed for the Defense Meteorological Satellite Program and its future replacement, NPOES, which is a joint NOAA/DOD Program. ... 



      
[
Текст

] 
 Ссылки http://www.naic.edu/vscience/schedule/tpfiles/KelleytagT1819tp.ps -- 100.8 Кб -- 19.04.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4881) - www.naic.edu/ )
	http://www.naic.edu/vscience/schedule/tpfiles/HofnertagA2224tp.pdf

	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/ANNUN_S-1343.pdf

	http://www.naic.edu/~astro/talks/abstracts/roberts_10apr07.htm







    






17. Armagh Observatory
 ... One of the instruments, the Troughton equatorial telescope, is maintained at constant temperature and relative humidity, to reduce the rate of deterioration. ... 3.1 Troughton Equatorial Telescope . Figure 1 shows the equatorial telescope constructed by J E Troughton of London and which was erected in the west dome of Armagh Observatory in 1795. ... Troughton, J. E.: c.1790, Instructions for Adjusting the Troughton Equatorial Telescope, Armagh Observatory Archives , M17.2, 3pp. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/sci-instr.html -- 12.3 Кб -- 27.06.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1923) - star.arm.ac.uk/ )
	Blinkers and TREEs

	Future Plans

	Abstract 218







    






18. http://www.ipa.nw.ru/conference/wpltn2012/docs/25/0930%20ipatov.pdf
 ... Proposed location of the  new  generation Russian VLBI  network  radio telescopes Kaliningrad St. Petersburg Zelenchukskaya (Zc) Badary (Bd) Ussurijsk Working  frequency   bands  for the  new  generation Russian VLBI  network  S X Ka 2.2 2.6 7.0 9.5 27 33 F,  GHz   Data  acquisition parameters 4  frequency   bands : 512 MHz bandwidth x 2 polarisations or 1024 MHz bandwidth x 1 polarisation 2-bit sampling ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/docs/25/0930%20ipatov.pdf -- 2243.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>856) - www.ipa.nw.ru/ )
	Keywords_279

	AKO-2005







    






19. Astronomy HyperText Book: Stellar Evolution
 ... Stellar Evolution is driven entirely by the never ending battle between Pressure and Gravity . As imbalances are reached, the star is driven to find a new Energy source. ... Pressure and gravitational forces are equal, the star is stable and its core is sufficiently hot to fuse Hydrogen into Helium More about main sequence stars . ... The luminosity generated by the core fusion of Helium into Carbon is far greater than the shell luminosity associated with the fusion of Hydrogen into Helium. ... 



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/textbook/se.html -- 4.8 Кб -- 16.12.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>364) - zebu.uoregon.edu/ )
	U of O High Energy Physics Seminars

	Solar Collection and Energy Transport.

	Cosmological Issues for Theorists







    






20. http://www.apo.nmsu.edu/arc35m/Instruments/TRIPLESPEC/tspec_sofwaretroubleshootingguide.pdf
 ... Seek help from APO hub specialists before moving to the instrument. the exposure sequence are working is a good sign that everything is talking), but the results are files filled with 0's. Array  power  needs to be powered in software using:  tcamera  arrayPower state= on  or  tspec  arrayPower state= on  3) General error guidance: If the errors are coming from  tspec  or  tcamera  (not tcam) then there may be troubles in the  instrument : --------------------------Guider ( ... 



      
[
Текст

] 
 Ссылки http://www.apo.nmsu.edu/arc35m/Instruments/TRIPLESPEC/tspec_sofwaretroubleshootingguide.pdf -- 14.1 Кб -- 13.11.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1468) - www.apo.nmsu.edu/ )
	TUI:Instruments:Agile:Agile window

	Mirror Controller Actor

	DIS Keywords
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