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Показаны документы, содержащие фрагменты текста из документа

 http://www.stsci.edu/hst/acs/documents/InformationBrochure_AAS2010.pdf.









1. Tabular Reference Data

 ... HST Phase II Proposal Instructions for Cycle 20 > Chapter 11: Advanced Camerafor Surveys (ACS) > 11.4 Tabular Reference Data . ... 11.4.1 Spectral Elements for WFC . Table 11.2: Spectral Elements for use with ACS/WFC Configuration a . ... ACS/WFC . ... O II Ramp . ... ramp . ... The UV polarizers ( POL0UV , POL60UV , POL120UV ) must be used with a spectral element on wheel 2 except for: POL0V , POL60V , POL120V , and any inner or outer ramp filter segment (see Table 11.4 ). ... full frame 2 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/documents/p2pi/HTMLjavahelpCy20/ch12_acs5.html -- 406.8 Кб -- 31.05.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4186) - www.stsci.edu/ )
	Chapter 11: Advanced Camera for Surveys (ACS)

	The Hubble Deep Field South The Hubble Deep Field South Project Description







    






2. RTT150 Technical Description

RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>905) - hea.iki.rssi.ru/ )






    






3. http://www.sao.ru/drabek/CCDP/TAPER/HTM_resume/PixVision/specim.pdf

 ... Imaging Spectrograph For Visible And Near Infrared (NIR) Spectral Ranges n High-Efficiency Holographic Grating n First Direct-Sight C-Mount Imaging Spectrograph n Polarization Independent n Specim Ltd. ImSpectorTM Ima ging Spectr o g raph General Description The ImSpector adds spectral resolution to conventional imaging cameras via a standard Cmount. ... The ImSpector N17, Specim's latest imaging spectrograph, is designed for NIR imaging in 900 - 1750 nm with InGaAs matrix cameras. ... 




      
[
Текст

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TAPER/HTM_resume/PixVision/specim.pdf -- 81.6 Кб -- 25.09.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2390) - www.sao.ru/ )
	FILTER/WAVE

	VNI-743-com camera description

	BTA Nasmyth2 TV-camera description







    






4. IBIS: Technical Description

The following papers summarize the characterization and technical performance of IBIS : . ... Characterization of Fabry-Perot interferometers and multi-etalon transmission profiles. ... Righini, A., Cavallini, F., Reardon, K. P., 2010, Astronomy and Astrophysics , 515 , A85, . ... The filter wheel is located between the two interferometers. ... The interferometers can be rapidly tuned, simultaneously, so to allow sequential scanning of the spectral lines of interest (see movie in IBIS Intro ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/solar/IBIS/IBIS_description.html -- 33.6 Кб -- 13.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11435) - www.arcetri.astro.it/ )
	Some Photos of LonGSp

	Optical System

	INFRARED CAMERA SPECTOMETER TNG







    






5. GALFA System Description

Section I: Introduction to ALFA and GALFA . Section II: System Description . ... ALFA receives 7 beams, 2 polarizations per beam, each covering 1225-1525 MHz. The 14 IF signals cover nominally the 100 to 400 MHz band. ... A high-resolution, low-bandwidth spectrometer (8K channels covering a 7 MHz bandwidth) . ... Each spectrometer board handles two polarizations from one telescope beam.The baseband signals are to be digitized by four 8-bit ADCs at 100 Msamples/sec. ... Bandwidth: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/docs/galspect/system/galfa_desc.html -- 7.9 Кб -- 18.07.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5093) - www.naic.edu/ )
	GALFA Documentation

	high resolution decimation test

	Technical Data for the Arecibo Airglow and Optical Instrumentation







    






6. Astrophysical Research Consortium - Apache Point Observatory

 ... SPIcam is a general purpose, visible-wavelength, direct imaging CCD camera with > 50% QE between 400-900 nm. It may be operated in either traditional point-and-stare mode or in a drift-scanning mode. The detector in SPIcam is a backside-illuminated SITe TK2048E 2048x2048 pixel CCD with 24 micron pixels and an unbinned plate scale of 0.14 arc seconds per pixel, giving a field of view of 4.78 arc minutes. ... CCD pixel size = 24 m . ... CCD read noise = 5.7 e - / pixel 0.1 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/SPIcam/SPIcam_quick_info.html -- 12.4 Кб -- 01.10.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>700) - www.apo.nmsu.edu/ )
	Hodge on/off H-alpha Narrow Band Filters

	APO - narrow band filters

	ARC 3.5m | Instrumentation







    






7. SCORPIO-2 project: description

 ... Description . ... The SCORPIO-2 project: . ... The multi-mode spectrograph SCORPIO-2 was developed using the experience of observations at the 6-m telescope BTA with the SCORPIO focal reducer . ... The focal reducer consists of several units ('floors') mounted in the common case in the following order (from the telescope focal plane): . ... The focal reducer is connected with the platform-adapter which used for guiding by offset stars and for illumination the spectrograph by calibration lamps. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lsfvo/devices/scorpio-2/descript_eng.html -- 7.1 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lsfvo/devices/scorpio-2/descript_eng.html -- 7.1 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lsfvo/devices/scorpio-2/descript_eng.html -- 7.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1241) - jet.sao.ru/ )
	SCORPIO-2 project: filters

	SCORPIO-2 project: Fabry-Perot

	SCORPIO-2 project: long-slit







    






8. Spacecraft Digital Imaging Cameras

 ... Imaging of land and water surfaces in three spectral bands onboard remote sensing and weather satellites. ... Digital mid-resolution multi-spectral imaging systems (MSU) register information on three CCD-lines equipped with different filters. A digital signal processor serves for the image data preprocessing. ... For the future modifications the MSU-100M and MSU-200 cameras, operating in the visible and near-infrared bands are being developed. ... MSU-50 . ... 7926 . ... Angular FOV , deg . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/ss23.htm -- 31.2 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/ss23.htm -- 31.2 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1735) - www.cosmos.ru/ )
	Arcad Instruments

	PhSRM

	High resolution IR-spectrometer







    






9. Meade Series 4000 Broadband Nebular Filters

 ... Meade Series 4000 Nebular Filters incorporate the very latest in interference coatings technology. ... Technical Basis of the Meade Broadband Nebular Filter: As shown in the transmission graph below, the Meade Broadband Nebular Filter strongly rejects the light of sodium- and mercury-vapor lights as well as natural airglow and auroral emissions. ... Meade Series 4000 Narrowband Nebular Filters . ... Meade Series 4000 Oxygen-III Nebular Filters . ... Meade Series 4000 Photo-Visual Color Filters . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/catalog/meade_4000/meade_series_4000_nebular_filters.htm -- 29.2 Кб -- 06.10.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2488) - www.meade.com/ )
	Meade Series 4000 Photo-Visual Color Filters

	Meade Series 4000 #905 Variable Polarizing Filter (1.25")

	Coronado 5mm Blocking Filter - Blocking Filters - Coronado€о Solar - Products







    






10. Table Filtering with Indexes

 ... example, note below the dramatic speedup in searching a 1 Gb file using an AND filter, even when one of the columns (pha) has no  index : time fundisp \ huge.fits'[idx_activate=0,idx_debug=1,pha= 2348  4000 4000 1]' \  x y pha  x y pha ---------- ----------- ----------  3999.48   4000.47   2348   3999.48   4000.47   2348   3999.48   4000.47   2348   3999.48   4000.47   2348   3999.48   4000.47   2348 ... Currently, indexed filtering only works with FITS binary tables and raw event files. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/funtools/idx.html -- 9.4 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1846) - hea-www.harvard.edu/ )
	The Funtools Help Facility

	Spatial Region Boundaries

	Table Filtering







    






11. http://crydee.sai.msu.ru/ftproot/pub/misc/doc/pm5/pm5a_inf.txt

Here is a description of the Filter/Driver Pack Plus release from Aldus. ... The Macintosh Filter/Driver Pack Plus includes several new and updated filters, including import filters for Microsoft Works 3.0 and MacWrite Pro files, as well as the most recent LaserWriter driver, version 8.1.1. ... The Filter/Driver Pack Plus also includes a patcher utility which will update PageMaker 5.0 to version 5.0a. This patcher corrects a handful of reported customer problems. ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/misc/doc/pm5/pm5a_inf.txt -- 7.5 Кб -- 12.05.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4305) - crydee.sai.msu.ru/ )
	Long description for the illustration of reference vs. device pixel

	Long description for example with clipped overflow







    






12. Светофильтры - Celestron LPR (Light Pollution Reduction), Baader UHC-S

 ... Обзор LPR фильтра. Впечатления от наблюдений с LPR фильтром. ... Характеристики цветных фильтров Baader-Planetarium . Мой перевод pdf- файла о фильтрах с сайта Baader-Planetarium (379 кб) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.shvedun.ru/filters.htm -- 33.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>73) - www.shvedun.ru/ )
	Baader NEODYMIUM (Moon & Skyglow) filter







    






13. mssplit (Measurement Splitting/Averaging Utility) CentralProcessor 0.11

 ... CentralProcessor 0.11 documentation . ... The mssplit utility is used to extract a subset of a measurement set. ... It also has the ability to average channels together while doing so. ... Average a full spectral resolution measurement set down to fewer/wider channels for continuum imaging. ... Any rows with time earlier than this parameter will be excluded during splitting (i.e. they will not be copied to the output measurement set. ... mssplit (Measurement Splitting/Averaging Utility) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/calim/mssplit.html -- 16.4 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17407) - www.atnf.csiro.au/ )
	Index

	casacore: casa::LogSinkInterface Class Reference

	Contents







    






14. A New Entropy Measure Based on Multiple Resolution and Noise Modeling

 ... Previous: Background Fluctuation Analysis from the Multiscale Entropy . ... A new measure of information is defined which is based on noise modeling and incorporates resolution scale. Properties of this measure are discussed. ... Additionally it allows for image noise modeling, and subsequent noise removal. ... Hence information- and entropy-based processing technologies will be necessary for the effective design and implementation of large, future generation, image databases. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/murtaghfd/ -- 17.8 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1549) - www.adass.org/ )
	An Infrared Camera Reduction/Analysis Package

	SLIM: A Program to Simulate the ACS Spectroscopic Modes

	Visualization of GBT Geometry







    






15. Description of SED models

 ... FTP access the basic models is here . ... Below, we put short descriptions of the used SED models for the photometric redshifts providing by the current server . ... The uniqueness of this model consists in expanding to the near IR (NIR) of Rocca-Volmerange and Guiderdoni's (1988) atlas of synthetic spectra with a revised stellar library, which includes parameters of cool stars. ... Homepage of the GISSEL model). ... Another model used earlier is the model of synthetic spectra of Poggianti (1997). ... 




      
[
Сохраненная копия

] 
 Ссылки http://sed.sao.ru/sed_E_models.html -- 9.2 Кб -- 12.01.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>40) - sed.sao.ru/ )






    






16. GSAOI Component Supplier Links Page

RSAA Home . GSAOI Home . ... Other Links . ... Control Software Links . Optics Links . Micro-Optics Links . ... Optical Materials Databases . ... Rockwell Science Center home page . ... Santa Barbara Research Center home page . ... CCD-World home page . ... SDSU home page . ... EPICS home page . ... Optics Society of America . SPIE - Society for Optical Engineering . ... ZEMAX software (Focus Software page) . OPTICAD software (Focus Software page) . ... RedHat home page . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/links/suppliers/index.shtml -- 22.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1531) - www.mso.anu.edu.au/ )
	Index of /~bessell/FTP/Filters

	Index of /~bessell/Filters

	Instrumentation Links.







    






17. http://www.eso.org/sci/observing/phase3/release-description-tmpl.doc

ESO Phase 3 Data Release Description Please start from this template when preparing the documentation for your ESO Phase 3 data release. ... Finally, the release description will be published as submitted - without further editing by ESO - to support the user community in utilizing the data. ... Please indicate if this is a catalogue data release. ... Data Reduction and Calibration Please address the following questions for scientific catalogue data, particularly in case of source catalogues: . ... 




      
[
Текст

] 
 Ссылки http://www.eso.org/sci/observing/phase3/release-description-tmpl.doc -- 62.0 Кб -- 24.05.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>47946) - www.eso.org/ )
	http://www.eso.org/~hukaufl/DI_TALKS/kidger_canaries.pdf

	High-Resolution Spectrum of the Star HD100623 (Raw) | ESO

	First Optical Images of the "Invisible" Counter-Jet in Giant Galaxy M87 | ESO







    






18. Filters (ImageJ API)

 ... This method is called once when the filter is loaded. ... This method should return a flag word that specifies the filters capabilities. ... With CONVERT_TO_FLOAT, the filter is called with the image data converted to a FloatProcessor (3 times per image for RGB images). ImageJ will lock the image before calling this method and unlock it when the filter is finished. For PlugInFilters specifying the NO_IMAGE_REQUIRED flag and not the DONE flag, run(ip) is called once with the argument null . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/plugin/filter/Filters.html -- 15.9 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1902) - www.astro.louisville.edu/ )
	RoiWriter (ImageJ API)

	StackLabeler (ImageJ API)

	Rotator (ImageJ API)







    






19. TELEVISION CAMERA TVC

 ... It?s needs solution satellite?s orientation problem for defining location of sources of ionospheric emissions above Earth?s surface with necessary accuracy. There is possibility to define orientation of photometric devices by using TV images of star background. The CCD TV camera is designed for recording of images of star sky, Earth? limb and adjoining part of Earth? surface to fix the orbit point coordinates during the measurements by FAGOT and SICH-F devices. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/tvc.html -- 5.0 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>69) - space.univ.kiev.ua/ )
	Optical static Fourier spectrometer

	A computer controlled low light photometer for nightglow observations







    






20. Stellarium: TextureParams Struct Reference

Stellarium 0.12.3 . ... FileљStructure . ... TextureParams Struct Reference . Parameters specifying how to construct a texture. More... #include < StelTextureParams.hpp > . ... filtering (const TextureFiltering filtering) . Set texture filtering mode. ... Texture filtering mode. ... Default parameters (no mipmaps, linear filtering, clamp to edge wrap mode). ... TextureParams c = TextureParams ().generateMipmaps() .filtering(TextureFiltering_Nearest).wrap(TextureWrap_Repeat); . ... wrap . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/structTextureParams.html -- 16.6 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1983) - astro.uni-altai.ru/ )
	Stellarium: ShortcutsFilterModel Class Reference

	Stellarium: SatellitesListFilterModel Class Reference

	Stellarium: StelGui Class Reference
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