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Показаны документы, содержащие фрагменты текста из документа

 http://www.stsci.edu/hst/acs/documents/isrs/isr0405.pdf.









1. ACS Instrument Handbook
ACS Insturment Handbook for Cycle 24 . ... Advanced Camera for Surveys Instrument Handbook for Cycle 24 > Chapter 7: Observing Techniques > 7.9 Parallel Observations . ... Parallel observing allows HST to operate several other instruments while the prime instrument is executing its observations. While the primary instrument observes a fixed target at user-specified coordinates, the parallel instrument observes at coordinates 5 to 10 arcminutes away, depending on the parallel instrument. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/acs/documents/handbooks/current/c07_obstechniques10.html -- 11.9 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4378) - www.stsci.edu/ )
	ACS Instrument Handbook for Cycle 20

	Space Telescope Imaging Spectrograph Instrument Handbook

	HDF-S Data Products







    






2. FM-3I Instrument
Magnetic field measurements onboard the Interball Tail spacecraft are carried out by the FM-3I instrument which consists of two flux-gate magnetometers covering two different ranges: [-200, +200] nT and [-1000, +1000] nT. Besides scientific goals, the FM-3I experiment data is used to perform the attitude control of the Interball Tail spacecraft. ... August 22, 1995 . ... October 18, 1995 . Top of the page . ... Back to the Interball Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/fm-3i.html -- 2.7 Кб -- 24.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>496) - www.iki.rssi.ru/ )
	The Wind Spacecraft

	SPICE System Overview .

	The Sun -- History







    






3. VLTI Calibrator Selection Help Page
The VLTI Calibrator Selector Tool is a tool intended to assist in the selection of suitable interferometric calibrators for VLTI observations with MIDI and AMBER. It uses a model of the VLTI and its instruments to assess the fringe visibility, given the observed bandpass, the geometry, spectrum, and coordinates of the target and the time at which the observations are to be made. ... The tool offers an HTML/Java based interface and consists of two pages. ... The quality flag depends on LDD_chi2. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/observing/etc/doc/helpcalvin.htm -- 13.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66292) - www.eso.org/ )
	GRAVITY тАФ the instrument team during the first observations at Paranal

	ESO - Post-observation support

	ESO - P2PP version 2 for La Silla instruments







    






4. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2503) - www.meade.com/ )
	Meade Instruments Corporation - ETX Astro Telescope and ETX Spotting Scope

	Technology / Technology / Meade Instruments

	Series / Meade Instruments







    






5. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24) - site2010.sai.msu.ru/ )






    






6. ETCs and Observations Simulation at the VLT
 ... Second, the observatory can control the configuration, test data analysis procedures, and provide calibration solutions with the help of instrument models. This paper presents the VLT object-oriented framework for the development of ETCs (Exposure Time Calculators) and data simulators. ... Instrument simulations are being developed for the purpose of predictive calibration, instrument configuration control, and evaluation of data analysis procedures. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P1-22/ -- 12.4 Кб -- 09.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1357) - www.adass.org/ )
	Distributed Software for Observations in the Near Infrared

	ADASS 2002 Conference Proceedings

	Calibration and Performance Control for the VLT Instrumentation







    






7. The CIMA ALFA Observation Monitor Window
. The ALFA observation monitor window can be used to display the WAPP power levels for each ALFA beam. The 'Open ALFA instrument monitor window' button opens the ALFA instrument monitor window . You can return to the main CIMA page by clicking here .



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_show_alfaobswin.html -- 2.0 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4444) - www.naic.edu/ )
	Radio Astronomy Backends

	Solar System Studies at AO







    






8. LSFVO: instruments
 ... Instruments . ... last 10 years in ADS) . in SAO press releases . ... Back to SAO homepage . Last update: . ... moisav sao.ru . Laboratory of Spectroscopy and Photometry of . ... SCORPIO Multimode focal reducer. SCORPIO-2 Multimode focal reducer (the project) . ... Longs-slit spectroscopy . Multi-slit spectroscopy . ... MPFS Multi Pupil Fiber Spectrograph (integral field) . MOFS Multi Object Fiber Spectrograph . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lsfvo/devices_eng.html -- 5.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lsfvo/devices_eng.html -- 5.4 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lsfvo/devices_eng.html -- 5.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>679) - jet.sao.ru/ )
	GRB follow-up team

	Instrumentation

	LSFVO: Press releases







    






9. SDSS Instruments
Mid-Infrared All Sky Cloud Camera . ... These documents are provided to give users the information needed regarding instrument design, performance and operation to plan and carry out observations. While every effort is made to keep information on this site current, instrument performance does vary continuously with time and environmental conditions. ... Comments and suggestions are always welcome! Return to the APO Home Page . April 3, 2000 - Jon Brinkmann (brinkmann/nmsu.edu) ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Instruments/SDSS/ -- 2.5 Кб -- 13.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>555) - www.apo.nmsu.edu/ )
	Instruments

	Astrophysical Research Consortium Small Aperture Telescope

	ARCSAT Observers Nightlog Form







    






10. SUE PA Novosibirsk Instrument Making Plant, AstroGuide Listing
The AstroGuide . ... AstroGuide | ... AstroGuide Listing . ... See many more Astronomy Listings by: Category or Alphabet . ... Last Update August 22, 2005 . Listed Since August 31, 2001 . ... Novosibirsk, ZZ 630049 . ... Web Site . ... Web . www.astronomy.net . About Astronomy Net | Advertise on Astronomy Net | ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag657.html -- 12.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>174) - www.astronomy.net/ )
	Davis Instruments, AstroGuide Listing

	Star Instruments, AstroGuide Listing

	Santa Barbara Instrument Group - SBIG, AstroGuide Listing







    






11. Optico-electronic Instruments for the Phobos-Grunt Mission
 ... Navigation in the near planetary space, Mars and Phobos observations. ... navigation in the near-planetary space based on images of Mars, Phobos and the starry sky; . Phobos high resolution imaging; . ... angle               angle . ... Number of TV-cameras                     2                       2 KNM — Mars Observation Camera — is being designed as the scientific instrument of the Phobos-Grunt mission. ... Both instruments are developed for Russian Phobos-Grunt project. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/fg22.htm -- 5.8 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/fg22.htm -- 5.8 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>846) - www.cosmos.ru/ )
	Events on January 10-11, 1997 - INTERBALL observations

	The Wind Spacecraft

	SKA-3 Results Page







    






12. IBIS: SolarNet Access
SETUP : For service mode observations within the SOLARNET Access Program, ROSA and IBIS can be utilized either as stand alone instruments, or combined together. ... PROPOSAL STRUCTURE: Proposals should include up to max 2 pages, including a scientific rationale and technical requests (detailing i.e. spectral filters and wavelength sampling). ... For the case of joint IBIS and ROSA observations, proposals should indicate which instrument is to be considered as the primary one. ... SOLARNET Access . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/solar/IBIS/Access_details.html -- 26.8 Кб -- 13.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6007) - www.arcetri.astro.it/ )
	Procedures for Observations

	Lunar Occultation Group at AAO

	FIRPO Runs







    






13. GX339-4
 ... Table of instrument observation dates: . Instrument Exposure time Date Julian Date XTE Master There are 47 observations from this instrument, ranging from 1997-02-08б 14:15:15.6 (2450488.093 UTC) to 2005-05-14б 12:03:56.7 (2453505.002 UTC) and all above 10,000 seconds exposure time (from 10046 sec to 54910 sec). ... Blue arrows designate X-ray observation times. Red arrows designate HST observation times. ... Table of instrument observation dates and integration times: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~saku/RXTE.dir/gx339.html -- 8.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1569) - hea-www.harvard.edu/ )
	SMC X-3

	SMC X-1

	Scorpius X-1







    






14. Observations - Page 2
 ... Dept. for Astrometry & Space Geodynamics . ... Dept. for Physics of Stars&Galaxies . Dept. for Space Plasma Physics . ... Solar telescopes . ... 2016,MNRAS, 2016MNRAS.tmp.. ... 2016,MNRAS, Vol.455 ,is.1,p.357-369. ... 2016,MNRAS, Vol.456 ,is.1,p.181-191. ... WASP- 22, WASP-41, WASP- 42 and WASP- 55. ... 2016,MNRAS, Vol.456 ,Is.1,p.990-1002. ... Observations . ... In 2002 regulary observations of comets with using of CCD camera S1C started at Andrushivka Astronomical Observatory, near Zhytomyr. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/index.php/en/sborysenko2?showall=&start=1 -- 16.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>341) - www.mao.kiev.ua/ )
	Sergiy Borysenko

	Instruments

	Activity - Page 2







    






15. The Observation Summary Table
Next: Mapping of FITS Up: The Data Organizer Previous: Overview of the . The Data Organizer uses as input a list of FITS files or MIDAS images as well as a list of MIDAS descriptors which are considered to be relevant (e.g., exposure time, telescope setting, instrument mode). Each of these descriptors is mapped into one column of a table that is called the Observation Summary Table (OST), and the corresponding information for a given input file is stored into one of its rows. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node386.html -- 3.1 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>987) - www.sao.ru/ )
	Instrument Description: CASPEC

	What was measured?

	Reductions --- at last!







    






16. Armagh Observatory
 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . ... Upflows at the edges of active regions - called AR outflows , are studied using multi-instrument observations. ... The evolution of the photospheric magnetic field associated with the footpoints of the upflow region and the plasma properties of active region upflows are investigated aiming at providing such information for benchmarking data-driven modelling of this solar feature that is presented in Galsgaard et al. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/highlights/2015/679.html -- 7.9 Кб -- 14.10.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1695) - star.arm.ac.uk/ )
	Armagh Observatory Virtual Visit

	J.G. Doyle, Research Astronomer

	Library, Archive and Historic Scientific Instruments Building







    






17. Making a Fake Observation
 ... The Miriad task uvgen can be used to simulate a variety of observing modes. ... Simulating a telescope approximately, let alone in some detail, requires a good many parameters. uvgen takes an appreciable number of parameters and input files to describe the telescope, correlator and source. Fortunately keyword and set-up files for some common situations exist ( e.g. simulating the ATCA and VLA). ... For example, to load typical parameters for the ATCA, use miriad% source $MIRCAT/uvgen.def.atca . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node56.html -- 12.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10368) - www.atnf.csiro.au/ )
	Multifrequency Observations of the Gamma-Ray Blazar 3C 279 in Low-State during

	Archive of VLBI Observations Majordomo List

	No Title







    






18. SAI Space Monitoring Laboratory
 ... Main page News People . ASA . Master . Master net Homepage . ... MASTER . ... About Space Monitoring Laboratory, scientific directions, instruments, contacts . ... Latest news and news archive . ... GRB 100901A: MASTER prompt optical+afterglow observations GCN Circ 11178 | GCN Circ 11165 | M GCN Circ 11163 | M GCN Circ 11161 | ... The longest set of the photometry on same type instruments. ... All news ... 



      
[
Сохраненная копия

] 
 Ссылки http://master.sai.msu.ru/en/news/67 -- 8.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>213) - master.sai.msu.ru/ )






    






19. GRANAT Home Page
GRANAT is the Russian x-ray sattelite launched to the high apogee orbit (200,000 km) and operated almost for 10 years (1989 -1999) , carrying out four major instruments: French SIGMA coded-mask hard x-ray telescope (30-1000 keV), Soviet ART-P coded-mask telescope (2??-60?? keV), all-sky monitor WATCH (6-150 keV), and a gamma-burst detector PHEBUS . ... Since September 1994, GRANAT is in the survey mode. ... Explore pages devoted to individual GRANAT instruments (including main scientific results): . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/GRANAT/granat.html -- 2.5 Кб -- 03.11.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>746) - hea.iki.rssi.ru/ )
	Russian Turkish 1.5-m telescope

	High Energy Astrophysics Department at IKI RAN

	SXG Science Data Center







    






20. COSMIC RAY Observation
Cosmic Ray laboratory of . ... Neutron Monitor (Cosmic Ray Observations) . is situated in Irkutsk (Russia) . ... Height - location above sea level . ... Height: . ... For recording the CR (Cosmic Rays) neutron component at Irkutsk, . neutron monitor NM-64 is used, which is an installation with 18 two-meter proportional counters filled with BF 3 (boron trifluoride gas) in which the B 10 90 per cent of the total boron. ... The neutron monitor is located at 475m above sea level. ... 



      
[
Сохраненная копия

] 
 Ссылки http://cgm.iszf.irk.ru/irkt/about.htm -- 3.9 Кб -- 10.01.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - cgm.iszf.irk.ru/ )
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