


  
    

	
[image: Astronet]
	Поиск по астрономическим сайтам	[image: English]
[image: Russian]



	
 
 

 

 

10
20
30
50






	

 

не группировать
группировать по сайтам
группировать по дир.



     


Точная форма слов 

  О проекте
  Сайты
  Справка

















	

Найдено документов:
 235193
(175 сайтов)
 ----
Время поиска:
 0.66сек.   













 
1
 | 
2 | 
3 | 
4 | 
5 | 
6 | 
7 | 
8 | 
9   | След. 





Показаны документы, содержащие фрагменты текста из документа

 http://www.stsci.edu/hst/wfc3/documents/ISRs/WFC3-2005-08.pdf.









1. http://www.stsci.edu/hst/acs/documents/isrs/isr0203.pdf
Instrument Science Report ACS 02-03 RELATIVE GAIN VALUES AMONG THE FOUR WFC AMPLIFIERS R. C. Bohlin, G. Hartig, & Wm. ... Our method relies on the average absolute gain measurements of the four amplifiers but provides a more accurate determination of their relative gains. 1.INTRODUCTION The absolute gain values for the four ACS WFC amplifiers (A, B, C, & D) have been measured by Martel, Hartig, & Sirianni (2001, MHS) with a typical accuracy of 0.6%. ... 



      
[
Текст

] 
 Ссылки http://www.stsci.edu/hst/acs/documents/isrs/isr0203.pdf -- 31.1 Кб -- 06.05.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19953) - www.stsci.edu/ )
	http://www.stsci.edu/hst/nicmos/documents/isrs/isr_99_012.pdf

	http://www.stsci.edu/documents/dhb/web/c19_nicerror.fm1.html

	Fine Guidance Sensor Instrument Handbook







    






2. RGS Related CAL Routines
Next: CAL_getBoresightMatrix Up: Routines of the Calibration Previous: List of CCF Components Contents . ... The CAL functions CAL_getBadPixelList & CAL_getBadPixelMap use the CAL state variable temperature only to check that the current operating temperature is consistent with the CCF constituent BadPix . ... Used CAL State Variables . List of CCF Components used . ... Next: CAL_getBoresightMatrix Up: Routines of the Calibration Previous: List of CCF Components Contents Michael Smith 2011-09-20 ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node252.html -- 25.8 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14799) - xmm.vilspa.esa.es/ )
	Relative Corrections

	Home Page







    






3. M1 Airflow Lab Tests
 ... A three-cell test section roughly representative of the primary mirror was provided for this test by the Steward Mirror Lab. ... Additionally, the tests are intended to determine relative airflow vs. pressure drop characteristics for each of the air flow patterns so the results can be evaluated both as a function of flow rate and of pressure drop along the flow path. ... The bottom (top as installed) was cut out so it could close the chamber for heating and be removed for the cooling tests. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/20011206_M1AirFlowTests/20011206.html -- 5.2 Кб -- 07.12.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1391) - www.apo.nmsu.edu/ )
	TUI:Telescope:Offset window







    






4. Armagh Observatory
 ... One of the instruments, the Troughton equatorial telescope, is maintained at constant temperature and relative humidity, to reduce the rate of deterioration. ... 3.1 Troughton Equatorial Telescope . Figure 1 shows the equatorial telescope constructed by J E Troughton of London and which was erected in the west dome of Armagh Observatory in 1795. ... Troughton, J. E.: c.1790, Instructions for Adjusting the Troughton Equatorial Telescope, Armagh Observatory Archives , M17.2, 3pp. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/sci-instr.html -- 12.3 Кб -- 27.06.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2388) - star.arm.ac.uk/ )
	MASSES

	Abstract







    






5. FIRPO II
. Main Sections LabIR main page . Instrument page . Documentation . Science Publications . Special Sections Software Page . Inside the Lab . LabIR staff . Companion Pages Skysoft Home . Tirgo Page . Tirgo Archive . LabIR Hotlist . Lunar occultations . AO star finder . Simple calculator .



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/luna/sao/firpoII.php -- 10.5 Кб -- 04.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8255) - www.arcetri.astro.it/ )
	IBIS - Flat Fielding

	LabIR Main Page







    






6. ESO - I derived quantities related to the performance of an instrument. How do
 ... Data Handling and Products > Data Reduction FAQ > I derived quantities related to the performance of an instrument. How do I know whether these numbers are "normal"? ... Observing with ESO Telescopes . ... Instrument Pipelines . ... ESO-MIDAS . ... ESO Data . ... Related External Services . ... The quality control group at ESO monitors a variety of instrument parameters such as zeropoints, efficiencies, read-out noise, etc. ... http://www.eso.org/observing/dfo/quality/ <INSTRUMENT> /qc/qc1.html . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/data-processing/faq/i-derived-quantities-related-to-the-performance-of-an-instrument-how-do-i-know-whether-these-numbers-are-normal.html -- 23.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66688) - www.eso.org/ )
	ESO - Internal Documents

	Relative Sizes of the Alpha Centauri Components and other Objects (artistтАЩs

	Location of ESO HQ Relative to Munich | ESO







    






7. XV-AVHRR
 ... Satellite data ] . SMIS ] . The program is designed to process the specific AVHRR instrument data for calculation and analysis of temperature fields on the sea surface and upper level of clouds. It performs brightness correction for visible channels with regards to clouds altitude. ... The program features a wide variety of classification algorithms (including two-dimensional histogram analysis) and enables to construct personal procedures for classification. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_avhrr.htm -- 3.5 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30) - smis.iki.rssi.ru/ )






    






8. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>31) - site2010.sai.msu.ru/ )






    






9. http://www.naic.edu/~phil/calcb/meascalJan01/measCaljan01.html
Measuring the hcorcal . Measuring the ratio of the "other" cals to the hcorcal. ... The cal value was measured on 19jan01 using absorber in front of the horn. On 22jan01 the cal value was measured while tracking blank sky. ... On 20dec01 blank sky was tracked and the ratio of the "other" cals was measured relative to the hcorcal. see measuring cals on the telescope using sky and absorber for how the cal value was computed. ... Red shows cal polA, polB measured relative to the absorber. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/calcb/meascalJan01/measCaljan01.html -- 9.9 Кб -- 01.03.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4845) - www.naic.edu/ )
	http://www.naic.edu/~phil/calsbh/meascalMar04/measCalmar04.html

	http://www.naic.edu/~phil/430yagi/yagi/yagi.html

	http://www.naic.edu/~phil/calcb/meascalMay03/meascalMay03.html







    






10. Input Data and Preprocessing
Next: Retrieving demonstration and Up: Echelle Reduction Method Previous: Echelle Reduction Method . ... User data is a set of echelle images, observed with the same instrument configuration, including a wavelength calibration image ( WLC ), a flat field image ( FLAT ) and astronomical objects OBJ . Optionally, this set will include standard stars ( STD ) to be used in the absolute or relative flux calibration, and dark images ( DARK ). ... Rotation of input frames. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node148.html -- 6.9 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2060) - www.sao.ru/ )
	What was measured?

	Temperature and humidity data

	Using a Standard Star







    






11. Meade Instruments Corporation - Autostar Computer Controller Instruction Manual
 ... Meade Instruments Corporation . ... Autostar Computer Controller Instruction Manual . Autostar Computer Controller . ... NOTE: This manual covers both Model #495 Autostar and #497 ETX Autostar Computer Controllers. ... Autostar Primary Menus and Options . ... Chapter 3: Alignment . ... Guided Tour Menu . ... Chapter 5: Autostar Menu Functions . ... Meade Autostar Computer Controller . ... Meade #505 Connector Cable Set Manual . ... Copyright 2006 Meade Instruments Corporation, All Rights Reserved. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/autostar/index.html -- 11.8 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2506) - www.meade.com/ )
	Meade Instruments Corporation - Pictor Manual Part 16

	Meade Instruments Corporation - Pictor Manual Parts 14 and 15

	Meade Instruments Corporation - Choosing A Telescope







    






12. Online EIT reconstruction server
ON-LINE STATIC EIT RECONSTRUCTION SERVER . ... Static image reconstruction from the data measured in vivo is still intriguing problem in EIT. ... dipole (adjacent) current injection and voltage measurements on pairs of adjacent electrodes (like in Sheffield systems) . ... You can view examples of the text files for polar , dipole and trigonometric injection, use them for testing the server and find more details on HOW TO PREPARE INPUT FILE FOR THE ON-LINE EIT RECONSTRUCTION SERVER page. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/tserver/ -- 17.1 Кб -- 31.03.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>521) - www.cplire.ru/ )






    






13. Астронет > К 90-летию Лео Голдберга
 ... With McMath, Robert R.; Mohler, Orren C. Telluric Bands of CH 4 in the Solar Spectrum. 1949 v.109 p.28 . With Mohler, Orren C.; McMath, Robert R. New Solar Lines in the Spectral Region 1.52-1.75 . ... With Mohler, Orren C.; Pierce, A. Keith; McMath, Robert R. New Solar Lines in the Spectral Region 1.97-2.49 . ... With Mohler, Orren C.; Pierce, A. Keith; McMath, Robert R. Table of Infrared Solar Lines, 1.4-2.5 . ... With McMath, Robert R.; Mohler, Orren C.; Pierce, A. Keith . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/msg/1186117/apj.html -- 20.8 Кб -- 13.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52447) - www.astronet.ru/ )
	Journal "Peremennye Zvezdy"

	M55 Color Magnitude Diagram

	Global Warming Predictions







    






14. Relations
 ... Mindful of these biases, I can now explore the relations between the measured rotation periods and various other observables. The hypothesis behind monitoring stellar variability is that active stars have asymmetric spot distributions on their photospheres. ... They found that only stars with rotation periods greater than seven days show variations greater than 0.4 magnitudes at I. Bouvier et al . ... 1993a) demonstrated a relation between X--ray flux and spectral type in ZAMS stars. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/discussion/node3.html -- 7.2 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2354) - hea-www.harvard.edu/ )
	Statistics 310hfr 2004-2005

	Spatial Corrections of ROSAT HRI Observations from Wobble-related Aspect

	The AstroStat Slog measure theory







    






15. http://www.iki.rssi.ru/conf/2009elw/presentations/presentations_pdf/session7/ManagadzeN_ELW.pdf
 ... It can · · obtain  ice   sample  from 20 cm or deeper surface layer, then melt it and extract biomass from the  ice  surface water by filtration;  Laser   TOF  MS for the measurements of element composition of the biomass;  Gas   TOF  MS for the  detection  of: 1) volatile components, generated at the heating of biomass  sample  (closed window mode); 2) secondary  ions , emitted from  ice  matrix by the influence of energetic magnetosphere ... Spectrum of yeast sample. ... Laser TOF MS 6. ... 



      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/conf/2009elw/presentations/presentations_pdf/session7/ManagadzeN_ELW.pdf -- 1581.2 Кб -- 02.03.2009

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/conf/2009elw/presentations/presentations_pdf/session7/ManagadzeN_ELW.pdf -- 1581.2 Кб -- 02.03.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1129) - www.cosmos.ru/ )
	Solar Tracker (OSD)

	OFO IKI / Universal Navigation Instrument

	PhSRM







    






16. Relative pathnames
. You can define a file or directory by its location in relation to your current directory . The pathname is given as / (slash) separated list of the directories on the route to the file (or directory) from your current directory. A .. (dot dot) is used to represent the directory immediately above the current directory. In all shells except the Bourne shell, the ~ (tilde) character can be used as shorthand for the full pathname to your home directory. Examples . Did You Know? .



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/concepts/pathfile2.html -- 2.3 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>98) - comet.sai.msu.ru/ )
	Examples of using relative pathnames

	UNIXhelp Glossary - "R"







    






17. Frictional heating [Oulu]
 ... Electric field is a potential heat source for ionospheric particles (Rees, 1989). It is due to the fact that, under the action of an electric field, charged particles drift relative to one another and relative to neutral particles. ... This is called frictional heating. ... However, the effect of frictional/Joule heating of neutrals in the auroral electrojet region can lead to upward neutral wind in a region of high electron densities and strong electric fields (Winser et. al., ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/magbase/REFMAN/SPPHTEXT/friction.html -- 8.2 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>713) - www.iki.rssi.ru/ )
	Frames of Reference: The Basics

	Polar Orbiting Satellites

	ENERGETIC PARTICLE EXPERIMENT DOK-2







    






18. http://www.atnf.csiro.au/whats_on/workshops/synthesis2001/material/imanal.pdf
 ... Can do almost everything that Miriad, AIPS and Difmap can plus more. ... Component Fluxes cont. ... Model  fit to VSOP and ground- only VLBI data in  Difmap ) Tasks, commands  Miriad  task Visibility plane  model   fitting   Image  plane  model   fitting   Image  plane integrated flux Uvfit, uvmodel  Difmap  command Modelfit  AIPS  task Uvfit, (slime)  Aips ++ function  image .fitsky, imagefitter (spatial),  image .maxfit,  image .fitprofile, imageprofiler  image .statistics  image .getchunk, ... 



      
[
Текст

] 
 Ссылки http://www.atnf.csiro.au/whats_on/workshops/synthesis2001/material/imanal.pdf -- 1025.5 Кб -- 15.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11642) - www.atnf.csiro.au/ )
	Numerical simulations on the relative importance of starbursts and AGN in

	Integer Indices are 0-relative

	Interferometry







    






19. ISO-SWS Data Analysis
 ... Up: Data Analysis Applications . ... We present aspects of the Data Analysis of the Short Wavelength Spectrometer (SWS) on-board ESA's Infrared Space Observatory (ISO). The general processing from the raw telemetry data of the instrument, up to the final calibrated product is described. ... The data is checked for saturation, corrected for reset pulse after-effects, linearized (AC correction), cross-talk corrected and converted to voltages. ... fitting cosine functions to the RSRF corrected data . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/lahuisf.html -- 14.0 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/lahuisf.html -- 14.1 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1634) - www.adass.org/ )
	On the Need for Input Data Control in Pipeline Reductions

	Refining the Guide Star Catalog: Plate Evaluations

	Software for Testing and Commissioning the GBT







    






20. Long description for relative flow example
 ... A document window is shown, with 8 lines (numbered 1 to 8), each 24px high. The text of the "outer" box (at the end of line 1, halfway into line 2, and halfway into line 3) is shifted upward 12px. The text of the "inner" box, thought shifted upward as well, has been relatively positioned so that it lies in its normal flow position at the end of line 2. ... The lines, as they appear in the image, contain: Start 1 Beginning of body contents. 2 of outer contents. Inner contents. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/css2/images/longdesc/flow-relative-desc.html -- 2.3 Кб -- 01.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3358) - crydee.sai.msu.ru/ )
	Dynamic HTML in Communicator

	Long description illustrating absolute positioning with respect to the initial

	Frequency/duration relation.
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