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Показаны документы, содержащие фрагменты текста из документа

 http://www.tesis.lebedev.ru/en/docs/1571.pdf.









1. History
 ... In addition, IZMIRAN comprises the St.Petersburg branch and magnetic ionospheric observatory in Kaliningrad. The history of IZMIRAN is largely that of investigating magnetic storms and sub-storms on the Earth surface, in circum-terrestrial and interplanetary space, initially by means of a network of ground stations of the Soviet Union (1930s - 1940s) and the nonmagnetic skunner "Zarja", then through the extensive use of magnetic measurements on artificial Earth satellites and automatic stations. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.izmiran.rssi.ru/info/history -- 12.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>957) - www.izmiran.rssi.ru/ )






    






2. East Siberian Center for the Earth's Ionosphere Research. Modelling, secondary
Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... Although their determination is based on the scattering process model, independent check-ups by rocket experiments have shown their correctness in experimental applications. ... Ionospheric data analysis, especially during strong disturbances, cannot be without some other kinds of diagnostic tools. ... The lack of data has always been a challange in this case. ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/ismodelen.htm -- 5.9 Кб -- 04.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>35) - rp.iszf.irk.ru/ )
	East Siberian Center of Earth Ionosphere Research. Chirp ionosonde.

	East Siberian Center for the Earth's Ionosphere Research. Specific character

	East Siberian Center for the Earth's Ionosphere Research. Databases.







    






3. http://www.stsci.edu/documents/dhb/webvol2/c07_foserrors.fm12.html
 ... The fundamental internal FOS time interval is an FOS clock tick of 7.8125 ?sec duration, which is equal to 8 ticks of the HST 1.024 MHz clock. ... The engineering telemetry did record the so-called LINESTART time; that is, the precise time when the SDF told the FOS to commence sending data from the FOS memory to the SDF. ... FOS engineering telemetry, available only at STScI, provides all timing information at accuracy of FOS clock (7.8125 ?sec). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/webvol2/c07_foserrors.fm12.html -- 8.0 Кб -- 10.02.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19502) - www.stsci.edu/ )
	FOS Data Handbook

	Spike for FUSE

	Flat Field Files used for Relative Photometric Monitoring of NICMOS







    






4. INTERNATIONAL SPACE STATION
 ... In the experiment the following physical phenomena are proposed to be demonstrated in microgravity: . ... a series of the experiment sessions with Letauschaya Tarelka device); . ... Faza device; . ... check for the following onboard the ISS RS: a capability to demonstrate the action of physical laws of dynamics of reactive and gyroscopic forces on ellipsoid (Letauschaya Tarelka device) rotating in the unsupported medium in microgravity, with video record of its behavior in the station module; . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/iss/researches/education-27.html -- 14.2 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3371) - www.energia.ru/ )
	S.P. Korolev RSC Energia - International Space Station







    






5. The Canadian S2 Correlator - Principles of Radio Interferometry
Radio Interferometry Principles . Radio Interferometry Signal Processing . ... A radio interferometer consists of a pair of directional antennas that are tuned to receive radio emissions from a source in a desired RF band. ... The antennas are pointed at the radio source of interest and are set up to receive the signal and process it into a form suitable for transmission to the correlator. ... In connected element interferometry, the digital signal goes directly to the correlator. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.gao.spb.ru/english/as/ac_vlbi/principles.htm -- 8.9 Кб -- 26.02.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>341) - www.gao.spb.ru/ )






    






6. Reduction of Mutual Event Data
 ... The process of reducing observations from both Armagh Observatory and Nyr?l? Observatory, Jyv?skyl?, Finland, as part of a worldwide campaign to record mutual eclipses and occultations of the four Galilean satellites of Jupiter in 2002-2003 was started. 14 lightcurves were obtained from data obtained at Nyr?l? Observatory, using a modification of an IDL script provided by Amir Ahmad as a prelude to reducing the Armagh data itself. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/annrep/annrep2003/node44.html -- 5.4 Кб -- 18.05.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2936) - star.arm.ac.uk/ )
	C.J. Butler, Research Astronomer

	M.D. Smith, Research Astronomer

	General Information







    






7. Radioastrophysical Observatory ISTP RAS SB
RADIOASTROPHYSICAL DEPARTMENT • INSTITUTE OF SOLAR-TERRESTRIAL PHYSICS RAS SB . ... SSRT - Receiving systems . The SSRT has two independent receiving systems for recording solar observational data, and several ancillary receivers for checking, setting up and adjusting the instrument. The base receiving systen is a multichannel filter receiver for a simultaneous recording in 180 channels with the 500 kHz band each, adjusted at steps of about 600 kHz. ... Channel's band . ... 



      
[
Сохраненная копия

] 
 Ссылки http://ssrt.iszf.irk.ru/rad21en.shtml -- 19.9 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>43) - ssrt.iszf.irk.ru/ )






    






8. Determination of the relative orientation between radio and dynamical reference
 ... The experience of determination of the link between radio sources and dynamical reference frames is presented. To obtain this connection we used a series of very long baseline interferometry (VLBI) observations of the spacecraft Phobos-2 and angularly nearby quasars. ... The dynamical reference frame is determined by equator and equinox of these ephemerides. ... References . ... The relative orientation of the radio and dynamical reference frames can be described by a sequence of three rotations . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/yerac/shuygina/shuygina.html -- 13.7 Кб -- 08.12.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1696) - www.mrao.cam.ac.uk/ )
	Some notes on Python relevant to ALMA and ALMA data reduction Bojan Nikolic web







    






9. SMIS IKI RAN (SMIS related organizations)
 ... Institute for Cosmophysical Research and Aeronomy (IKFIA) (Yakutsk). ... IRE RAN (Moscow). Russian Foundation for Basic Research (Moscow). ... Institute for Remote Environmental Research AEN (Moscow) . ... Russian Federal Research Institute of Fisheries and Oceanography (Moscow) . ... Russian Federal Research Institute of Fishery and Oceanography KamchNIRO. ... Russian Federal Research Institute of Fishery and Oceanography. ... Russian Federal Research Institute of Fishery and Oceanography VNIRO. ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/org_e.htm -- 6.8 Кб -- 05.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>161) - smis.iki.rssi.ru/ )
	XV-AVHRR







    






10. jg0026
Contents. planet: 5 - Jupiter satellites: J1 - Io : 10, J3 - Ganymede : 15, J4 - Callisto : 6 total number: 31 type: relative dates: 1997-1997 observatory: see observatories list in the relevant article. ... Emelianov N. V., Vashkovjak S. N. (2009) Astrometric results of the observations of the mutual occultations and eclipses of the Galilean satellites of Jupiter in 1997. ... Position angle A in degrees (topocentric for mutual occultation or heliocentric for mutual eclipse) 10. ... 



      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/neb/nss/OBS_COLL/J/jg0026.html -- 5.6 Кб -- 04.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>643) - lnfm1.sai.msu.ru/ )
	jg0036

	jg0025

	jg0035







    






11. Reducing WSRT Data with Miriad
 ... This documents provides a very brief instruction on how H i spectral line data observed with the Westerbork Synthesis Radio Telescope (WSRT) can be reduced using Miriad. ... Make a map from the uv file: . invert vis=<continuum> map=<output_map> beam=<output_beam> imsize=<size/px> cell=<size/arcsec> options=double . ... clean map=<input_map> beam=<input_beam> out=<output_model> cutoff=<cutoff/Jy> niters=100000 . ... restor model=<input_model> beam=<input_beam> map=<input_map> out=<output_map> . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Tobias.Westmeier/tools_miriad.php -- 9.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>31788) - www.atnf.csiro.au/ )
	Small_scope_radio_jove

	Management of Data Recordings

	Recording Systems.







    






12. http://www.iki.rssi.ru/seminar/20100609_11/Krivosheyev.pdf
 ... Moscow, Russia E-mail: krivosheev@iki.rssi.ru Notes: · · The Monte Carlo  method (s) is also called the statistical test  method  An innumerable  number  of  processes  can be listed the outcome of which is not determined and has probabilistic nature, but these  processes  obey statistical laws, so to obtain the result we have to make multiple similar tests, i.e. to use the MC  method  Because probabilistic  processes  are widely spread in nature, the MC ... 



      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/seminar/20100609_11/Krivosheyev.pdf -- 663.0 Кб -- 29.06.2010

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/seminar/20100609_11/Krivosheyev.pdf -- 663.0 Кб -- 29.06.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7083) - www.cosmos.ru/ )
	Space Research Institute (IKI) Seminar

	Close-up of the Aurora

	Main research and development work completed in 2012 and ready for







    






13. M1 Airflow Lab Tests
 ... A three-cell test section roughly representative of the primary mirror was provided for this test by the Steward Mirror Lab. ... Additionally, the tests are intended to determine relative airflow vs. pressure drop characteristics for each of the air flow patterns so the results can be evaluated both as a function of flow rate and of pressure drop along the flow path. ... The bottom (top as installed) was cut out so it could close the chamber for heating and be removed for the cooling tests. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/20011206_M1AirFlowTests/20011206.html -- 5.2 Кб -- 07.12.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1227) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory

	TPM log files







    






14. SSAU student Vladislav Kozlov has become the gold medallist and world record
 ... SSAU History . SSAU roadmap . ... Student clubs . ... On June 27 SSAU student Vladislav Kozlov has become the winner in a medley relay of 4x100 meters at the European Games in Baku within the Russian team in swimming. ... Vladislav Kozlov, the first year student of SSAU Institute of Electronics and Instrumentation, at the last stage of freestyle swim managed to bring victory to his team ahead of the English and Polish sportsmen. ... e-mail: ssau@ssau.ru . http://www.ssau.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/engnews/11642/ -- 23.7 Кб -- 06.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1824) - www.ssau.ru/ )
	Manufacturing Processes Automation Technologies Industrial Research laboratory

	Scientific Research Laboratory of advanced technological processes of plastic

	Young SSAU scientists will guide the orbital constellation of the satellites







    






15. University of Bristol: Lecturer/Reader in Astrophysics (Two posts) - jobs.ac.uk
 ... Jobs By Email . ... As one of the elements of a major strategic investment in the Physics Department, which includes a 44M development of research and teaching facilities and an injection of new posts, the University invites applications for two Lectureships or Readerships in Astrophysics. ... Grade: Lecturer Grade B - Senior Lecturer Salary: Lecturer 30,013 39,160 Reader 40,335 46,758 . ... The University of Bristol . ... If you apply for this position, please say you saw it on jobs.ac.uk . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~tghosh/app07/advert.html -- 12.4 Кб -- 28.03.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5065) - www.naic.edu/ )
	SETI@home data recorder

	cordmp

	AstroWeb: Astronomy/Astrophysics on the Internet







    






16. DIGITAL WDC EXCHANGE FORMAT FOR OBSERVATORY 1.0 MINUTE VALUES
DIGITAL WDC EXCHANGE FORMAT . FOR OBSERVATORY 1.0 MINUTE VALUES 1. ... DATA-1 .. DATA-60 are 1-minute values of the given element for that hour. ... Typically, digital 1-minute values received by WDCs from organizations operating automatic magnetic observatory instruments are averages of more frequendy sampled values, e.g. 10-second point samples. ... If the method used to obtain 1-minute average values is important to a user, the WDC will assist in determining the exact procedure applied. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/magbase/HTML/WDCFORM.HTM -- 6.6 Кб -- 03.07.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1194) - www.iki.rssi.ru/ )
	IKI IPL home page

	Close-up of the Aurora

	Polar Orbiting Satellites







    






17. NPOI Lab
The visibility amplitude bias (there is also a closure phase bias, but this one is nominally corrected by the raw data averaging pipeline) is related to non-Poisson detector statistics due to after-pulsing, and to fixed pattern noise due to non-linearities in the modulation stroke. We determine the bias using so-called incoherent scans, which record data even though the delay lines are deliberately set away from the white light fringe. ... Averaging triple products.. ... Background data loaded. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/lab/bias6.html -- 4.7 Кб -- 26.11.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30764) - www.eso.org/ )
	The Very Large Telescope Project

	Rivi: Magnetic Stars

	ALMA Cycle 3 Call for Proposals Attracts Record Number of Proposals | ESO







    






18. ASP: Making Your Own Astronomical Camera
Turning the Camera Skyward . A reconfigured camera can take wide-field exposures of astronomical objects (constellations, the Milky Way, zodiacal light, moving artificial satellites, meteor showers, variable stars, etc.) to reveal much fainter objects and structures than seen by naked eye. ... This picture reveals objects more than 2.5 times fainter than can be seen by the naked eye, including not only stars but also the Orion nebula (M42), where new stars are being born. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astrosociety.org/edu/publications/tnl/50/camera3.html -- 12.8 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1167) - www.astrosociety.org/ )
	ASP: Using Multicultural Dimensions to Teach Astronomy







    






19. Cepheid Variables
 ... CEPHEID VARIABLE STARS: A Cepheid variable or Cepheid is a member of a particular class of very luminous, massive variable stars with pulsation periods of 1-70 days. ... The relationship is calibrated using data collected from Cepheids whose distances are determined by other means. ... Browse through the 68 CCD fits images he sent you, using ds9 and locate the Cepheid variable. ... Image credits: ESA - "http://sci.esa.int/science-e-media/img/20/cepheid-variables.jpg" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~jerjen/researchprojects/cepheids/cepheids.html -- 8.3 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>786) - www.mso.anu.edu.au/ )
	Blue Straggler Stars

	Raquel Salmeron - Research Interests and Experience

	Proposed Facility







    






20. The SRON-HeaD Data Analysis System
Next: Three-dimensional Data Analysis in IRAF and ZODIAC+ . ... A data analysis system has been developed at SRON, which has been designed to allow rigorous control of the quality of its processed data products. ... This means recording all parameters of all steps which lead to the establishment of the final data products (Figure 1 ). ... Figure: A processing pipeline is a sequence of tasks with several input/output files and parameters, which pass data from one task to the next. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/devriesc.html -- 9.7 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1869) - www.adass.org/ )
	ISO-SWS Data Analysis

	NICMOS Calibration Pipeline: Processing Associations of Exposures

	I/O Performance of AIPS++
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