


  
    

	
[image: Astronet]
	Поиск по астрономическим сайтам	[image: English]
[image: Russian]



	
 
 

 

 

10
20
30
50






	

 

не группировать
группировать по сайтам
группировать по дир.



     


Точная форма слов 

  О проекте
  Сайты
  Справка

















	

Найдено документов:
 130151
(154 сайтов)
 ----
Время поиска:
 0.32сек.   













 
1
 | 
2 | 
3 | 
4 | 
5 | 
6 | 
7 | 
8   | След. 





Показаны документы, содержащие фрагменты текста из документа

 http://www.vista.ac.uk/Files/docs/vdfs/Cal-Plan-draft_v1.4.pdf.









1. Artifacts
 ... Figure: A dark current CCD exposure with cosmic ray events which are removed with non--linear filters. ... Figure shows a CCD dark current exposure with cosmic ray events. ... Figure: Removal of cosmic ray events on a CCD spectral exposure with different techniques: (A) original, (B) median filter, (C) recursive filter and (D) stack comparison. ... For comparison with non--linear filter techniques, Figure D shows removal of cosmic ray events from the spectral frame discussed above. ... 
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Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node16.html -- 10.0 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1759) - www.sao.ru/ )
	List of Figures

	Digital Filters

	Filter descriptors







    






2. Table of Contents
 ... 1.1.2 Spectral Filters . 1.1.3 Quantum Efficiency and Exposure Limits . ... 1.2 Which Instrument to Use: WFPC2, ACS, NICMOS, or STIS? 1.2.1 Comparison of WFPC2 and ACS . 1.2.2 Comparison of WFPC2 and NICMOS . 1.2.3 Comparison of WFPC2 and STIS . ... WFPC2 . ... 1.6 What's New in Version 6.0 for Cycle 11 . ... 2.9 Calibration Channel . ... 3.3.3 LRF Photometric Calibration . ... 4.8.1 Sources of Dark Current . ... 8.10 Calibration Plan Summary . 8.11 Cycle 4 Calibration Plan . ... 
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Сохраненная копия

] 
 Ссылки http://www.stsci.edu/instruments/wfpc2/Wfpc2_hand_current/wfpc2_inst_hbTOC.html -- 32.8 Кб -- 06.11.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18256) - www.stsci.edu/ )
	Contents

	Red Leaks in UV Filters

	Kermit Operations







    






3. Светофильтры - Celestron LPR (Light Pollution Reduction), Baader UHC-S
 ... Обзор LPR фильтра. Впечатления от наблюдений с LPR фильтром. ... Характеристики цветных фильтров Baader-Planetarium . Мой перевод pdf- файла о фильтрах с сайта Baader-Planetarium (379 кб) . ... 
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Сохраненная копия

] 
 Ссылки http://www.shvedun.ru/filters.htm -- 33.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15) - www.shvedun.ru/ )
	Baader NEODYMIUM (Moon & Skyglow) filter







    






4. Echelle for Beginners
Contact Russet McMillan (primary) or your Observing Specialists (secondary) for additional information. Contact Jack Dembicky for web page errors, corrections, ommisions, or additions. This page last updated: July 6, 2004 - JMD . This page last checked: September 14, 2003 - JMD . Configuring TUI to use the Echelle . Setting up the Echelle exposure parameters . Taking your Calibration lamps . ... Setting up multiple exposures . ... Stopping an exposure (discarding data) . ... 
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Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/Echelle/Basics_HTML_Pages/Using_Echelle_with_TUI.html -- 4.5 Кб -- 27.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>577) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory

	TUI:Instruments:Agile:Agile window

	TUI:TUI Menu:Log Windows







    






5. Filters (ImageJ API)
 ... This method is called once when the filter is loaded. ... This method should return a flag word that specifies the filters capabilities. ... With CONVERT_TO_FLOAT, the filter is called with the image data converted to a FloatProcessor (3 times per image for RGB images). ImageJ will lock the image before calling this method and unlock it when the filter is finished. For PlugInFilters specifying the NO_IMAGE_REQUIRED flag and not the DONE flag, run(ip) is called once with the argument null . ... 
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] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/plugin/filter/Filters.html -- 15.9 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1038) - www.astro.louisville.edu/ )
	ij.plugin.filter Class Hierarchy (ImageJ API)

	Uses of Interface ij.plugin.filter.PlugInFilter (ImageJ API)

	Uses of Class ij.plugin.filter.Filters (ImageJ API)







    






6. RTT150 Technical Description
RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 
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Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>630) - hea.iki.rssi.ru/ )
	Russian Turkish 1.5-m telescope







    






7. http://www.naic.edu/~phil/hardware/lbnfb/lbnfb.html
 ... It contains 2 (1 for each polarization) by 4 separate filters that are switch able via the computer. filter 1 is a motor driven tuneable filter covering 1000 to 2000 Mhz with a 2% bandwidth. filter 2 is a ??? . ... An hp34907 dac generates a voltage that corresponds to the requested frequency. ... It steps the filter from 1000 to 2000 Mhz in 25 Mhz steps. ... You now have 41 requested voltages and measured frequencies going from 1000 to 2000 Mhz. ... 20 Mhz) when fit over the 1000 to 2000 Mhz range....
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Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/hardware/lbnfb/lbnfb.html -- 7.9 Кб -- 12.11.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2297) - www.naic.edu/ )
	check lbw filter bank

	Arecibo Observatory L-Wide Band Receiver

	alfa FilterBank switching test







    






8. Filters - Apache HTTP Server
 ... Apache HTTP Server Version 2.2 . ... This document describes the use of filters in Apache. ... The Filter Chain is available in Apache 2.0 and higher, and enables applications to process incoming and outgoing data in a highly flexible and configurable manner, regardless of where the data comes from. ... A wider range of applications are implemented by third-party filter modules available from modules.apache.org and elsewhere. ... There are two ways to use filtering: Simple and Dynamic. ... 
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Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/de/filter.html -- 13.5 Кб -- 21.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7630) - www.arcetri.astro.it/ )
	Narrow Band Filters (Abstract)







    






9. Infrared Data
Next: Spectroscopic Data Up: Calculation of Extinction Previous: Calculation of Extinction . Near--infrared observations were made on 5--6 February 1996 at CTIO using the CIRIM imager. ... In the infrared, the sky background is high relative to the dynamic range of the detector. ... As the first step in the reduction, all frames had a linearity correction applied (Elston 1994). ... In some cases, the dithering procedure caused stars to overlap with other stars on the final frame. ... 
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Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/optical/node6.html -- 5.6 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1931) - hea-www.harvard.edu/ )
	The AstroStat Slog Blog Archive [MADS] Kalman Filter

	Table Filtering with Indexes

	Filtering ROSAT HRI data on the basis of background level







    






10. Meade Instruments Corporation - Pictor Manual Part 16
 ... Meade Instruments Corporation . ... Meade Pictor XT-Series CCD Autoguider/Imagers . ... Take new sets of calibration frames if the temperature changes significantly.(or change the set you are using or the scaling if you are reusing calibration frames). ... You can also use scaleable dark frames called thermal frames. ... However, if you wish to reuse dark frames with images of different exposure times, you must turn the dark frame into a thermal frame by subtracting the bias information. ... 
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Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/pictor/pictor16.html -- 11.7 Кб -- 01.02.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2460) - www.meade.com/ )
	Meade Series 4000 Broadband Nebular Filters

	Meade Instruments Corporation - Pictor 616A Color Filter System

	Meade Series 4000 Photo-Visual Color Filters







    






11. SCORPIO-2 project: filters
 ... Parameters . Filters . ... Direct images . ... The SCORPIO-2 project: . Spectral Camera with Optical Reducer for Photometric and Interferometric Observations - 2 . The broad-band glass filters made in SAO RAS are used for the observation in the Johnson-Cousins (UBVRI) photometric system in the direct images mode. The glass filters transmission curves are shown by solid line. ... The filters transmission curves of the `comets' filters measured with the SCORPIO-2 in the F/4 beam. ... 
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