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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200102/Agenda_Paris_Feb2001.pdf.









1. htcacheclean - Clean up the disk cache - Apache HTTP Server

 ... Apache HTTP Server Version 2.4 . Apache > HTTP Server > Documentation > Version 2.4 > Programs . ... htcacheclean is used to keep the size of mod_cache_disk 's storage within a given size limit, or limit on inodes in use. ... If one or more URLs are specified, each URL will be deleted from the cache, if present. ... Specify limit as the total disk cache size limit. ... By passing the -a or -A options to htcacheclean , the URLs within the cache will be listed as they are found, one URL per line. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/fr/programs/htcacheclean.html -- 14.9 Кб -- 19.11.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6375) - www.arcetri.astro.it/ )






    






2. http://www.stsci.edu/spst/UnixTransition/doc/sms_cleanup.py

 ... The '-tree' qualifier will cause the TREE files and directories to be deleted. ... WARNING WARNING WARNING !!!!!!!!!!!!!!!!!!!!!!!!!!!   print   WARNING: THIS ROUTINE WILL  DELETE   SMS  AND  CCL  FILES FOR  SMS  %s  %  sms.get_name () yn = yn_query( Are you SURE you want to continue (y|n)?  ) if yn != 'y':  print   No cleanup done.  return spss_sys_util.SUCCESS  print   \nBeginning cleanup processing for  SMS  %s...  %  sms.get_name () if  - sms   in ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/spst/UnixTransition/doc/sms_cleanup.py -- 5.9 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17618) - www.stsci.edu/ )
	Time Dependence of UV Response

	Fine Guidance Sensor Instrument Handbook

	Short-term Time Dependence of UV Response







    






3. cleanupRawdisp

 ... remove outdated directories in $DFO_MON_DIR/RAWDISP . ... remove entire directories and edit links in AB monitor web pages . ... remove outdated RAWDISP plots on web servers w1/w2/odyssey5 . This tool cleans up RAWDISP directories on web servers for dates that are older than 7 days. It deletes date directories and makes links to RAWDISP web pages invisible in AB monitor web pages. ... The tool uses the script webDirCleanup which is hosted in the bin directories of the web servers. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/dfos/cleanupRawdisp1.html -- 5.3 Кб -- 26.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>51671) - www.eso.org/ )
	finishNight

	DFOS tools: documentation and installation

	DFOS: directory structure







    






4. htcacheclean - Clean up the disk cache - Apache HTTP Server

 ... Apache HTTP Server Version 2.2 . Apache > HTTP Server > Documentation > Version 2.2 > Programs . ... htcacheclean is used to keep the size of mod_disk_cache 's storage within a certain limit. This tool can run either manually or in daemon mode. ... You can stop the daemon cleanly by sending it a TERM or INT signal. ... Options . ... This assumes that the Apache web server is not running (otherwise you may get garbage in the cache). ... Specify limit as the total disk cache size limit. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ztcs/manual/de/programs/htcacheclean.html -- 8.0 Кб -- 25.02.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1633) - www.sao.ru/ )
	echelle

	Light Emitters and Photo Detectors

	Flat Field correction







    






5. http://www.atnf.csiro.au/computing/software/gipsy/tsk/clean.dc1

 ... Category: CLEAN, MANIPULATION, RADIO, TABLES File: clean.c Author: K.G. Begeman Description: CLEAN finds point source components and subtracts them with their antenna response. ... Keywords: INSET= Set and subset(s) of dirty map(s)/line(s). Maximum number of subset(s) is 2048. ... DEFSET= Set and subset(s) for definition of search area [Search area defined by box]. CLEAN looks for components only where the values in these maps/lines are not equal to BLANK. ... CUTOFF= Cutoff level [0.0]. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/tsk/clean.dc1 -- 7.0 Кб -- 20.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9635) - www.atnf.csiro.au/ )
	Pulsar Group Main/Tasks

	PmWiki | Observing / Tcs

	Pulsar Group PmWiki/Deleting Pages







    






6. http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200106/Agenda.ps.gz

 ... Operations 1.1. ... Status of operations D. Texier 14:05 1.2.2. ... Operations Monitoring 1.3.1. ... Impact of recent solar activity on MOS A. Tiengo 14:40 1.3.3. ... Calibration MOS 2.1 CTI 2.1.1 Correlation between MOS CTI and A. Tiengo 17:40 event rate during high solar activity 2.1.2 CTI vs count rate D. Lumb 17:50 2.1.3 CTI correction on a per column basis P. Bennie 18:00 2.1.4 Cooling of CCDs and charge injection A. Abbey 18:10 == end of day 06/06/2001 == 18:20 June 7th, 09:0017:30 2. ... 




      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200106/Agenda.ps.gz -- 25.6 Кб -- 14.05.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9150) - xmm.vilspa.esa.es/ )
	XMM-Newton EPIC Response Files Page

	Cleaning lightcurves

	XMM-Newton OM Response Files Page







    






7. Environment Monitoring Information Systems

 ... SMIS : Space Monitoring Information Support laboratory . Russia's Weather : State Meteorological Center Weather Forecast . Space Weather service : ACE real time solar wind data and simple geomagnetic activity forecast. ... World Fire Web : Space Research Institute (IKI) node . Sputnik : Joint project of SRC Planeta, Rosgidromet and Space Research Institute (IKI) . ... Today's Space Weather : Presented by the Space Environment Center . ... Back to the Space Research Institute Home Page ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/monitoring/monitor.html -- 3.6 Кб -- 29.08.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>459) - www.iki.rssi.ru/ )






    






8. Siding Spring Survey

T he Siding Spring Survey (SSS) is a Near-Earth Object search program that utilises the 0.5-m Uppsala Schmidt Telescope at Siding Spring Observatory, N.S.W., Australia. ... The mission of the Siding Spring Survey is to contribute to the inventory of near-earth objects (NEOs), or more specifically, the potentially hazardous asteroids (PHAs) and comets (PHOs) that may pose a threat of impact and thus harm to civilization. ... Based on the CSS Mission page . ... Siding Spring Survey Main Page . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~rmn/ -- 11.4 Кб -- 23.12.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>356) - www.mso.anu.edu.au/ )
	Heliostat is cleaned and wrapped in plastic sheeting.

	Most rooms clean, courtyard looking bare.

	Cleaning the drive is a difficult job.







    






9. Cleaning - an Astronomy Net ATM Forum Message

ATM Forum Message . ... Post . ... Cleaning . ... Post Message | ... I've been quite successful in wiping gently with a very slightly damp paper towel right after pulling the tool from the glass. ... I also use the inside of my forearm to wipe smaller pieces of glass that will fully wipe with the soft skin of the inside of the forearm. ... www.astronomy.net . ... Forum posts are Copyright their authors as specified in the heading above the post. "dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/forums/atm/messages/3646.shtml -- 13.5 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>903) - www.astronomy.net/ )
	Just A Little Background On Dick - an Astronomy Net Exploration Forum Message

	Dirty Mirorr - an Astronomy Net ATM Forum Message







    






10. Astrophysical Research Consortium - Apache Point Observatory

 ... CorMass information (maintained by University of Virginia) . Using CorMass at APO . How to Take Lamp Calibration Spectra . CorMass Quick Start Guide . CorMassTool - Data Reduction Tool for Cormass Advanced usage . Setting up CorMass exposure parameters . Taking your Calibration lamps . Taking your Dark Frames . Focusing CorMass . ... Taking your exposure . ... Stopping an exposure (discarding data) . ... Taking Lamp Calibration Spectra with CorMass . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/CorMass/CorMass_usage.html -- 6.2 Кб -- 28.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>517) - www.apo.nmsu.edu/ )
	Emergency.html

	Untitled Document

	Mirror Cleaning







    






11. http://smis.iki.rssi.ru/

Reloading smiswww.iki.rssi.ru ...




      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/ -- 1.2 Кб -- 24.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>34) - smis.iki.rssi.ru/ )






    






12. ADASS 2002 Conference Proceedings

 ... Remote observing has long been a part of the Keck Observatory operating plan. ... Remote observing from the Keck HQ now encompasses over 95% of observing runs at the Keck Observatory. Recently, additional efforts have been made to enable remote observing on the Keck Telescopes from the U.S. mainland. ... In this paper, we present a brief summary of the Keck remote observing efforts from the U.S. mainland, with an emphasis on the system at Caltech, which is the most recent to come on-line. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass02/P6-9/ -- 14.4 Кб -- 13.03.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1590) - www.adass.org/ )
	Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at

	An Object Oriented Design for Monitoring the Chandra Science Instrument X-ray

	Telescopes and Observatory Operations







    






13. http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/libcfitsio/libcfitsio-3.310/Makefile.in

 ... See also changes and comments in configure.in # prefix = @prefix@ exec_prefix = @exec_prefix@ DESTDIR =  CFITSIO_LIB  = ${DESTDIR}@libdir@ CFITSIO_INCLUDE = ${DESTDIR}@includedir@ INSTALL_DIRS = @INSTALL_ROOT@ ${CFITSIO_INCLUDE} ${ CFITSIO_LIB } ${ CFITSIO_LIB }/pkgconfig SHELL = / bin /sh RANLIB = @RANLIB@ CC = @CC@  CFLAGS  = @ CFLAGS @ SSE_FLAGS = @SSE_FLAGS@ FC = @FC@ LDFLAGS = $( CFLAGS )  DEFS  = @ DEFS @  LIBS  = @ ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/libcfitsio/libcfitsio-3.310/Makefile.in -- 6.0 Кб -- 17.07.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>369) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/libcfitsio/libcfitsio-3.310/Makefile

	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.2.1/xmccd-4.2.1/libcfitsio/libcfitsio-3.340/Makefile

	Moore Observatory's Colorspec







    






14. Deleting text

. Text is deleted by combining the delete commands x and d with the type of text object to be deleted. Numbers can also used with both the x and d commands to delete multiple instances of a text object. For example: 5dw . This deletes the current word and the following four words. Deleting characters . Deleting words and lines . Deleting sentences and paragraphs . Undeleting text .




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/vi/eight.html -- 2.2 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>149) - comet.sai.msu.ru/ )
	Restoring accidentally deleted files

	Deleting mail messages

	Undeleting messages







    






15. Hewlett Packard 58503A GPS Receiver

 ... Driver ID: GPS-HP . ... This driver supports the HP 58503A Time and Frequency Reference Receiver. ... It receiver should be operated with factory default settings. Initial driver operation: expects the receiver to be already locked to GPS, configured and able to output timecode format 2 messages. The driver uses the poll sequence :PTIME:TCODE? to get a response from the receiver. ... Specifies the driver reference identifier, an ASCII string from one to four characters, with default GPS . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/driver26.html -- 4.2 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1338) - www.sai.msu.su/ )
	Line Disciplines and Streams Modules

	APOD: 2005 June 6 - Saturn: Dirty Rings and a Clean Moon

	Sysadm







    






16. http://xray.sai.msu.ru/~polar/xmgr/points.html

Operations in Point operations use the pointer to query sets about points, delete points in a set, and move points. In all cases where interaction is required, pressing the right mouse button with the pointer in the drawing area cancels the operation. ... Report on a point in a set . ... Press the left mouse button. ... Press Delete point with the left mouse button to activate. ... Move the pointer to the new location and press the left mouse button again to register the point's new location. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~polar/xmgr/points.html -- 4.5 Кб -- 25.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>220) - xray.sai.msu.ru/ )
	http://xray.sai.msu.ru/~polar/xmgr/regions.html

	Be/X-ray binaries and candidates

	AXAF-Chandra







    






17. OptInt PmWiki : PmWiki / Deleting Pages

OptInt PmWiki : Pm Wiki / Deleting Pages . ... To delete a page, edit the page, select (highlight) all text in the edit textarea and replace it with the single word . delete . ... As an added safety feature, the deleted page still exists on the server (with a timestamp) and can be restored to the former page by the wiki administrator . ... The default word used for page deletion ("delete") can be changed in config.php by setting the variable $DeleteKeyPattern (see Edit Variables ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/PmWiki/DeletingPages?action=print -- 11.1 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1149) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Deleting Pages

	OptInt PmWiki : PmWiki / Page History

	Astrophysics Group VSA







    






18. Album: deleted

Album : asv-album :: Reports from various events :: Школа 4 г.Москвы, класс В приема 2010 г. :: 21 декабря 2012 г.: Праздник Нового года в Севастопольце ::deleted . ... 800 4492 . 800 4495 . 800 4496 . 800 4529 . 800 4530 . 800 4532 . 800 4533 . 800 4534 . 800 4541 . 800 4569 . 800 4572 . 800 4594 . 800 4595 . 800 4651 . 800 4669 . 800 4687 . ... Created with the tool album a script written by D. Madison on Wed Aug 26 20:16:02 2015 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/album/events/sch4/2012.12.21.New_Year/deleted/index.html -- 60.6 Кб -- 26.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2456) - crydee.sai.msu.ru/ )
	Nerve response







    






19. S.P.Korolev RSC Energia - ECOLOGICAL MONITORING

AUTOMATIC STATION OF ECOLOGICAL CONTROL . ... STATE OF ASEC DEVELOPMENT . AIR POLLUTION MONITORING . ... The control of ASEC and the collection of data on technical state of its systems were performed using the Ecolog work stations placed at Yamburg via modem telephone line and at S.P. Korolev RSC Energia - via satellite communications channel. ... Typical results of monitoring of S.P.Korolev RSC Energia industrial premises, acquired during tests. ... Official WEB-site of S.P.Korolev RSC Energia . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/conversion/ecology/work-apek.html -- 7.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1503) - www.energia.ru/ )
	RSC "Energia" - Production

	S.P.Korolev RSC Energia - PRODUCTION OF CONSUMER GOODS

	S.P.Korolev RSC Energia - PRODUCTION ELECTRIC TRANSPORT VEHICLES







    






20. Arecibo Observatory 327-MHz Gregorian Receiver

327-MHz Gregorian . ... Calibration Beam Parameters . ... Receiver History . ... 327-MHz Gregorian (P Band) . ... Beam Maps . ... For the current frequency v time 327-MHz RFI plot from the Arecibo "hill-top" monitoring system, click here . For the current frequency v time 327-MHz RFI plot (with band-pass correction) from the Arecibo "hill-top" monitoring system, click here . For the current daily rms/mean v frequency 327-MHz RFI plot from the Arecibo "hill-top" monitoring system, click here . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/RXstatus/327/327greg.shtml -- 13.8 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2472) - www.naic.edu/ )
	Arecibo Observatory 430-MHz Gregorian Receiver

	power meters

	NAIC's Observatory in Arecibo, Puerto Rico
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