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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200102/sas_vs_xanadu-M_Cappi.pdf.









1. Wavelength calibration

Next: Background Correction Up: Reduction using Standard Previous: Order definition: Method . The parameter WIDTH2 is the width of the calibration lines. ... Now we can execute CALIBRATE/ECHELLE . ... CALIBRATE/ECHELLE DONE ! ... The user is prompted for the identification of two calibration lines on the image display, repeated in overlapped regions of adjacent orders. ... The wavelength calibration is wrong and apparently no identification error was made: There are too many lines per order. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node482.html -- 8.7 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2596) - www.sao.ru/ )
	Standard stars

	Nonlinearity

	Session Parameters







    






2. Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared

 ... We demonstrate through numerical simulations that model parameters estimated with our technique are essentially bias-free, even when the average number of counts per bin is 1. ... The IW technique avoids such biases by estimating through successive iterations, where for each iteration, j, , and the best-fit parameters are determined by minimization of . ... In our sample, we find that the minimum values and best-fit parameters converge after about 6 iterations. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/kearnsk.html -- 12.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1829) - www.adass.org/ )
	Indexing and Searching Distributed Astronomical Data Archives

	Three-dimensional Data Analysis in IRAF and ZODIAC+

	TwoFitlines: An Spectrum and Line Analysis Tool







    






3. Utilities

 ... Or just type the program name, the program will ask for the parameters. fixfits: fits-file conversion љ љ љ . ... A work-around is to try to copy the FITS file to another FITSfile using fixfits . This program copies the FITSfile while getting rid if most of the FITSheader. fixfits retains the information on the coordinate system of the map. ... fixfits <infile> <outfile> . kglue: glueing movies љ љ љ . ... kprthead prints some limited header information of a karma data file. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/visualisation/node20.html -- 6.8 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18709) - www.atnf.csiro.au/ )
	Standard Setup Files

	VLA Standard Bands.

	PPTA Wiki | PmWiki / Forms







    






4. http://www.ipa.nw.ru/conference/2002/sovet/PS/GAYAZOV.PS

 ... 8, ``Celestial Mechanics'', 2002 Parameterization of the Solar Radiation Pressure model for GPS satellites I. S. Gayazov Institute of Applied Astronomy, St. Petersburg, Russia The treatment of solar radiation pressure (SRP) effect until now is the main problem in precise modeling of GPS satellite orbits. ... In practice, however, all seven parameters of the empirical model cannot be confidently determined from phase observations. ... BarSever Y. E. A new model for GPS yaw attitude. ... 




      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/2002/sovet/PS/GAYAZOV.PS -- 29.9 Кб -- 19.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>525) - www.ipa.nw.ru/ )
	ENGAMPLE

	(Untitled)







    






5. OptInt PmWiki : MROIDelayLineSW / Baseline Solution Software

OptInt PmWiki : MROI Delay Line SW / Baseline Solution Software . Need to design this. May be best to implement within a framework which is an embryonic form of the MROI offline software framework - but we need to design the framework! ... Data import/export from/to MCDB . ... Export results (e.g. baseline solution) to MCDB . How to structure data? ... Printable View of http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIDelayLineSW/BaselineSolutionSoftware) ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIDelayLineSW/BaselineSolutionSoftware?action=print -- 7.7 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1494) - www.mrao.cam.ac.uk/ )
	Simple logging of scripts and their parameters Bojan Nikolic web pages (r. 329)

	OptInt PmWiki : PmWiki / Forms

	OptInt PmWiki : Forms







    






6. The AstroStat Slog parameter estimation

 ... Posts tagged ?parameter estimation? ... Leccardi & Molendi (2007) have a paper in A&A ( astro-ph/0705.4199 ) discussing the biases in parameter estimation when spectral fitting is confronted with low counts data. Not surprisingly, they find that the bias is higher for lower counts, for standard chisq compared to C-stat, for grouped data compared to ungrouped. ... Tags: bias , C-stat , chi-square , chisq , Cstat , Fitting , parameter estimation , Peter Freeman , spectra . ... 1 Comment . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/tag/parameter-estimation/index.html -- 20.6 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2587) - hea-www.harvard.edu/ )
	Multi-Rsh parallelized rsh program

	The AstroStat Slog Blog Archive On the history and use of some standard

	The AstroStat Slog spectra







    






7. The new precision concept

 ... The two common precisions single  precision  (SP) and  double   precision  (DP) on a system  based  on IEEE 754 can specified with  INTEGER , PARAMETER :: SP = SELECTED_  REAL _  KIND (6,37)  INTEGER , PARAMETER :: DP = SELECTED_ REAL _ KIND (15,307)  REAL ( KIND =SP) :: single_ precision _variables  REAL ( KIND =DP) ::  double _ precision _variables If we wish to work with at least 14 decimal ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/c13.html -- 3.6 Кб -- 10.02.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/c13.html -- 3.6 Кб -- 10.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2229) - crydee.sai.msu.ru/ )
	Additional problems at the transition

	Backward and Forward compatibility

	Keyword arguments and default arguments







    






8. C Standard Library Functions

Next: Buffer Manipulation Up: Programming in C Previous: Compiler Options . Listed below are nearly all the ANSI C standard library functions. The header file where related definitions are stored are given. These may vary on some systems so check local reference manuals. ... More info can be obtained from online man calls or reference manuals. Buffer Manipulation . Character Classification and Conversion . ... File Manipulation . ... Wed Sep 14 10:06:31 BST 1994 ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/book/c_marshall/chapter2_21.html -- 3.7 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/book/c_marshall/chapter2_21.html -- 3.7 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/book/c_marshall/chapter2_21.html -- 3.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>982) - jet.sao.ru/ )
	Access via e-mail

	C, UNIX and Standard Libraries

	Principles of organization







    






9. FORS Sec Std and Abs Phot Project

 ... The first step to improve the FORS calibration is therefore to obtain data to allow a computation of the illumination correction across the field. ... Another limitation on the calibration accuracy has been the brightness of the Landolt standards which have forced the use of extremely short exposures introducing small but non-negligible shutter-time errors and also resulting in a very small number of useful standards per frame. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~pmoller/FIZZWIG-FAP/New_Paradigm.html -- 7.0 Кб -- 18.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>46150) - www.eso.org/ )
	recommended DFS development tools

	The Hierarchical Stellar Systems Model Format

	IPACMAN V2.4 Integration Test Plan







    






10. http://www.stsci.edu/ftp/observing/status_reports/old_reports_98/hst_status_01_06_98

HUBBLE SPACE TELESCOPE DAILY REPORT #2033 PERIOD COVERED: 0000Z (UTC) 01/05/98 - 0000Z (UTC) 01/06/98 Daily Status Report as of 006/0000Z 1.0 ACTIVITIES SCHEDULED AND ACCOMPLISHED: 1.1 Completed WF/PC-2 7618 (WF/PC-2 Cycle 7 Photometric Monitor UV/OPT STD) The WF/PC-2 was used to make observations of the standard star GRW+70D582 as part of a Cycle 7 photometric monitoring program. ... The observations were executed as scheduled, and no anomalies were noted. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/observing/status_reports/old_reports_98/hst_status_01_06_98 -- 7.5 Кб -- 06.01.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15727) - www.stsci.edu/ )
	Code I: Known PSF

	Python: module spst_getopt

	Archive for October







    






11. Passing arguments to the shell

Shell scripts can act like standard UNIX commands and take arguments from the command line. Arguments are passed from the command line into a shell program using the positional parameters $1 through to $9 . Each parameter corresponds to the position of the argument on the command line. ... For example: cat printps # This script converts ASCII files to PostScript # and sends them to the PostScript printer ps1 # It uses a local utility "a2ps" a2ps $* | lpr -Pps1 printps elm.txt vi.ref msg . ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/scrpt/scrpt2.1.html -- 2.8 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>711) - comet.sai.msu.ru/ )
	Redirecting standard output

	Redirecting standard input

	Redirecting standard input and output







    






12. Solar Physics

 ... Other Characteristics of the Sun: Variability of Rotation, Magnetism, Chemical Structure, Planetary System. ... Methods of Solar Magnetic Fields Measuring: Visual, Photografic, Photoelectric. ... Empiric Datas of Magnetic Fields in Photosphere, Chromosphere and Corona. ... Characteristics of Magnetic Field in Balanced Force Tubes by Potential and Forceless Field. ... Phenomenons in Active Region (Magnetic Field, Spots, Torches, Solar Prominences, Flares, Discharges. ... Magnetic Fields in Flares. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/courses/fiz_son_e.html -- 6.3 Кб -- 23.02.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>64) - space.univ.kiev.ua/ )
	Theoretical Astrophysics

	Practical Astrophysics







    






13. TwistedActor.Actor Standard Commands

 ... Standard Commands . ... TwistedActor.Actor is core code for writing an actor: an instrument control computer (ICC) or hub-based script that does something useful. This manual describes the standard commands and keywords that any actor based on TwistedActor.Actor will support. All actors based on TwistedActor typically support the following standard commands (plus additional device-specific commands documented in that actor's manual). ... Connect one or more devices (if not already connected). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/twistedActor/standardCommands.html -- 6.4 Кб -- 19.07.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>769) - www.apo.nmsu.edu/ )
	TUI:Instruments:Agile:Agile window

	Hardware Controllers

	TclActor







    






14. Procedure

 ... Colour transformations are supplied only for the three visual bandpass filter (U, B, V). ... compute the colour term (mag1-mag2) in the instrumental system . select the applicable colour transformation . ... the correct branch of the colour transformation is selected: . match the value of the optional parameter branch (if not set the default value 0 is used) to the value in the column BRANCH of the CCF COLOURMAG extension. the correct interval of the colour transformation is selected: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node560.html -- 13.0 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>502) - xmm.vilspa.esa.es/ )
	Output

	CAL_omGetColorTransform

	Generation from Ground Data







    






15. "Stargazers" and National Science Standards

 ... The material in "From Stargazers to Starships" meets several important requirements of the national standards. Pages cited below are from National Science Education Standards National Academy Press, Washington 1995. ... For example: the sections on astronomy not only describe calendars and sundials (including their construction), but also the astronomy of the ancient Greeks, including two different ways in which ancient Greeks estimated the distance to the Moon. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/mirrors/stern/stargaze/Standrds.htm -- 7.9 Кб -- 21.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/mirrors/stern/stargaze/Standrds.htm -- 7.9 Кб -- 22.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>688) - www.cosmos.ru/ )
	Multipoint correlations of the solar wind parameters observed by several

	V.G. Petukhov (Khrunichev State Research and Production Space Center).

	B. Ts. Bakhshiyan, " L- . MV- and E-optimal design of experiments: theory and







    






16. Getting Started in Actor Prolog. Oil Production.

In this chapter we will consider an example of visual expert system written on the Actor Prolog language. ... There are a lot of methods of oil field bed stimulation that increase output of the oil production: thermal, physical-chemical, gas, microbiological, and others. ... Fig. ... The Top-Most diagram consists of three blocks: the "Describe parameters of hydrocarbon field" block, the "Check adaptability of existed methods of oil production" block, and the "Display solution" block. ... Gas methods. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/Lab144/start/e_oil.html -- 12.2 Кб -- 24.09.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>551) - www.cplire.ru/ )
	GOVERNMENT OPEN SYSTEMS INTERCONNECTION PROFILE (GOSIP)

	IEEE STANDARDS PRODUCTS CATALOG

	Open Systems Handbook: A Guide to Building Open Systems







    






17. Sfit Control Language: Classified Listing

 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1711) - star.arm.ac.uk/ )
	SCL Sfit Commands

	ffit help file

	Background







    






18. Tunable Kernel Parameters?

 ... Forum: The Linux Kernel Hackers' Guide . Keywords: kernel tuning, file handles, Bus error . ... In a recent comp.os.linux. article I saw a reference to tunable kernel parameters, which I think may help me with a problem I'm having with expireover on a Debian 1.2, Inn 1.4 unoff4 news server. ... I'm runnming 2.0.27, 64mb ram, raid 0 on three 2gb drives for /var/spool/news. ... I've been looking for some docs on tuning kernel parameters like file handles, and can't seem to find it. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/linux/khg/HyperNews/get/khg/59.html -- 3.5 Кб -- 23.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7362) - www.arcetri.astro.it/ )
	Determination of the Detector Parameters

	mod_ext_filter - Apache HTTP Server

	HwB: EISA (technical) Connector (Offline)







    






19. Influence of onboard events onto spin parameters

External influences on spin parameters for INTERBALL - AP . ... The main interest is that almost all kind of external influences to parameters of motion (eclipse, normalization, ROS) are presented in the one time interval. Three upper panels illustrate the spin velocity, the angle between kinetic moment and sun direction, and the nutation.All external events are represented on the lowest panel as blue, green and yellow columns. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/ibelova/show/influenc.htm -- 2.5 Кб -- 04.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>467) - www.iki.rssi.ru/ )
	Электронные библиотеки | 1999 | Том 2 | Выпуск 3 | А. Н. Зайцев, В. Г. Петров,

	Main parameters of HEND







    






20. http://www.naic.edu/~phil/mbeam/satur/fbAmps_apr05.html

 ... mar05: filter bank installed but left in wide band mode. 05apr05: 10db amps placed in pixel 2a,2b path in front of the filter bank. 08apr05: 10db amps placed in front of filter bank for all alfa pixels. 12apr05: 6db attenuators placed before 10db amps. 25apr05: 10db amps are now only in the OH filter bath. ... This allowed the search of the data taken by P2030 (100Mhz bandwidth, cfr 1420Mhz, 64usec samples) between 01feb05 and 01may05 for signals of the aerostat radar. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/mbeam/satur/fbAmps_apr05.html -- 7.9 Кб -- 07.05.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2835) - www.naic.edu/ )
	Run Correlator

	STANDARDS OF REST & REDSHIFT CORRECTIONS

	The CIMA Standard On/Off Menu
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