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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/201103/calderonriano-cal-2011.pdf.









1. http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200904/calderon_Status_Oper_2009.pdf

Status of EPIC Operations Pedro CalderСn RiaЯo Mallorca 31-March-2009 XMM-Newton Overview · · · · · Routine operations New DB items Nominal OCR operations Not nominal events AOB's XMM-Newton SOC Operations Support Group Pedro CalderСn RiaЯo 31 March 2009 Pag. ... And, of course, a lot of nominal observations performed XMM-Newton SOC Operations Support Group Pedro CalderСn RiaЯo 31 March 2009 Pag. ... XMM-Newton SOC Operations Support Group Pedro CalderСn RiaЯo 31 March 2009 Pag. ... 
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Текст

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200904/calderon_Status_Oper_2009.pdf -- 304.9 Кб -- 14.05.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1074) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200207/Ops_status.pdf

	http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200102/EPIC_qla-B_Altieri.pdf

	http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/201003/calderon_Status-Oper-2010.pdf







    






2. http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf

Operating of the superconducting integrated receiver channel of the TELIS atmospheric sounder. ... The noise temperature of the SIR was measured to be as low as 120 K, with an intermediate frequency band of 4  8 GHz in double sideband operation; the spectral resolution is well below 1 MHz. The SIR was implemented in the three-channel balloon-borne instrument TELIS (TErahertz and submillimeter LImb Sounder) that detects spectral emission lines of stratospheric trace gases (like ClO and BrO). ... 
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Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf -- 819.5 Кб -- 09.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>644) - www.cplire.ru/ )
	http://www.cplire.ru/html/lab234/pubs/2007_08.pdf







    






3. http://www.naic.edu/general_int/jobspost/OpenPositions-Electronics,Computer&VisitorCenter.pdf

 ... Required qualifications: BS in Electronics Engineering. ... Required qualifications: BS in Electronics Engineering or Electronics Technology field with three to five years experience in operation, calibration and maintenance of high-voltage equipment or equivalent combination. Supervisory experience required. ... Required qualifications: Bachelor's degree in Computer Science or related field, with more than five but less than seven years experience or equivalent combination. ... 
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Текст

] 
 Ссылки http://www.naic.edu/general_int/jobspost/OpenPositions-Electronics,Computer&VisitorCenter.pdf -- 25.9 Кб -- 29.06.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2120) - www.naic.edu/ )
	building # 2 Arecibo Observatory







    






4. http://www.stsci.edu/documents/dhb/web/c18_niccalib.fm2.html

 ... The science data that an observer receives are calibrated in the pipeline by at least one, and possibly two, STSDAS calibration routines: calnica and calnicb . ... Calnicb is applied to the calibrated science data files (output from calnica ), and requires association tables and the *_spt.fits files. ... Grism data are processed with separate calibration software, calnicc , which performs a series of steps that identify and extract spectra from the images. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/web/c18_niccalib.fm2.html -- 6.8 Кб -- 17.11.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17876) - www.stsci.edu/ )
	COS Data Handbook

	NICMOS Data Handbook

	Kermit Electronics and Software







    






5. Astronaut Bio: N. E. Thagard 02/1996

National Aeronautics and Space Administration . ... NORMAN E. THAGARD (M.D.) . NASA ASTRONAUT (FORMER) . PERSONAL DATA: Born July 3, 1943, in Marianna, Florida, but considers Jacksonville, Florida, to be his hometown. ... Dr. Thagard first flew on the crew of STS-7, which launched from Kennedy Space Center, Florida, on June 8, 1983. ... Dr. Thagard then flew on STS 51-B, the Spacelab-3 science mission, which launched from Kennedy Space Center, Florida, on April 29, 1985, aboard the Challenger. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/thagard.html -- 10.6 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2259) - www.jsc.nasa.gov/ )
	Astronaut Bio: Frederick W. Sturckow (04/2013)

	Astronaut Bio: Steven L. Smith (12/2013)

	Astronaut Bio: Michael Lopez-Alegria (11/2014)







    






6. Operations on Tables

Next: Command Overview Up: Table File System Previous: Interactive Editing of . In this section we describe several of the mathematical operations that can be performed on table data. ... A set of histogram-related commands, with qualifier HISTOGRAM , allow the graphic display of the histogram of a column ( PLOT and OVERPLOT commands), the printout of histogram values ( READ and PRINT commands), or the generation of a 1D image with the histogram of a column (command COMPUTE/HISTOGRAM ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol1/node66.html -- 6.0 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1524) - www.sao.ru/ )
	XLong

	General Description

	XEchelle







    






7. Organizing Observational Data at the Telescope

 ... The MIDAS Data Organizer, a customizable utility to analyze and identify associations in a database of astronomical observations, is described. ... On-line Data Reduction: . ... The main characteristics of the on-line implementation of the DO at the ESO New Technology Telescope (NTT) are described below. The database for all operations is a MIDAS (ESO-IPG 1993) table, the so-called Observation Summary Table (OST) which contains all relevant parameters extracted from the FITS keywords. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/peronm.html -- 11.9 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1672) - www.adass.org/ )
	The Data Analysis System For The PDS Detector On-board the SAX Satellite

	Calculating the Position and Velocity Components of HST

	Distributed Software for Observations in the Near Infrared







    






8. Operations with DFOS: daily workflow, the optimized model

dfos = Data Flow Operations System, the common tool set for DFO make printable . Some parts of the daily workflow can be performed day by day in an automatic way. Let us recall the Table 1 from the simple model , now with the processing mode updated: . ... CALIB/SCIENCE . ... workflow steps 1-3 . ... day1 . ... day2 . ... createAB -m CALIB -d day1; createJob -m CALIB -d day1 . ... 4 : Mapping of the daily workflow into three working days for the optimized workflow. [1-3] is short for days1-3. ... 
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Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/dfos/optimized1.html -- 18.9 Кб -- 22.06.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66440) - www.eso.org/ )
	ESO - Science Operations 2015

	ESO - Science Operations 2015: Science Data Management

	Data Flow System overview







    






9. Keywords_128

 ... A new technological vision on the future of the VLBI backend area let envision a fully digital implementation of what was until now performed in the analog domain. ... Very Long Baseline Interferometry (VLBI), radio astronomy, VLBI backend systems, VLBI backend area, domains transition point, radio observatories digital technology, data handling process, signal path, RFI and calibration effects, DSP algorithms, sensitivity of the observatories, global applications. ... 
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Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/EDITION/transaction/transaction_ann16/128.htm -- 4.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>261) - www.ipa.nw.ru/ )






    






10. APO Home Page

 ... Current APO Weather . ... Search Site . ... Information for New Users . ... Technical Staff pages . Night Logs and Mailing Lists (maintained by APO) . ... Technical Documents and Database Search . ... Observer's Documentation and Procedures . ... Problem Reporting and APO Technical Documents Database Search . ... APO Drawing/Document Management Procedures . ... APO Technical Documents Database Search . Home Astrophysical Research Consortium . ... Mail Lists (maintained by APO) . ... 
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Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/ -- 13.9 Кб -- 11.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>565) - www.apo.nmsu.edu/ )
	APO Job Announcements

	Performance of the SDSS cloud scanner I: the first movie

	Untitled Document







    






11. ASKAP News: Initial system tests performed on Mk II PAF | Australia Telescope

 ... News | ... Australia Telescope Steering Committee . ... Facilities . ... Digital systems . ... Initial ground-based system tests have been run on the first full-size, second generation (Mk II) ASKAP phased array feed receiver at the Murchison Radio-astronomy Observatory in Western Australia. ... With initial tests complete, the team will now analyse the results to generate an assessment of system performance before returning to the MRO to prepare for installation of the PAF on to an ASKAP antenna. ... 
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Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/projects/askap/news_ade_06082014.html -- 52.8 Кб -- 08.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14168) - www.atnf.csiro.au/ )
	Massaging Steps Performed by UVREAD - UVSET

	The ATNF Electronics Group : LBA_DAS

	PmWiki | Observing / Tcs







