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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/201103/lapalombara-cal-2011.pdf.









1. ESO - Instrumentation Development
 ... Science . ... Science Users Information > Observing Facilities > Instrumentation Development . ... Science Users Information . ... La Silla Paranal Observatory . ... Paranal Instrumentation . Decommissioned Instruments . ... VLT/VLTI Science Verification . ... ESO exercises strict control over the interfaces between the VLT observatory and its instruments. ... The instruments below are now maintained (and documented on the ESO web) by the Directorate of Operations/La Silla Paranal Observatory: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/facilities/develop.html -- 36.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66544) - www.eso.org/ )
	ESO - Instruments Projects

	ESO - E-ELT Telescope Design

	ESO - Laser Guide Stars Facility







    






2. NICMOS Instrument Design
 ... HST . ... Data . ... HST Overview . ... Phase I Proposing . ... Retrieving HST Data . ... Instrument Design . ... Dewar . ... NCS . ... NICMOS is an axial bay instrument which replaced the Faint Object Spectrograph (FOS) in the HST aft shroud during the Second HST Servicing Mission in February 1997. Its enclosure contains four major elements: a graphite epoxy bench, the dewar, the fore-optics bench, and the electronics boxes. ... The NICMOS dewar was designed to use solid nitrogen as a cryogen. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/nicmos/design -- 19.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18894) - www.stsci.edu/ )
	STIS Instrument Design

	FGS Instrument Design

	STIS Instrument Handbook







    






3. Lidar homepage - Instrument Information
The LIDAR Instrument Information . The LIDAR was designed in a bistatic scheme with a separate transmitter and two receiver channels. ... The total mass of the instrument is only 940 grams (about 2 pounds) and a total volume is 950 cubic centimeters in both assemblies. ... Engineers designed the LIDAR to operate in the temperature range from -100 to 50 degrees Celsius (-148 to 122 degrees Fahrenheit) under lower pressure, near one millibar. ... One of the receiver channels has polarizer. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/lidar/english/instr.htm -- 4.2 Кб -- 09.12.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/lidar/english/instr.htm -- 4.2 Кб -- 09.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>935) - www.cosmos.ru/ )
	OFO IKI / Universal Navigation Instrument

	Onboard control and data acquisition systems







    






4. GSAOI Instrument Description Page
 ... GSAOI Home . Instrument . ... The Gemini South Adaptive Optics Imager (GSAOI) is a near-infrared adaptive optics camera that will be used with the Multi-Conjugate Adaptive Optics (MCAO) system on the Gemini South 8-m telescope . ... Gemini's major instrumentation goal is to develop its Multi-Conjugate Adaptive Optics (MCAO) system for scientific use on Gemini South. ... Existing adaptive optics systems use a single natural guide star or artifical laser guide star to measure this image blur. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/description/index.shtml -- 9.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>580) - www.mso.anu.edu.au/ )
	Untitled1

	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) Overview.

	Software Maintenance Manual







    






5. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2507) - www.meade.com/ )
	Series / Meade Instruments

	Technology / Technology / Meade Instruments

	Support / Software & Firmware / Software & Firmware / Meade Instruments







    






6. http://www.atnf.csiro.au/projects/askap/techdocs/LOFAR_technology.pdf
LOFAR in Australia  A Brief Engineering Perspective By Dr Peter J Hall, CSIRO SKA/LOFAR Program Leader 6 November, 2002 Background LOFAR (LOw Frequency ARray) is a proposed radio telescope designed to operate in the approximate frequency range 10 - 250 MHz. ... In both cases, the instruments would be built and operated by international consortia; Australia is a founding member of the 11-participant SKA consortium and may join the USA and Europe in the LOFAR endeavour. ... 



      
[
Текст

] 
 Ссылки http://www.atnf.csiro.au/projects/askap/techdocs/LOFAR_technology.pdf -- 14.5 Кб -- 23.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13081) - www.atnf.csiro.au/ )
	http://www.atnf.csiro.au/management/atuc/2002nov/LOFAR-technologies.pdf

	SKA_report







    






7. http://www.naic.edu/general_int/jobspost/OpenPositions-Electronics,Computer&VisitorCenter.pdf
 ... Required qualifications: BS in Electronics Engineering. ... Required qualifications: BS in Electronics Engineering or Electronics Technology field with three to five years experience in operation, calibration and maintenance of high-voltage equipment or equivalent combination. Supervisory experience required. ... Required qualifications: Bachelor's degree in Computer Science or related field, with more than five but less than seven years experience or equivalent combination. ... 



      
[
Текст

] 
 Ссылки http://www.naic.edu/general_int/jobspost/OpenPositions-Electronics,Computer&VisitorCenter.pdf -- 25.9 Кб -- 29.06.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4012) - www.naic.edu/ )
	http://www.naic.edu/~phil/hardware/manuals/kronhite3955_Manual.pdf

	atmospheric workshop information







    






8. The complex 'Shtil-M' No. designed in SSAU began data transmission from the
 ... SSAU History . SSAU roadmap . ... Equipment testing began on January 4. ... The magnetometer Shtil-M No. 2 is equipped with six sensors that measure the magnetic field in different compartments of the device, fix electrical discharges and the impact of the space environment on the equipment functionality. ... The magnetometer Shtil-M No. 2 is the third unit of the series, which was created in SSAU Institute of Space Device Engineering led by Professor Nicholay Syomkin. ... e-mail: ssau@ssau.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/engnews/11175/ -- 25.2 Кб -- 27.01.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1737) - www.ssau.ru/ )
	Samara University scientists designed new materials for the accumulator of the

	SSAU and Swiss Centre CSEM will be engaged in the creation of electronic

	Mechatronic Systems







    






9. MILT Description
 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>927) - www.apo.nmsu.edu/ )
	Safety.html

	Untitled Document

	SDSS Instruments







    






10. Distributed Software for Observations in the Near Infrared
 ... We have developed an integrated system that performs astronomical observations in Near Infrared bands operating two-dimensional instruments at the Italian National Infrared Facility's ARNICA and LONGSP . ... The user interface is organized as widget-based X11 client. ... 1993; Di Giacomo et al. 1993). ... Moreover, if the interprocess communication interface includes support for networking, the software immediately becomes network distributed software. ... DESQview/X User Guide 1993, Quarterdeck . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/gavryusevv.html -- 9.9 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1770) - www.adass.org/ )
	REMOT: A Design for Multiple Site Remote Observing

	The MERLIN Correlator Software Project

	The ESO VLT CCD Detectors Software







    






11. OMNIDIRECTIONAL PLASMA SENSOR VDP
Welcome to VDP home page. ... Operation and Measurements The VDP instrument was designed for determination of integral flux vector or integral energetic spectrum at the range 0.2 - 2.4 keV of ions or electrons of magnetospheric plasma. The instrument includes 6 identical Faraday caps, located by following ways: . ... In case of constant voltage, sensor supplies the total flux of ions plus flux of electrons above 2400 eV energy, or total flux of electrons plus flux of ions above 2400 eV energy. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/interball/vdpcrl/vdp.html -- 4.0 Кб -- 22.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>551) - www.iki.rssi.ru/ )
	Solar Max

	INTERBALL/ELECTRON EXPERIMENT

	The Wind Spacecraft







    






12. Roba Simone Busoni
Home | ... Fisica Sanitaria | ... Amber SPG . ... The near-infrared / red focal instrument of the VLTI, called AMBER will operate between 1 and 2.5 µm in a first phase (2001-2003) with two UTs. This instrument has been designed for three beams to be able to perform images through phase closure techniques. ... The instrument has been designed to be used with two or three beams, thus enabling also the use of closure phase techniques. ... AMBER VLTI focal instrument home page . ... Simone Busoni . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/~busoni/amber.html -- 7.0 Кб -- 05.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6451) - www.arcetri.astro.it/ )
	LonGSp: A NEAR INFRA-RED SPECTROMETER

	Fasti Rationale

	LonGSp: Optical Design







    






13. Space Telescope-European Coordinating Facility
 ... The European HST Archive has been moved to ESA's European Space Astronomy Centre ( ESAC ), Spain, where most of ESA's Space Science Archives are located and operated from. ... The Space Telescope European Coordinating Facility (ST-ECF), jointly operated by ESA and the European Southern Observatory ( ESO ) was, until the end of 2010, the European HST science facility, supporting the European astronomy community in exploiting the research opportunities provided by the Hubble Space Telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/ -- 9.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>239) - www.stecf.org/ )
	CONICA: The high resolution near-infrared camera for the ESO VLT

	Design and Status of the NICMOS Cryocooler

	VLT Status and Instruments







    






14. Princeton Instruments' Company Profile
Princeton Instruments was incorporated in 1981 and has been building low light systems for its entire history. ... Princeton Instruments uses the latest in computer aided design to engineer the highest performance camera systems possible. ... We work with every major manufacturer of CCD arrays and image intensifiers in the world. ... From early in the company history, Princeton Instruments has offered complete detection systems for many different types of applications. ... Princeton Instruments, Inc. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TAPER/HTM_resume/PRINSTON/Profile/profile.htm -- 5.0 Кб -- 07.09.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1429) - www.sao.ru/ )
	Thermoelectric Coolers

	Product Folder: TC237, 680- X 500-PIXEL CCD IMAGE SENSOR DATA SHEET

	Product Folder: TC255P, 336- X 244-PIXEL CCD IMAGE SENSOR







    






15. Winer Observatory Benefactors
Winer Observatory P.O. Box 797, Sonoita, Arizona 85637-0797, USA . ... Winer Observatory gratefully acknowledges the generous support of those listed below. ... We thank our donors and hold them up as models of how corporations in America can behave responsibly in the communities in which they do business. ... Telescopes, parts, and accessories . ... 100,000 . ... Hughes Missile Systems . ... Miscellaneous electronics . ... Terra Universal, Inc. ... EFI Electronics Corp. ... 2013 Winer Observatory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/Donors/Honor_Roll.php -- 22.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>76) - www.winer.org/ )
	Winer Observatory Operations

	Winer Observatory Site

	Winer Observatory Weather







    






16. http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf
Operating of the superconducting integrated receiver channel of the TELIS atmospheric sounder. ... The noise temperature of the SIR was measured to be as low as 120 K, with an intermediate frequency band of 4  8 GHz in double sideband operation; the spectral resolution is well below 1 MHz. The SIR was implemented in the three-channel balloon-borne instrument TELIS (TErahertz and submillimeter LImb Sounder) that detects spectral emission lines of stratospheric trace gases (like ClO and BrO). ... 



      
[
Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf -- 819.5 Кб -- 09.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>687) - www.cplire.ru/ )
	Lab234 - Design, fabrication and experimental studies of a novel device: Cold

	Lab234 - Development of the superconducting elements for operation at

	Open Systems Handbook: A Guide to Building Open Systems







    






17. http://www.jsc.nasa.gov/history/oral_histories/DeiterichCF/DeiterichCF_Bio.pdf
NASA  JOHNSON   SPACE   CENTER   ORAL   HISTORY  PROJECT BIOGRAPHICAL DATA SHEET NAME:  Charles  F.  Deiterich  O RAL H ISTORY: 28 February 2006 EDUCATIONAL BACKGROUND: B.A. in Physics/Mathematics, University of St. Thomas,  Houston ,  Texas , 1960 M.S. in Physical Science, University of  Houston  Clear Lake, Clear Lake,  Texas , 1984 PRE-NASA EXPERIENCE: Electro/Mechanical Engineer, Transport Flight Systems, Vecto Instrument Corporation, ... 



      
[
Текст

] 
 Ссылки http://www.jsc.nasa.gov/history/oral_histories/DeiterichCF/DeiterichCF_Bio.pdf -- 28.7 Кб -- 24.01.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2417) - www.jsc.nasa.gov/ )
	Astronaut Bio: N. E. Thagard 02/1996

	Astronaut Bio: Story Musgrave 8/97

	Astronaut Bio: Clayton C. Anderson (01/2013)







    






18. SpaceDTP-2015 - Excursion Sites
 ... Our tours this year include: Yuri Gagarin Cosmonaut Training Center at Star City, Bauman Moscow State Technical University Orevo Laboratory, Russian Mission Control Center (TsUP), Rocket and Space Corporation Energia, Lavochkin Scientific and Industrial Association, Energomash Scientific and Industrial Association, Scientific and Industrial Association "Zvezda", Khrunichev State Research & Production Space Center, Monino Air Force Museum. Bauman Moscow State Technical University . Moscow) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://ysc.sm.bmstu.ru/eng/sdtp/sites.htm -- 13.8 Кб -- 03.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17) - ysc.sm.bmstu.ru/ )
	SpaceDTP-2005 review







    






19. Products
 ... IRPS is the small size infrared photometer with detector cooled by liquid nitrogen . IRPS was designed as the instrument for work with optical systems with angular apertures . ... Multichannel preamplifiers (N*8) are designed for use with IR and mm wave detectors arrays. ... Thermoelectric cooling system is designed for use with IR detectors. ... IR photodetector modules with detectors cooled by LN2. ... Gas cooled radiation shield optical cryostat, IR detectors. liquid nitrogen capacity 1.2 ltr. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/staff/kuzkov/products01.html -- 7.1 Кб -- 24.03.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>393) - www.mao.kiev.ua/ )
	Team of Optical design in LAO.

	Equipment - Page 4

	Optical instrument making. Contact







    






20. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.MROIFastTipTilt/ftt-kick-off.pdf
 ... 28 April 2010 FTT kick-off meeting 5 Where are we today? Use results from this to secure funds for expansion post 2012 Majority of funds from NMT  possibility of some STFC support 28  April   2010   FTT   kick-off   meeting  6 The  FTT /NAS  system  Ensures that the light beam collected by a telescope is sent down the beam relay pipes  in the right direction  The  FTT /NA  system  monitors the light The active secondary mirror redirects it 28  April   2010   FTT   kick-off ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.MROIFastTipTilt/ftt-kick-off.pdf -- 659.4 Кб -- 06.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2960) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/~anthony/latex/Pearson.ps

	OptInt PmWiki : Science Instrument Downselect

	OptInt PmWiki : Science Instrument Downselect | Attach
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