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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/docs/documents/GEN-ICD-0019-1-1.pdf.









1. NVSS radio survey
 ... The NVSS is being made as a service to the astronomical community, and the principal data products are being released into a directory accessible by anonymous FTP as soon as they are produced and verified. ... The large (4 deg x 4 deg) map cubes and total intensity only images and their associated multisource (u,v) data sets are stored as binary files in FITS format (see Grosbol et al. ... The source catalog derived from the available images is kept in directory CATALOG as CATALOG.FIT. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/cats/doc/NVSS.html -- 7.9 Кб -- 30.09.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2703) - www.sao.ru/ )
	VNI-743-com camera description

	The Modified Gauss--Newton Method.

	MJD --- column label: MJD_OBS







    






2. http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/CHANGELOG
 ... March 25, 2006:  Version  3.0.0 New  control  panel with an observing queue and a log Pointing to apparent position including proper motion precession and nutation to epoch of ...  declination axis to polar axis non-orthogonality optical axis skew altitude- and azimuth-dependent mechanical effects encoder reference  Control  of  telescope  hardware August 20, 2006  Version  3.0.4 Modifications from Dan Azari adding features suported by the RC Optical Systems ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/CHANGELOG -- 7.5 Кб -- 18.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1794) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/CHANGELOG

	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.2.2/CHANGELOG

	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.2.1/CHANGELOG







    






3. wst idl routines
 ... WSTLDREC - LOAD STRUCT FROM ASCII INPUT . ... The default is:/share/megs2_u1/wst/ . ... Previous Routine] [Next Routine] [List of Routines] NAME: wstrawinpday - read in 1 days worth of data from ascii file SYNTAX: n=wstrawinpday(yymmdd,bar,inpdir=inpdir) ARGS: yymmdd: int yymmdd of date for file (ast) inpdir : string input dir to read file. def: '/share/orion/' RETURNS: n: int number records input bar[n]: struct input data DESCRIPTION: Input a days worth of wst data from the daily raw: wst_yymmdd...



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/wstdoc.html -- 9.7 Кб -- 02.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5154) - www.naic.edu/ )
	satellite prediction routines

	site power idl routines

	encoderOffsets







    






4. http://www.atnf.csiro.au/computing/software/gipsy/sub/bessk.dc2
Function: bessk Purpose: Evaluate Modified Bessel function Kv(x) of integer order. Category: MATH File: bessel.c Author: M.G.R. Vogelaar Use: #include "bessel.h" double result; result = bessk( int n, double x ) bessk Return the Modified Bessel function Kv(x) of integer order for input value x. n Integer order of Bessel function. x Double at which the function is evaluated. ... Updates: Jun 29, 1998: VOG, Document created. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/sub/bessk.dc2 -- 1.8 Кб -- 24.08.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26659) - www.atnf.csiro.au/ )
	http://www.atnf.csiro.au/computing/software/gipsy/sub/bessi.dc2

	MATH general subroutines

	Gravitational lensing and modified Newtonian dynamics







    






5. Modification of Source-axes position angles
. XMM-Newton Science Analysis System . omatt (omatt-2.46.2) [xmmsas_20080701_1801-8.0.0] . Meta Index / Home Page . The position-angle of the major-axis of each source computed by omdetect ( PA ) is modified by omatt so that the angle is measured anti-clockwise from the North Pole. XMM-Newton SOC/SSC -- 2008-07-02



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/omatt/node7.html -- 3.3 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16508) - xmm.vilspa.esa.es/ )
	Description

	SciSim Version 3.0.0

	Output Columns modified







    






6. IRIG Audio Decoder
 ... Driver ID: IRIG-AUDIO . ... This driver supports the Inter-Range Instrumentation Group standard time-distribution signal IRIG-B using the audio codec native to the Sun SPARCstation. ... The driver gadget uses a modified BSD audio driver for the Sun SPARCstation which provides a timestamp, raw binary timecode, status byte and decoded ASCII timecode. ... The 100 elements of the IRIG-B timecode are numbered from 0 through 99. ... This driver presently does not use the CF elements. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/driver6.html -- 5.7 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2643) - www.sai.msu.su/ )
	Pulse-per-second (PPS) Signal Interfacing

	Index of /groups/cluster/CEP/RADVEL







    






7. CSPICE Routines: SCE2T_C
 ... Abstract Convert ephemeris seconds past J2000 (ET) to integral encoded spacecraft clock (`ticks'). ... Required_Reading SCLK TIME . Brief_I/O Variable I/O Description -------- --- -------------------------------------------------- sc I NAIF spacecraft ID code. et I Ephemeris time, seconds past J2000. sclkdp O SCLK, encoded as ticks since spacecraft clock start. ... Particulars This function outputs discrete, encoded SCLK values. ... This function outputs encoded SCLK values. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~sontag/spicedocs/cspice/sce2t_c.html -- 11.2 Кб -- 17.12.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20942) - www.stsci.edu/ )
	Reference File Descriptions Logs

	CSPICE Routines: EKINSR_C

	CSPICE Routines: SCE2C_C







    






8. IKI selection for Campaign # 2 September 2000
. "Boundaries in collisionless plasma" Dear Colleagues, . Please find selected by IKI time intervals (UT) proposed for bounary layer study at September 2000. Region designations | Region models | Criteria of selection | Plot description | ASCII files description | . Victoria Prokhorenko . vprokhor@iki.rssi.ru . Modified 21 April 2000 . Sergei Savin . ssavin@iki.rssi.ru 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/camp2/200009/list.htm -- 4.2 Кб -- 21.04.2000

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/camp2/200009/list.htm -- 4.2 Кб -- 21.04.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1975) - www.cosmos.ru/ )
	About modification of the INTERBALL orbital elements

	IKI selection for Campaign # 2 at July - September 2000

	Satellite position in the SE and GSM coordinate systems







    






9. S.P. Korolev RSC Energia - International Space Station
 ... S.P. KOROLEV ROCKET AND SPACE CORPORATION ENERGIA . ... OAO RSC "Energia" . ... ISS Russian Segment . Steps of ISS Assembly . ... Five new devices of the total mass of ~42 kg (instead of 6 devices of the total mass of ~101 kg) are installed in the guidance, navigation and control system of the new series vehicle. ... liquid thermostatting of GN OC devices is provided by installation of three cold plates in the vehicle instrument module (IM); . ... 2015 JSC "S.P. Korolev RSC "Energia" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/en/iss/soyuz-tma-m/soyuz-tma-m_01.html -- 25.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3244) - www.energia.ru/ )
	INTERNATIONAL SPACE STATION

	S.P.Korolev RSC Energia - YAMAL-200 COMMUNICATIONS SATELLITE

	S.P. Korolev RSC Energia - News







    






10. http://xray.sai.msu.ru/~ivan/gmt/man/grd2xyz.html
grd2xyz - Converting a grdfile to an ASCII or binary table grd2xyz grdfile [ -H [ nrec ] ] [ -R west / east / south / north [ r ] [ -S ] [ -Z [ flags ] ] [ -bo [ s ] ] grd2xyz reads a binary 2-D grdfile and writes out xyz-triplets in ASCII [or binary] format to standard output. Modify the precision of the ASCII output format by editing the D_FORMAT parameter in your .gmtdefaults file, or choose binary output using single or double precision storage. ... Ignored if binary output is selected. ... 



      
[
Сохраненная копия

] 
 




