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Показаны документы, содержащие фрагменты текста из документа

 http://zebu.uoregon.edu/~uochep/talks/talks03/G030112-00.pdf.









1. Album: Limited dynamic range demostrations

. Album : asv-album :: Technical photos :: a80tests ::Limited dynamic range demostrations . Up . IMG 0308 . IMG 0309 . IMG 0396 . IMG 0397 . IMG 0398 . IMG 0399 . Album created by album script a script by David Ljung on Mon Jan 19 20:23:14 2015 .




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/album/tech/a80tests/dynamic_range/index.html -- 12.8 Кб -- 19.01.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>936) - crydee.sai.msu.ru/ )
	Index of /ftproot/pub/rec/music/lyrics/cs-uwp/p/public.image.limited







    






2. http://observ.pereplet.ru/images/GRB081102/grb_film.html

 ... GCN 8471 | ... TITLE:  GCN  CIRCULAR NUMBER: 8516 SUBJECT:  GRB  081102: MASTER refind and final results DATE: 08/11/11 15:50:10 GMT FROM: Vladimir Lipunov at Moscow  State  U/Krylov Obs E. Gorbovskoy, V. Lipunov, V.Kornilov, A.Belinski, N.Shatskiy, N.Tyurina, D.Kuvshinov, P.Balanutsa Sternberg Astronomical Institute, Moscow  State   University  A. Tlatov, A.Parkhomenko  Kislovodsk  Solar Station of the Pulkovo Observatory V.Krushinski, I.Zalognikh Ural  State GCN Circ 8470, Lipunov et al., ... 




      
[
Сохраненная копия

] 
 Ссылки http://observ.pereplet.ru/images/GRB081102/grb_film.html -- 8.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>227) - observ.pereplet.ru/ )






    






3. PENTAR: Объективы PENTAX K / Объективы серии Limited

 ... Объективы PENTAX K . ... Объективы серии Limited . ... добавить в окно сравнения . ... Объектив SMC Pentax FA 31мм f/1.8 AL Limited Black . Широкоугольный объектив высшего класса эксклюзивной серии Limited . ... Объектив SMC Pentax FA 31мм f/1.8 AL Limited Silver . Высококлассный широкоугольный объектив эксклюзивной серии Limited . ... Объектив SMC Pentax FA 43мм f/1.9 Limited . ... Объектив SMC Pentax FA 43мм f/1.9 Limited Black . ... Объектив SMC Pentax FA 77 f/1.8 Limited Black . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.pentar.ru/catalog/qm-folderId-eq-1255058163372280.htm -- 57.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>535) - www.pentar.ru/ )
	PENTAR: Объектив SMC Pentax FA 31мм f/1.8 AL Limited Black

	PENTAR: Объектив SMC Pentax FA 43мм f/1.9 Limited

	PENTAR: Объектив SMC Pentax FA 77 f/1.8 Limited Black







    






4. Кроссовки Botticelli Limited - Botticelli Limited - Botticelli Limited

 ... Цвет: синий . ... Материал верха: натуральная кожа . ... Материал подошвы: резина . ... Пол: Мужской . Кроссовки Botticelli Limited. ... Материал: натуральная кожа. ... Пол: Унисекс . ... Игрушки максимально точно копируют оригинал и могут быть выполнены в натуральную величину. ... Материал верха: Натуральная кожа . Материал подкладки: Натуральная кожа . Материал стельки: Натуральная кожа . ... Маленькой ножке будет комфортно благодаря натуральным материалам и отверстиям для воздуха. ... 




      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku7752.html -- 20.3 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>223) - astrokuban.info/ )
	Туфли - MAYORAL - MAYORAL Кеды Botticelli Limited

	Сандалии Botticelli Limited - Botticelli Limited - Botticelli Limited Брюки для

	Mark Knopfler Tracker (Deluxe Limited Edition) CD + DVD + LP Пуловер Blue







    






5. Extraction of limited time intervals

. Next: *timfilter* - List start Up: *timsort* Previous: Extraction of time-sorted events . xt> timsort Input QPOE file name: xdata$rp110590n00.qp[time=(1611613:1612817)] Output time-ordered file name: rp90_sect2 . An alternate approach which saves the typing of long numbers is to choose the appropriate interval by editing the file rp90_tim.lis output with timfilter and specifying the input file as . xdata$rp110590n00.qp[@rp90_tim.lis] . rsdc@cfa.harvard.edu . 1998-06-10




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node168.html -- 3.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1452) - hea-www.harvard.edu/ )
	Limiting Energy Channels Input to the Fit

	The AstroStat Slog Upper Limits

	The AstroStat Slog upper limit







    






6. Diffraction Limited, AstroGuide Listing

The AstroGuide . ... AstroGuide | ... AstroGuide Listing . ... See many more Astronomy Listings by: Category or Alphabet . Software authors of "Quick Fringe" and "MaxImDL." Quick Fringe is an optical interferogram fringe analysis program. ... 613) 225-2732 . ... 613) 225-9688 . Web Site . ... Web . ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . are trademarks of John Huggins ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag154.html -- 12.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>148) - www.astronomy.net/ )
	Astronomy Binoculars - The Skies The Limit - an Astronomy Net Article

	Skies Unlimited, LLC, AstroGuide Listing

	Communications For Your Astronomy Event - an Astronomy Net Article







    






7. Meade Instruments Corporation - Meade Binocular Limited Warranty

Home About Meade Product Information Dealer Locator Customer Support Investor Relations Dealer Support Employment Opportunities Site Map . Meade Instruments Corporation . ... Meade Binocular Limited Warranty . ... Meade will repair or replace the product, or part thereof, found upon inspection by Meade to be defective, provided the defective part or product is returned to Meade, freight prepaid, with proof of purchase. ... This warranty supersedes all previous Meade binocular warranties. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/support/bncwrt.html -- 10.0 Кб -- 17.02.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>549) - www.meade.com/ )






    






8. At the Limit of Diffraction

 ... At the Limit of Diffraction . ... Credit Copyright: Yuri Beletsky ( Las Campanas Observatory , Carnegie Institution ) Explanation: Did you ever want to just look through the eyepiece of a large telescope in space ? If you could, you would see a sharp view that was diffraction limited . ... Still, in this working earth-based snapshot a new active adaptive optics system (MagAO) is being used to cancel out the atmospheric blurring in a visual observation of famous double star system Alpha Centauri . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/xware/msg/1336715 -- 14.7 Кб -- 07.05.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12425) - www.astronet.ru/ )
	Астронет > At the Limit of Diffraction

	Journal "Peremennye Zvezdy"

	XWare > APOD







    






9. APOD: 2015 May 7 - At the Limit of Diffraction

 ... 2015 May 7 . At the Limit of Diffraction . ... If you could, you would see a sharp view that was diffraction limited . Unaffected by atmospheric blurring that ultimately plagues earthbound observers, the angular resolution of your diffraction limited view would be determined only by the wavelength of light and diameter of the telescope lens or mirror; the larger the diameter, the sharper the image. ... About APOD | ... NASA Official: Phillip Newman Specific rights apply . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap150507.html -- 5.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>644) - www.sai.msu.su/ )
	Zen: Gin







    






10. LIMIT EFFICIENCY OF CHAOTIC SIGNAL CLEANING - NDES-99

Alexander S. Dmitriev . Institute of Radioengineering and Electronics of the Russian Academy of Sciences . Mokhovaya st., 11, Moscow, 103907, Russia. ... Moscow Institute for Physics and Technology . ... The relationship between the problem of cleaning chaotic signals off noise and the information properties of the signals is shown. Some methods for chaotic signal cleaning are considered. The efficiency of these methods is evaluated by computer simulation. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/rus/InformChaosLab/papers/ndes99dkh.html -- 2.6 Кб -- 11.04.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>561) - www.cplire.ru/ )
	Interesting Sites Related to Chaos - InformChaos Lab.







    






11. Will a 9-degree moon avoidance angle gaurantee a zodi-limited background level?

 ... HST . Will a 9-degree moon avoidance angle gaurantee a zodi-limited background level? ... HST Peer Review Process . ... HST Overview . ... Scattered Moon Light: I see that the HST has a Moon avoidance angle of 9 degrees. ... Or will a 9-degree avoidance gaurantee a zodi-limited background level? ... For a near ecliptic target for which minimal zodiacal background is about V = 22.4 the contribution from the Moon at 9 degrees can reach V = 21, significantly above the zodi-limited background. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/acs/faqs/hst/acs/analysis/moon.html -- 13.6 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15949) - www.stsci.edu/ )
	WFPC2 Instrument Handbook Update

	COS BOP Limits for Imaging

	Pushing the Limits of High Contrast with the new BAR5 Aperture location on the







    






12. Implications:

. First page Back Continue Last page Summary Graphics .




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/meetings/1/talks/psrlong_files/text8.htm -- 1.9 Кб -- 06.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5449) - www.naic.edu/ )
	system Performance

	Wapp Home Page

	pntModelGradients







    






13. Limits on Phase Correction Performance Due to Differences Between Astronomical

 ... Bojan Nikolic web pages (r. 329) . ... Using high-resolution three-dimensional realisations of turbulent fields, we investigate the  limits  on achievable performance of atmospheric phase  correction  using water-vapour radiometers arising from following effects: the incoherent measurement of power from water by the radiometers (in contrast to coherent detection of the  astronomical  signal); the different tapers of the response patterns of the  astronomical  and radiometer receivers; and, the ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/alma/memo573.html -- 11.0 Кб -- 04.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1210) - www.mrao.cam.ac.uk/ )
	amaze

	OptInt PmWiki : MROIDelayLine / FDR Todo Lists







    






14. Radio Continuum Measurements of Southern Early-type Stars

 ... A distance-limited sample of southern Wolf-Rayet stars within 3 kpc of the Sun has been observed with the Australia Telescope Compact Array at 8.64 GHz and 4.80 GHz. ... Five sources are classified as non-thermal. ... We derive mass-loss rates for the thermal sources. After combining them with all existing radio mass-loss rates of Wolf-Rayet stars in the northern and southern hemisphere, we perform a comparison with mass-loss rates derived from optical emission lines. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Baerbel.Koribalski/publications/mstars2.html -- 4.0 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16214) - www.atnf.csiro.au/ )
	Detection Limits

	Sensitivity Limits

	Australia Telescope National Facility







    






15. Limites des descripteurs de fichiers - Serveur Apache HTTP

 ... Quand de nombreux serveurs virtuels sont crИИs, Apache peut dИpasser les limites en descripteurs de fichiers ('file descriptors', Иgalement appelИs gestionnaires de fichiers ) si chacun des serveurs virtuels utilise ses propres fichiers journaux. Le nombre total de descripteurs de fichiers utilisИs par Apache est d'un par fichier journal, un pour chacune des autres directives de fichiers journaux, plus un nombre constant compris entre 10 et 20 pour son fonctionnement interne. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/fr/vhosts/fd-limits.html -- 10.7 Кб -- 21.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6838) - www.arcetri.astro.it/ )
	Setting resource limits

	File Descriptor Limits - Apache HTTP Server

	LASG - Limiting and monitoring users







    






16. Diffraction-limited Bispectrum Speckle Interferometry and Speckle Polarimetry

 ... Diffraction-limited Bispectrum Speckle Interferometry and Speckle Polarimetry of the Young Bipolar Outflow Source S140 IRS1 . ... P06P We present bispectrum speckle interferometry and speckle polarimetry of the deeply embedded infrared bipolar outflow source S140 IRS1, a massive protostellar object in the L1204 molecular cloud. ... Our data suggest that the central source is marginally resolved with a FWHM diameter of approximately 20 mas (~ 20 AU). ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/balega/PUBL_BAL/PUB_2000/2000AGM_17_P06P.html -- 11.6 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/balega/PUBL_BAL/PUB_2000/2000AGM_17_P06P.html -- 11.6 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/balega/PUBL_BAL/PUB_2000/2000AGM_17_P06P.html -- 11.6 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>622) - jet.sao.ru/ )
	Mars2

	harak_e

	Cosmological Gene project







    






17. Armagh Observatory

 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . ... Radio luminosity - spectral type plot for all ultracool dwarfs observed at 4.9 GHz. ... Whilst no radio emission was detected from any of the targets, significant upper limits were placed on the radio luminosities that are below the luminosities of previously detected ultracool dwarfs. Combining our results with those from the literature gives a detection rate for dwarfs in the spectral range M7 тАУ L3.5 of тИ® 9%. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/highlights/2012/625.html -- 7.1 Кб -- 20.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1460) - star.arm.ac.uk/ )
	Filesystems galore

	Research Highlights

	Proceedings







    






18. Maximum limits

 ... The planning and reduction programs are distributed with array sizes set large enough to let most observers work without difficulty. However, you might need to reduce a very large data set, or to deal with a very large number of passbands (9 is the nominal limit). ... The main problem is holding the matrix of normal equations during the iterations; on the other hand, star catalogs can be made quite large without paying much of a price in terms of performance. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node304.html -- 6.8 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1489) - www.sao.ru/ )
	Upper Limits for Sources not Detected

	File Descriptor Limits - Apache HTTP Server

	Image quality-resolution







    






19. Limits on attitude wander

XMM-Newton Science Analysis System . ... The limits on attitude wander are defined via the parameter maxdelta , which is in arcseconds. The RA limit is set to . ... where is the average declination value (the exact meaning of `average' in this context is discussed in section 3.3 below). The declination limit is just set to maxdelta , and the position angle (apos) limit is set to . ... XMM-Newton SOC/SSC -- 2008-07-02 ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/attbin/node5.html -- 4.8 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6096) - xmm.vilspa.esa.es/ )
	Statistical upper limit

	Source detection limits







    






20. http://zebu.uoregon.edu/2004/es399/lec10.html


      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/2004/es399/lec10.html -- 4.6 Кб -- 16.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>136) - zebu.uoregon.edu/ )
	CCDs for Material Scientists

	Thermodynamics

	Chaos and Thermodynamics
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