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Показаны документы, содержащие фрагменты текста из документа

 http://www.mrao.cam.ac.uk/projects/OAS/publications/fulltext/spie4839-129-letter.pdf.









1. Astrophysics Group Introduction to COAST
 ... Astrophysics Group . ... Introduction to COAST . ... The quest for high angular resolution at optical wavelengths has prompted the development of a variety of techniques to overcome atmospheric seeing at astronomical sites. ... The Cambridge Optical Aperture Synthesis Telescope ( COAST ) was planned as a coherent array of four telescopes operating in the red and near infra-red, using Michelson interferometry on baselines of up to 100m to give images with a resolution down to 1 milliarcsecond. ... 
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 Ссылки http://www.mrao.cam.ac.uk/outreach/radio-telescopes/coast/introduction-to-coast/ -- 15.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2216) - www.mrao.cam.ac.uk/ )
	Introduction to phase correction for ALMA Bojan Nikolic web pages (r. 329)

	Astrophysics Group COAST Astronomical Results

	VLBI observations of the quasar 3C380







    






2. http://www.mrao.cam.ac.uk/projects/aavp/posters/daSilva_AAVP-Cambridge2010.pdf
 ... The design employs a differential structure. ... The input is adapted to 100 differential, and the outputs use standard Low Voltage Differential Signaling (LVDS). ... T/H SINGLE T/H Single Input T/H Single Output 1.35 0.15 0.2 T/H DIFFERENTIAL Input T/H Output T/H 0.1 1.3 0.05 volts volts Figure 5: Digital part and digital gate 0 1.25 -0.05 -0.1 1.2 Integrated Test System A test system is integrated on chip to evaluate the transmission to the data acquisition card (fig: 7). ... 
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 Ссылки http://www.mrao.cam.ac.uk/projects/aavp/posters/daSilva_AAVP-Cambridge2010.pdf -- 1772.7 Кб -- 06.12.2010
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