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Показаны документы, содержащие фрагменты текста из документа

 http://rtm-cs.sinp.msu.ru/publications/pcapac2000/ID112.pdf.









1. "Parallel implementation of 2D IIR-filters using image processing distributed

Parallel implementation of 2D IIR-filters using image processing distributed systems" . ... 2D IIR-filter is generated as parallel casual filters with a mask in the form of a quadrant. A distributed system architecture is proposed with consideration of data parallelism for high-resolution images and the parallel message passing with regard to the IIR-filter structure. ... Keywords: digital image processing, IIR-filter (infinite impulse response filter), identification, distributed computing . ... 




      
[
Сохраненная копия

] 
 Ссылки http://num-meth.srcc.msu.ru/english/zhurnal/tom_2010/v11r110.html -- 3.4 Кб -- 22.03.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>459) - num-meth.srcc.msu.ru/ )
	"Stationary distribution for the Jacobi equation with a large random curvature

	Contents.Volume 7

	"Implementation of the lattice Boltzmann method without stored distribution







    






2. Initial Distributions of Binary Parameters

Next: Star Formation Rate and Up: No Title Previous: Calculation of Evolutionary Tracks . To start calculations, we choose the distributions of the initial binary parameters: the mass of the primary ZAMS component, , binary mass ratio, , orbital separation a . ... whereas the mass ratio distribution is not. ... The zero assumption often made is that the mass ratio distribution has a flat shape, that is binaries with a high mass ratio occur as frequently as those with equal masses. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node39.html -- 14.1 Кб -- 26.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>518) - xray.sai.msu.ru/ )
	Dependence on the Scenario Parameters and Initial Distributions

	Initial binary parameters

	Other parameters of the evolutionary scenario







    






3. Introduction | PARALLEL.RU - Информационно-аналитический центр по параллельным

 ... Introduction . Up: One-Sided Communications Next: Initialization Previous: One-Sided Communications . Remote Memory Access ( RMA) extends the communication mechanisms of MPI by allowing one process to specify all communication parameters, both for the sending side and for the receiving side. This mode of communication facilitates the coding of some applications with dynamically changing data access patterns where the data distribution is fixed or slowly changing. ... Центры . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.parallel.ru/docs/mpi2/node117.html -- 18.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>821) - www.parallel.ru/ )
	MPI_Allreduce | PARALLEL.RU - Информационно-аналитический центр по параллельным

	MPI_Reduce_scatter | PARALLEL.RU - Информационно-аналитический центр по

	MPI_Type_create_darray | PARALLEL.RU - Информационно-аналитический центр по







    






4. Wornell G. - Signal Processing with Fractals: A Wavelet Based Approach ::

 ... Wornell G. - Signal Processing with Fractals: A Wavelet Based Approach . ... Название: Signal Processing with Fractals: A Wavelet Based Approach . ... Efficient representations for fractal signals based on wavelets are opening up new applications for signal processing, and providing better solutions to problems in existing applications. ... 1/f process, wavelet-based analysis 50 . 1/f process, wavelet-based models 46 . ... Электронная библиотека попечительского совета мехмата МГУ , 2004-2016 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://lib.mexmat.ru/books/886 -- 58.5 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16505) - lib.mexmat.ru/ )
	J?hne B. - Spatio-Temporal Image Processing :: Электронная библиотека

	Smith R.C., Demetriou M.A. - Research Directions in Distributed Parameter

	Katayama T., Sugimoto S. - Statistical Methods in Control and Signal Processing







    






5. Scanning Probe Microscopy Image Processing Software User's Manual FemtoScan

 ... Scanning Probe Microscopy Image Processing Software User's Manual '' FemtoScan ``. Version 4.8 - A.S. Filonov, D. Yu. ... The Manual contains detailed description of '' FemtoScan `` software for scanning probe microscope (SPM) control and image processing. ... In the beginning of this manual description of '' FemtoScan `` scanning probe microscope construction and principles of SPM image processing can be found. ... Image formation and processing methods . ... Image Processing . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.spm.genebee.msu.ru/manual/en/FSOnlineManualEPS.html -- 12.6 Кб -- 04.02.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>224) - www.spm.genebee.msu.ru/ )
	Morphological Filters

	Contents

	Scan parameters







    






6. Options

 ... Basic channels . ... To add new channel, You have to select one of the spectral operations from the Operations list, modify or set the operations parameters and select one (for unary operations) or two (for binary operations) parent spectral channels. ... Subset of parameters in parent channel parameters vector . ... Using the left mouse button, mark the speech frames in the recorded speech (white columns in the lower spectral window, corresponding to the parent channel of this speech detector). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.intsys.msu.ru/en/invest/speech/demos/eng2help/options.htm -- 14.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>99) - www.intsys.msu.ru/ )
	Options dialog







    






7. mod_ext_filter - Apache HTTP Server

 ... Apache HTTP Server Version 2.0 . Apache > HTTP Server > Documentation > Version 2.0 > Modules . ... mod_ext_filter presents a simple and familiar programming model for filters . ... any programming/scripting language can be used, provided that it allows the program to read from standard input and write to standard output . existing programs can be used unmodified as Apache filters . ... mod_ext_filter directive to define a filter . ... program /usr/bin/enscript, with the type of . ... 




      
[
Сохраненная копия

] 
 Ссылки http://uneex.mithril.cs.msu.su/static/Apache_2.0_Doc/mod/mod_ext_filter.html -- 17.8 Кб -- 26.09.2011

    
      
[
Сохраненная копия

] 
 Ссылки http://uneex.lorien.cs.msu.su/static/Apache_2.0_Doc/mod/mod_ext_filter.html -- 17.8 Кб -- 26.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>570) - uneex.lorien.cs.msu.su/ )
	Module Index - Apache HTTP Server

	Request Processing in Apache 2.0 - Apache HTTP Server







    






8. Laboratories: Group for Bioinformatics and Modeling Biological Process:

Laboratories \ Group for Bioinformatics and Modeling Biological Process \ www.sevin.ru Web Portal Functional Possibilities . ... www.sevin.ru Web Portal Functional Possibilities . ... Representation of information (standard technologies of presentation in WEB, plus technologies of data visualization); . ... Portal "Genetic and biological collections of the RF". ... WEB-portal and database of coordinating center on access to genetic and biological collections of the Russian Federation. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sevin.ru/laboratories_eng/petrosyan_site.html -- 11.1 Кб -- 28.01.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3140) - www.sevin.ru/ )
	Povolzhskiy Journal of Ecology: Povolzhskiy Journal of Ecology: 2008, Issue 3

	Laboratories: Group for Bioinformatics and Modeling Biological Process: Results







    






9. Software projects | Laboratory of Mathematical Methods of Image Processing

 ... Software . Laboratory of Mathematical Methods of Image Processing . ... Available options: -sigma - (mandatory) set blur parameter for the input  image , range:  1.0  to 20.0 - power  - set  warping   power , range: 0.0 to 5.0, default value is  1.0  -1d - apply one-dimensional algorithm (faster but lower quality) basicedges - detect basic edges - edges good for artifact analysis -scale - set scale parameter, range:  1.0  to 20.0, default value is 4.0 gaussblur - blur input ... warp.png . ... 




      
[
Сохраненная копия

] 
 Ссылки http://imaging.cs.msu.ru/en/soft -- 8.9 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://imaging.cs.msu.su/en/soft -- 8.9 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://imaging.cmc.msu.ru/en/soft -- 8.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>854) - imaging.cmc.msu.ru/ )
	View publication | Laboratory of Mathematical Methods of Image Processing

	Research | Laboratory of Mathematical Methods of Image Processing

	Ringing analysis | Laboratory of Mathematical Methods of Image Processing







    






10. mod_ext_filter - Apache HTTP Server

 ... Apache HTTP Server Version 2.0 . Apache > HTTP Server > Documentation > Version 2.0 > Modules . ... mod_ext_filter presents a simple and familiar programming model for filters . ... any programming/scripting language can be used, provided that it allows the program to read from standard input and write to standard output . existing programs can be used unmodified as Apache filters . ... mod_ext_filter directive to define a filter . ... program /usr/bin/enscript, with the type of . ... 




      
[
Сохраненная копия

] 
 Ссылки http://itpm.msu.su/manual/en/mod/mod_ext_filter.html -- 18.6 Кб -- 04.02.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>488) - itpm.msu.su/ )
	Filters - Apache HTTP Server

	Module Index - Apache HTTP Server

	Defining the Local Mailer







    






11. Moscow University Chemistry Bulletin Vol. 44, No. 3, P. 183 (2003)

Previous article . Next article . ... Preconcentration of palladium on the cellulose sorbents, impregnated by trioctylamin . Abstract Filters impregnated by tri- n -octylamin (TOA-filters) for preconcentration of palladium from chloride solutions is proposed. ... Moscow University Chemistry Bulletin . 2003, Vol. ... 3, P. 183 . Copyright (C) Chemistry Dept., Moscow State University, 2002 . ... Copyright (C) Chemisty Department of Moscow State University . ... 
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Сохраненная копия
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